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INTRODUCTION
MEDIUM AND LARGE HYDENT™

Copper and aluminum compression terminals
and splices for terminating conductors from
#8 AWG through 2000 kemil.

The medium and large HYDENT™ line is
designed for terminating and splicing medium
and large conductors in electrical power
applications.

HYLUG™

UNINSULATED COPPER
COMPRESSION TERMINALS

UL LISTED 90°C,
600 VOLT TO 35kV «

BURNDY's HYLUG™ terminals, types YA,
YA-TC, YA-L, YA-L-TC, YA-2N, YA-2TC, YA-L-
TC-FX, YA-L-2TC and YA-2LN are designed
for terminating copper conductors in a wide
variety of electrical connections, including
heavy-duty industrial, utility, commercial and
telecommunications applications.

The HYLUG™ terminals require simple cable
preparation for an easily installed permanent
and inspectable cable termination. The termi-
nals are listed by UL (UL STD.486A) and
CSA certified to 600 volt, when applied with
the proper tool and die combination. The ter-
minals may be used in applications to 35KV.
See each catalog page for UL 35kV listings.

Features and Benefits

¢ Manufactured from seamless high
conductivity electrolytic copper tubing
with heavy duty wall thickness.
¢ Provides maximum conductivity, low

resistance and ductility for an excellent
combination of electrical and crimp
forming properties.

* Barrel diameter closely matches
commercial (code) cable and navy
cable diameters.
¢ Provides an excellent relationship

of the conductor/connector combination
to produce a high quality electrical con-
nection with the recommended tooling.

* Electro-tin plated. Electro-lead plated.
Burndy’s proprietary brite finish.
¢ Provides durable long-lasting

corrosion resistance.

¢ Internally beveled barrel end.
¢ Provides easy cable insertion.

* Each connector is clearly marked with
the wire size and type, die index, and
color coding.
¢ Provides easy identification and proper

tooling recommendation.

* Marked with the proper number and
location of crimps.
¢ Lowers installed costs. Provides for
proper installations.
* Proper compression systems forms a
homogeneous mass.
¢ The result is an excellent electrical
connection.
¢ Use up to 35KV as indicated.
¢ Suitable for high voltage applications.
* Expanded wire ranges when using
Y644 HYPRESS™ Dieless “1” Crimp.
¢ Provides ability to complete emergency
repairs when connector and wire size
do not match.
* Crimp areas clearly marked.
¢ Provides correct number and location
of crimps for proper installation.
* Hydraulic and Battery tooling crimp
embossment.
¢ Provides permanent die index number
embossment on completed crimp for
inspection purposes.
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ONE HOLE YA-L, YA-L-TC C-6-C11
NARROW TONGUE YA-L-NT ci2
STD. LENGTH
LUGS NARROW TONGUE TWO HOLE YA-L-2NT c47
TWO HOLE YA-2L, YA-2LN, YA-L-2TC C40- C46
ONE HOLE YA, YA-TC, YAZ C13-C21
LONG TWO HOLE YA-2N, YA-2TC, YAZ C48 - C60
BARREL LUGS . !
STRANDED FOUR HOLE YA-4N, YAB-4N c8t
“CODE”
CLASS “B”
CABLE COPPER STANDARD LENGTH YS-L 90
SPLICES LONG BARREL YS, YS-T, YSP-T C91, C95
REDUCER |  [ornicer apaPTER Y-R 92
ADAPTER
TEE YST, NYT C105- C106
COPPER
TAPS C-TAP YC-C 98
LIGHT DUTY C TAP YC-L 97
ONE HOLE YA-L, YA-L-FX, YAV, YAV-L-FX C22-C27
ONE HOLE-WIDE BELLED ENTRY | YA-LB c28
STD. LENGTH
| ONE HOLE-LEAD PLATED YAG-L-TC-LD C29-C34
BARREL LUGS
TWO HOLE YA-L-2TC-FX, YAV-L-2TC-FX C61- C67
TWO HOLE-LEAD PLATED YAG-L-2TC-LD C68 - C74
LONG ONE HOLE YA-TC-FXB, YAV-TC-FXB, YAZV | C35-C39
BARREL-LUG TWO HOLE YA-2TC-FXB, YAV-2TC-FXB, YAZV | C75 - C80
FLEXIBLE PIN PIN ADAPTER YEV-P-FX, YEP-FX, YEP €107 - C109
EXTRA FLEX ADAPTER
Accepts Code and
Flex Cables Up to 4/0 SPLICE SPLICE STANDARD LENGTH BELLED| YS-LB 93 - C94
LONG BARREL - BELLED YS-FXB 96
C-TAP YCHC 99
COPPER H-TAP YH C100- C102
TAPS LONG H TAP YSH 103
COVERS FOR H TAPS CR-FR clo4
ONE HOLE YA-A, YA-A-TN C110- G111
Luas TWO HOLE YA-A cif2
TRANSFORM. | | | va-a-kiT [ c114
LUG KIT
STACKING [ [ Asau [c11s
ADAPTER
PIN STRAIGHT AYP C115,C116
ADAPTER OFFSET AYPO C115,C116
STANDARD YS-A C117,C118
SPLICES
TAPERED FOR HIGH VOLTAGE YS-AT ci19
REDUCERS |—— YRB C120
H-TAPS YFD, YFN, YFO, YFR c121
TAPS
COVERS FOR H TAPS CFA ci22
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COMPRESSION
CONNECTORS

Burndy's compression connectors are
designed for reliable and controllable electri-
cal connections. The complete installation is
fully inspectable. They are high conductivity
copper and operate cooler than the wire on
which they are installed. The connectors with-
stand a wide range of electrical and environ-
mental conditions, including current surges,
temperatures, corrosion and vibrations, for a
wide variety of applications. These features
mean a consistently high quality connection
at a low installed cost.

Copper compression connectors are manu-
factured from high-conductivity electrolytic
copper. The connectors are normally tin-
plated, lead-plated, or plated with proprietary
Burndy brite finish to provide durable long-
lasting corrosion resistance. The connector
design has been matched to the cable size to
provide the necessary physical strength
requirements for reliable electrical perfor-
mance.

Aluminum compression connectors are man-
ufactured from high conductivity, high purity
wrought aluminum. They are designed with
sufficient mass and are electro-tin plated to
minimize corrosion due to galvanic action
between dissimilar metals. The connector
barrels are pre-filled with PENETROX,
Burndy's oxide inhibiting compound.

PENETROX contains homogeneously sus-
pended metallic particles which penetrate the
wire's oxides to establish excellent continuity
between the individual strands and the con-
nector barrel for a low-resistance connection.
PENETROX maintains an air-tight connec-
tion. Each barrel end is covered with a color-
coded plastic dust cap which prevents foreign
matter from entering the connector before it is
used. The connector design has been engi-
neered to match the cable size to provide the
necessary physical strength requirements for
reliable electrical performance.

SELECTION AND USE

Copper compression connectors are recom-
mended for use on copper conductors.
Aluminum compression connectors are rec-
ommended for use on aluminum conductors.
Dual-rated aluminum compression connec-
tors may be used on both copper and
aluminum conductors.

Two basic compression designs are available:
Circumferential and indent.

Circumferential
722\ compression is solid
\\/ and symmetrical.
No sharp "Flash".

9 p Indent compression.
~* The connector is swaged
to the conductor.

After compression, virtually all the air is
removed leaving a tight homogeneous mass
of connector and conductor.

The circumferential crimp design is recom-
mended for color coded connectors in low
and high voltage applications. Die index num-
ber embossment provides an easy inspection
where required to verify the use of the proper
connector/die combination. It is also recom-
mended for insulated connectors and for ter-
minating flexible and welding cables.

The circumferential crimp design dies com-
press cable strands into polygonal shapes
forming intimate contact with each other and
the connector barrel. This compression forms
a tight homogeneous mass with virtually no
air pockets. The circumferential crimp pro-
vides an excellent electrical connection with
high pull-out values. The circumferential crimp
is ideal for high voltage applications leaving
the connector barrel symmetrical, which is
easier to insulate.

The indent type crimp can be used in virtually
any application except polyvinylchloride
(PVC) insulated terminals and splices. It is an
excellent means of terminating flexible, extra
flexible and welding cables. The indentor
compresses the cable strands to form inti-
mate contact with each other and the con-
nector barrel. The result is an excellent elec-
trical connection with high pull-out strength.
Laboratory work testing curves established
the proper depth and shape of indent for each
type of connector and wire combination.

TOOLING

Tooling systems are essential for proper
installation of a compression connector.
Since connectors and dies are designed as a
unit for specific wire sizes, only the recom-
mended tools and dies should be used. Most
aluminum and copper HYLUG terminals and
HYLINK splices are marked with a die index
number and are color-coded to identify the
correct installation die. Dies marked with the
matching die index nhumber and color can be
used to install the connector.

Burndy tooling installs a wide range of con-
nectors, is reliable, cost effective, and preci-
sion engineered for durable, long-lasting ser-
vice and quality connections. The tools
include small plier types, full cycle ratchet
designs and hydraulically-powered
HYPRESS heads and new Battery Actuated
Tools. Some have permanent die grooves or
adjustable dies, while others require a
change of die sets or nest die for each con-
nector size. Burndy's recommended tools
achieve crimp performance consistent with
UL and other industry standards. Since sev-
eral tools are suitable for most connectors,
the most economical and practical tool can be
chosen for each application.

INDUSTRY STANDARDS

Burndy's compression terminals, splices and
tap connectors requiring third party testing
and approval are listed by Underwriters'
Laboratories, Inc. Many have also received
CSA approval and are approved under MIL-
T-7928 and other military standards. All con-
form to applicable sections of the National
Electrical Code.

Burndy also offers connectors and splices
which meet the (LOCA Seismec and Aging)
requirements of IEEE standards 323, 383
and 344 for class 1E critical circuits for use in
Nuclear Utility Applications. Certification to
10CFR50 and 10CFR21 available.

Detail catalog listings should be consulted to
obtain the appropriate standards for each
connector and splice.
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Burndy
Telecommunications
Connectors...

The industry’s first choice in
compression connections...

Burndy provides a complete selection of one
and two hole compression’s terminals,
H-taps, C-taps, and other compression con-
nection products specifically engineered to
meet the demanding applications of both the
Central Office and Wireless communications
markets.

All of Burndy’s compression products are
designed for reliable and controllable electri-
cal connections. All connectors are made
from high conductivity electrolytic copper and
operate at cooler temperatures than the con-
ductor on which they are installed. The
connectors are normally tin-plated, lead-
plated, or plated with a proprietary Burndy
brite finish to provide the industry standard in
long-lasting corrosion resistance.

The complete installation is fully inspectable
and UL listed when installed with Burndy
dies. Every die in the system is color-coded
and provides die index embossment for com-
plete inspectability.

The Circumferential Crimp...

Circumferential compression is solid
and symmetrical. No sharp "Flash".

Burndy’s circumferential crimp provides a
solid, homogenous connection, with high pull
out values and is rated for high voltage appli-
cations, more than sufficient for the 48 V DC
operating voltage common in the telecom
market. In addition the circumferential crimp
doesn’t require the removal of the copper
flash produced by other die systems. This not
only saves time in installation but removes a
potential safety hazard from the job.

All of the dies in the system are color-coded
to match the connectors and feature die index
and die number matching to the connector for
ease of installation.

Burndy Tooling...
the right choice for the job

Burndy tooling installs a wide range of
connectors, is reliable, cost effective, and pre-
cision engineered for durable, long-lasting
service and quality connections. Burndy’s
compression tooling system ranges from full
cycle ratchet hand tools to 12 and 15 ton
hydraulically-powered HYPRESS heads.
Hydraulic tools are available in self contained,
battery powered, and AC service electrically
powered pump and remote head designs to
meet all possible installation situations.

Industry Standards

Burndy’s compression terminals, splices and
tap connectors requiring third party testing
and approval are listed by Underwriters
Laboratories, Inc. Many have also received
CSA approval, and all conform to the applica-
ble sections of the National Electric Code.
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ONE HOLE HYLUG™ DIE AND COLOR o
CODE CONDUCTOR CODE INFORMATION —/—/m™m™m™mm%— — ‘ / BEVEL
STANDARD BARREL wepeoTon

TYPES YA-L, YA-L-TC

COPPER COMPRESSION
TERMINAL ELECTRO-TN _—

PLATED
UL LISTED 90°C,
600 VOLT TO 35 KV &

P 0@

\ CRIMP

—  _ CABLE
ACCOMMODATION

‘ L Li L 4{4 Li L—
Fig. 1 Fig. 2 Fig. 3
Conductor Installation Toolin,
Mechanical Hydraulic WIRE

Stud Hole | Tongue | Length Tongue BCT500 | Y750-2/Y46C* | COLOR DIE STRIP
Catalog Number Fig # AWG M Size Width (L) Angle MD7-34R Y500CT BAT-750C CODE INDEX LENGTH
YAV10-45 -BOX 1 92" 45 Degree
YAV10-BOX 1 #14 - #10 8-10 38" 1.02" Straight
YAV10R -BOX 1 STR 77" 90 Degree
YAV10R3 -BOX 1 10 1/4" 47" 83" 90 Degree - - - - 7/16"
YAV10T2-BOX 1 #12-#10 5/16" 53" 1.12" Straight
YAV10T3-45 -BOX 2 SOL 1/4" 47" 1.10" 45 Degree
YAV10T3-BOX 1 1/4" 47" 1.10" Straight
YAV10T4-BOX 1 3/8" 56" 1.18" Straight
YA8CL1-BOX 1 1.26" Straight
YA8CL1-45 2 1/4" 44" 1.24" 45 Degree
YA8CL1-90 3 80" 90 Degree
YA8CL2-BOX 1 #8 AWG 1.38" Straight
YA8CL2-45 2 5/16" 52" 1.34" 45 Degree
YA8CL2-90 3 #8 WELD 92" 90 Degree
YA8CL3-BOX 1 37/24 1.51" Straight WB8CVT (1) |W8CVT (1)
YA8CL3-45 2 3/8" 58" 1.45" 45 Degree | W8CRT (1) |WB8CRT (1) | USCRT (1) | RED 49 7/16"
YA8CL3-90 3 #6 SOLID 1.04" | 90 Degree X8CRT (1) | X8CRT (1)
YA8CL4-BOX 1 1.76" Straight
YA8CL4-45 2 1/2" 71" 1.67" 45 Degree
YA8CL4-90 3 1.28" 90 Degree
YA8CL-BOX 1 1.16" Straight
YA8CL-45 2 8-10 41" 1.16" 45 Degree
YA8CL-90 3 7" 90 Degree
YA6CL-BOX 1 1.73" Straight
YAB6CL-45 2 1/4" 45" 1.43" 45 Degree
YABCL-90 3 81" 90 Degree | W5CVT (1) |WS5CVT (1)
YA6CL1-BOX 1 41" 1.54" Straight W5CRT (1) |W5CRT (1) | USCRT (1) BLUE 7 7/8"
YA6CL1-45 2 #6 AWG 8-10 41" 1.29" 45 Degree X5CRT (1) | X5CRT (1) |UBCABT (1)
YABCL1-90 3 42" 72" 90 Degree | X8CART (1) |[X8CART (1)
YA6CL3-BOX 1 1.79" Straight
YABCL3-45 2 5/16" 52" 1.54" 45 Degree
YABCL3-90 3 93" 90 Degree

* Use P-UADP-1 adapter with "U" dies in Y46 HYPRESS™.

** P-RT die sets for use in Y46 HYPRESS™ only, P-UADP-1 adapter not required.

A See tooling section of this catalog for complete tool and die listings.

@ For applications greater than 2000 Volts, consult cable manufacturer for voltage stress relief instructions.
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ONE HOLE HYLUG™
CODE CONDUCTOR %
STANDARD BARREL —
(CONTINUED) — —t—h L
Fig. 1 Fig. 2 Fig. 3
Conductor Installation Tooling
Mechanical Hydraulic WIRE
Stud Hole | Tongue | Length Tongue BCT500 | Y750-2/Y46C*{ COLOR DIE STRIP
Catalog Number Fig # AWG M Size Width (L) Angle MD7-34R Y500CT BAT-750C | CODE INDEX | LENGTH
YA6CL4-BOX 1 63" | 1.83" Straight
YABCL4-45 2 3/8" 63" | 1.57" | 45Degree | W5CVT (1) | W5CVT (1)
YA6CL4-90 3 #6 AWG 58" | 1.05" | 90Degree | W5CRT (1) | W5CRT (1) | USCRT (1) BLUE 7 78"
YA6CL6-BOX 1 75" | 215" Straight X5CRT (1) | X5CRT (1) [UBCABT (1)
YABCL6-45 2 172" 1.92" | 45Degree | X8CART (1) | X8CART (1)
YA6CL6-90 3 81" | 1.30" | 90 Degree
YA5CL-BOX 1 1.65" Straight W5CRT (1) | W5CRT (1)
YA5CL-45 2 #5AWG | 16 1/4" 44" | 151" | 45Degree | W5CVT (1) | X5CRT (1) | USCRT (1) | BLUE 7 7/8"
YA5CL-90 3 81" 90 Degree | X5CRT (1) | WSCVT (1)
YA4CL-BOX 1 1.74" Straight
YA4CL-45 2 1/4" 50" 1.44" 45 Degree
YA4CL-90 3 84" 90 Degree
YA4CL1-BOX 1 50" | _1.58" Straight
YA4CL1-45 2 8-10 50" | _1.28" | 45 Degree
YA4CL1-90 3 49" 75" 90 Degree
YA4CL3-BOX 1 1.92" Straight WACVT (1) | WACVT (1) U4CRT (1)
YA4CL3-45 2 #4 AWG 5/16" 58" | 1.68" | 45Degree | WA4CRT (1) | W4CRT (1) UBCABT (1) GRAY 8 718"
YA4CL3-90 3 96" 90 Degree | X4CRT (1) | X4CRT (1)
YA4CL4-BOX 1 1.92" Straight
YA4CL4-45 2 3/8" 58" | 1.68" | 45 Degree
YA4CL4-90 3 1.08" | 90 Degree
YA4CL6-BOX 1 2.20" Straight
YA4CL6-45 2 12" 71" 2.02" 45 Degree
YA4CL6-90 3 1.32" | 90 Degree
YA3CL 1 #3STR 1.88" Straight
YA3CL-45 2 #2S0L 25 5/16" 55" | 1.76" | 45Degree | W3CRT (1) | W3CRT (1) | USCRT (1) | WHITE 9 15/16"
YA3CL-90 3 98" 90 Degree
YA2CL2-BOX 1 1.88" Straight
YA2CL2-45 2 1/4" 61" | _1.55" | 45 Degree
YA2CL2-90 3 89" 90 Degree
YA2CL-BOX 1 61" | 1.93" Straight
YA2CL-45 2 5/16" 61" | 1.62" | 45Degree | W2CVT (1) | W2CVT (1)
YA2CL-90 3 #2 AWG 60" | 1.01" | 90Degree | W2CRT (1) | W2CRT (1) | U2CRT (1) | BROWN 10 15/16"
YA2CL4-BOX 1 61" | _2.06" Straight X2CRT (1) | X2CRT (1)
YA2CL4-45 2 3/8" 61" 1.74" 45 Degree
YA2CL4-90 3 60" | 1.14" | 90 Degree
YA2CL6-BOX 1 2.32" Straight
YA2CL6-45 2 12" 73" 217" 45 Degree
YA2CL6-90 3 1.37" | 90 Degree
YA1CL2 1 1.81" Straight
YA1CL2-45 2 1/4" 68" | 1.70" | 45 Degree
YA1CL2-90 3 91" 90 Degree
YA1CL-BOX 1 1.94" Straight
YA1CL-45 2 5/16" 68" | 1.82" | 45Degree | WICVT (1) | WICVT (1) UICRT (1)
YA1CL-90 3 #1 AWG 1.03" | 90 Degree | W1CRT-1 (1) | WICRT-1 (1) U4CABT (1) GREEN 1 15/16"
YA1CL4-BOX 1 2.06" Straight X1CRT-1 (1) | X1CRT-1 (1)
YA1CL4-45 2 3/8" 68" | 1.95" | 45 Degree
YA1CL4-90 3 1.16" | 90 Degree
YA1CL6-BOX 1 1/2" 2.37" Straight
YA1CL6-45 2 1/2" 73" 2.22" 45 Degree

* Use P-UADP-1 adapter with "U" dies in Y46 HYPRESS™.

** P-RT die sets for use in Y46 HYPRESS™ only, P-UADP-1 adapter not required.

A See tooling section of this catalog for complete tool and die listings.

@ For applications greater than 2000 Volts, consult cable manufacturer for voltage stress relief instructions.
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ONE HOLE HYLUG™
CODE CONDUCTOR %
STANDARD BARREL —
(CONTINUED) — — L —h L —
Fig. 1 Fig. 2 Fig. 3
Conductor Installation Tooling
Mechanical Hydraulic WIRE

Stud Hole | Tongue | Length Tongue BCT500 | Y750-2/Y46C*| COLOR DIE STRIP
Catalog Number Fig # AWG MM Size Width L Angle MD7-34R Y500CT BAT-750C | CODE INDEX | LENGTH
YA1CL6-90 3 #1 AWG 1/2" 1.40" | 90Degree | WICVT (1) | X1CRT (1)| UCRT1 (1)| GREEN 11 15/16"
YA25L2-BOX 1 0.88" | 1.84" Straight
YA25L.2-45 2 1/4" 0.75" | 1.76" 45 Degree
YA25L2-90 3 075" | 94" 90 Degree
YA25L4-BOX 1 0.88" | 2.09" Straight
YA25L4-45 2 38" 075 | 201" | 45Degree | W25VT(2) | W2SVT (2)| )oere )
YA25L4-90 3 1/0 AWG | 50 0.75" | 1.19" | 90Degree | W25RT (2) | W25RT (2) U2CABT (1) PINK 12 15/16"
YA25L6-BOX 1 0.88" | 2.34" Straight X25RT (2) | X25RT (2)
YA25L6-45 2 1/2" 0.75" | 2.26" 45 Degree
YA25L6-90 3 0.75" | 1.44" | 90 Degree
YA25L-BOX 1 1.96" Straight
YA25L-45 2 5/16" 0.88" | 1.88" | 45 Degree
YA25L-90 3 1.07" | 90 Degree
YA26L2-BOX 1 1.94" Straight
YA26L.2-45 2 1/4" 0.83" | 1.78" 45 Degree
YA26L2-90 3 96" 90 Degree
YA26L3-BOX 1 2.06" Straight
YA26L3-45 2 5/16" 0.83" | 1.91" Straight
YA26L3-90 3 1.09" Straight
YA26L-BOX 1 219" Straight
YA26L-45 2 2/0 AWG | 70 3/8" 0.83" | 2.03" | 45 Degree
YA26L-90 3 1.21" | 90Degree | W26VT (2) | W26VT (2)
YA26L60 1 0.99" | 2.96" Straight W26RT (2) | W26RT (2)| U26RT (1) | BLACK 13 1"
YA26L60-45 2 3/4" 0.96 | 277" | 45Degree | X26RT(2) | X26RT (2)
YA26L60-90 3 096 | 1.89" 45 Degree
YA26L6-BOX 1 244" Straight
YA26L6-45 2 1/2" 0.83" | 2.28" 45 Degree
YA26L6-90 3 1.46" 90 Degree
YA26L7-BOX 1 2.69" Straight
YA26L7-45 2 5/8" 0.88" | 2.50" | 45 Degree
YA26L7-90 3 1.71" | 90 Degree
YA26LNT516 1 5/16" 0.62" Straight
YA27L.2-BOX 1 2.04" Straight
YA271.2-45 2 1/4" 1" 1.91" | 45 Degree
YA271.2-90 3 99" 90 Degree
YA27L3 1 2.16" Straight
YA27L3-45 2 5/16" 0.91" | 2.03" | 45 Degree
YA27L3-90 3 3/0 AWG 1.12" | 90Degree | W27VT (2) | W27VT (2)
YA27L4-BOX 1 2.29" Straight W27RT (2) | W27RT (2)| U27RT (1) |ORANGE 14 1-1/16"
YA27L4-45 2 3/8" 0.91" | 1.91" | 45Degree | X27RT(3) | X27RT (3)
YA27L4-90 3 99" 90 Degree
YA27L-BOX 1 2.54" Straight
YA27L-45 2 1/2" 0.91" | 241" | 45 Degree
YA27L-90 3 1.49" | 90 Degree
YA27LNT38 3/8" 0.76" Straight
YA28L17-BOX 1 271" Straight
YA28L17-45 2 5/8" 1.02" | 2.64" | 45Degree | W28VT (2) | W28VT (2)
YA28L17-90 3 4/0 AWG 1.79" | 90Degree | W28RT (2) | W28RT (2)| U28RT (1) | PURPLE 15 1-1/8"
YA28L2-BOX 1 1.96" Straight X28RT (3) | X28RT (3)
YA28L2-45 2 1/4" 1.02" | 1.89" | 45 Degree

* Use P-UADP-1 adapter with "U" dies in Y46 HYPRESS™.

** P-RT die sets for use in Y46 HYPRESS™ only, P-UADP-1 adapter not required.

A See tooling section of this catalog for complete tool and die listings.

@ For applications greater than 2000 Volts, consult cable manufacturer for voltage stress relief instructions.
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ONE HOLE HYLUG™
CODE CONDUCTOR
STANDARD BARREL — 45
(CONTINUED) — B i
Fig. 1 Fig. 2 Fig. 3
Conductor Installation Tooling
Mechanical Hydraulic WIRE
Stud Hole | Tongue | Length Tongue BCT500 | Y750-2/Y46C*| COLOR DIE STRIP
Catalog Number Fig # AWG MM Size Width L Angle MD7-34R Y500CT BAT-750C | CODE INDEX | LENGTH
YA28L2-90 3 1/4" 1.02" | 1.04" | 90 Degree
YA28L3-BOX 1 2.08" Straight
YA28L3-45 2 5/16" 1.02" | 2.01" 45 Degree
YA28L3-90 3 1.16" | 90 Degree
YA28L4-BOX 1 2.21" Straight
YA28L4-45 2 | 40 AWG 38" 1.02" | 214" | 45Degree | W28VT (2) | W28VT (2)
YA28L4-90 3 1.29" | 90Degree | W28RT (2) | W28RT (2) | U28RT (1) [PURPLE 15 1-1/8"
YA28L56-BOX 1 2.90" Straight X28RT (2) | X28RT (3)
YA28L56-45 2 3/4" 1.05" | 2.81" 45 Degree
YA28L56-90 3 1.97" | 90 Degree
YA28L-BOX 1 2.46" Straight
YA28L-45 2 1/2" 1.02" | 2.39" 45 Degree
YA28L-90 3 1.54" | 90 Degree
YA28LNT38 1 3/8" 76" 2.79" Straight
YA29L.2-BOX 1 217" Straight
YA29L2-45 2 1/4" 1.11" | 2.07" | 45 Degree
YA29L2-90 3 1.08" 90 Degree
YA29L4-BOX 1 242" Straight
YA29L4-45 2 3/8" 1.11" | 2.32" | 45 Degree
YA29L4-90 3 1.33" 90 Degree
YA29L7-BOX 1 2.30" Straight W2OVT (2) W29VT (2)
YA29L7-45 2 5/16" 1.11" | 2.20" | 45 Degree X29RT (4) W29RT (2) | U29RT (1) |YELLOW 16 1-1/8"
YA29L7-90 3 250 kemil | 120 1.20" 90 Degree X29RT (4)
YA29LTC78-BOX 1 3.36" Straight
YA29LTC78-45 2 7/8" 1.11" | 3.23" | 45 Degree
YA29LTC78-90 3 2.26" 90 Degree
YA29LNT38 3/8" 9" | 2.96" Straight
YA29L-BOX 1 267" Straight
YA29L-45 2 1/2" 111" | 257" 45 Degree
YA29L-90 3 1.58" 90 Degree
YA30L-BOX 1 2.69" Straight
YA30L-45 2 1/2" 1.20" | 2.60" Straight
YA30L-90 3 1.61" Straight
YA30L1-BOX 1 231" Straight
YA30L1-45 2 5/16" 120" | 2.22" 45 Degree
YA30L1-90 3 1.24" 90 Degree
YA30L24-BOX 1 244" Straight
YA30L24-45 2 3/8" 1.20" | 2.35" | 45 Degree W30VT (2) | U30RT (2) \
YA30L24-90 3 300 kemil | 150 1.36" | 90 Degree W3OVT (2) W3O0RT (2) | U28ART (2) WHITE 17 1-118
YA30L27-BOX 1 3.37" Straight
YA30L27-45 2 7/8" 1.20" | 3.29" 45 Degree
YA30L27-90 3 2.30" 90 Degree
YA30L28-BOX 1 3/4" 1.20" | 3.12" Straight
YA30L7-BOX 1 2.94" Straight
YA30L7-45 2 5/8" 1.20" | 2.85" | 45 Degree
YA30L7-90 3 1.86" | 90 Degree
YA31L-BOX 1 2.75" Straight
YA31L-45 2 350 kemil 1/2" 129" | 2.75" 45 Degree W31VT (2) wg:gg; UUES;ARF-{I-T((QZ)) RED 18 1-3/16"
YA31L-90 3 1.65" | 90 Degree

* Use P-UADP-1 adapter with "U" dies in Y46 HYPRESS™.

** P-RT die sets for use in Y46 HYPRESS™ only, P-UADP-1 adapter not required.

A See tooling section of this catalog for complete tool and die listings.

@ For applications greater than 2000 Volts, consult cable manufacturer for voltage stress relief instructions.
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ONE HOLE HYLUG™
CODE CONDUCTOR
STANDARD BARREL
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(CONTINUED) — — i
Fig. 1 Fig. 2 Fig. 3
Conductor Installation Tooling
Mechanical Hydraulic WIRE

Stud Hole | Tongue | Length Tongue BCT500 | Y750-2/Y46C*| COLOR DIE STRIP
Catalog Number Fig # AWG M Size Width L) Angle MD7-34R Y500CT BAT-750C | CODE INDEX | LENGTH
YA31L11 1 2.50" Straight
YA31L11-45 2 3/8" 1.29" | 242" 45 Degree
YA31L11-90 3 1.40" [ 90 Degree
YA31L36-BOX 1 4.02" Straight
YA31L36-45 2 | 350 kemil 7/8" 1.29" | 4.02" | 45 Degree W31VT (2) | U31RT (2) \
YA31L36-90 3 3.94" | 90 Degree WBIVT (2) WB31RT (2) | U29ART (2) RED 18 1-3/16
YA31L7-BOX 1 3.00" Straight
YA31L7-45 2 5/8" 1.29" | 3.00" | 45 Degree
YA31L7-90 3 1.90" [ 90 Degree
YA31LNT38 3/8" 9" | 3.37" Straight
YA32L-BOX 1 3.18" Straight
YA32L-45 2 5/8" 1.38" | 3.08" | 45 Degree
YA32L-90 3 1.95" 90 Degree
YA32L1-BOX 1 2.93" Straight
YA32L1-45 2 1/2" 1.40" | 2.83" | 45 Degree
YA32L1-90 3 | 400 kemil 1.70" | 90 Degree W32VT (2) | U32RT (2) .
YA32L14-BOX 1 2.68" Straight W32VT (2) W32RT (2) | U30ART (2) BLUE 19 -
YA32L14-45 2 3/8" 1.38" | 2.58" | 45 Degree
YA32L14-90 3 1.45" 90 Degree
YA32LTC78-BOX 1 3.62" Straight
YA32LTC78-45 2 718" 1.40" | 352" | 45 Degree
YA32LTC78-90 3 2.38" 90 Degree
YA33L-BOX 1 3.57" Straight W33VT (2)
YA33L-45 2 450 kemil 5/8" 1.48" | 3.30" | 45Degree | W33VT (2) Wa3RT (2) U33RT (2) | GRAY 326 1-9/16"
YA33L-90 3 2.00" 90 Degree
YA34L-BOX 1 3.37" Straight
YA34L-45 2 5/8" 1.55" | 3.30" | 45 Degree
YA34L-90 3 2.03" 90 Degree
YA34L20-BOX 1 4.05" Straight
YA34L20-45 2 1" 1.55" | 3.99" | 45 Degree
YA34L20-90 3 2.72" 90 Degree
YA34L37-BOX 1 2.87" Straight
YA34L37-45 2 3/8" 1.55" | 2.80" | 45 Degree
YA34L37-90 3 500 kemil | 240 1.53" | 90 Degree W34VT (2) | U34RT (2) .
YA34L6-BOX 1 3.12" Straight WIHT (2) W34RT (2) | U31ART (2) BROWN 20 1-7116
YA34L6-45 2 1/2" 1.55" | 3.05" | 45 Degree
YA34L6-90 3 1.78" 90 Degree
YA34L8-BOX 1 3.55" Straight
YA34L8-45 2 3/4" 1.55" | 3.49" | 45 Degree
YA34L8-90 3 2.22" 90 Degree
YA34L9-BOX 1 3.80" Straight
YA34L9-45 2 718" 1.55" | 3.74" | 45 Degree
YA34L9-90 3 247" 90 Degree
YA35L-BOX 1 3.81" Straight
YA35L-45 2 550 kemil 5/8" 1.65" | 3.67" | 45 Degree U35RT (2) |YELLOW 21 1-3/4"
YA35L-90 3 2.08" 90 Degree
YA36L11-BOX 1 1/2" 1.74" | 3.29" Straight
YA36L-BOX 1 372" Straight
YA36L-45 2 600 kemil | 300 5/8" 1.74" | 351" | 45 Degree U3BRT (2) | GREEN 22 1-3/4"
YA36L-90 3 2.11" 90 Degree

* Use P-UADP-1 adapter with "U" dies in Y46 HYPRESS™.
** P-RT die sets for use in Y46 HYPRESS™ only, P-UADP-1 adapter not required.

A See tooling section of this catalog for complete tool and die listings.
@ For applications greater than 2000 Volts, consult cable manufacturer for voltage stress relief instructions.
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Compression
ONE HOLE HYLUG™
CODE CONDUCTOR
STANDARD BARREL = 5
(CONTINUED) . L L
Fig. 1 Fig. 2 Fig. 3
Conductor Installation Tooling
Mechanical Hydraulic WIRE
Stud Hole | Tongue | Length Tongue BCT500 | Y750-2/Y46C*| COLOR DIE STRIP
Catalog Number Fig # AWG MM Size Width (L) Angle MD7-34R Y500CT BAT-750C | CODE INDEX | LENGTH
YA36LTC78-BOX 1 5/8" 1.74" | 397" Straight U36RT (2)
YA36LTC78-45 2 300 718" 174" 395" | 45 Degree U32ART (2) GREEN 22 1-3/4"
YA36LTC78-90 3 ) 2.55" | 90 Degree
YA37L-BOX 1 3.57" Straight
iﬁg;tgg 2 650 kel s | 180 oo gg Bzg:z: U37RT (2) [ORANGE | 23 | 1-15/16"
YA37L1-BOX 1 3.76" Straight
YA38L-BOX 1 3.66" Straight
YA38L-90 2 700 kemil 5/8" 1.84" | 3.60" | 45 Degree - - U3BRT (2) | PINK 400 1-15/16"
YA38L-45 3 2.15" | 90 Degree
YA39L-BOX 1 367" Straight
YA39L-45 2 5/8" 3.61" | 45 Degree
YA39L-90 3 217" | 90 Degree
YA39L2-BOX 1 191" 4.10" Straight
YA39L2-45 2 7/8" ' 4.05" | 45 Degree
YA39L2-90 3 750 kemil 2.61" | 90 Degree - - U39RT (2) | BLACK 24 1-15/16"
YA39L9-BOX 1 4.85" Straight P39RT (2)
YA39L9-45 2 1-1/4" 4.80" | 45 Degree **
YA39L9-90 3 3.36" | 90 Degree
YA39LNT38 3/8" 1.12" | 470" Straight
YA39L6-BOX 1 341" Straight
YA39L6-45 2 1/2" 1.91" | 3.36" | 45 Degree
YA39L6-90 3 1.92" 90 Degree
YA40L-BOX 1 3.81" Straight
YA40L-45 2 800 kemil 5/8" 1.98" | 3.69" | 45 Degree - - P40RT(3) | ORANGE 25 1-15/16"
YA40L-90 3 2.21" | 90 Degree **
YA41L-BOX 1 4.15" Straight
YA41L-45 2 850 kemil 5/8" 2.01" | 4.03" | 45 Degree - - - GOLD 26 1-15/16"
YA41L-90 3 2.23" 90 Degree
YA44L-BOX 1 4.04" Straight
YA44L-45 2 5/8" 2.19" | 4.01" | 45 Degree
YA44L-90 3 1000 kemil | 500 2.32" 90 Degree - - P44RT(3) | WHITE 27 1-15/16"
YA44L2-BOX 1 1/2" 249" | 3.98" Straight **
YA44.23-BOX 1 1" 219" | 473" Straight
YA-45L-BOX 1 4.68" Straight PASRT(3)
YA-45L-45 2 | 1250 kemil 3/4" 246" | 4.64" | 45 Degree - - " YELLOW 29 2-1/16"
YA-45L-90 3 2.62" | 90 Degree
YA-453L-BOX 1 4.71" Straight
YA-453L-45 2 | 1300 kemil 3/4" 2.53" | 4.68" | 45 Degree - - - ORANGE 30 2-116"
YA-453L-90 3 2.65" | 90 Degree
YA46L-BOX 1 4.78" Straight - - PAGRT (3)
YA46L-45 2 | 1500 kemil 3/4" 2.69" | 4.75" | 45 Degree - - " GREEN 31 2-116"
YA46L-90 3 2.71" | 90 Degree - -
YA47L-BOX 1 5.05" Straight - - -
YA47L-45 2 | 1750 kemil 3/4" 2.90" | 5.00" | 45 Degree - - - GRAY 33 2-1/4"
YA47L-90 3 2.79" | 90 Degree - - -
YA48L-BOX 1 519" Straight - - -
YA48L-45 2 | 2000 kemil 3/4" 3.10" | 519" | 45 Degree - - - BROWN 34 2-1/4"
YA48L-90 3 2.89" | 90 Degree - - -

* Use P-UADP-1 adapter with "U" dies in Y46 HYPRESS™.

** P-RT die sets for use in Y46 HYPRESS™ only, P-UADP-1 adapter not required.

A See tooling section of this catalog for complete tool and die listings.

@ For applications greater than 2000 Volts, consult cable manufacturer for voltage stress relief instructions.
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VOLT TO 35 KV &
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Fig. 1 Fig. 2 Fig. 3
Conductor Installation Toolin
Mechanical Hydraulic WIRE

Stud Hole | Tongue | Length Tongue BCT500 Y750-2/Y46C* | COLOR | DIE | STRIP
Catalog Number Fig # AWG MM Size Width L) Angle MD7-34R Y500CT BAT-750C CODE  [INDEX |LENGTH
YABCLNT6 1 #8 AWG - 6 29" 1.08" Straight W8CVT (1) X8CRT (1) UBCRT (1) Red 49 1/2"
YA6CLNT6 1 #6 AWG - 6 29" 1.45" Straight W5CVT (1) X5CRT (1) U5CRT (1) Blue 7 7/8"
YA4CLNT10 1 #4 AWG - #10 40" 1.73" Straight WA4CVT (1) X4CRT (1) U4CRT (1) Gray 8 7/8"
YA3CLNT516 1 iz g‘gﬁ 25 5/16" 49" 1.80" Straight W3CVT (1) W3CVT (1) U3CRT (1) | White 9 | 15/16"
YA2CLNT10 1 . - #10 48" 1.80" Straight
YA2CLNT14 1 # AWG - 1/4" 50" 1.80" Straight W2CVT (1) X2CRT (1) U2CRT (1) | Brown | 10 | 15/16"
YA2CLNT516 1 5/16" 49" 1.82" Straight
YA1CLNT10 1 #10 50" 2.23" Straight "
YAICLNTA4 ] #1 AWG e =0 203" Sraight WICVT (1) X1CRT (1) UICRT (1) | Green | 11 | 15/16
YA25LNT10 1 #10 62" 2.28" Straight . "
YAZ5LNT516 ] 1/0 AWG | 50 516" 3 508" Straight W25VT (2) X25RT (2) U25RT (1) Pink 12 | 15/16
YA26LNT10 1 #10 62" 2.62" Straight
YA26LNT516 1 5/16" 62" 2.62" Straight "
YAZ6LNT516U ] 2/0 AWG | 70 i 2" 562" Staight W26VT (2) X26RT (2) U26RT (1) Black 13 1
YA26LNT38 1 3/8" 72" 2.48" Straight
YA27LNT38 1 3/0 AWG - 3/8" 76" 2.73" Straight W27VT (2) X27RT (3) U27RT (1) | Orange | 14 | 1-1/16"
YA28LNT38 1 4/0 AWG - 3/8" .76" 2.67" Straight W28VT (2) X28RT (3) U28RT (1) | Purple | 15 | 1-1/8"
YA29LNT38 1 250 kemil | 120 38" 96" 2.96" Straight W29VT (2) X29RT (4) U29RT (1) | Yellow | 16 | 1-1/8"
YA29LENT38 1 76" 2.96" Straight W29VT (2) X29RT (4) U29RT (1) | VYellow | 16 | 1-1/8"
YA30LNT38 1 300 kemil | 150 3/8" .96" 2.97" Straight W30VT (4) - U30RT (2) White 17 | 1-1/8"
YA31LNT38 1 350 kemil - 3/8" 96" 3.31" Straight W31VT (4) U31RT (2) Red 18 | 1-3/16"
YA32LNT38 1 400 kemil - 3/8" .96" 3.21" Straight W32VT (4) U32RT (2) Blue 19 1-1/4"
YA34LNT38 1 500 kemil | 240 3/8" .96" 3.65" Straight W34VT (4) U34RT (2) | Brown | 20 | 1-7/16"
YA36LNT38 1 600 kemil | 300 3/8" 1.12" 4.09" Straight - - U3BRT (2) | Green | 22 | 1-3/4"
YA39LNT38 1 750 kemil - 3/8" 1.12" 4.24" Straight - - U39RT (2) Black 24 |1-15/16"

* Use P-UADP-1 adapter with "U" dies in Y46 HYPRESS™

A See tooling section of this catalog for complete tool and die listings. Use ONLY color-coded die recommendations for “-FX”
connectors. For nest/indentor system contact factory.

@ For applications greater than 2000 Volts consult cable manufacturer for voltage stress relief instructions.
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Fig. 1 Fig. 2 Fig. 3
Conductor Installation Tooling
Mechanical Hydraulic WIRE
Stud Hole | Tongue | Length Tongue BCT500 Y750-2/Y46C* | COLOR | DIE | STRIP
Catalog Number Fig # AWG MM Size Width (L) Angle MD7-34R Y500CT BAT-750C CODE | INDEX |LENGTH
YA8C-TC10 1 1.57" Straight
YA8C-TC10-45 2 #8 AWG #10 .38" 1.46" 45 Degree
YA8C-TC10-90 3 .68" 90 Degree
YA8C-TC14 1 1.69" Straight W8CVT (2) X8CRT (2)
YA8C-TC14-45 2 #3WELD | 10 1/4" 41" 1.57" | 45 Degree WB8CRT (2) WB8CVT (2) UBCRT (2) Red 49 1"
YA8C-TC14-90 3 .86" 90 Degree X8CRT (2) WB8CRT (2)
YA8C-TC38 1 37/04 1.88" Straight
YA8C-TC38-45 2 46 S0L 3/8" 58" 1.71" 45 Degree
YA8C-TC38-90 3 1.04" 90 Degree
YA6C-TC10 1 1.89" Straight
YA6C-TC10-45 2 #10 41" 1.72" 45 Degree
YABC-TC10-90 3 75" 90 Degree W5CVT (2) W5CVT (2)
YABC-N 1 2.64" Straight W5CRT (2) W5CRT (2) U5CRT (2) Blue 7 | 1-378"
YA6C-N-45 2 #6 AWG - 1/2" 83" 253" 45 Degree X5CRT (2) X5CRT (2) | UBCABT (2)
YABC-N-90 3 1.52 90 Degree X8CART (2) | X8CART (2)
YA6C 1 1.81" Straight
YA6C-45 2 1/4" 41" 1.24" | 45 Degree
YA6C-90 3 81" 90 Degree
YA5C 1 1.98" Straight
YA5C-45 2 1/4" 44" 1.75" | 45 Degree
YA5C-90 3 #5 AWG 81" 90 Degree W5CVT (2) W5CVT (2)
YA5C-N 1 16 2.67" Straight W5CRT (2) W5CRT (2) U5CRT (2) Blue 7 | 1-3/16*
YA5C-N-45 2 1/2" 83" 2.55" 45 Degree X5CRT (2) X5CRT (2)
YA5C-N-90 3 1.52" 90 Degree
YA4C-TC10 1 1.94" Straight
YA4C-TC10-45 2 #10 56" 1.94" | 45 Degree WACVT (2) WACVT (2) UACRT (2)
YA4C-TC10-90 3 #4 AWG 1.75" 90 Degree WA4CRT (2) WA4CRT (2) UBCABT (2) Gray 8 | 1-3/16"
YA4C 1 1.87" Straight XA4CRT (2) X4CRT (2)
YA4C-45 2 1/4" 56" 1.52" | 45 Degree

* Use P-UADP-1 adapter with "U" dies in Y46 HYPRESS™.

** P-RT die sets for use in Y46 HYPRESS™ only, P-UADP-1 adapter not required.

A See tooling section of this catalog for complete tool and die listings. Use ONLY color coded die recommendations for "-FX"
connectors. For nest/indentor system contact factory.

¢ Available undrilled. Add suffix "U" to catalog number. (Example: YA25U).

4 For applications greater than 2000 Volts consult cable manufacturer for voltage stress relief instructions.
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ONE HOLE HYLUG™
CODE CONDUCTOR
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Fig. 1 Fig. 2 Fig. 3
Conductor Installation Tooling
Mechanical Hydraulic WIRE
Stud Hole | Tongue | Length Tongue BCT500 Y750-2/Y46C* | COLOR | DIE | STRIP
Catalog Number Fig # AWG M Size Width (L) Angle MD7-34R Y500CT BAT-750C CODE | INDEX |LENGTH
YA4C-90 3 1/4" 56" 84" 90 Degree
YA4C-TC38 1 2.25" Straight
YA4C-TC38-45 2 3/8" .58" 2.02" | 45 Degree WA4CVT (2) W4CVT (2) U4CRT (2
YA4C-TC38-90 3 #4 AWG 1.08" 90 Degree WACRT (2) WA4CRT (2) UBCABT (2) Gray 8 |1-3/16"
YA4C-N 1 2.69" Straight X4CRT (2) X4CRT (2)
YA4C-N-45 2 1/2" .83" 2.56" 45 Degree
YA4C-N-90 3 1.54" 90 Degree
YA3C-TC14 1 2.23" Straight
YA3C-TC14-45 2 1/4" .55" 1.99" 45 Degree
YA3C-TC14-90 3 92" 90 Degree
YA3C 1 2.30" Straight
YA3C-45 2 #3 AWG 5/16" 55" 2.05" | 45 Degree
YA3C-90 3 25 .98" 90 Degree WB3CRT (2) W3CRT (2) U3CRT (2) | White 9 | 112"
YA3C-TC38 1 #2 SOLID 242" Straight
YA3C-TC38-45 2 3/8" 61" 2.16" | 45 Degree
YA3C-TC38-90 3 1.10" 90 Degree
YA3CN 1 2.86" Straight
YA3CN-45 2 1/2" 81" 2.68" 45 Degree
YA3CN-90 3 1.56" 90 Degree
YA2C-TC10 1 2.10" Straight
YA2C-TC10-45 2 #10 61" 1.90" 45 Degree
YA2C-TC10-90 3 82" 90 Degree
YA2C-TC14 1 2.23" Straight
YA2C-TC14-45 2 1/4" 60" | 202" | 45Degree | W2CVT(2) | W2CVT (2)
YA2C-TC14-90 3 #2 AWG 95" 90 Degree W2CRT (2) W2CRT (2) U2CRT (2) | Brown | 10 | 1-5/16"
YA2C 1 2.29" Straight X2CRT (2) X2CRT (2)
YA2C-45 2 5/16" 61" 2.09" 45 Degree
YA2C-90 3 1.01" 90 Degree
YA2C-N 1 2.88" Straight
YA2C-N-45 2 1/2" .83" 2.70" 45 Degree
YA2C-N-90 3 1.58" 90 Degree
YA1C-TC10 1 2.27" Straight
YA1C-TC10-45 2 #10 .68" 2.00" | 45 Degree
YA1C-TC10-90 3 84" 90 Degree
YA1C 1 245" Straight WICVT (2) WICVT (2) UICRT1 (2)
YA1C-45 2 # AWG 5/16" 68" | 219" | 45Degree | WICRT1(2) | WICRT1(2) | )\cyor @ Green | 11 |[1-7/16"
YA1C-90 3 1.03" 90 Degree X1CRT-1 (2) | X1CRT (2)
YA1C-N 1 3.06" Straight
YA1C-N-45 2 1/2" .83" 2.82" 45 Degree
YA1C-N-90 3 1.60" 90 Degree
YA25TC10 1 2.30" Straight
YA25TC10-45 2 #10 75" 2.06" 45 Degree
YA25TC10-90 3 .88" 90 Degree
YA25 1 2.48" Straight W25VT (4) W25VT (4) U25RT (2)
YA25-45 2 | 1/0AWG | 50 5/16" 75" | 225" | 45 Degree W25RT (4) W2SRT (4) | oot 2 Pink | 12 |1-7/16"
YA25-90 3 1.07" 90 Degree X25RT (4) X25RT (4)
YA25TC38 1 2.61" Straight
YA25TC38-45 2 3/8" 75" 2.37" 45 Degree
YA25T7C38-90 3 1.19" 90 Degree

* Use P-UADP-1 adapter with "U" dies in Y46 HYPRESS™.

** P-RT die sets for use in Y46 HYPRESS™ only, P-UADP-1 adapter not required.

A See tooling section of this catalog for complete tool and die listings. Use ONLY color coded die recommendations for "-FX"

connectors. For nest/indentor system contact factory.
¢ Available undrilled. Add suffix "U" to catalog number. (Example: YA25U).
@ For applications greater than 2000 Volts consult cable manufacturer for voltage stress relief instructions.




BURNDY
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ONE HOLE HYLUG™
CODE CONDUCTOR
LONG BARREL "
f 45°
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Fig. 1 Fig. 2 Fig. 3
Conductor Installation Toolin
Mechanical Hydraulic WIRE
Stud Hole | Tongue | Length Tongue BCT500 Y750-2/Y46C* | COLOR | DIE | STRIP
Catalog Number Fig # AWG MM Size Width (L) Angle MD7-34R Y500CT BAT-750C CODE | INDEX |LENGTH
YA25N 1 10 3.05" Straight W25VT(4) W25VT (4) U25RT (2)
YA25N-45 2 AWG 50 1/2" 81" 2.79" | 45Degree W25RT (4) W25RT (4) U2CABT (2) PINK 12 | 1-7/16"
YA25N-90 3 1.62" 90 Degree X25RT (4) X25RT(4)
YA26 1 2.77" Straight
YA26-45 2 3/8" 2.49" | 45 Degree W26VT (4) W26VT (4)
YA26-90 3 2/0 83" 1.22" 90 Degree W26RT (4) W26RT (4) U26RT (2) Black 13 | 1-9/16"
YA26N 1 AWG 70 ' 3.21" Straight X26RT (4) X26RT (4)
YA26N-45 2 1/2" 2.93" 45 Degree
YA26N-90 3 1.65" 90 Degree
YA27 1 3.06" Straight
YA27-45 2 2.78" | 45 Degree W27VT (4) W27VT (4)
YA27-90 3 3/0 AWG - 1/2" 91" 1.49" 90 Degree W27RT (4) W27RT (4) U27RT (2) |ORANGE| 14 |1-9/16"
YA27-N 1 3.25" Straight X27RT (6) X27RT (6)
YA27-N-45 2 2.97" 45 Degree
YA27-N-90 3 168" 90 Degree
YA28TC38 1 2.98" Straight
YA28TC38-45 2 3/8" 2.68" | 45Degree
YA28TC38-90 3 1.29" 90 Degree
YA28 1 3.23" Straight W28VT (4) W28VT (4)
YA28-45 2 4/0 AWG - 2.93" | 45Degree W28RT (4) W28RT (4) U28RT (2) | Purple | 15 [(1-11/16"
YA28-90 3 1/2" 1.02" 1.54" 90 Degree X28RT (6) X28RT (6)
YA28-N 1 3.41" Straight
YA28-N-45 2 3.12" | 45Degree
YA28-N-90 3 1.73" 90 Degree
YA29 1 3.26" Straight
YA29-45 2 2.99" | 45Degree W2OVT (4) W29VT (4)
YA29-90 3 250 kemil | 120 1/2" 1.11" 1.58" 90 Degree X29RT (8) W29RT (4) U29RT (2) | Yellow | 16 |1-11/16"
YA29-N 1 3.45" Straight X29RT (8)
YA29-N-45 2 3.18" 45 Degree
YA29-N-90 3 1.76" 90 Degree
YA30 1 3.69" Straight
YA30-45 2 3.31" 45 Degree
YA30-90 3 300 kemil | 150 1/2" 1.20" 1.61" 90 Degree W30VT (4) U30RT (4) . "
YA30-N 1 3.88" Straight W3OV (4) W30RT (4) | U28ART (4) White 172118
YA30-N-45 2 3.50" 45 Degree
YA30-N-90 3 1.80" 90 Degree
YA31 1 3.73" Straight
YA31-45 2 3.36" 45 Degree
YA31-90 3 350 kemil - 1/2" 1.29" 1.65" 90 Degree W31VT (4) U31RT (4) "
YA31-N 1 3.92" 90 Degree WSIVT (4) W31RT (4) | U29ART (4) Red 18 | 2118
YA31-N-45 2 3.55" 90 Degree
YA31-N-90 3 1.84" 90 Degree
YA32N 1 4.09" Straight
YA32N-45 2 1/2" 1.38" 3.71" | 45 Degree
YA32N-90 3 400 kemil - 1.88" 90 Degree W32VT (4) U32RT (4) "
YA32 1 415" Straight WS (4) W32RT (4) | US0ART (4) Blue 192316
YA32-45 2 5/8" 1.38" 3.77" | 45Degree
YA32-90 3 1.95" 90 Degree

* Use P-UADP-1 adapter with "U" dies in Y46 HYPRESS™.

** P-RT die sets for use in Y46 HYPRESS™ only, P-UADP-1 adapter not required.

A See tooling section of this catalog for complete tool and die listings. Use ONLY color coded die recommendations for "-FX"
connectors. For nest/indentor system contact factory.

¢ Available undrilled. Add suffix "U" to catalog number. (Example: YA25U).

@ For applications greater than 2000 Volts consult cable manufacturer for voltage stress relief instructions.
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BURNDY

Compression

ONE HOLE HYLUG™
CODE CONDUCTOR
LONG BARREL

f

45°
(CONTINUED) | L = .
Fig. 1 Fig. 2 Fig. 3
Conductor Installation Toolin
Mechanical Hydraulic WIRE
Stud Hole | Tongue | Length Tongue BCT500 Y750-2/Y46C* | COLOR | DIE | STRIP

Catalog Number Fig # AWG MM Size Width (L) Angle MD7-34R Y500CT BAT-750C CODE |INDEX [LENGTH
YA33 1 4.24" Straight - Gray | 326 |2-5/16"
YA33-45 2 5/8" 1.48" 3.87" 45 Degree
YA33-90 3 2.00" 90 Degree
YA33-N 1 450 kemil 447" Straight W33VT (4) W33VT (4) UB3RT (4) Gray | 326 |2-5/16"
YA33-N-45 2 12" 1.48" 381" 45 Degree W33RT (4)
YA33-N-90 3 1.94" 90 Degree
YA34N 1 4.32" Straight
YA34N-45 2 12" 1.52" 3.96" 45 Degree
YA34N-90 3 | 500kemil | 240 1.97" | 90 Degree W34VT (4) W34VT (4) | U34RT (4) | Brown | 20 |2-5/16"
YA34 1 4.39" Straight W34RT (4) | U31ART (4)
YA34-45 2 5/8" 1.52" 4.02" 45 Degree
YA34-90 3 2.03" 90 Degree
YA35 1 4.79" Straight
YA35-5 2 5/8" 1.65" 4.37" 45 Degree
YA35-90 3 550 kemil 2.08" 90 Degree U35RT (4) | Yellow | 21 |2-11/16"
YA35-N 1 4.73" Straight
YA35-N-45 2 12" 1.65" 4.30" 45 Degree
YA35-N-90 3 2.01" 90 Degree
YA36N 1 4.83" Straight
YA36N-45 2 12" 1.69" 441" 45 Degree
YA36N-90 3 600 kemil | 300 2.05" 90 Degree U3BRT (4) | Green | 22 | 2-3/4"
YA36 1 4.90" Straight U32ART (4)
YA36-45 2 5/8" 1.69" 447" 45 Degree
YA36-90 3 211" 90 Degree
YA37 1 5.05" Straight
YA37-45 2 5/8" 1.80" 4.59" 45 Degree
YA37-90 3 650 kemil 214" 90 Degree UB7RT (4) | ORANGE| 23 | 2-7/8"
YA37-N 1 4.98" Straight
YA37-N-45 2 12" 1.80" 453" 45 Degree
YA37-N-90 3 2.08" 90 Degree
YA38 1 5.07" Straight
YA38-45 2 5/8" 1.84" 4.60" 45 Degree
YA38-90 3 700 kemil 2.15" 90 Degree UBBRT (4) Pink | 400 | 2-7/8"
YA38-N 1 5.01" Straight
YA38-N-45 2 12" 1.84" 453" 45 Degree
YA38-N-90 3 2.08" 90 Degree
YA39IN 1 511" Straight
YA39N-45 2 12" 1.89" 4.62" 45 Degree
YA39N-90 3 750 kemil 2.11" 90 Degree U39RT (4) Black 24 |2-15/16"
YA39 1 517" Straight P39RT (4)
YA39-45 2 5/8" 1.89" 4.68" 45 Degree b
YA39-90 3 217" 90 Degree
YA40 1 5.25" Straight
YA40-45 2 5/8" 1.98" 4.80" 45 Degree
YA40-90 3 800 kemil 2.21" 90 Degree P40RT (4) | ORANGE| 25 3
YA40-N 1 5.19" Straight **
YA40-N-45 2 12" 1.98" 4.74" 45 Degree
YA40-N-90 3 2.15" 90 Degree

* Use P-UADP-1 adapter with "U" dies in Y46 HYPRESS™.

** P-RT die sets for use in Y46 HYPRESS™ only, P-UADP-1 adapter not required.

A See tooling section of this catalog for complete tool and die listings. Use ONLY color coded die recommendations for "-FX"

connectors. For nest/indentor system contact factory.
* Available undrilled. Add suffix "U" to catalog number. (Example: YA25U).
@ For applications greater than 2000 Volts consult cable manufacturer for voltage stress relief instructions.
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Compression

ONE HOLE HYLUG™

CODE CONDUCTOR

LONG BARREL 4

j 450
(CONTINUED) | . | LA .
Fig. 1 Fig. 2 Fig. 3
Conductor Installation Toolin
Mechanical Hydraulic WIRE
Stud Hole | Tongue | Length Tongue BCT500 Y750-2/Y46C* | COLOR | DIE | STRIP

Catalog Number Fig # AWG MM Size Width (L) Angle MD7-34R Y500CT BAT-750C CODE |INDEX [LENGTH
YA41 1 5.26" Straight
YA41-45 2 850 kemil 5/8" 2.01" | 4.82" | 45Degree - - - GOLD | 26 3
YA41-90 3 - 2.23" | 90 Degree
YA41-N 1 850 kemil 5.20" Straight - - - GOLD | 26 3
YA41-N-45 2 12" 2.01" | 4.76" | 45 Degree
YA41-N-90 3 217" | 90 Degree
YA44 1 545" Straight
YA44-45 2 5/8" 217" | 5.01" | 45 Degree
YA44-90 3 | 1000 kemil | 500 2.32" | 90 Degree P44RT (4) | White | 27 |[3-1/16"
YA44-N 1 5.38" Straight - - *
YA44-N-45 2 12" 219" | 4.95" | 45Degree
YA44-N-90 3 2.26" | 90 Degree
YA45 1 5.93" Straight
YA45-45 2 3/4" 246" | 552" | 45Degree
YA45-90 3 | 1250 kemil | - 2.62" | 90 Degree P45RT (6) | Yellw | 29 | 3-1/4"
YA45-N 1 5.68" Straight *
YA45-N-45 2 12" 246" | 527" | 45Degree
YA45-N-90 3 2.37" | 90 Degree
YA46 1 6.04" Straight
YA46-45 2 3/4" 269" | 5.64" | 45Degree
YA46-90 3 | 1500 kemil | - 2.71" | 90 Degree P46RT (6) | Green | 31 |[3-5/16"
YA46-N 1 5.79" Straight - - *
YA46-N-45 2 12" 269" | 5.39" | 45Degree
YA46-N-90 3 246" | 90 Degree
YA47 1 6.38" Straight
YA47-45 2 3/4" 290" | 5.94" | 45Degree
YA47-90 3 | 1750 kemil | - 2.79" | 90 Degree
YA47-N 1 6.13" Straight - - - Gray 33 | 312"
YA47-N-45 2 12" 290" | 5.69" | 45 Degree
YA47-N-90 3 2.54" | 90 Degree
YA48 1 6.47" Straight
YA48-45 2 3/4" 3.10" | 6.09" | 45 Degree
YA48-90 3 | 2000 kemil | - 2.89" | 90 Degree
YA48-N 1 6.22" Straight - - - Brown | 34 | 3-1/2"
YA48-N-45 2 12" 310" | 5.84" | 45Degree
YA48-N-90 3 2.64" | 90 Degree

* Use P-UADP-1 adapter with "U" dies in Y46 HYPRESS™.

** P-RT die sets for use in Y46 HYPRESS™ only, P-UADP-1 adapter not required.

A See tooling section of this catalog for complete tool and die listings. Use ONLY color coded die recommendations for "-FX"
connectors. For nest/indentor system contact factory.

o Available undrilled. Add suffix "U" to catalog number. (Example: YA25U).

@ For applications greater than 2000 Volts consult cable manufacturer for voltage stress relief instructions.
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Compression
ONE HOLE HYLUG™ DIE AND COLOR
CODE INFORMATION BEVELED
CODE CONDUCTOR —
INSPECTION ) /
LONG BARREL WITH WINDOW N
INSPECTION WINDOW : Al
TYPE YAZ / CRIMP
ELECTRO-TIN \ CABLE
UNINSULATED COPPER PLATED ACCOMMODATION
COMPRESSION TERMINAL
UL LISTED 90°C,
600 VOLT TO 35 KV &
90°
j 45°
sp ‘ L LiLJ—A L7L4J
Fig. 1 Fig. 2 Fig. 3
Conductor Installation Tooling
Mechanical Hydraulic WIRE
Stud Hole | Tongue | Length Tongue BCT500 Y750-2/Y46C* | COLOR | DIE STRIP
Catalog Number Fig # AWG MM Size Width (L) Angle MD7-34R Y500CT BAT-750C CODE | INDEX | LENGTH
YAZV10-TC14 1| #4-108r 154 Straight
YAZV10-TC14-45 2 6 14" A1 141 45 Degree . - - - . 34"
YAZV10-TC14-90 3 | #12-1050l . 083 90 Degree
YAZ8C-TC10 1 1.58 Straight
YAZBC-TC10-45 2 #10 A1 147 45 Degree
YAZ8C-TC10-90 3 0.75 90 Degree
YAZ8C-TC14 1 # AWG 1.71 Straight WBCVT 2) WBCVT (2)
YAZ8C-TC14-45 2 #3 WELD 10 14 A4 1.58 45 Degree W8CRT (2) W8CRT (2) USCRT (2) Red 49 7/8"
YAZBC-TC14-90 3 37/24 0.87 90 Degree X8CRT (2) X8CRT (2)
YAZ8C-TC38 1 #6 SOL 1.89 Straight
YAZBC-TC38-45 2 14 58" 1.72 45 Degree
YAZ8C-TC38-90 3 1.05 90 Degree
YAZ6C-TC14 1 2.03 Straight
YAZ6C-TC14-45 2 14 45" 1.83 45 Degree
YAZ6C-TC14-90 3 0.89 90 Degree W5CVT (2) W5CVT (2)
YAZ6C-TC38 1 22 Straight WSCRT (2) WSCRT (2) USCRT (2) s | 7ol 1ate
YAZ6C-TC38-45 2 #6 ANG - 38" 58" 197 45 Degres X5CRT (2) X5CRT (2) USCABT (2)
YAZ6C-TC38-90 3 106 90 Degree X8CART (2) X8CART (2)
YAZ6C-TC12 1 2.65 Straight
YAZ6C-TC12-45 2 12" 83" 2.54 45 Degree
YAZ6C-TC12-90 3 1.53 90 Degree
YAZ5C-TC12 1 . 268 Straight WSCRT (2) W5CVT (2)
YAZ5C-TC12-45 2 #5 AWG - 12" 83 2.56 45 Degree W5CVT (2) X5CRT (2 USCRT (2) Blue | 7or374| 1-316"
YAZ5C-TC12-90 3 153 90 Degree X5CRT (2) WS5CRT (2)
YAZ4C-TC14 1 2.05 Straight
YAZAC-TC14-45 2 14 49" 1.87 45 Degree
YAZ4C-TC14-90 3 092 90 Degree
YAZ4C-TC38 1 2.3 Straight WACVT (2) WACVT () UGAT (2
YAZAC-TC38-45 2 #4 AWG - 38" 58" 2.01 45 Degree WA4CRT (2) WA4CRT (2) UBCABT (2 Gray | 8or346| 1-3/16"
YAZ4C-TC38-90 3 1.09 90 Degree X4CRT (2) X4CRT (2)
YAZ4C-TC12 1 2.67 Straight
YAZAC-TC12-45 2 12" 83" 2.55 45 Degree
YAZ4C-TC12-90 3 1.55 90 Degree

A See tooling section of this catalog for complete tool and die listings.

* Use P-UADP-1 adapter with "U" dies in Y46 HYPRESS™

** P-RT die sets for use in Y46 HYPRESS™ only, P-UADP- 1 adapter not required.

¢ Available undrilled. Add suffix "U" to catalog number. (Example: YA25U).

4 For applications greater than 2000 Volts consult cable manufacturer for voltage stress relief instructions.
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Compression

ONE HOLE HYLUG™
CODE CONDUCTOR J o
LONG BARREL WITH T

INSPECTION WINDOW | ) I S I

(CONTINUED) Fig. 1 Fig. 2 Fig. 3
Conductor Installation Toolin 4

Mechanical Hydraulic WIR
Stud Hole | Tongue | Length Tongue BCT500 Y750-2/Y46C* | COLOR | DIE STRI

Catalog Number FIG # AWG MM Size Width (L) Angle MD7-34R Y500CT BAT-750C CODE | INDEX |LENGTH

YAZ3C-TC14 1 . 2.21 Straight

YAZ3C-TC14-45 2 14" 55" 1.97 45 Degree

YAZ3C-TC14-90 3 093 90 Degree

YAZ3C-TC38 1 #3 AWG 2.39 Straight

YAZ3C-TC38-45 2 25 3/8" 58" 2.13 45 Degree W3CRT (2) W3CRT (2) UCRT (2) White 9 1-5/16"

YAZ3C-TC38-90 3 #2 SOL 1.11 90 Degree

YAZ3C-TC12 1 2.83 Straight

YAZ3C-TC12-45 2 12" 83" 2.66 45 Degree

YAZ3C-TC12-90 3 1.57 90 Degree

YAZ2C-TC14 1 2.23 Straight

YAZ2C-TC14-45 2 14" 60" 2.03 45 Degree

YAZ2G-TC14-90 3 0.96 90 Degree

YAZ2C-TC38 1 241 Straight W2CVT (2) W2CVT (2)

YAZ2C-TC38-45 2 #2 AWG - 3/8" 60" 2.21 45 Degree W2CRT (2) W2CRT () U2CRT (2) Brown 10 1-5/16"

YAZ2C-TC38-90 3 1.14 90 Degree X2CRT (2) X2CRT (2)

YAZ2C-TC12 1 2.85 Straight

YAZ2C-TC12-45 2 12" 83" 257 45 Degree

YAZ2G-TC12-90 3 1.57 90 Degree

YAZ1C-TC14 1 2.39 Straight

YAZ1C-TC14-45 2 14" 67" 2.13 45 Degree

YAZ1C-TC14-90 3 0.98 90 Degree

YAZ1C-TC38 1 257 Straight WICVT (2) WICVT () UICAT4 ()

YAZ1C-TC38-45 2 #H AWG - 3/8" 67" 2.31 45 Degree W1CRT1 (2) W1CRT-1 (2) U4CABT (2 Green |110r375| 1-71¢"

YAZ1C-TC38-90 3 1.16 90 Degree X1CRT-1(2) X1CRT-1(2)

YAZ1C-TC12 1 3.01 Straight

YAZ1C-TC12-45 2 12" 83" 2.70 45 Degree

YAZ1C-TC12-90 3 1.59 90 Degree

YAZ25-TC14 1 2.42 Straight

YAZ25-TC14-45 2 14" 75" 2.19 45 Degree

YAZ25-TC14-90 3 1.02 90 Degree

YAZ25-TC516 1 2.47 Straight

YAZ25-TC516-45 2 5/16" 75" 2.24 45 Degree W25VT (4) W25VT (4) U25RT 2

YAZ25-TC516-90 3 1/0 AWG 50 1.08 90 Degree W25RT (4) W25RT (4) U2CABT (2 Pink |120r348 | 1-7/1¢"

YAZ25-TC38 1 2.60 Straight X25RT (4) X25RT (4)

YAZ25-TC38-45 2 3/8" 75" 237 45 Degree

YAZ25-TC38-90 3 1.20 90 Degree

YAZ25-TC12 1 3.04 Straight

YAZ25-TC12-45 2 12" 83" 271 45 Degree

YAZ25-TC12-90 3 1.63 90 Degree

YAZ26-TC14 1 2.58 Straight

YAZ26-TC14-45 2 14" 83" 2.30 45 Degree

YAZ26-TC14-90 3 1.04 90 Degree

YAZ26-TC38 1 2.76 Straight W26VT (4) W26VT (4)

YAZ26-TC38-45 2 2/0 AWG 70 3/8" 83" 248 45 Degree W26RT (4) W26RT (4) U26RT (2) Black 13 1-9/16"

YAZ26-TC38-90 3 1.22 90 Degree X26RT (4) X26RT (4)

YAZ26-TC12 1 3.20 Straight

YAZ26-TC12-45 2 12" 83" 2.92 45 Degree

YAZ26-TC12-90 3 1.66 90 Degree

YAZ27-TC38 1 2.80 Straight W27RT (4) W27VT (4)

YAZ27-TC38-45 2 30 AWG - 3/8" 90" 2.52 45 Degree W27VT (4) W27RT (4) U27RT (2) Orange 14 1-9/16"

YAZ27-1C38-90 3 1.25 90 Degree X27RT (6) X27RT (6)

A See tooling section of this catalog for complete tool and die listings.

* Use P-UADP-1 adapter with "U" dies in Y46 HYPRESS™.

** P-RT die sets for use in Y46 HYPRESS™ only, P-UADP-1 adapter not required.

 Available undrilled. Add suffix "U" to catalog number. (Example: YA25U).

@ For applications greater than 2000 Volts consult cable manufacturer for voltage stress relief instructions.
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ONE HOLE HYLUG™
CODE CONDUCTOR

BURNDY

Compression

LONG BARREL WITH -
’—/7 450
INSPECTION WINDOW | 1 L I
(CONT'NUED) Fig. 1 Fig. 2 Fig. 3
Conductor Installation Tooling
Mechanical Hydraulic WIRE

Stud Hole | Tongue | Length Tongue BCT500 Y750-2/Y46C* | COLOR | DIE STRIP
Catalog Number Figh| AWG | MM | Size | Width | (1) Angle MD7-34R Y500CT BAT750C | CODE | INDEX |LENGTH
YAZ27-TC12 1 323 Straight W27RT (4 W2IVT (4)
YAZ27-TC12:45 2| 30AWG 112 9 |29 | 45Degres W27V (4) W27RT (4 VTRT() | Orange | 14 | 191"
YAZZ7-TC12:90 3 169 | 90 Degree XO7RT (6) X27RT (6)
YAZ28-TC38 1 2.99 Straight
YAZ28-TC38-45 2 3 102 | 269 | 45Degee
YAZ28-TC36-90 3 | 40AWG 130 | 90 Degree W2BVT (4) W2BVT (4)
YAZ28-TC12 1 340 Straight W28RT (4 W28RT (4) U2BRT(Q) | Puple | 15 | 116"
YAZ28-TC12-45 2 12 102 [ 31 | 45Degee XO8RT (6) X28RT (6)
YAZ28-TC12-90 3 173 | 90 Degree
YAZ29-TC38 1 2.99 Straight
YAZ29-TC38-45 2 3 110" | 278 | 45Degee
YAZ29-TC36-90 3 | 20kemi | 120 134 | 90 Degree Wi W29VT (4)
YAZ29-TC12 1 343 Straight o 3 W29RT (4 U2ORT@) | Yelow | 16 | 116"
YAZ29-TC12-45 2 12 110" [ 317 | 45Degee X29RT (6)
YAZ29-TC12-90 3 177 | 90 Degree
YAZ30-TC38 1 342 Straight
YAZ30-TC36-45 2 3 120' | 304 | 45Degee
YAZ30-TC36-90 3 | 300kemi | 150 137 | 90 Degree W3OVT (4) U3ORT (4 . .
YAZ3OTCI2 i 385 | Staight WevT (4 WiORT(4) | UosamT(y | e |T7or2s8) 2116
YAZ30-TC12:45 2 12 120' | 348 | 45Degee
YAZ30-TC12-90 3 181 | 90 Degree
YAZ31-TC38 1 345 Straight
YAZ31-TC38-45 2 3 129" | 310 | 45Degee
YAZ31-TC36-90 3 | 350 ke 141 | 90 Degree W3IVT (4) USTRT (4 .
YAZ31-TC12 1 3,89 Straight WevT (4 W31RT (4 UoonRT (4 | PO [1Bor4) 216
YAZ31-TC12-45 2 12" 1.29" 3.54 45 Degree
YAZ31-TC12-90 3 185 | 90 Degree
YAZ32-TC38 1 3.62 Straight
YAZ32-TC38-45 2 3 140 | 325 | 45Degee
YAZ32-TC36-90 3 | 400 ke 146 | 90 Degree W32V (4) U32RT (4 .
YAZ32-TC12 1 4,08 Straight WevT (4 W32RT (4 UOART (4 | DUe [1S0réT0) 2316
YAZ32-TC12-45 2 12" 1.40" 3.69 45 Degree
YAZ32-TC12-90 3 189 | 90 Degree
YAZ33TC12 1 414 Straight P
YAZ33-TC12:45 2| 450keni 112" 148" | 379 | 45Degee W3BVT (4) AT 4 U33RT (4 Gray |360r538 256"
YAZ33TC12-90 3 195 | 90 Degree
YAZ34-TC38 i 385 Straight
YAZ34-TC38-45 2 3 155 | 350 | 45Degee
YAZ34TC36-90 3 | s00kemi | 240 154 | 90 Degree W34VT (4) UBART (4 .
YAZ3ATC12 1 429 Straight WeHT (4 W34RT (4 UBtART (4 | Erowm (200r209) 256
YAZ34TC12:45 2 12 155 | 394 | 45Degee
YAZ3ATC12:90 3 198 | 90 Degree
YAZ35-TC12 1 470 Straight
YAZ35-TC12:45 2 | 550keni 12 165 | 428 | 45Degee USSRT(4) | Yelow | 21 | 2-411"
YAZ35-TC12-90 3 202 | 90 Degree
YAZ36-TC38 i 455 Straight T 4
YAZ36-TC38-45 2 600 kemil 300 38" 174" 414 45 Degree US2ART (4) Green |220rd72| 24"
YAZ36-TC36-90 3 181 | 90 Degree

A See tooling section of this catalog for complete tool and die listings.

* Use P-UADP-1 adapter with "U" dies in Y46 HYPRESS™.

** P-RT die sets for use in Y46 HYPRESS™ only, P-UADP-1 adapter not required.

 Available undrilled. Add suffix "U" to catalog number. (Example: YA25U).
@ For applications greater than 2000 Volts consult cable manufacturer for voltage stress relief instructions.
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Compression
ONE HOLE HYLUG™
DE NDUCTOR
ECC))NG ggRRIlEJE W(I)TH
I 45°
INSPECTION WINDOW | L A — A
(CONT|NUED) Fig. 1 Fig. 2 Fig. 3
Conductor Installation Toolin:
Mechanical Hydraulic WIRE
Stud Hole | Tongue | Length Tongue BCT500 Y750-2/Y46C* | COLOR| DIE | STRIP
Catalog Number FIG # AWG MM Size Width L Angle MD7-34R Y500CT BAT-750C CODE | INDEX | LENGTH
YAZ36-TC12 1 4.80 Straight
YAZ36-TC12-45 2 300 12" 174" 439 45 Degree - - U3BRT (4) Green |220r472| 214"
YAZ36-TC12-90 3 2.06 90 Degree
YAZ37-1C12 1 4.95 Straight
YAZ37-TC12-45 2 650 kemil - 12" 1.80" 451 45 Degree - - US7RT (4) Orange | 28 2-7/8"
YAZ37-TC12-90 3 2.09 90 Degree
YAZ38-TC12 1 4.97 Straight
YAZ38-TC12-45 2 700 kemil - 12" 1.84" 451 45 Degree - - U3BRT (4) Pink 400 2-7/8"
YAZ38-TC12-90 3 2.09 Straight
YAZ39-TC38 1 4.82 Straight
YAZ39-TC38-45 2 38 191" 434 45 Degree
YAZ39-TC38-90 3 1.87 90 Degree
YAZ39-TC12 1 5.07 Straight U39RT (4)
YAZ39-TC12-45 2 750 kemil 375 12" 191" 459 45 Degree - - P39RT (4) Black 24 2-15/16"
YAZ39-TC12-90 3 2.12 90 Degree *
YAZ39-TC12NT 1 5.07 Straight
YAZ39-TC12NT-45 2 12" 163" 459 45 Degree
YAZ39-TC12NT-90 3 2.12 90 Degree
YAZ40-TC12 1 5.14 Straight PAORT (4
YAZ40-TC12-45 2 800 kemil 400 12" 1.98" 47 45 Degree - - " Orange | 25 3
YAZ40-TC12-90 3 2.16 90 Degree
YAZA1-TC12 1 5.16 Straight
YAZ41-TC12-45 2 850 kemil - 12" 201" 473 45 Degree - - - Gold 26 3
YAZ41-TC12-90 3 2.18 90 Degree
YAZ44-TC38 1 5.09 Straight
YAZ44-TC38-45 2 38 219" 466 45 Degree
YAZ44-TC38-90 3 1000 kemil - 2.02 90 Degree - - PART (4
YAZ44-TC12 1 500 5.33 Straight " White 21 3-1116"
YAZ44-TC12-45 2 12" 219" 491 45 Degree
YAZ44-TC12-90 3 2.27 90 Degree
YAZ45-TC12 1 5.63 Straight PASRT (6
YAZ45-TC12-45 2 1250 kemil - 12" 246" 5.24 45 Degree - - " Yellow 29 314"
YAZ45-TC12-90 3 2.38 90 Degree
YAZ453-TC12 1 5.66 Straight
YAZ453-TC12-45 2 1300 kemil - 12" 253" 5.28 45 Degree - - - Orange | 30 2-116"
YAZ453-TC12-90 3 2.4 90 Degree
YAZ46-TC12 1 5.73 Straight PAGRT (6
YAZ46-TC12-45 2 1500 kemil | 800 12" 269" 535 45 Degree - - " Green 31 3-5/16"
YAZ46-TC12-90 3 247 90 Degree
YAZ47-TC12 1 6.07 Straight
YAZ47-TC12-45 2 1750 kemil - 12" 290" 5.65 45 Degree - - - Gray 3 312"
YAZ47-TC12-90 3 255 90 Degree
YAZ48-TC12 1 6.14 Straight
YAZ48-TC12-45 2 2000 kemil | 1000 12" 310" 579 45 Degree - - - Brown 34 312"
YAZ48-TC12-90 3 2.65 90 Degree

A See tooling section of this catalog for complete tool and die listings.

* Use P-UADP-1 adapter with "U" dies in Y46 HYPRESS™

** P-RT die sets for use in Y46 HYPRESS™ only, P-UADP- 1 adapter not required.

* Available undrilled. Add suffix "U" to catalog number. (Example: YA25U).

@ For applications greater than 2000 Volts consult cable manufacturer for voltage stress relief instructions.
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BURNDY

Compression

ONE HOLE HYLUG™
FLEX CONDUCTOR
STANDARD BARREL

DIE AND COLOR

CODE INFORMATION ‘\s\\§\\§\\\\\\\\\\

BEVELED
ENTRY

INSPECTION
WINDOW
TYPES YA-L, YA-L-FX, YAV, / \
YAV-L-FX 57
g CRIMP
ELECTRO-TII\/ \
PLATED CABLE
COPPER COMPRESSION ACCOMMODATION
TERMINAL
UL LISTED 90°C,
600 VOLT TO 35 KV &
90°
P — |
L— L—— L— L L
Fig. 1 Fig. 2 Fig. 3
Conductor Installation Tooling
Mechanical Hydraulic WIRE

Stud Hole | Tongue | Length Tongue BCT500 Y750-2/Y46C* | COLOR| DIE | STRIP
Catalog Number Fig # AWG M Size Width (L) Angle MD7-34R Y500CT BAT-750C CODE | INDEX | LENGTH
YASCL-BOX 1 116" Straight
YABCL-45 2 8-10 A 116" 45 Degree
YABCL-90 3 n' 90 Degree
YASC-L1-BOX 1 126" Straight
YABC-L1-45 2 37/24 14" A4 124" 45 Degree
YABC-L1-90 3 80" 90 Degree WBCVT (1) WB8CVT (1)
YASC-L2-BOX 1 #3 Weld 1.38" Straight WB8CRT (1) WBCRT (1) UCRT (1) Red 49 | 716"
YABC-L2-45 2 516" 5" 1.34" 45 Degree X8CRT (1) X8CRT (1)
YABC-L2-90 3 #8 AWG 2" 90 Degree
YA8C-L3-BOX 1 151" Straight
YA8C-L3-45 2 38" 58" 145" 45 Degree
YABC-L3-90 3 1.04" 90 Degree
YASC-L4-BOX 1 1.76" Straight
YABC-L4-45 2 1" b 167" 45 Degree
YABC-L4-90 3 128" 90 Degree
YAV6CL-TC10-FX 1 1.30" Straight
YAVBCL-TC10-FX-45 2 8-10 48" 126" 45 Degree
YAVECL-TC10-FX-90 3 76" 90 Degree
YAV6CL-TC12-FX 1 1.86" Straight
YAVBCL-TC12-FX-45 2 61/24 1" 60" 192" Straight
YAV6CL-TC12-FX-90 3 1.34" Straight
YAVBCL-TC14-FX 1 #6 WELD 143" Straight W5CVT (1) W5CVT (1)
YAVBCL-TC14-FX-45 2 14" 48" 1.39" 45 Degree WS5CRT (1) W5CRT (1) USCRT (1) Blue 7 "
YAVECL-TC14-FX-90 3 #6 AWG 8" 90 Degree X5CRT (1) X5CRT (1)
YAV6CL-TC38-FX 1 161" Straight
YAVBCL-TC38-FX-45 2 38" £0" 154" 45 Degree
YAV6CL-TC38-FX-90 3 1.06" 90 Degree
YAV6CL-TC516-FX 1 149" Straight
YAVBCL-TC516-FX-45 2 516" £0" 144" 45 Degree
YAVECL-TC516-FX-00 3 94" 90 Degree

* Use P-UADP-1 adapter with "U" dies in Y46 HYPRESS™

A See tooling section of this catalog for complete tool and die listings. Use ONLY color-coded die recommendations for “-FX”

connectors. For nest/indentor system contact factory.

@ For applications greater than 2000 Volts consult cable manufacturer for voltage stress relief instructions.
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Fig. 1 Fig. 2 Fig. 3
Conductor Installation Toolin:
Mechanical Hydraulic WIRE
Stud Hole | Tongue | Length Tongue BCT500 Y750-2/Y46C* | COLOR | DIE | STRIP
Catalog Number Fig # AWG MMm: Size Width L Angle MD7-34R Y500CT BAT-750C CODE | INDEX |LENGTH
YA6CL-TC34-FX 1 61/24 230" Straight
YABCL-TC34-FX-45 2 #6 WELD - 34" 105" | 239" 45 Degree W5CVT (1) X5CRT (1) U5CRT (1) Blue 7 1"
YABCL-TC34-FX-90 3 #6 AWG 1.78" 90 Degree
YAVACL-TC10-FX 1 1.32" Straight
YAVACL-TC10-FX-45 2 10-8 55" 130" 45 Degree
YAVACL-TC10-FX-90 3 79" 90 Degree
YAVACL-TC12-FX 1 192" Straight
YAV4CL-TC12-FX-45 2 91/24 1”" ' 1.84" 45 Degree
YAVACL-TC12-FX-90 3 1.34" 90 Degree
YAVACL-TC14-FX 1 105/24 144" Straight WACVT (1) WACVT (1)
YAVACL-TC14-FX-45 2 14" 55" 143" 45 Degree WA4CRT (1) WA4CRT (1) U4CRT (1) Gray 8 12"
YAVACL-TC14-FX-90 3 #4 WELD - 2" 90 Degree X4CRT (1) X4CRT (1)
YAVACL-TC38-FX 1 167" Straight
YAVACL-TC38-FX-45 2 #4 AWG 38" 58" 163" 45 Degree
YAVACL-TC38-FX-90 3 110" 90 Degree
YAV4CL-TC516-FX 1 151" Straight
YAVACL-TC516-FX-45 2 516" 55" 149" 45 Degree
YAVACL-TC516-FX-90 3 98" 90 Degree
YAV2CL-TC10-FX 1 150" Straight
YAV2CL-TC10-FX-45 1 #10 68" 146" 45 Degree
YAV2CL-TC10-FX-90 1 84" 90 Degree
YAV2CL-TC12-FX 1 125/24 212" Straight
YAV2CL-TC12-FX-45 1 1" ar" 203" 45 Degree
YAV2CL-TC12-FX-90 1 150/24 - 140" 90 Degree
YAV2CL-TC14-FX 1 162" Straight W2CVT (1) W2CVT (1)
YAV2CL-TC14-FX-45 2 # WELD 114" 68" | 158" 45 Degree W2CRT (1) W2CRT (1) U2CRT (1) Brown | 10 [ 11/16"
YAV2CL-TC14-FX-90 3 97" 90 Degree X2CRT (1) X2CRT (1)
YAV2CL-TC38-FX 1 #2 AWG 181" Straight
YAV2CL-TC38-FX-45 2 38" 68" 177" 45 Degree
YAV2CL-TC38-FX-90 3 115" 90 Degree
YAV2CL-TC516-FX 1 169" Straight
YAV2CL-TC516-FX-45 2 516" 68" 165" 45 Degree
YAV2CL-TC516-FX-90 3 1.03" 90 Degree
YAVICL-TC10-FX 1 159" Straight
YAV1CL-TC10-FX-45 2 #10 75" 1.56" Straight
YAVICL-TC10-FX-90 3 8" 45 Degree
YAVICL-TC12-FX 3 215" 90 Degree
YAV1CL-TC12-FX-45 2 175/24 1" 75" 212" 45 Degree
YAVICL-TC12-FX-90 3 144" 90 Degree
YAVICL-TC14-FX 2 205/24 - 171" Straight WACVT (1) WACVT (1)
YAVICL-TC14-FX-45 3 114" 75" | 169" 45 Degree W1CRT- (1) W1CRT- (1) U1CRT (1) Green | 11 [ 1116"
YAVICL-TC14-FX-90 3 #1 WELD 1.00" 90 Degree X1CRT1 (1) X1CRT1 (1)
YAV1CL-TC38-FX 1 190" Straight
YAV1CL-TC38-FX-45 2 #1 AWG 38" 75" 187" 45 Degree
YAV1CL-TC38-FX-90 3 119" 90 Degree
YAV1CL-TC516-FX 1 1.78" Straight
YAV1CL-TC516-FX-45 2 516" 75" 175" 45 Degree
YAV1CL-TC516-FX-90 3 107" 90 Degree

* Use P-UADP-1 adapter with "U" dies in Y46 HYPRESS™

A See tooling section of this catalog for complete tool and die listings. Use ONLY color-coded die recommendations for “-FX”
connectors. For nest/indentor system contact factory.

@ For applications greater than 2000 Volts consult cable manufacturer for voltage stress relief instructions.
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Fig. 1 Fig. 2 Fig. 3
Conductor Installation Tooling
Mechanical Hydraulic WIRE

Stud Hole | Tongue | Length Tongue BCT500 Y750-2/Y46C* | COLOR| DIE | STRIP
Catalog Number Fig # AWG M Size Width L) Angle MD7-34R Y500CT BAT-750C CODE | INDEX |LENGTH
YAV25L-TC12-FX 1 219" Straight
YAV25L-TC12-FX-45 2 nr" 83" 215" 45 Degree
YAV25L-TC12-FX-90 3 147" 90 Degree
YAV25L-TC14-FX 1 275/24 175" Straight
YAV25L-TC14-FX-45 2 114" 83" 171" 45 Degree W25VT (2) W25VT (2)
YAV25L-TC14-FX-90 3 1/0 WELD 1.03" 90 Degree W25RT (2) W25RT (2) U25RT (1) Pink 12| 116"
YAV25L-TC38-FX 1 194" Straight X25RT (2) X25RT (2)
YAV25L-TC38-FX-45 2 10 AWG 38" 83" 1.90" 45 Degree
YAV25L-TC38-FX-90 3 122" 90 Degree
YAV25L-TC516-FX 1 181" Straight
YAV25L-TC516-FX-45 2 516" 83" 177" 45 Degree
YAV25L-TC516-FX-90 3 1.09" 90 Degree
YAV26L-TC10-FX 1 180" Straight
YAV26L-TC10-FX-45 2 #10 93" 173" 45 Degree
YAV26L-TC10-FX-90 3 94" 90 Degree
YAV26L-TC12-FX 1 236" Straight
YAV26L-TC12-FX-45 2 nr" 93" 229" 45 Degree
YAV26L-TC12-FX-90 3 151" 90 Degree
YAV26L-TC14-FX 1 325/24 81" 192" Straight
YAV26L-TC14-FX-45 2 14" 93" 185" 45 Degree
YAV26L-TC14-FX-90 3 2/0 WELD 93" 1.07" 90 Degree
YAV26L-TC34-FX 1 289" Straight W26VT (2) W26VT (2)
YAV26L-TC34-FX-45 2 2/0 AWG 34" 110" | 275" 45 Degree W26RT (2) W26RT (2) U26RT (1) Black 13| 13/16"
YAV26L-TC34-FX-90 3 193" 90 Degree X26RT (2) X26RT (2)
YAV26L-TC38-FX 1 211" Straight
YAV26L-TC38-FX-45 2 38" 93" 204" 45 Degree
YAV26L-TC38-FX-90 3 1.26" 90 Degree
YAV26L-TC516-FX 1 1.98" Straight
YAV26L-TC516-FX-45 2 516" 93" 192" 45 Degree
YAV26L-TC516-FX-90 3 113" 90 Degree
YAV26L-TC58-FX 1 261" Straight
YAV26L-TC58-FX-45 1 58" 93" 254" 45 Degree
YAV26L-TC58-FX-90 1 1.76" 90 Degree
YAV27L-TC10-FX 1 203" Straight
YAV27L-TC10-FX-45 2 #10 1.03" 191" 45 Degree
YAV27L-TC10-FX-90 3 98" 90 Degree
YAV27L-TC12-FX 1 259" Straight
YAV27L-TC12-FX-45 2 nr" 103" | 247" 45 Degree
YAV27L-TC12-FX-90 3 450/24 154" 90 Degree
YAV27L-TC14-FX 1 215" Straight W2IVT (2) W27IVT (2)
YAV27L-TC14-FX-45 2 3/0 WELD 114" 103" | 2.04" 45 Degree W27RT (2) W27RT (2) U27RT (1) Orange 14 1"
YAV27L-TC14-FX-90 3 110" 90 Degree X27RT (3) X27RT (3)
YAV27L-TC38-FX 1 300 AWG 234" Straight
YAV27L-TC38-FX-45 2 38" 108" | 222" 45 Degree
YAV27L-TC38-FX-90 3 129" 90 Degree
YAV27L-TC516-FX 1 221" Straight
YAV27L-TC516-FX-45 2 516" 108" | 210" 45 Degree
YAV27L-TC516-FX-90 3 117" 90 Degree

* Use P-UADP-1 adapter with "U" dies in Y46 HYPRESS™
A See tooling section of this catalog for complete tool and die listings. Use ONLY color-coded die recommendations for “-FX”

connectors. For nest/indentor system contact factory.

# For applications greater than 2000 Volts consult cable manufacturer for voltage stress relief instructions.
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Fig. 1 Fig. 2 Fig. 3
Conductor Installation Tooling
Mechanical Hydraulic WIRE
Stud Hole | Tongue | Length Tongue BCT500 Y750-2/Y46C* | COLOR| DIE | STRIP

Catalog Number Fig # AWG MM Size Width (L) Angle MD7-34R Y500CT BAT-750C CODE | INDEX | LENGTH
YAV28L-TC12-FX 1 267" Straight
YAV28L-TC12-FX-45 2 " 114" 254" 45 Degree
YAV28L-TC12-FX-90 3 1.58" 90 Degree
YAV28L-TC14-FX 1 223" Straight
YAV28L-TC14-FX-45 2 550124 114" (AU IPATE 45 Degree
YAV28L-TC14-FX-90 3 1.14" 90 Degree
YAV28L-TC34-FX 1 4/0WELD - 31" Straight
YAV28L-TC34-FX-45 2 34" 114" | 29" 45 Degree W28VT (2) W28VT (2)
YAV28L-TC34-FX-90 3 40 AWG 202" 90 Degree W28RT (2) W28RT (2) U28RT (1) Purple 15 [1-116"
YAV28L-TC38-FX 1 242" Straight X28RT (2) X28RT (3)
YAV28L-TC38-FX-45 2 38" 114" | 229" 45 Degree
YAV28L-TC38-FX-90 3 1.33" 90 Degree
YAV28L-TC516-FX 2 229" Straight
YAV28L-TC516-FX-45 2 516" 217" 45 Degree
YAV28L-TC516-FX-90 3 121" 90 Degree
YAV28L-TC58-FX 1 292" Straight
YAV28L-TC58-FX-45 2 5/8" 14 279" 45 Degree
YAV28L-TC58-FX-90 3 1.83" 90 Degree
YAV29L-TC12-FX 1 267" Straight
YAV29L-TC12-FX-45 2 " 114" 254" 45 Degree
YAV29L-TC12-FX-90 3 1.58" 90 Degree
YAV29L-TC14-FX 1 223" Straight
YAV29L-TC14-FX-45 2 114" (AU IPATE 45 Degree
YAV29L-TC14-FX-90 3 1.14" 90 Degree
YAV29L-TC34-FX 1 550/24 . 31" Straight
YAV29L-TC34-FX-45 2 34" 114" | 29" 45 Degree
YAV29L-TC34-FX-90 3 202" 90 Degree
YAV29L-TC38-FX 1 4/0WELD 242" Straight
YAV29L-TC38-FX-45 2 38" 114" | 229" 45 Degree
YAV29L-TC38-FX-90 3 1.33" 90 Degree
YAV29L-TC516-FX 2 229" Straight WSV () W29VT (2)
YAV29L-TC516-FX-45 2 516" 217" 45 Degree X29RT (4 W29RT (2) U29RT (1) Yellow 16 |1-116"
YAV29L-TC516-FX-90 3 121" 90 Degree X29RT (4)
YAV29L-TC58-FX 1 292" Straight
YAV29L-TC58-FX-45 2 5/8" 14 279" 45 Degree
YAV29L-TC58-FX-90 3 1.83" 90 Degree
YA30L-TC516-FX 1 231" Straight
YA30L-TC516-FX-45 2 516" 120" | 222" 45 Degree
YA30L-TC516-FX-90 3 1.24" 90 Degree
YA30L-TC38-FX 1 244" Straight
YA30L-TC38-FX-45 2 250 FLEX 38" 120" | 23" 45 Degree
YA30L-TC38-FX-90 3 1.36" 90 Degree
YA30L-TC12-FX 1 CLASSG2OSTR. | - 269" Straight
YA30L-TC12-FX-45 2 1" 120" | 260" 45 Degree
YA30L-TC12-FX-90 3 CLASSH427 STR 161" 90 Degree
YA30L-TC58-FX 1 294" Straight
YA30L-TC58-FX-45 2 5/8" 120" | 28" 45 Degree
YA30L-TC58-FX-90 3 1.86" 90 Degree

* Use P-UADP-1 adapter with "U" dies in Y46 HYPRESS™

A See tooling section of this catalog for complete tool and die listings. Use ONLY color-coded die recommendations for “-FX”
connectors. For nest/indentor system contact factory.

@ For applications greater than 2000 Volts consult cable manufacturer for voltage stress relief instructions.
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Fig. 1 Fig. 2 Fig. 3
Conductor Installation Tooling
Mechanical Hydraulic WIRE

Stud Hole | Tongue | Length Tongue BCT500 Y750-2/Y46C* | COLOR | DIE | STRIP
Catalog Number Fig # AWG M Size Width L Angle MD7-34R Y500CT BAT-750C CODE | INDEX | LENGTH
YA30L-TC34-FX 1 250 FLEX 312" Straight WoavT (2 X29RT (4)
YA30L-TC34-FX-45 2 |CLASSG29STR, 34" 120" 304" 45 Degree X29RT (4] W29VT (2) U29RT (1) Yellow 16 [ 1-1/16"
YA30L-TC34-FX-90 3 CLASSH4TSTR 205" 90 Degree W29RT (2)
YA3IL-TC14-FX 1 231" Straight
YA31L-TC14-FX-45 2 14" 129" 2.23" 45 Degree
YA31L-TC14-FX-90 3 119" 90 Degree
YA31L-TC516-FX 1 237" Straight
YA31L-TC516-FX-45 2 516" 129" 230" 45 Degree
YA31L-TC516-FX-90 3 1.27" 90 Degree
YA31L-TC38-FX 1 250" Straight
YA31L-TC38-FX-45 2 250 FLEX 38" 129" 242" 45 Degree
YA31L-TC38-FX-90 3 140" 90 Degree WaOvT 2
YA3IL-NT12-FX 1 637/24 275" Straight W30VT (2) WS0RT 2 U30RT (2) White 17 | 118"
YA31L-NT12-FX-45 2 17”" 9" 267" 45 Degree
YAB1L-NT12-FX-90 3 CLASS KM 165" 90 Degree
YA3IL-TC12-FX 1 275" Straight
YA31L-TC12-FX-45 2 12" 129" 267" 45 Degree
YA31L-TC12-FX-90 3 165" 90 Degree
YA31L-TC58-FX 1 300" Straight
YA31L-TC58-FX-45 2 5/8" 129" 2.92" 45 Degree
YA31L-TC58-FX-90 3 1.90" 90 Degree
YA31L-TC34-FX 1 319" Straight
YA31L-TC34-FX-45 2 34" 129" 311" 45 Degree
YA31L-TC34-FX-90 3 209" 90 Degree
YA32L-TC38-FX 1 268" Straight
YA32L-TC38-FX-45 2 38" 140" 258" 45 Degree
YA32L-TC38-FX-90 3 313.1 KCMIL- 145" 90 Degree
YA32L-TC12-FX 1 293" Straight WHVT 2
YA32L-TC12-FX-45 2 775124 n" 140" 283" 45 Degree W31IVT (2) WSHRT (2 U31RT (2) Red 18 114"
YA32L-TC12-FX-90 3 1.70" 90 Degree
YA32L-TC58-FX 1 300 FLEX 318" Straight
YA32L-TC58-FX-45 2 58" 140" 308" 45 Degree
YA32L-TC58-FX-90 3 1.95" 90 Degree
YA34L-TC516-FX 1 274" Straight
YA34L-TC516-FX-45 2 516" 155" 268" 45 Degree
YA34L-TC516-FX-90 3 141" 90 Degree
YA34L-TC38-FX 1 287" Straight
YA34L-TC38-FX-45 2 373.7KCMIL 38" 155" 280" 45 Degree Wa2VT )
YA34L-TC38-FX-90 3 153" 90 Degree W32VT 2) Wa2RT 2 U32RT (2) Blue 19 [ 1-5/16"
YA34L-TC12-FX 1 925124 312" Straight
YA34L-TC12-FX-45 2 1”" 155" 305" 45 Degree
Y34L-TC12-FX-90 3 350 FLEX 178" 90 Degree
YA34L-TC58-FX 1 337" Straight
YA34L-TC58-FX-45 2 58" 155" 330" 45 Degree
YA34L-TC58-FX-90 3 203" 90 Degree
YA36L-TC12-FX 1 LAAKCHIL 329" Straight
YA36L-TC12-FX-45 2 450' FLEX 12" 174" 326" 45 Degree U34RT (2) Brown 20 1-3/8"
YA36L-TC12-FX-90 3 1.86" 90 Degree

* Use P-UADP-1 adapter with "U" dies in Y46 HYPRESS™
A See tooling section of this catalog for complete tool and die listings. Use ONLY color-coded die recommendations for “-FX”

connectors. For nest/indentor system contact factory.
@ For applications greater than 2000 Volts consult cable manufacturer for voltage stress relief instructions.
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Fig. 1 Fig. 2 Fig. 3
Conductor Installation Toolin
Mechanical Hydraulic WIRE
Stud Hole | Tongue | Length Tongue BCT500 Y750-2/Y46C* | COLOR | DIE | STRIP
Catalog Number Fig # AWG M Size Width L) Angle MD7-34R Y500CT BAT-750C CODE | INDEX | LENGTH
YA36L-TC58-FX 1 354" Straight
YA36L-TC58-FX-45 2 1100/24 - 58" 174" 351" 45 Degree - - UB4RT (2) Brown 20 | 138"
YA36L-TC58-FX-90 3 PALN 90 Degree
YA38L-TC12-FX 1 4" Straight
YA3BL-TC12-FX-45 2 1’ 184" 33" 45 Degree
YA38L-TC12-FX-90 3 190" 90 Degree
YA38L-TC58-FX 1 535.3 KCMIL 366" Straight
YA38L-TC58-FX-45 2 - 58" 184" 360" 45 Degree
YA38L-TC58-FX-90 3 1325/24 215" 90 Degree - - U3BXRT (2) Pink 199 |[1-716"
YA3BL-TC516-FX 1 303" Straight
YA38L-TC516-FX-45 2 500 FLEX 516" 184" 297" 45 Degree
YA38L-TC516-FX-90 3 1.52" 90 Degree
YA38L-TC38-FX 1 334" Straight
YA38L-TC38-FX-45 2 38" 184" 329" 45 Degree
YA38L-TC38-FX-90 3 1.83" 90 Degree
YA40L-TC516-FX 1 305" Straight
YA40L-TC516-FX-45 2 516" 1.98" 3.06" 45 Degree
YA40L-TC516-FX-90 3 159" 90 Degree
YA40L-TC38-FX 1 338" Straight
YA40L-TC38-FX-45 2 646 KCMIL- 38" 198" 338" 45 Degree
YA40L-TC38-FX-90 3 - 191" 90 Degree - - U39RT (2) Black 24| 1-516"
YA40L-TC12-FX 1 1600/24 343" Straight
YA40L-TC12-FX-45 2 1’ 1.98" 344" 45 Degree
YA40L-TC12-FX-90 3 196" 90 Degree
YA40L-TC58-FX 1 368" Straight
YA40L-TC58-FX-45 2 58" 1.98" 369" 45 Degree
YA40L-TC58-FX-90 3 221" 90 Degree
YA44L-TC12-FX 1 379" Straight
YA44L-TC12-FX-45 2 1’ 219" 376" 45 Degree
YA44L-TC12-FX-90 3 777.7 KCMIL- - 207" 90 Degree - - U44XRT (2) Yellow | L115 | 1-5/8"
YA44L-TC58-FX 1 1925/24 404" Straight
YA44L-TC58-FX-45 2 58" 219" 401" 45 Degree
YA44L-TC58-FX-90 3 232" 90 Degree

* Use P-UADP-1 adapter with "U" dies in Y46 HYPRESS™

A See tooling section of this catalog for complete tool and die listings. Use ONLY color-coded die recommendations for “-FX”
connectors. For nest/indentor system contact factory.

@ For applications greater than 2000 Volts consult cable manufacturer for voltage stress relief instructions.
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STRANDING CLASS (SIZE OF STRAND
FLEXIBLE BATTERY | WELDING
CONDUCTOR | CABLEK | CABLEM LOCO- Dimensions WIRE
CATALOG SIZE G H (#24 STR.) | (#30 STR.) | (#34 STR.) | MOTIVE BOLT DIE STRIP
NUMBER AWG/KCMIL NUMBER OF STRANDS CABLE SIZE C L INDEX LENGTH
YA8C-LB 8 AWG 4 168 420 37/24 10 A1in. 1.12 1013 716 in.
YA5C-LB 6 AWG 63 266 665 61/24 44 in. 1.73 1014
YA4C-LB 5 AWG 84 336 836 91/24 1/4 in. 50in. 1.92 1015 7/8 in.
YA3C-LB 4 AWG 49 133 105 420 1064 105/24 .55 in. 1.94 1016
YA2C-LB 3 AWG 133 532 1323 125/24 .61in. 1.97 1017
YA1C-LB 2 AWG 161 665 1666 150/24 5/16 in. .68in. 2.02 1018 516 in.
YA25-LB 1 AWG 210 836 2107 225/24 751n. 2.26 1019
YA26-LB 1/0 AWG 266 1064 2646 275/24 3/8in. .83in. 2.61 1020 1in.
YA27-LB 2/0 AWG 133 259 342 1323 3325 325/24 91in. 2.67 1021
YA28-LB 3/0 AWG 418 1666 4256 450/24 1.02in. 2.77 1022 1-1/16 in.
YA29-LB 4/0 AWG - - - - 1/21n. 1.11in. 2.82 1023
YA30-LB 250 kemil 259 427 532 2107 5320 550/24 1.20 in. 2.93 1024 1-1/8in.
YA31-LB 262.2 kemil - - 637 2499 6384 650/24 1.29in. 3.31 1025 1-3/16 in.
300 kemil 259 427 735 2898 7851 -
YA32-LB 313.1 kemil - - - - - 775124 1.40 in. 3.56 1026 1-1/4 in.
350 kemil - - - 3458 8806 -
YA34-LB 373.3 kemil - - - - - 925/24 1.52in. 3.83 1027 1-7/16 in.
400 kemil 259 427 980 -
444.4 kemil - - - - - 1100/24
YA36-LB 450 kemil - - 1127 4522 11396 - 1.69 in. 4.31 1028 1-3/4 in.
500 kemil - - -
YA38-LB 535.3 kemil - - - 1325/24 5/8in. 1.81in. 427 1029
550 kemil 427 703 1372 - - -
- - - 5054 13664
YA39-LB 600 kemil 427 - - - - - 1.89 in. 4.27 1030 1-15/16 in.
YA40-LB - - 703 1470 14945 1600/24 1.95in. 4.27 1031
650 kemil - - - -
YA44-LB 750 kemil 427 703 - 2.17in. 45 1032
777.7 kemil - - 1925/24
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/ CRIMPS
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Fig. 1 Fig. 2 Fig. 3
Conductor Installation Toolin
Mechanical Hydraulic WIRE
Stud Hole | Tongue | Length Tongue BCT500 Y750-2/Y46C* | COLOR | DIE | STRIP

Catalog Number Fig # AWG M Size Width (L) Angle MD7-34R Y500CT BAT-750C CODE | INDEX |LENGTH
YAGBCLTC10LD 1 119" Straight
YAGBCLTC10LD45 2 #10 A 1.20" 45 Degree
YAG8CLTC10LD0 3 74" 90 Degree
YAGBCLTC14LD 1 132" Straight
YAGBCLTC14LD45 2 37124 114" A4 131" 45 Degree
YAG8CLTC14LD0 3 86" 90 Degree
YAGBCLTC516LD 1 #3 WELD 1.38" Straight WBCVT (1) WBCVT (1)
YAGBCLTC516LD45 2 516" 5" 134" 45 Degree W8CRT (1) W8CRT (1) USCRT (1) RED 49 | 718"
YAG8CLTC516LD30 3 8 AWG 2" 90 Degree X8CRT (1) X8CRT (1)
YAGBCLTC38LD 1 151" Straight
YAGBCLTC38LD45 2 38" 58" 145" 45 Degree
YAG8CLTC38LD0 3 1.04" 90 Degree
YAGBCLTC12LD 1 176" Straight
YAGBCLTC12LD45 2 " b 167" 45 Degree
YAG8CLTC12LD0 3 1.28" 90 Degree
YAGECLTC10LD 1 130" Straight
YAGBCLTC10LD45 2 #10 A 1.26" 45 Degree
YAG6CLTC10LD0 3 76" 90 Degree
YAGECLTC14LD 1 143" Straight
YAGBCLTC14LD45 2 114" 48" 1.39" 45 Degree
YAG6CLTC14LD0 3 61/24 8" 90 Degree
YAG6CLTC516LD 1 149" Straight W5CVT (1) W5CVT (1)
YAGECLTC516LD45 2 #6 WELD 516" 5" 144" 45 Degree WS5CRT (1) WS5CRT (1) USCRT (1) BLUE 7 "
YAG6CLTC516LD30 3 9" 90 Degree X5CRT (1) X5CRT (1)
YAGECLTC38LD 1 #6 AWG 161" Straight
YAGBCLTC38LD45 2 38" 58" 154" 45 Degree
YAG6CLTC38LD0 3 1.06" 90 Degree
YAGECLTC12LD 1 1.86" Straight
YAGECLTC12LD45 2 " 75" 192" 45 Degree
YAG6CLTC12LD90 3 1.34" 90 Degree

* Use P-UADP-1 adapter with "U" dies in Y46 HYPRESS™

A See tooling section of this catalog for complete tool and die listings.

1 Alternate Tooling includes YBMRB-1, MY29-11

@ For applications greater than 2000 Volts consult cable manufacturer for voltage stress relief instructions.
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FLEX CONDUCTOR
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(CONTINUED)
Conductor Installation Tooling
Mechanical Hydraulic WIRE
Stud Hole | Tongue| Length Tongue BCT500 Y750-2/Y46C* | COLOR DIE | STRIP
Catalog Number Fig # AWG M Size Width (L) Angle MD7-34R Y500CT BAT-750C CODE | INDEX| LENGTH
YAG4CLTC10LD 1 1.36" Straight
YAG4CLTC10LD45 2 #10 55" 1.33" 45 Degree
YAGACLTC10LD90 3 79" 90 Degree
YAG4CLNT10LD 1 1.36" Straight
YAG4CLNT10LD45 2 #10 4" 1.33" 45 Degree
YAG4CLNT10LD90 3 79" 90 Degree
YAG4CLTC14LD 1 91/24 - 105/24 148" Straight
YAG4CLTC14LD45 2 14" 55" 146" 45 Degree W4CVT (1) W4CVT (1)
YAG4CLTC14LD90 3 #4 WELD 2" 90 Degree WA4CRT (1) WA4CRT (1) UA4CRT (1) GRAY 8 1”"
YAG4CLTC516LD 1 155" Straight X4CRT (1) X4CRT (1)
YAG4CLTC516LD45 2 4 AWG 516" 55" 152" 45 Degree
YAG4CLTC516LD90 3 9" 90 Degree
YAG4CLTC38LD 1 167" Straight
YAG4CLTC38LD45 2 38" 58" 163" 45 Degree
YAGA4CLTC38LD90 3 110" 90 Degree
YAG4CLTC12LD 1 192" Straight
YAG4CLTC12LD45 2 1n”" n 1.84" 45 Degree
YAG4CLTC12LD90 3 134" 90 Degree
YAG2CLTC10LD 1 1.52" Straight
YAG2CLTC10LD45 2 #0 68" 147" 45 Degree
YAG2CLTC10LD30 3 84" 90 Degree
YAG2CLTC14LD 1 1.64" Straight
YAG2CLTC14LD45 2 125/24 114" 68" 1.60" 45 Degree
YAG2CLTC14LD90 3 97" 90 Degree
YAG2CLTC516LD 1 #2WELD 170" Straight W2CRT (1) W2CRT (1)
YAG2CLTC516LD45 2 516" 68" 1.66" 45 Degree W2CVT (1) W2CVT (1) U2CRT (1) | BROWN 10 | 11/16"
YAG2CLTC516LD90 3 2 AWG 1.03" 90 Degree X2CRT (1) X2CRT (1)
YAG2CLTC38LD 1 1.83" Straight
YAG2CLTC38LD45 2 38" 68" 178" 45 Degree
YAG2CLTC38LD90 3 115" 90 Degree
YAG2CLTC12LD 1 212" Straight
YAG2CLTC12LD45 2 1n”" " 2.03" 45 Degree
YAG2CLTC12LD90 3 140" 90 Degree
YAG1CLTC10LD 1 161" Straight
YAG1CLTC10LD45 2 #10 75" 157" 45 Degree
YAG1CLTC10LD30 3 88" 90 Degree
YAG1CLTC14LD 1 173" Straight
YAG1CLTC14LD45 2 14" 83" 170" 45 Degree
YAG1CLTC14LD90 3 1.00" 90 Degree
YAG1CLTC516LD 1 225124 1.80" Straight WICVT (1) WICVT (1)
YAG1CLTC516LD45 2 516" 75" 176" 45 Degree W1CRT-1 (1) W1CRT-1 (1) UICRT1 (1) | GREEN 11 116"
YAG1CLTC516LD90 3 1752441 WIELD 1.07" 90 Degree X1CRT-1 (1) X1CRT-1 (1)
YAG1CLTC38LD 1 1.92" Straight
YAG1CLTC38LD45 2 1 AWG 38" 75" 1.89" 45 Degree
YAG1CLTC38LD90 3 119" 90 Degree
YAG1CLTC12LD 1 217" Straight
YAG1CLTC12LD45 2 1”" 75" 2.14" 45 Degree
YAG1CLTC12LD90 3 144" 90 Degree

* Use P-UADP-1 adapter with "U" dies in Y46 HYPRESS™

A See tooling section of this catalog for complete tool and die listings.

1 Alternate Tooling includes YBMRB-1, MY29-11
@ For applications greater than 2000 Volts consult cable manufacturer for voltage stress relief instructions.
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Conductor Installation Tooling
Mechanical Hydraulic WIRE
Stud Hole | Tongue | Length Tongue BCT500 Y750-2/Y46C* | COLOR DIE | STRIP

Catalog Number Fig # AWG MM Size Width (L) Angle MD7-34R Y500CT BAT-750C CODE | INDEX | LENGTH
YAG25LTC14LD 1 17" Straight
YAG25LTC14LD45 2 14" 8" 173" 45 Degree
YAG25LTC14LD90 3 1.03" 90 Degree
YAG25LTC516LD 1 275124 1.84" Straight
YAG25LTC516LD45 2 516" 8" 179" 45 Degree W25RT (2) W25RT (2)
YAG25LTC516LD90 3 1/0 WELD 1.09" 90 Degree W25VT (2) W25VT (2) U25RT (1) PINK 12 | 116"
YAG25LTC38LD 1 196" Straight X25RT (2) X25RT (2)
YAG25LTC38LD45 2 1/0 AWG 38" 8" 192" 45 Degree
YAG25LTC38LD90 3 122" 90 Degree
YAG25LTC12LD 1 221" Straight
YAG25LTC12LD45 2 1”" 83 217" 45 Degree
YAG25LTC12LD90 3 147" 90 Degree
YAG26LTC10LD 1 18" Straight
YAG26LTC10LD45 2 #10 93 175" 45 Degree
YAG26LTC10LD90 3 94" 90 Degree
YAG26LTC14LD 1 195" Straight
YAG26LTC14LD45 2 14" 93 187" 45 Degree
YAG26LTC14LD90 3 1.07" 90 Degree
YAG26LTC516LD 1 201" Straight
YAG26LTC516LD45 2 516" 93 1.93" 45 Degree
YAG26LTC516LD90 3 325024 113" 90 Degree
YAG26LTC38LD 1 213" Straight W26VT (2) W26VT (2)
YAG26LTC38LD45 2 2/0 WELD 38" 93" 206" 45 Degree W26RT (2) W26RT (2) U26RT (1) BLACK 13 | 1316"
YAG26LTC38LDI0 3 126" 90 Degree X26RT (2) X26RT (2)
YAG26LTC12LD 1 2/0 AWG 238" Straight
YAG26LTC12LD45 2 1”" 93 231" 45 Degree
YAG26LTC12LD90 3 15" 90 Degree
YAG26LTC58LD 1 263" Straight
YAG26LTC58LD45 2 58" 93 256" 45 Degree
YAG26LTC58LD0 3 176" 90 Degree
YAG26LTC34LD 1 289" Straight
YAG26LTC34LD45 2 34" 93 275" 45 Degree
YAG26LTC34LD90 3 1.93" 90 Degree
YAG27LTC10LD 1 205" Straight
YAG27LTC10LD45 2 #10 1.03 1.93" 45 Degree
YAG27LTC10LD90 3 98" 90 Degree
YAG27LTC14LD 1 218" Straight
YAG27LTC14LD45 2 14" 1.03 206" 45 Degree
YAG27LTC14LD90 3 450/24 110" 90 Degree
YAG27LTC516LD 1 224" Straight W27VT (2) W27VT (2)
YAG27LTC516LD45 2 3/0 WELD 516" 1.03 212" 45 Degree X27RT (3) X27RT (3) U27RT (1) | ORANGE | 14 1"
YAG27LTC516LD90 3 117" 90 Degree W27RT (2) W27RT (2)
YAG27LTC38LD 1 30 AWG 237" Straight
YAG27LTC38LD45 2 38" 1.03 224" 45 Degree
YAG27LTC38LD90 3 129" 90 Degree
YAG27LTC12LD 1 262" Straight
YAG27LTC12LD45 2 1”" 1.03 249" 45 Degree
YAG27LTC12LD90 3 154" 90 Degree

* Use P-UADP-1 adapter with "U" dies in Y46 HYPRESS™

A See tooling section of this catalog for complete tool and die listings.

1 Alternate Tooling includes YBMRB-1, MY29-11

4 For applications greater than 2000 Volts consult cable manufacturer for voltage stress relief instructions.
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Conductor Installation Tooling
Mechanical Hydraulic WIRE
Stud Hole | Tongue | Length Tongue BCT500 Y750-2/Y46C* | COLOR | DIE | STRIP
Catalog Number Fig # AWG M Size Width (L) Angle MD7-34R Y500CT BAT-750C CODE | INDEX | LENGTH
YAG28LTC14LD 1 226" Straight
YAG28LTC14LD45 2 14" 114" 213" 45 Degree
YAG28LTC14LD90 3 114" 90 Degree
YAG28LTC516LD 1 2.32" Straight
YAG28LTC516LD45 2 56" 114 219" 45 Degree
YAG28LTC516LD90 3 ' 1.21" 90 Degree
YAG28LTC516N66LD 1 264" Straight
YAG28LTC38LD 1 550/24 245" Straight W28VT (2) W28VT (2)
YAG28LTC38LD45 2 3" 1.14" 232" 45 Degree X28RT (3) X28RT (3) U28RT (1) | PURPLE | 15 | 1-1/16"
YAG28LTC38LD90 3 4/0 WELD 1.33" 90 Degree W28RT (2) W28RT (2)
YAG28LTC12LD 1 270" Straight
YAG28LTC12LD45 2 40 ANG 1" 114" | 257" 45 Degree
YAG28LTC12LD30 3 1.58" 90 Degree
YAG28LTC58LD 1 295" Straight
YAG28LTC58LD45 2 58" 114" 282" 45 Degree
YAG28LTC58LD30 3 1.83" 90 Degree
YAG28LTC34LD 1 314" Straight
YAG28LTC34LD45 2 3 114" ] 300" 45 Degree
YAG28LTC34LD30 3 202" 90 Degree
YAG29LTC14LD 1 226" Straight
YAG29LTC14LD45 2 114" 114" 213" 45 Degree
YAG29LTC14LD90 3 114" 90 Degree
YAG29LTC516LD 1 2.32" Straight
YAG29LTC516LD45 2 516" 114" 219" 45 Degree
YAG29LTC516LD90 3 121" 90 Degree
YAG29LTC38LD 1 550/24 245" Straight
YAG29LTC38LD45 2 3" 114" 23" 45 Degree WoaVT () W29VT (2)
YAG29LTC38LD30 3 1.33" 90 Degree X29RT () X29RT (4) U29RT (1) | YELLOW | 16 | 1-1/16"
YAG29LTC12LD 1 4/0WELD 270" Straight W29RT (2)
YAG29LTC12LD45 2 1”" 114" | 257" 45 Degree
YAG29LTC12LD30 3 1.58" 90 Degree
YAG29LTC58LD 1 295" Straight
YAG29LTC58LD45 2 58" 114" 282" 45 Degree
YAG29LTC58LD30 3 1.83" 90 Degree
YAG29LTC34LD 1 314" Straight
YAG29LTC34LD45 2 3 114" | 300" 45 Degree
YAG29LTC34LD30 3 202" 90 Degree
YAG30LTC516LD 1 2.34" Straight
YAG30LTC516LD45 2 516" 120" | 225" 45 Degree
YAG30LTC516LD90 3 250 FLEX 124" 90 Degree
YAG30LTC38LD 1 247" Straight WoaVT 2 W29VT (2)
YAG30LTC38LD45 2 |CLASSG-259STR. 3" 120" | 237" 45 Degree X29RT () X29RT (4) U29RT (1) | YELLOW | 16 | 1-1/16"
YAGS30LTC38LD90 3 1.36" 90 Degree W29RT (2)
YAG30LTC12LD 1 |CLASSH-47STR. 272" Straight
YAG30LTC12LD45 2 1" 120" | 262" 45 Degree
YAG30LTC12LD30 3 161" 90 Degree

* Use P-UADP-1 adapter with "U" dies in Y46 HYPRESS™

A See tooling section of this catalog for complete tool and die listings.

1 Alternate Tooling includes YBMRB-1, MY29-11
4 For applications greater than 2000 Volts consult cable manufacturer for voltage stress relief instructions.
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Conductor Installation Tooling
Mechanical Hydraulic WIRE
Stud Hole | Tongue | Length Tongue BCT500 Y750-2/Y46C* | COLOR | DIE | STRIP

Catalog Number Fig# AWG M Size Width L) Angle MD7-34R Y500CT BAT-750C CODE | INDEX | LENGTH
YAG30LTC58LD 1 297" Straight
YAG30LTC58LD45 2 250 FLEX 5/8" 120" | 287" 45 Degree WoaVT 2
YAG30LTC58LD90 3 | CLASSG-259STR. 1.86" 90 Degree W29VT (2) X29RT () U29RT (1) | YELLOW 16 | 1-1/16"
YAG30LTC34LD 1 | CLASSH-427STR. 316" Straight X29RT (4) W2SRT ()
YAG30LTC34LD45 2 3/4" 120" | 306" 45 Degree
YAG30LTC34LD90 3 205" 90 Degree
YAG31LTC14LD 1 235" Straight
YAG31LTC14LD45 2 114" 129" | 226" 45 Degree
YAG31LTC14LD90 3 119" 90 Degree
YAG31LTC516LD 1 241" Straight
YAG31LTC516LD45 2 516" 129" | 232" 45 Degree
YAG31LTC516LD90 3 127" 90 Degree
YAG31LTC38LD 1 253" Straight
YAG31LTC38LD45 2 637/259 38" 1.29" 245" 45 Degree
YAG31LTC38LD90 3 140" 90 Degree WaovT ()
YAG31LTC12LD 1 250 FLEX 278" Straight W30VT (2) WS0RT (2 U30RT (2) WHITE 17 | 118"
YAG31LTC12LD45 2 1" 1.29" 270" 45 Degree
YAG31LTC12LD90 3 | CLASSLK M 165" 90 Degree
YAG31LNT{2LD 1 278" Straight
YAG31LNT12LD45 2 1" %" 270" 45 Degree
YAG31LNT12LD90 3 165" 90 Degree
YAG31LTC58LD 1 303" Straight
YAG31LTC58LD45 2 5/8" 1.29" 295" 45 Degree
YAG31LTC58LD90 3 1.90" 90 Degree
YAG31LTC34LD 1 32" Straight
YAG31LTC34LD45 2 34" 129" | 313" 45 Degree
YAG31LTC34LD90 3 209" 90 Degree
YAG32LTC38LD 1 272" Straight
YAG32LTC38LD45 2 38" 140" | 261" 45 Degree
YAG32LTC38LD90 3 145" 90 Degree
YAG32LTC12LD 1 775/24-300 FLEX 297" Straight W3V ()
YAG32LTC12LD45 2 1" 140" | 286" 45 Degree W31IVT (2) WS1RT (2 U3IRT (2) RED 18 | 114"
YAG32LTC12LD90 3 313.1 kemil 1.70" 90 Degree
YAG32LTC58LD 1 32" Straight
YAG32LTC58LD45 2 5/8" 140" | 3n" 45 Degree
YAG32LTC58LD90 3 1.95" 90 Degree
YAG34LTC516LD 1 2.78" Straight
YAG34LTC516LD45 2 155" | 2m" 45 Degree
YAG34LTC516LD90 3 516" 141" 90 Degree
YAG34LTC516N66LD 1 309" Straight
YAG34LNT516N66LD 1| 926024-350 FLEX %" 309" Straight Wa2vT 2
YAG34LTC38LD 1 291" Straight W32VT (2) Wa2RT () U32RT (2) BLUE 19 | 1-5/16"
YAG34LTC38LD45 2 373.7 kemil 38" 155" | 283" 45 Degree
YAG34LTC38LD90 3 1.53" 90 Degree
YAG34LTC12LD 1 316" Straight
YAG34LTC12LD45 2 1’ 173" | 308" 45 Degree
YAG34LTC12LD90 3 1.78" 90 Degree

* Use P-UADP-1 adapter with "U" dies in Y46 HYPRESS™

A See tooling section of this catalog for complete tool and die listings.

1 Alternate Tooling includes YBMRB-1, MY29-11

@ For applications greater than 2000 Volts consult cable manufacturer for voltage stress relief instructions.
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Conductor Installation Tooling
Mechanical Hydraulic WIRE

Stud Hole | Tongue | Length Tongue BCT500 Y750-2/Y46C* | COLOR DIE | STRIP
Catalog Number Fig # AWG M Size Width (L) Angle MD7-34R Y500CT BAT-750C CODE | INDEX | LENGTH
YAG34LTC58LD 1 3" Straight
YAG34LTC58LD45 2 93275/32473E(irl;L”EX 58" 173" | 333" 45 Degree W32VT (2) mg\fg g; U32RT (2) BLUE 19 | 1-5/16"
YAG34LTC58LD30 3 ' 203" 90 Degree
YAG36LTC12LD 1 334" Straight
YAG36LTC12LD45 2 [100/24-450 FLEX 1n”" 173" | 330" 45 Degree
YAG36LTC12LD30 3 186" 90 Degree
YAG36LTC58LD 1 444.4 kemil 359" Straight U34RT (2) | BROWN 20 | 1-38"
YAG36LTC58LD45 2 58" 173" | 355" 45 Degree
YAG36LTC58LD90 3 211" 90 Degree
YAG38LTC516LD 1 3.08" Straight
YAG38LTC516LD45 2 516" 1.84' 301" 45 Degree
YAG38LTC516LD0 3 152" 90 Degree
YAG38LTC38LD 1 339" Straight
YAG38LTC38LD45 2 38" 184" | 3" 45 Degree
YAG38LTC38LDI0 3 1325/24 183" 90 Degree U3BXRT (2) PINK 199 | 1-7/16"
YAG38LTC12LD 1 346" Straight
YAG38LTC12LD45 2 500 FLEX 1n”" 184" | 338" 45 Degree
YAG38LTC12LD30 3 190" 90 Degree
YAG38LTC58LD 1 535.3 kemil 3’ Straight
YAG38LTC58LD45 2 58" 184" | 363" 45 Degree
YAG38LTC58LD90 3 215" 90 Degree
YAG40LTC516LD 1 311" Straight
YAGA40LTC516LD45 2 516" 196" | 310" 45 Degree
YAGA40LTC516LD30 3 159" 90 Degree
YAGA40LTC38LD 1 342" Straight
YAG40LTC38LD45 2 38" 196" | 342" 45 Degree
YAGA40LTC38LD30 3 |1600/24-646 kemil 191" 90 Degree U39RT (2) BLACK 24| 1-516"
YAG40LTC12LD 1 348" Straight
YAG40LTC12LD45 2 650 FLEX 1’ 196" | 347" 45 Degree
YAGA40LTC12LD30 3 196" 90 Degree
YAGA40LTC58LD 1 373" Straight
YAG40LTC58LD45 2 58" 196" | 372" 45 Degree
YAGA40LTC58LD30 3 221" 90 Degree
YAG44LTC12LD 1 385" Straight
YAG44LTC12LD45 2 1925/24 1n”" 218" | 381" 45 Degree
YAG44LTC12LD30 3 207" 90 Degree U44XRT 2) | YELLOW | L115 | 1-5/8"
YAG44LTC58LD 1 750 FLEX 410" Straight
YAG44LTC58LD45 2 58" 218" | 406" 45 Degree
YAG44LTC58LD90 3 777.7 kemil 2.32" 90 Degree

* Use P-UADP-1 adapter with "U" dies in Y46 HYPRESS™

A See tooling section of this catalog for complete tool and die listings.

1 Alternate Tooling includes YBMRB-1, MY29-11
@ For applications greater than 2000 Volts consult cable manufacturer for voltage stress relief instructions.
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Conductor Installation Toolin
Mechanical Hydraulic WIRE
Stud Hole | Tongue | Length Tongue BCT500 Y750-2/Y46C* | COLOR| DIE | STRIP
Catalog Number Fig # AWG MM Size Width (L) Angle MD7-34R Y500CT BAT-750C CODE | INDEX | LENGTH
YA8C-TC10-FXB 1 |37/24 #8 WELD 8-10 Y 164" . '
VABCTCIAFXB 1 8 AWG T A1 17 Straight W8CVT (2) W8CVT (2) UBCRT (2) Red 49 1
YAV6C-TC10-FXB 1 [61/24 #6 WELD 8-10 L 190"
YAV6C-TCT4-FXB 1 #6 AWG " ' 241" Straight WSCVT (2) WSCVT (2) USCRT (2) Blue 7 | 156"
91/24 #5 STR
YAV5C-TC14-FXB 1 #5 AWG 14" 44" 241" Straight W5CVT (2) W5CVT (2) U5CRT (2) Blue 7 15116 "
YAV4C-TC10-FXB 1 91/24 105/24 8-10 55" 203"
YAVAC-TC14-FXB 1 | #WELD 1" 5" | 216" Straight WACVT (2) WACVT (2) U4CRT (2) Gay | 8 | 156"
YAVAC-TC516-FXB 1 #4 AWG 516" 63" 222"
YAV2C-TC10-FXB 1| 12524 15024 8-10 Y 223" . '
VAV2CTC516.FXB T 18 WED 2 ANG 516" 67 200" Straight W2CVT (2) W2CVT (2) U2CRT (2) Brown 10 | 1-7/16
YAV1C-TC10-FXB 1| 175024 22524 8-10 Y 240" . '
VAVIC-TC516-FXB T THWED HAWG 516" 69 250" Straight WICVT (2) WICVT (2) UICRT-1(2) Green 11 1-9/16
YAV25-TC10-FXB 1 8-10 244"
YAV25-TC516-FXB 1 275124 516" . 263" ) ' .
VAVZ5-TC38-FXB 1 10 WELD TR 83 275" Straight W25VT (4) W25VT (4) U25RT (2) Pink 12| 1-9/16
YAV25-TC12-FXB 1 1/0 AWG 1R" 319"
YAV26-TC38-FXB 1| 352024 200 WELD 38" 294"
YAV26-TC12-FXB 1 20 AWG 1n" 93" | 337" Straight W2BVT (4) W26VT (4) U26RT (2) Black | 13 |1-1316"
45024 30 WELD
YAV27-TC12-FXB 1 30 AWG 1" 110" 343" Straight W27VT (4) W27VT (4) U27RT (2) Orange 14 [1-13/16"
YAV28-TC38-FXB 1550224 4/0WELD 38" 347"
YAV28-TC12-FXB 1 4/0 ANG 1°" 112" 361" Straight W28VT (4) W28VT (4) U28RT (2) Purple 15 1-7/8"
250 FLEX
YA30-TC12-FXB 1 | Class G 259 str.
Class H 427 str. 1n”" 120" 402" Straight W29VT (4) W29VT (4) U29RT (2) Yellow 16 2-1/4"
250 FLEX
YASHTC12FXB 1 CI::Z/IZ: M 1”" 128" 408" Straight W30VT (4) W30VT (4) UBORT (4) White 17 2-1/4"

* USE P-UADP-1 adapter with “U” dies in Y46 HYPRESS™

** P44RT for use with Y46 HYPRESS™ only. P-UADP-1 adapter not required.

A See tooling section of this catalog for complete tool and die listings. Use ONLY color-coded die recommendations for “FX”
connectors. For nest/indentor system contact factory.

@ For applications greater than 2000 Volts consult cable manufacturer for voltage stress relief instructions.
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Conductor Installation Tooling
Mechanical Hydraulic WIRE

Stud Hole | Tongue | Length Tongue BCT500 Y750-2/Y46C* | COLOR| DIE | STRIP
Catalog Number Fig # AWG MM Size Width (] Angle MD7-34R Y500CT BAT-750C CODE | INDEX | LENGTH
YA32-TC12-FXB 1 . 1" .| 427" ' \
VAS2TC58.EXB 1 313.1 kemil TR 1.38 13" Straight W3TVT (4) W31IVT (4) U31RT (4) Red 18 | 214
YA34-TC12-FXB 1 373.7 kemil 1n”' ' 451" . P
VARTC B 1 95124 TR 1.50 5 Straight W32VT (4) W32VT (4) U32RT (4) Blue 19 | 2916
YA36-TC12-FXB 1 444.4 kemil " 169" 506" Staiaht
YA36-TC58-FXB 1 110024 58" ' 511" ¢ U34RT (4) Brown 20 | 116"

535.3 kemil

YA38-TC58-FXB 1 1325/24 5/8" 181" | 530" Straight U3BXRT (4) Pink L9 | 3-3/16"
YA40-TC58-FXB 1| 646 komil- 1600/24 5/8" 195" | 550" Straight U39RT (4) Black 24 | 3-516"
YA44-TC58-FXB 1 | 7777 kel 192524 5/8" 217" | 569" Straight U44XRT (4) Yelow | L115 | 3-7/16"
YA46-TC58-FXB 1 1111 kemil 5/8" 269" Straight *P45RT (4) Yellow 29 | 31116"

* USE P-UADP-1 adapter with “U” dies in Y46 HYPRESS™
** P45RT for use with Y46 HYPRESS™ only. P-UADP-1 adapter not required.

A See tooling section of this catalog for complete tool and die listings. Use ONLY color-coded die recommendations for “-FX”

connectors. For nest/indentor system contact factory.

@ For applications greater than 2000 Volts consult cable manufacturer for voltage stress relief instructions.




BURNDY

Compression

ONE HOLE HYLUG™
FLEX CONDUCTOR
LONG BARREL WITH

BEVELED

/ ENTRY

DIE AND COLOR
CODE INFORMATION

INSPECTION
WINDOW

INSPECTION WINDOW
TYPES YAZ, YAZV oo ——— CRIMP
PLATED \ CABLE
COPPER COMPRESSION ACCOMMODATION
TERMINAL
UL LISTED 90°C,
600 VOLT TO 35 KV &
IJ J
I 450
sp L L Li LJ_J Li L—
Fig. 1 Fig. 2 Fig. 3
Conductor Installation Toolin
Mechanical Hydraulic WIRE
Stud Hole | Tongue | Length Tongue BCT500 Y750-2/Y46C* | COLOR | DIE STRIP
Catalog Number Fig # AWG MW Size Width (L) Angle MD7-34R Y500CT BAT-750C CODE | INDEX | LENGTH
YAZ8C-TC10 1 1.58 Straight
YAZBC-TC10-45 2 #10 A 147 45 Degree
YAZ8C-1C10-90 3 0.75 90 Degree
YAZ8C-TC14 1 37124 1.7 Straight W8CVT 2) W8CVT (2)
YAZBC-TC14-45 2 #3 WELD 14" A4 1.58 45 Degree W8CRT (2) W8CRT (2) USCRT (2) Red 49 716"
YAZ8C-TC14-90 3 #8 AWG 0.87 90 Degree X8CRT (2) X8CRT (2)
YAZ8C-TC38 1 1.89 Straight
YAZBC-TC38-45 2 38" 58" 1.72 45 Degree
YAZ8C-1C38-90 3 1.05 90 Degree
YAZV6CTC14FX 1 2.03 Straight
YAZV6CTC14FX45 2 61/24 14" 48" 1.83 45 Degree W5CVT (2) W5CVT (2)
YAZV6CTC14FX90 3 #6 WELD 0.89 90 Degree WS5CRT (2) W5CRT (2) USCRT (2) Blue 7 | 1:316"
YAZV6CTC38FX 1 #6 AWG 2.22 Straight X5CRT (2) X5CRT (2)
YAZV6CTC38FX45 2 38" 58" 1.97 45 Degree
YAZV6CTC38FX90 3 1.06 90 Degree
YAZVACTC14FX 1 2.21 Straight
YAZVACTC14FX45 2 91/24 14" 55" 1.97 45 Degree WACVT (2) WACVT (2)
YAZVACTC14FX90 3 105/24 093 90 Degree WA4CRT (2) WACRT (2) U4CRT (2) Gray 8 | 15/16"
YAZVACTC38FX 1 #4 WELD 2.39 Straight X4CRT (2) X4CRT (2)
YAZVACTC38FX45 2 #4 AWG 38" 58" 213 45 Degree
YAZVACTC38FX90 3 1.1 90 Degree
YAZV2CTC14FX 1 2.39 Straight
YAZV2CTC14FX45 2 14" 68" 213 45 Degree
YAZV2CTC14FX90 3 125024 0.98 90 Degree
YAZV2CTC38FX 1 150/24 2.57 Straight W2CVT 2) W2CVT (2)
YAZV2CTC38FX45 2 #2 WELD 38" 68" 2.31 45 Degree W2CRT (2) W2CRT (2) U2CRT (2) Brown 10 | 1-7/16"
YAZV2CTC38FX90 3 #2 AWG 1.16 90 Degree X2CRT (2) X2CRT (2)
YAZV2CTC12FX 1 3.01 Straight
YAZV2CTC12FX45 2 " 83" 275 45 Degree
YAZV2CTC12FX90 3 1.6 90 Degree
YAZVICTC14FX 1 242 Straight W1CRT-1 (2) W1CRT (2)
YAZV1CTC14FX45 2 175024 14" 5" 219 45 Degree WICVT (2) WICVT (2) UICRT1 (2) Green 11| 116"
YAZV1CTC14FX90 3 1.02 90 Degree X1CRT-1 (2) X1CRT-1 (2)

* Use P-UADP-1 adapter with "U" dies in Y46 HYPRESS™

A See tooling section of this catalog for complete tool and die listings. Use ONLY color-coded die recommendations for “-FX”

connectors. For nest/indentor system contact factory.

@ For applications greater than 2000 Volts consult cable manufacturer for voltage stress relief instructions.
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BURNDY

Compression

ONE HOLE HYLUG™

FLEX CONDUCTOR

LONG BARREL WITH

I

90°

45°
INSPECTION WINDOW | . v .
(CONT'NUED) Fig. 1 Fig. 2 Fig. 3
Conductor Installation Toolin:
Mechanical Hydraulic WIRE
Stud Hole | Tongue | Length Tongue BCT500 Y750-2/Y46C* | COLOR | DIE | STRIP
Catalog Number Fig # AWG MM Size Width (9] Angle MD7-34R Y500CT BAT-750C CODE | INDEX | LENGTH
YAZV1CTC516FX 1 247 Straight
YAZV1CTC516FX45 2 225/24 516" 75" 224 45 Degree W1CRT-1 (2) W1CRT1 (2)
YAZV1CTC516FX90 3 # WELD 1.08 90 Degree WICVT (2) WICVT (2) UICRT1 (2) Green | 1716"
YAZV1CTC38FX 1 #1 AWG 2.6 Straight X1CRT1 (2) X1CRT-1 (2)
YAZV1CTC38FX45 2 38" 75" 2.37 45 Degree
YAZV1CTC38FX90 3 1.2 90 Degree
YAZV25TC14FX 1 2.58 Straight
YAZV25TC14FX45 2 14" 83" 2.3 45 Degree
YAZV25TC14FX90 3 1.04 90 Degree
YAZV25TC38FX 1 275/24 2.76 Straight W25VT (4) W25VT (4)
YAZV25TC38FX45 2 1/0 WELD 38" 83" 248 45 Degree W25RT (4) W25RT (4) U25RT (2) Pink 12 | 1-916"
YAZV25TC38FX90 3 110 AWG 1.23 90 Degree X25RT (4) X25RT (4)
YAZV25TC12FX 1 32 Straight
YAZV25TC12FX45 2 " 83" 2.92 45 Degree
YAZV25TC12FX90 3 1.66 90 Degree
YAZV26TC14FX 1 2.58 Straight
YAZV26TC14FX45 2 14" 93" 2.3 45 Degree
YAZV26TC14FX90 3 1.04 90 Degree
YAZV26TC38FX 1 325/24 2.76 Straight W26VT (4) W26VT (4)
YAZV26TC38FX45 2 2/0 WELD 38" 93" 248 45 Degree W26RT (4) W26RT (4) U26RT (2) Black 13 | 1-916"
YAZV26TC38FX90 3 2/0 AWG 1.23 90 Degree X26RT (4) X26RT (4)
YAZV26TC12FX 1 32 Straight
YAZV26TC12FX45 2 " 93" 2.92 45 Degree
YAZV26TC12FX90 3 1.66 90 Degree
YAZV27TC38FX 1 450/24 2.8 Straight W27RT (4) W27RT (4)
YAZV27TC38FX45 2 3/0 WELD 38" 1.03" 2.52 45 Degree W27VT (4) W27VT (4) U27RT (2) Orange 14 | 1-916"
YAZV27TC38FX90 3 3/0 AWG 1.25 90 Degree X27RT (4) X27RT (4)
YAZV2BNT38FX 1 2.96 Straight
YAZV2BNT38FX-45 2 38" 94" 2.67 45 Degree
YAZV28NT38FX-90 3 1.3 90 Degree
YAZV28TC38FX 1 550124 2.96 Straight W28VT (4) W28VT (4)
YAZV28TC38FX45 2 4/0 WELD 38" 114" 2.67 45 Degree W28RT (4) W28RT (4) U28RT (2) Purple 15 | 1-11/16"
YAZV28TC38FX90 3 40 AWG 1.3 90 Degree X28RT (6) X28RT (6)
YAZV28TC12FX 1 318 Straight
YAZV28TC12FX45 2 " 114" 2.89 45 Degree
YAZV28TC12FX90 3 1.52 90 Degree
YAZV2INT516FX 1 550124 2.87 Straight WavT (8 W29RT (4)
YAZV29NT516FX-45 2 4/0 WELD 516" 96" 2.6 45 Degree X29RT 8) W29VT (4) U29RT (2) Yellow 16 | 21/16"
YAZV29NT516FX-90 3 1.21 90 Degree X29RT (8)
YAZ30TC38FX 1 250 FLEX 342 Straight WavT (8 W29RT (4)
YAZ30TC38FX-45 2 CLASS G 259 STR. 38" 120" 3.05 45 Degree X29RT 8) W29VT (4) U29RT (2) Yellow 16 | 21/16"
YAZ30TC38FX-90 3 | CLASSH4TSTR. 1.37 90 Degree X29RT (8)
YAZ31TC38FX 1 262.2 FLEX 345 Straight WaOVT (4)
YAZ31TC38FX45 2 637/24 38" 128" 31 45 Degree W30VT (4) WS0RT (8 U30RT (4) White 17 | 21/18"
YAZ31TC38FX90 3 |CLASSIK M 1.41 90 Degree
YAZ32TC38FX 1 775124 3.62 Straight WaHVT (4)
YAZ32TC38FX45 2 313.1 kemil 38" 155" 325 45 Degree W3IVT (4) WS1RT (4 USIRT (4) Blue 19 | 2-3/16"
YAZ32TC38FX90 3 300 FLEX 1.46 90 Degree

* Use P-UADP-1 adapter with "U" dies in Y46 HYPRESS™
A See tooling section of this catalog for complete tool and die listings. Use ONLY color-coded die recommendations for “-FX”

connectors. For nest/indentor system contact factory.

@ For applications greater than 2000 Volts consult cable manufacturer for voltage stress relief instructions.




BURNDY

Compression
ONE HOLE HYLUG™
FLEX CONDUCTOR
LONG BARREL WITH "
I 45°
INSPECTION WINDOW | L A S I
(CONT'NUED) Fig. 1 Fig. 2 Fig. 3
Conductor Installation Tooling
Mechanical Hydraulic WIRE

Stud Hole | Tongue | Length Tongue BCT500 Y750-2/Y46C* | COLOR| DIE | STRIP
Catalog Number Fig # AWG MM Size Width (L) Angle MD7-34R Y500CT BAT-750C CODE | INDEX | LENGTH
YAZ3ANT38FX 1 385 Straight
YAZ3ANT38FX-45 2 38" 9" 35 45 Degree
YAZ3ANT38FX-90 3 1.54 90 Degree
YAZ34TC38FX 1 925124 3.85 Straight WavT (4
YAZ34TC38FX45 2 373.3 kemil - 38" 152" 35 45 Degree W32VT (4) W32RT (4 U32RT (4) Blue 19 | 25/16"
YAZ3ATC38FX90 3 350 FLEX 1.54 90 Degree
YAZ34TC12FX 1 429 Straight
YAZ3ATC12FX45 2 1”" 152" 3.94 45 Degree
YAZ3ATC12FX90 3 1.98 90 Degree
YAZ36TC38FX 1 1100/24 455 Straight
YAZ36TC38FX45 2 444.4 kemil - 38" 172" 4.14 45 Degree - - UB4RT (4) Brown 20 2:-34"
YAZ36TC38FX90 3 450 FLEX 1.81 90 Degree
YAZ3BNT38FX 1 472 Straight
YAZ3BNT38FX-45 2 38" 163" 4.26 45 Degree
YAZ3BNT38FX-90 3 1.84 90 Degree
YAZ3BTC38FX 1 472 Straight
YAZ38TC38FX45 2 1325/24 38" 181" 4.26 45 Degree
YAZ3BTC38FX90 3 535.3 kemil - 1.84 90 Degree - - U3BXRT (4) Pink L9 | 27/8"
YAZ3BNT12FX 1 500 FLEX 497 Straight
YAZ3BNT12FX-45 2 17”" 1.63" 451 45 Degree
YAZ3BNT12FX-90 3 2.09 90 Degree
YAZ3BTC12FX 1 497 Straight
YAZ38TC12FX45 2 1”" 181" 451 45 Degree
YAZ3BTC12FX90 3 2.09 90 Degree

* Use P-UADP-1 adapter with "U" dies in Y46 HYPRESS™. Catalog # P-UADP-1 adapter is required to use “U” dies in Y46
series tools.

A See tooling section of this catalog for complete tool and die listings. Use ONLY color-coded die recommendations for “-FX”
connectors. For nest/indentor system contact factory.

@ For applications greater than 2000 Volts consult cable manufacturer for voltage stress relief instructions.
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Compression

TWO HOLE HYLUG™

DIE AND COLOR

CODE INFORMATION

CODE CONDUCTOR

A BEVELED

ENTRY
INSPECTION
STANDARD BARREL WINDOW
TYPES YAV-2TC, YA-L2L, \
YA-2LN AND YA-L-2TC CRIMP
COPPER COMPRESSION ELECTRO-TN __— I AOCONMODATION
TERMINAL
UL LISTED 90°C,
600 VOLT TO 35 KV &
90°
P — ] ]
L—— L L
Fig. 1 Fig. 2 Fig. 3
Conductor Installation Tooling
Mechanical Hydraulic WIRE
Stud Hole | Stud Hole | Tongue | Length |  Tongue BCT500 | Y750-2/Y46C*| COLOR DIE STRIP
Catalog Number Fig # AWG MM Size Spacing | Width | (L) Angle MD7-34R Y500CT BAT-750C | CODE | INDEX LENGTH
YAV102TC10 1 Straight
YAV102TC10-45 2 #10 5/8" .38" 45 Degree
YAV102TC10-90 3 90 Degree
YAV102TC14 1 Straight
YAV102TC14-45 2 |#14-10 STR 1/4" 5/8" AT" 45 Degree
YAV102TC14-90 3 6 90 Degree 7/16"
YAV102TC14E1 1 | #12-10 SOL 1/4" 1" AT" Straight
YAV102TC14E2 1 1/4" 3/4" AT" Straight
YAV102TC38 1 Straight
YAV102TC38-45 2 3/8" 1" 56" 45 Degree
YAV102TC38-90 3 90 Degree
YA8CL-2TC10 1 1.83" Straight
YABCL-2TC10-45 2 #10 5/8" 41" | 1.83" | 45 Degree
YA8CL-2TC10-90 3 1.37" | 90 Degree
YA8CL-2TC10E2 1 1.95" Straight
YABCL-2TC10E2-45| 2 #10 3/4" 41" 1 1.96" | 45 Degree
YABCL-2TC10E2-90| 3 #8 AWG 1.50" | 90 Degree
YA8CL-2TC14 1 1.95" Straight
YABCL-2TC14-45 2 | #8WELD 1/4" 5/8" 41" | 1.94" | 45 Degree
YA8CL-2TC14-90 3 1.49" | 90 Degree | WBCVT (1) | W8CVT (1)
YABCL-2TC14ET 1 37/24 10 2.33" | Straight | W8CRT (1)| W8CRT (1) | USCRT (1) | Red 49 1/2"
YABCL-2TC14E1-45| 2 1/4" 1" 41" | 2.32" | 45 Degree | X8CRT (1) | X8CRT (1)
YABCL-2TC14E1-90| 3 #6 SOL 1.87" | 90 Degree
YA8CL-2TC14E2 1 2.08" Straight
YABCL-2TC14E2-45| 2 1/4" 3/4" 41" | 2.07" | 45 Degree
YA8CL-2TC14E2-90| 3 1.62" | 90 Degree
YA8CL-2TC38 1 2.52" Straight
YABCL-2TC38-45 2 3/8" 1" 57" | 2.46" | 45 Degree
YA8CL-2TC38-90 3 2.05" | 90 Degree
YA8C-2LN 1 3.75" | Straight
YA8C-2LN-45 2 1/2" 1-3/4" | 0.83 | 3.83" | 45 Degree
YA8C-2LN-90 3 3.27" | 90 Degree

-- Color code not assigned.

A See tooling section of this catalog for complete tool and die listings.

4 For applications greater than 2000 volts consult cable manufacturer for voltage stress relief instructions.
* Use P-UADP-1 adapter with "U" dies in Y46 HYPRESS™.

** P-RT die sets for use in Y46 HYPRESS™ only, P-UADP-1 adapter not required.




BURNDY

Compression

TWO HOLE HYLUG™

YA4CL-2TC14E1-45 1/4" 1" 49" | 2.65" | 45 Degree

CODE CONDUCTOR - C>
STANDARD BARREL | - | — % -
(CONTINUED) Fig. 1 Fig. 2 Fig. 3
Conductor Installation Tooling
Mechanical Hydraulic WIRE
Stud Hole | Stud Hole | Tongue | Length | Tongue BCT500 | Y750-2/Y46C*| COLOR DIE STRIP
Catalog Number Fig # AWG MM Size Spacing | Width (L) Angle MD7-34R Y500CT BAT-750C CODE INDEX LENGTH
YA6C-2L 1 2.28" Straight |
YA6C-2L-45 2 1/4" 5/8" 45" | 217" | 45 Degree
YA6C-2L-90 3 1.45" | 90 Degree
YA6C-2LN 1 4.10" Straight |
YA6C-2LN-45 2 1/2" 1-3/4" 81" | 410" | 45 Degree
YA6C-2LN-90 3 3.28" | 90 Degree
YA6CL-2TC10 1 2.22" Straight |
YA6CL-2TC10-45 2 #10 5/8" 42" | 214" | 45 Degree
YA6CL-2TC10-90 3 1.39" | 90 Degree
YA6CL-2TC14 1 2.35" Straight |
YA6CL-2TC14-45 2 1/4" 5/8" 45" | 223" | 45 Degree
YA6CL-2TC14-90 3 1.51" | 90 Degree
YA6CL-2TC14E 1 2.22" Straight |
YA6CL-2TC14E-45 2 1/4" 1/2" 45" | 211" | 45 Degree
YA6CL-2TC14E-90 | 3 1.38" | 90 Degree
YA6CL-2TC14E1 1 2.72" Straight |
YA6CL-2TC14E1-45| 2 . 1/4" 1" 45" | 261" | 45 Degree| W5CVT (1)| W5CVT (1)
YA6CL-2TC14E1-90| 3 | 6 AWG 1.88" | 90 Degree | WSCRT (1)| WSCRT (1)| USCRT (1) | o ; -
YA6CL-2TC14E2 1 2.47" | Straight | X5CRT (1)| X5CRT (1) | USCABT (1)
YA6CL-2TC14E2-45] 2 1/4" 3/4" 44" | 2.36" | 45 Degree| X8CART (1)| X8CART (1)
YA6CL-2TC14E2-90| 3 1.63" | 90 Degree
YA6CL-2TC38 1 2.91" Straight |
YA6CL-2TC38-45 2 3/8" 1" 63" | 2.75" | 45 Degree
YAG6CL-2TC38-90 3 2.06" | 90 Degree
YA6C-2L51 1 2.09" Straight |
YA6C-2L51-45 2 #10 1/2" 42" | 1.98" | 45 Degree
YA6C-2L51-90 3 1.23" | 90 Degree
YA6CL-2TC516 1 2.78" Straight |
YA6CL-2TC516-45 2 5/16" 1" 52" | 2.65" | 45 Degree
YA6CL-2TC516-90 | 3 1.94" | 90 Degree
YA6CL-2TC516E2 1 2.53" Straight |
YA6CL-2TC516E2-45 | 2 5/16" 3/4" 52" | 240" | 45 Degree
YA6CL-2TC516E2-90 | 3 1.69" | 90 Degree
YA6C-2L52 1 2.16" Straight |
YA6C-2L52-45 2 1/4" 1/2" 45" | 2.05" | 45 Degree
YA6C-2L52-90 3 1.32" | 90 Degree
YA5C-2L 1 2.28" | Straight | W5CRT (1)| W5CRT (1)
YA5C-2L-45 2 5AWG | 16 1/4" 58" | .44" | 215" | 45 Degree| W5CVT (1)| X5CRT (1) | USCRT (1) | Blue 7 7/8"
YA5C-2L-90 3 1.44" | 90 Degree| X5CRT (1) | W5CVT (1)
YA4C-2L 1 2.30" Straight |
YA4C-2L-45 2 1/4" 5/8" 49" | 2.21" | 45 Degree
YA4C-2L-90 3 1.48" | 90 Degree
YA4CL-2TC14 1 2.36" Straight |
YAACL-2TC14-45 | 2 1/4" 5/8" | 49" | 227" | 45 Degree| WACVT (1)| WACVT (1)] o 0
YA4CL-2TC14-90 | 3 | 4AWG - 1.54" | 90 Degree | WACRT (1)| WACRT (1){ oy o " Gray 8 7/8"
YA4CL-2TC38 1 2.96" | Straight | X4CRT (1)| X4CRT (1)
YA4CL-2TC38-45 2 3/8" 1" 58" | 2.82" | 45 Degree
YA4CL-2TC38-90 3 2.09" | 90 Degree
YA4CL-2TC14E1 1 2.74" Straight |
2
3

YA4CL-2TC14E1-90 1.91" | 90 Degree

-- Color code not assigned.

A See tooling section of this catalog for complete tool and die listings.

@ For applications greater than 2000 volts consult cable manufacturer for voltage stress relief instructions.
* Use P-UADP-1 adapter with "U" dies in Y46 HYPRESS™.

** P-RT die sets for use in Y46 HYPRESS™ only, P-UADP-1 adapter not required.
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BURNDY

Compression

TWO HOLE HYLUG™
CODE CONDUCTOR

—

90°

45°
STANDARD BARREL - -
(CONTINUED) Fig. Fig. 2 Fig. 3
Conductor Installation Tooling
Mechanical Hydraulic WIRE
Stud Hole | Stud Hole | Tongue | Length |  Tongue BCT500 | Y750-2/Y46C*| COLOR DIE STRIP
Catalog Number Fig # AWG MM Size Spacing | Width | (L) Angle MD7-34R Y500CT BAT-750C | CODE | INDEX LENGTH
YA4C-2LN 1 4.14" |  Straight
YA4C-2LN-45 2 1/2" 1-3/4" | .83" | 4.10" | 45 Degree
YA4C-2LN-90 3 3.30" | 90 Degree
YA4CL-2TC14E2 1 249" | Straight
YA4CL-2TC14E2-45| 2 4 AWG - 1/4" 3/4" 49" | 240" | 45 Degree
YA4CL-2TC14E2-90| 3 1.66" | 90 Degree | WACVT (1) | X4CRT (1) | U4CRT (1) | Gray 8 7/8"
YA4CL-2TC516 1 2.80" | Straight
YA4CL-2TC516-45 | 2 5/16" 1" 52" | 2.69" | 45 Degree
YA4CL-2TC516-90 | 3 1.97" | 90 Degree
YA3CL-2TC14 1 245" | Straight
YA3CL-2TC14-45 2 1/4" 5/8" 55" | 2.33" | 45 Degree
YA3CL-2TC14-90 3 1.55" | 90 Degree
YA3C-2L 1 2.64" | Straight
YA3C-2L-45 2 3AWG 25 5/16" 5/8" 55" | 2.52" | 45 Degree | W3CRT (1) | W3CRT (1) | USCRT (1) | White 9 15/16"
YA3C-2L-90 3 1.74" | 90 Degree
YA3CL-2TC38 1 3.06" | Straight
YA3CL-2TC38-45 2 3/8" 1" 58" | 2.90" | 45 Degree
YA3CL-2TC38-90 3 2.11" | 90 Degree
YA2C-2L 1 2.67" | Straight
YA2C-2L-45 2 5/16" 3/4" 60" | 2.57" | 45 Degree
YA2C-2L-90 3 1.77" | 90 Degree
YA2C-2LN 1 4.27" | Straight
YA2C-2LN-45 2 1/2" 1-3/4" | .83" | 4.19" | 45 Degree
YA2C-2LN-90 3 3.14" | 90 Degree
YA2CL-2TC14 1 247" | Straight
YA2CL-2TC14-45 2 1/4" 5/8" 60" | 2.38" | 45 Degree
YA2CL-2TC14-90 3 1.58" | 90 Degree
YA2CL-2TC14E1 1 2.85" | Straight | W2CVT (1) | W2CVT (1)
YA2CL-2TC14E1-45| 2 2 AWG - 1/4" 1" 60" | 2.77" | 45 Degree | W2CRT (1) | W2CRT (1) | U2CRT (1) | Brown 10 15/16"
YA2CL-2TC14E1-90| 3 1.96" | 90 Degree | X2CRT (1) | X2CRT (1)
YA2CL-2TC14E2 1 2.60" | Straight
YA2CL-2TC14E2-45| 2 1/4" 3/4" 60" | 2.51" | 45 Degree
YA2CL-2TC14E2-90| 3 1.71" | 90 Degree
YA2CL-2TC38 1 3.03" | Straight
YA2CL-2TC38-45 2 3/8" 1" 60" | 2.94" | 45 Degree
YA2CL-2TC38-90 3 2.15" | 90 Degree
YA2CL-2TC516 1 291" | Straight
YA2CL-2TC516-45 | 2 5/16" 1" 60" | 2.82" | 45 Degree
YA2CL-2TC516-90 | 3 2.02" | 90 Degree
YA1C-2LN 1 4.32" | Straight
YA1C-2LN-45 2 1/2" 1-3/4" 81" | 4.23" | 45 Degree
YA1C-2LN-90 3 3.36" | 90 Degree
YA1C-2L 1 2.82" | Straight
YA1C-2L-45 2 5/16" 7/8" | 68" | 271" | 45 Degree | WICVT (1)| WICVT (1) | )\ o "
YA1C-2L-90 3 1 AWG - 1.92" | 90 Degree [W1CRT-1 (1)W1CRT-1 (1) U4CABT (1) Green 11 15/16"
YA1CL-2TC14 1 251" | Straight |X1CRT-1 (1)| X1CRT-1 (1)
YA1CL-2TC14-45 2 1/4" 5/8" 68" | 2.40" | 45 Degree
YA1CL-2TC14-90 3 1.60" | 90 Degree
YA1CL-2TC14E2 1 2.64" | Straight
YA1CL-2TC14E2-45| 2 1/4" 3/4" 68" | 2.52" | 45 Degree
YA1CL-2TC14E2-90| 3 1.73" | 90 Degree

-- Color code not assigned.
A See tooling section of this catalog for complete tool and die listings.

@ For applications greater than 2000 volts consult cable manufacturer for voltage stress relief instructions.

* Use P-UADP-1 adapter with "U" dies in Y46 HYPRESS™.
** P-RT die sets for use in Y46 HYPRESS™ only, P-UADP-1 adapter not required.




BURNDY

Compression
TWO HOLE HYLUG™
CODE CONDUCTOR
STANDARD BARREL 4L — % -
(CONTINUED) Fig. 1 Fig. 2 Fig. 3
Conductor Installation Tooling
Mechanical Hydraulic WIRE

Stud Hole | Stud Hole | Tongue | Length | Tongue BCT500 | Y750-2/Y46C*| COLOR DIE STRIP
Catalog Number Fig # AWG M Size Spacing | Width | (L) Angle MD7-34R Y500CT BAT-750C | CODE INDEX LENGTH
YA1CL-2TC38 1 3.07" | Straight
YA1CL-2TC38-45 2 - 3/8" 1" 68" | 2.96" | 45 Degree | W1CVT (1) [ X1CRT-1 (1)| UICRT (1) | Green 11 15/16"
YA1CL-2TC38-90 3 217" | 90 Degree
YA25-2L 1 2.85" Straight
YA25-2L-45 2 5/16" 7/8" 75" | 2.77" | 45 Degree
YA25-2L-90 3 1.95" | 90 Degree
YA252LN 1 429" | Straight
YA252LN-45 2 12" 1-3/4" | .83" | 4.20" | 45 Degree
YA252LN-90 3 3.38" | 90 Degree
YA25L-2TC14 1 2.64" Straight
YA25L-2TC14-45 2 1/4" 5/8" 75" | 2.45" | 45 Degree | W25VT (2) | W25VT (2) U25RT (1)
YA25L-27C14-90 3 1/0 AWG | 50 1.58" | 90 Degree | W25RT (2) | W25RT (2) U2CABT (1) Pink 12 15/16"
YA25L-2TC14E1 1 3.01" | Straight | X25RT (2) | X25RT (2)
YA25L-2TC14E1-45 | 2 1/4" 1" 75" | 2.91" | 45 Degree
YA25L-2TC14E1-90 | 3 1.95" | 90 Degree
YA25L-2TC14E2 1 2.66" Straight
YA25L-2TC14E2-45 | 2 1/4" 3/4" 75" | 2.58" | 45 Degree
YA25L-2TC14E2-90 | 3 1.70" | 90 Degree
YA25L-2TC38 1 310" | Straight
YA25L-2TC38-45 2 3/8" 1" 75" | 3.02" | 45 Degree
YA25L-27C38-90 3 214" | 90 Degree
YA26-2L 1 2.95" Straight
YA26-2L-45 2 5/16" 7/8" 83" | 2.84" | 45 Degree
YA26-2L-90 3 1.98" | 90 Degree
YA262LN 1 4.39" Straight
YA262LN-45 2 12" 1-3/4" | .83" | 4.27" | 45 Degree
YA262LN-90 3 3.41" | 90 Degree
YA26L-2TC14 1 2.64" Straight
YA26L-2TC14-45 2 1/4" 5/8" 83" | 2.52" | 45 Degree | W26VT (2) | W26VT (2)
YA26L-27C14-90 3 | 20AWG | 70 1.66" | 90 Degree | W26RT (2) | W26RT (2) | U26RT (1) | Black 13 1"
YA26L-2TC14E1 1 3.01 Straight | X26RT (2) | X26RT (2)
YA26L-2TC14E1-45 | 2 1/4" 1" 83" [ 2.90" | 45 Degree
YA26L-2TC14E1-90 | 3 2.04" | 90 Degree
YA26L-2TC14E2 1 2.76" Straight
YA26L-2TC14E2-45 | 2 1/4" 3/4" 83" | 2.65" | 45 Degree
YA26L-2TC14E2-90 | 3 1.79" | 90 Degree
YA26L-2TC38 1 3.20" | Straight
YA26L-2TC38-45 2 3/8" 1" 83" [ 3.09" | 45 Degree
YA26L-27C38-90 3 2.22" | 90 Degree
YA272LN 1 4.48" Straight
YA272LN-45 2 12" 1-3/4" | 91" | 4.35" | 45 Degree
YA272LN-90 3 3.44" | 90 Degree
YA27L-2TC14E2 1 2.86" | Straight | W27VT (2) | W27VT (2)
YA27L-2TC14E2-45 | 2 3/0 AWG - 1/4" 3/4" 91" | 2.73" | 45 Degree | W27RT (2) | W27RT (2) | U27RT (1) |Orange 14 1-1/16"
YA27L-2TC14E2-90 | 3 1.81" | 90 Degree | X27RT (3) | X27RT (3)
YA27L-27C38 1 3.30" | Straight
YA27L-2TC38-45 2 3/8" 1" 91" | 317" | 45 Degree
YA27L-27C38-90 3 2.25" | 90 Degree

-- Color code not assigned.

A See tooling section of this catalog for complete tool and die listings.

@ For applications greater than 2000 volts consult cable manufacturer for voltage stress relief instructions.
* Use P-UADP-1 adapter with "U" dies in Y46 HYPRESS™.

** P-RT die sets for use in Y46 HYPRESS™ only, P-UADP-1 adapter not required.
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BURNDY

Compression

TWO HOLE HYLUG™

CODE CONDUCTOR

—

STANDARD BARREL dse
L L
(CONTINUED) Fig. Fig.2 Fig.3
Conductor Installation Tooling
Mechanical Hydraulic WIRE
Stud Hole | Stud Hole | Tongue | Length | Tongue BCT500 | Y750-2/Y46C*| COLOR DIE STRIP

Catalog Number Fig # AWG M Size Spacing | Width | (L) Angle MD7-34R Y500CT BAT-750C | CODE | INDEX LENGTH
YA28-2L.516 1 3.84" | Straight
YA28-2L516-45 2 5/16" 1-3/4" | 1.02" | 3.77" | 45 Degree
YA28-21.516-90 3 2.92" | 90 Degree
YA282LN 1 4.41" |  Straight
YA282LN-45 2 1/2" 1-3/4" | 1.02" | 4.34" | 45 Degree
YA282LN-90 3 3.49" | 90 Degree
YA28L-2TC14E1 1 3.03" | Straight
YA28L-2TC14E1-45 | 2 1/4" 1" 1.02" | 2.96" | 45 Degree | W28VT (2) | W28VT (2)
YA28L-2TC14E1-90 | 3 | 4/0 AWG 2.11" | 90 Degree | W28RT (2) | W28RT (2) | U28RT (1) | Purple 15 1-1/8"
YA28L-2TC14E2 1 2.78" | Straight | X28RT (3) | X28RT (3)
YA28L-2TC14E2-45 | 2 1/4" 3/4" 1.02" | 2.71" | 45 Degree
YA28L-2TC14E2-90 | 3 1.86" | 90 Degree
YA28L-2TC38E2 1 2.97" | Straight
YA28L-2TC38E2-45 | 2 3/8" 3/4" 1.02" | 2.90" | 45 Degree
YA28L-2TC38E2-90 | 3 2.05" | 90 Degree
YA28L-27C38 1 3.22" | Straight
YA28L-2TC38-45 2 3/8" 1" 1.02" | 3.15" | 45 Degree
YA28L-2TC38-90 3 2.30" | 90 Degree
YA292LN 1 4.62" | Straight
YA292LN-45 2 1/2" 1-3/4" | 111" | 452" | 45 Degree W29VT (2)
YA292LN-90 3 . 3.52" | 90 Degree | W29VT (2) "
AT T 250 kemil | 120 T Straight X29RT (4 \;(VS:STT (f) U29RT (1) | Yellow 16 1-1/8
YA29L-2TC38-45 2 3/8" 1" 1.11" | 3.33" | 45 Degree @
YA29L-2TC38-90 3 2.34" | 90 Degree
YA302LN 1 4.63" | Straight
YA302LN-45 2 1/2" 1-3/4" | 1.20" | 4.55" | 45 Degree
YA302LN-90 3 . 3.56" | 90 Degree W30VT (2) | U3ORT (2) . "
YA30L-2TC-38 7| S00kemil | 150 345" Straight WIOVT @) | \aoRr (2) [u2sarT (2) | Vhte 17 !
YA30L-2TC-38-45 2 3/8" 1" 1.20" | 3.36" | 45 Degree
YA30L-2TC-38-90 3 2.37" | 90 Degree
YA312LN 1 470" | Straight
YA312LN-45 2 1/2" 1-3/4" | 1.29" | 4.62" | 45 Degree
YA312LN-90 3 3.60" | 90 Degree
YA31L-2TC12 1 4.01" | Straight
YA31L-2TC12-45 2 1/2" 1-1/4" | 1.29 | 3.93" | 45 Degree
YA31L-2TC12-90 3 2.91" | 90 Degree
YA31L-2TC14E2 1 3.07" | Straight
YA31L-2TC14E2-45 | 2 | 350 kemil 1/4" 3/4" 1.29" | 2.99" | 45 Degree | W31VT (2) wgl\’g 2‘3 UL;Z?;ARFIT((ZQ)) Red 18 1-1/8"
YA31L-2TC14E2-90 | 3 1.97" | 90 Degree
YA31L-27C38 1 3.51" | Straight
YA31L-2TC38-45 2 3/8" 1" 1.29" | 3.43" | 45 Degree
YA31L-2TC38-90 3 2.41" | 90 Degree
YA31L-2NTC516 1 4.13" | Straight
YA31L-2NTC516-45 | 2 5/16" 1-3/4" | 1.29" | 4.06" | 45 Degree
YA31L-2NTC516-90 | 3 3.03" | 90 Degree
YA322LN 1 4.88" | Straight
YA322LN-45 2 | 400 kemil 1/2" 1-3/4" | 1.38" | 4.78" | 45 Degree | W32VT (2) \\;vag\g g; UUS?E)QARFIT((ZQ)) Blue 19 1-1/4"
YA322LN-90 3 3.64" | 90 Degree

-- Color code not assigned.

A See tooling section of this catalog for complete tool and die listings.

4 For applications greater than 2000 volts consult cable manufacturer for voltage stress relief instructions.
* Use P-UADP-1 adapter with "U" dies in Y46 HYPRESS™.

** P-RT die sets for use in Y46 HYPRESS™ only, P-UADP-1 adapter not required.




BURNDY

Compression
TWO HOLE HYLUG™
CODE CONDUCTOR C>
STANDARD BARREL —— | 4
L L i L
(CONTINUED) Fig. 1 Fig. 2 Fig. 3
Conductor Installation Tooling
Mechanical Hydraulic WIRE
Stud Hole | Stud Hole | Tongue | Length | Tongue BCT500 | Y750-2/Y46C* COLOR DIE STRIP
Catalog Number Fig # AWG MM Size Spacing | Width (L) Angle MD7-34R Y500CT BAT-750C CODE INDEX LENGTH
YA32L-2TC38E5 1 3.75" Straight
YA32L-2TC38E5-45| 2 3/8" 1-1/16" | 1.40" | 3.66" | 45 Degree
YA32L-2TC38E5-90| 3 2.52" | 90 Degree
YA32L-2TC38 400 kemil 3/8" 1" 1.38" | 3.69" Straight | W32VT (2) wgg\é::: g; UL;%?ARF-{FT((ZE)) Blue 19 1-1/4"
YA32-2L 1 3.75" Straight
YA32-2L-45 2 3/8" 1" 1.40" | 3.66" | 45 Degree
YA32-2L-90 3 2.52" | 90 Degree
YA33-2LN 1 5.23" Straight W3BVT (2)
YA33-2LN-45 2 450 kemil 1/2" 1-3/4" | 1.48" | 5.10" | 45 Degree| W33VT (2) W33RT (2) U33RT (2) | GRAY 326 1-9/16"
YA33-2LN-90 3 3.70" | 90 Degree
YA342LN 1 5.06" Straight
YA342LN-45 2 1/2" 1-3/4" | 1.52" | 5.00" | 45 Degree
YA342LN-90 3 3.73" | 90 Degree
YA34L-2TC12 1 4.38" Straight
YA34L-2TC12-45 2 1/2" 1-1/4" | 1.52" | 4.31" | 45 Degree
YA34L-2TC12-90 3 3.04" | 90 Degree
YA34L-2TC14E2 1 3.44" Straight
YASAL-2TC14E2-45| 2 | 500kemil | 240 | 14" | 34" | 152' [ 3.37" | 45 Degree| W3AVT (2) VWVS:\F’; g; UU3314ARRTT((22)) Bown | 20 | 1-7/16"
YA34L-2TC14E2-90| 3 2.10" | 90 Degree
YA34L-2TC38 1 3.88" Straight
YA34L-2TC38-45 2 3/8" 1" 1.52" | 3.81" | 45 Degree
YA34L-2TC38-90 3 2.54" | 90 Degree
YA34-2L 1 3.94" Straight
YA34-2L-45 2 3/8" 1" 1.55" | 3.87" | 45 Degree
YA34-2L-90 3 2.59" | 90 Degree
YA35-2L 1 4.64" Straight
YA35-2L-45 2 3/8" 1-1/8" | 1.65" | 3.95" | 45 Degree
YA35-2L-90 3 550 kemil - 2.60" | 90 Degree - - U35RT (2) | Yellow 21 1-3/4"
YA35-2LN 1 Straight
YA35-2LN-45 2 1/2" 1-3/4" | 1.65" | 5.07" | 45 Degree
YA35-2LN-90 3 3.73" | 90 Degree
YA36-2L 1 4.36" Straight
YA36-2L-45 2 1/2" 1-3/4" | 1.74" | 5.21" | 45 Degree US6RT (2)
YA36-2L-90 3 | 600 kemil | 300 3.81" | 90 Degree U32ART (2) Green 22 1-3/4"
YA36L-2TC38 2 423" Straight
YA36L-2TC38-45 2 3/8" 1" 1.73" | 4.21" | 45 Degree
YA36L-2TC38-90 3 2.81" | 90 Degree
YA37-2L 1 4.40" Straight
YA37-2L-45 2 3/8" 1-1/8" | 1.80" | 4.37" | 45 Degree
iﬁg;zgtﬁo ? 650 kenil 223 ggt?;g::e US7RT (2) [Orange | 23 | 1-15/16"
YA37-2LN-45 2 1/2" 1-3/4" | 1.80" | 5.25" | 45 Degree
YA37-2LN-90 3 3.84" | 90 Degree
YA38-2L 1 448" Straight
YA38-2L-45 2 3/8" 1-1/8" | 1.84" | 4.42" | 45 Degree
iﬁgg:gtﬁo ? 700 kenil ggg ggt?;g::e U3RT (2) | Pink 400 | 1-15/16"
YA38-2LN-45 2 1/2" 1-3/4" | 1.81" | 5.29" | 45 Degree
YA38-2LN-90 3 3.84 | 90 Degree

-- Color code not assigned.

A See tooling section of this catalog for complete tool and die listings.

4 For applications greater than 2000 volts consult cable manufacturer for voltage stress relief instructions.
* Use P-UADP-1 adapter with "U" dies in Y46 HYPRESS™.

** P-RT die sets for use in Y46 HYPRESS™ only, P-UADP-1 adapter not required.
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BURNDY

Compression

TWO HOLE HYLUG™

CODE CONDUCTOR 00"
STANDARD BARREL — |
L——— L L
(CONTINUED) Fig. 1 Fig. 2 Fig. 3
Conductor Installation Tooling
Mechanical Hydraulic WIRE
Stud Hole | Stud Hole | Tongue | Length | Tongue BCT500 | Y750-2/Y46C*| COLOR DIE STRIP
Catalog Number Fig # AWG M Size Spacing | Width | (L) Angle MD7-34R Y500CT BAT-750C | CODE INDEX LENGTH
YA38L-2TC12 1 4.67" Straight
YA38L-2TC12-45 2 12" 1-1/2" | 1.81" [ 4.61" | 45 Degree
iﬁggtgggg %0 ? 700 kel i;g ggt?;gﬁe URT () | Pink | 400 |1-15/16"
YA38L-2TC38-45 2 3/8" 1" 1.81" | 4.30" | 45 Degree
YA38L-2TC38-90 3 2.84" | 90 Degree
YA392L 1 4.48" Straight
YA392L-45 2 3/8" 1-1/8" | 1.91" [ 4.43" | 45 Degree
YA392L-90 3 3.00" | 90 Degree
YA392LN 1 5.36" Straight
YA392LN45 2 12" 1-3/4" | 1.89" [ 5.31" | 45 Degree
YA392LN-90 3 3.87" | 90 Degree
YA39L-2TC12E3 1 4.92" Straight U39RT (2)
YA39L-2TC12E345| 2 750 kemil | 375 12" 1-1/2" | 1.89" | 4.87" | 45 Degree P39RT (2) | Black 24 1-15/16"
YA39L-2TC12E3-90| 3 3.43" | 90 Degree *
YA39L-2TC38 1 4.36" Straight
YA39L-2TC38-45 2 3/8" 1" 1.89" | 4.31" | 45 Degree
YA39L-2TC38-90 3 2.87" | 90 Degree
YA39L-2TC58 1 517" Straight
YA39L-2TC58-45 2 5/8" 1-12" | 1.89" [ 512" | 45 Degree
YA39L-2TC58-90 3 3.68" | 90 Degree
YA40-2L 1 4.63" Straight
YA40-2L-45 2 3/8" 1-1/8" | 1.98" [ 4.51" | 45 Degree
YA40-2L-90 3 3.04" | 90 Degree
YA402LN 1 5.51" Straight
YA402LN-45 2 800 kemil | 400 12" 1-3/4" | 1.89" [ 5.39" | 45 Degree P40RT (3) |Orange 25 1-15/16"
YA402LN-90 3 3.91" | 90 Degree *
YA40L-2TC38 1 4.51" Straight
YA40L-2TC38-45 2 3/8" 1" 1.95" | 4.38" | 45 Degree
YA40L-2TC38-90 3 2.91" | 90 Degree
YA41-2L 1 4.97" Straight
YA41-2L-45 2 850 kemil 3/8" 1-1/8" | 2.01" | 4.86" | 45 Degree Gold 26 1-15/16"
YA41-2L-90 3 3.05" | 90 Degree
YA442LN 1 5.74" Straight
YA442LN-45 2 12" 1-3/4" | 217" | 571" | 45 Degree
YA442LN-90 3 4.02" | 90 Degree
YA44-2L 1 5.24" Straight *
YA44-2L-45 2 | 1000 kemil 12" 1-1/4" | 219" | 521" | 45 Degree P44RT (3) | White 27 1-15/16"
YA44-2L.-90 3 3.52" | 90 Degree
YA44L-2T7C12 1 5.05" Straight
YA44L-2TC12-45 2 12" 1-1/4" | 217" | 5.02" | 45 Degree
YA44L-2TC12-90 3 3.33" | 90 Degree

-- Color code not assigned.

A See tooling section of this catalog for complete tool and die listings.

@ For applications greater than 2000 volts consult cable manufacturer for voltage stress relief instructions.
* Use P-UADP-1 adapter with "U" dies in Y46 HYPRESS™.

** P-RT die sets for use in Y46 HYPRESS™ only, P-UADP-1 adapter not required.
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Compression

TWO HOLE HYLUG™ | oeawcoion
CODE CONDUCTOR -

STANDARD BARREL //

~——— BEVELED
ENTRY

NARROW TONGUE WiNDow

TYPES YA-L-2NT ~ CRIMP
ELECTRO-TIN ’

-CI-:EO:I\:IENRA(EOM PRESSION PLATED — &/ ACCOMMODATION

UL LISTED 90°C,
600 VOLT TO 35 KV &

D — =
Fig. 1 Fig. 2 Fig. 3
CONDUCTOR Installation Tooling
Mechanical Hydraulic WIRE
Stud Hole Tongue Tongue MD7-34R BCT500 | Y750-2/Y46C* | COLOR | DIE STRIP
Catalog Number FIG # AWG M Size | Spacing | Width L Angle Y500CT BAT-750C CODE | INDEX [ LENGTH
YA2CL2NT14 1 247" | Straight
YA2CL2NT1445 2 1/4" 5/8" 48" | 2.38" | 45 Degree
YA2CL2NT1490 3 1.58" | 90 Degree
YA2CL2NT14E2 1 #2 AWG - 1/4" 3/4" 48" | 2.60" | Straight | W2CVT (1) | X2CRT (1) | U2CRT (1) | Brown 10 15/16"
YA2CL2NT14E1 1 2.84" | Straight
YA2CL2NT14E145| 2 1/4" 1" 48" | 2.76" | 45 Degree
YA2CL2NT14E190| 3 1.96" | 90 Degree
YA1CL2NT14E2 1 #1 AWG - 1/4" 3/4" 50" | 2.68" | Straight | WICVT (1) | X1CRT (1) | UICRT (1) | Green 11 15/16"
YA25L2NT14E1 1 3.28" Straight
YA25L2NT14E145 | 2 | 1/0 AWG - 1/4" 1" 48" | 2.83" | 45 Degree| W25VT (2) | X25RT (1) | U25RT (1) | Pink 12 15/16"
YA25L2NT14E190 | 3 1.95" | 90 Degree
YA26L2NT14 1 | 2/0 AWG 70 1/4" 5/8" 48" | 2.66" | Straight | W26VT (2) | X26RT (1) | U26RT (1) | Black 13 1"
YA26L2NT14E1 1 - 1/4" 1" 48" | 3.03" | Straight | W26VT (2) | X26RT (1) | U26RT (1) | Black 13 1"
YA31L2NT38 1| 350 kemil - 3/8" 1" 96" | 351" | Straight | W31VT (4) - U31RT (2) | Red 18 1-1/8"
YA34L2NT38 1 500 kemil 240 3/8" 1" 96" | 3.65" Straight | WB34VT (4) U34RT (2) | Brown 20 1-7/16"
YA39L2NT38 1 4.84" | Straight
YA39L2NT3845 2 | 750 kemil 375 3/8" 1" 1.70" | 4.31" | 45 Degree - - U39RT (2) | Black 24 [1-15/16"
YA39L2NT3890 3 2.87" | 90 Degree
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TWO HOLE HYLUG™

DIE AND COLOR

CODE CONDUCTOR CODE INFORMATION ™ ————— ENTRY
LONG BARREL NO INSPECTION
WINDOW \
TYPES YA-2N, YA-2TC, -
YA-4N
UL LISTED 9000, ELECTRO-TIN — T CABLE
600 VOLT TO 35 KV ‘ PLATED ACCOMMODATION
90°
:—/— 45°
' L L L——l
Fig. 1 Fig. 2 Fig. 3
Conductor Installation Tooling

Stud | Stud Mechanical Hydraulic WIRE

Hole | Hole Tongue | Tongue BCT500 |Y750-2/Y46C* | COLOR | DIE STRIP
Catalog Number |Fig# | AWG MM? | Size | Spacing | L Width Angle MD7-34R Y500CT BAT-750C | CODE | INDEX |LENGTH
YA8C2TC14 1 2.33" 40" Straight
YA8C2TC14-45 2 1/4" 5/8" 2.20" 40" 45 Degree
YA8C2TC14-90 3 | #8STR. 1.49" 41" 90 Degree
YA8C2TC14E2 1 245" 41" Straight W8CVT (2) | W8CVT (2)
YABC2TC14E2-45 | 2 #6SOL | 10 | 1/4" 3/4" 2.33" A" 45 Degree | WBCRT (2) | W8CRT (2) | USCRT (1) | Red 49 1"
YABC2TC14E2-90 | 3 1.62" 41" 90 Degree | X8CRT (2) | X8CRT (2)
YA8C2TC38 1 37/24 2.89" 73" Straight
YA8C2TC38-45 2 3/8" 1" 2.72" 73" 45 Degree
YA8C2TC38-90 3 2.05" 73" 90 Degree
YA6C2N 1 4.40" 81" Straight
YA6C2N-45 2 1/2" 1-3/4" | 4.29" 81" 45 Degree
YA6C2N-90 3 3.28" 81" 90 Degree
YA6C2TC14 1 2.65" 45" Straight
YA6C2TC14-45 2 1/4" 5/8" 2.45" 45" 45 Degree
YA6C2TC14-90 3 1.51" 45" 90 Degree
YABC2TC14EA1 1 3.03" 45" Straight
YAB6C2TC14E1-45 2 1/4" 1" 2.83" 45" 45 Degree
YA6C2TC14E1-90 | 3 1.88" 45" 90 Degree | W5CVT (2) | W5CVT (2)
YABC2TC14E2 1 2.78" 45" Straight W5CRT (2) | W5CRT (2) | U5CRT (2) "
YA6C2TC14E2-45 | 2 #6 AWG 1/4" 3/4" 2.58" 45" 45 Degree | X5CRT (2) | X5CRT (2) | UBCABT (2) Blue 7 1-3/16
YA6C2TC14E2-90 | 3 1.63" 45" 90 Degree | X8CART (2)| X8CART (2)
YABC2TC38 1 3.22" 63" Straight
YABC2TC38-45 2 3/8" 1" 2.97" 63" 45 Degree
YA6C2TC38-90 3 2.06" 63" 90 Degree
YABC2TC38E2 1 2.97" 63" Straight
YA6C2TC38E2-45 | 2 3/8" 3/4" 2.72" 63" 45 Degree
YABC2TC38E2-90 | 3 1.81" 63" 90 Degree
YA6C2TC38E6 1 2.99" 63" Straight
YABC2TC38E6-45 | 2 3/8" 7/8" 2.75" 63" 45 Degree
YABC2TC38E6-90 | 3 1.83" 63" 90 Degree

A See tooling section of this catalog for complete tool and die listings.

* Use P-UADP-1 adaptor with "U" -dies in Y46 HYPRESS™.

** P-RT die sets for use in Y46 HYPRESS™ only, P-UADP-1 adapter not required.

" Available undrilled. Add suffix "U" to catalog number. (Example: YA25U).

@ For applications greater than 2000 Volts consult cable manufacturer for voltage stress relief instructions.
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Compression
TWO HOLE HYLUG™
s ConLeT"
:—/— 45°
(CONTINUED) L L L
Fig. 1 Fig. 2 Fig. 3
Conductor Installation Tooling
Stud | Stud Mechanical Hydraulic WIRE
Hole | Hole Tongue | Tongue BCT500 |Y750-2/Y46C*| COLOR | DIE STRIP
Catalog Number |Fig# | AWG | MM | Size | Spacing| L Width Angle MD7-34R Y500CT BAT-750C | CODE | INDEX |LENGTH
YA5C2N 1 4.43" 83" Straight | W5CRT (2) | X5CRT (2)
YA5C2N-45 2 5AWG | 16 | 1/2" | 1-3/4" | 4.31" 83" 45 Degree | W5CVT (2) | X5CVT (2) | USCRT (2) | Blue 7 1-3/16"
YA5C2N-90 3 3.28" 83" 90 Degree | X5CRT (2) | W5CRT (2)
YA4C2N 1 4.45" 81" Straight
YA4C2N-45 2 12" | 1-3/4" | 4.32" 81" 45 Degree
YA4C2N-90 3 3.30" 81" 90 Degree
YA4C2TC14 1 2.70" 50" Straight
YA4C2TC14-45 2 1/4" 58" | 2.51" 50" 45 Degree
YA4C2TC14-90 3 1.54" 50" 90 Degree | WACVT (2) | WA4CVT (2) U4CRT (2)
YA4C2TC14E2 1 4 AWG - 2.83" 50" Straight | WACRT (2) | WACRT (2) UBCABT (2) Gray 8 1-3/16"
YA4C2TC14E2-45 | 2 1/4" 3/4" | 2.64" 50" 45 Degree | X4CRT (2) | X4CRT (2)
YA4C2TC14E2-90 | 3 1.66" 50" 90 Degree
YA4C2TC38 1 3.26" 56" Straight
YA4C2TC38-45 2 3/8" 1" 3.03" 56" 45 Degree
YA4C2TC38-90 3 2.09" 56" 90 Degree
YA3C2N 1 4.62" 81" Straight
YA3C2N-45 2 12" | 1-3/4" | 4.44" 81" 45 Degree
YA3C2N-90 3 3.32" 81" 90 Degree
YA3C2TC14 1 2.87" 55" Straight
YA3C2TC14-45 2 1/4" 58" | 2.62" 55" 45 Degree
YA3C2TC14-90 3 #3 STR 1.55" 55" 90 Degree
YA3C2TC14E2 1 2.99" 55" Straight
YA3C2TC14E2-45 | 2 | #3AWG | 25 | 1/4" 34" | 2.75" 55" 45 Degree | W3CRT (2) | W3CRT (2) | USCRT (2) | White 9 1-5/16"
YA3C2TC14E2-90 | 3 1.68" 55" 90 Degree
YA3C2TC38 1 #2 SOL 343" 58" Straight
YA3C2T(C38-45 2 3/8" 1" 3.16" 58" 45 Degree
YA3C2T(C38-90 3 211" 58" 90 Degree
YA3C2TC38E2 1 3.18" 58" Straight
YA3C2TC38E2-45 | 2 3/8" 34" | 2.91" 58" 45 Degree
YA3C2TC38E2-90 | 3 1.86" 58" 90 Degree
YA2C2N 1 4.64" 81" Straight
YA2C2N-45 2 12" | 1-3/4" | 4.46" 81" 45 Degree
YA2C2N-90 3 3.34" 81" 90 Degree
YA2C2TC14 1 2.86" 60" Straight
YA2C2TC14-45 2 1/4" 5/8" | 2.66" 60" 45 Degree
YA2C2TC14-90 3 1.58" 60" 90 Degree
YA2C2TC14E2 1 2.98" 60" Straight
YA2C2TC14E2-45 | 2 1/4" 3/4" | 2.78" 60" 45 Degree | W2CVT (2) | W2CVT (2)
YA2C2TC14E2-90 | 3 | #2 AWG - 1.71" 60" 90 Degree | W2CRT (2) | W2CRT (2) | U2CRT (2) | Brown 10 1-5/16"
YA2C2TC38E2 1 317" 60" Straight X2CRT (2) | X2CRT (2)
YA2C2TC38E2-45 | 2 3/8" 34" | 2.97" 60" 45 Degree
YA2C2TC38E2-90 | 3 1.90" 60" 90 Degree
YA2C2TC516E2 1 3.05" 60" Straight
YA2C2TC516E2-45| 2 516" | 3/4" | 2.84" 60" 45 Degree
YA2C2TC516E2-90| 3 1.77" 60" 90 Degree
YA2C2NTC38 1 417" 60" Straight
YA2C2NTC38-45 2 3/8" | 1-3/4" | 3.97" 60" 45 Degree
YA2C2NTC38-90 3 2.90" 60" 90 Degree

A See tooling section of this catalog for complete tool and die listings.

* Use P-UADP-1 adaptor with "U" -dies in Y46 HYPRESS™.

** P-RT die sets for use in Y46 HYPRESS™ only, P-UADP-1 adapter not required.

" Available undrilled. Add suffix "U" to catalog number. (Example: YA25U).

@ For applications greater than 2000 Volts consult cable manufacturer for voltage stress relief instructions.
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TWO HOLE HYLUG™
CODE CONDUCTOR

LONG BARREL
:——/— 45°
(CONTINUED) —t 0 —
Fig. 1 Fig. 2 Fig. 3
Conductor Installation Tooling
Stud | Stud Mechanical Hydraulic WIRE
Hole | Hole Tongue Tongue BCT500 ([Y750-2/Y46C*| COLOR | DIE STRIP
Catalog Number |(Fig# | AWG MM? | Size | Spacing| L Width Angle MD7-34R Y500CT BAT-750C | CODE | INDEX |LENGTH
YA2C2TC38 1 3.42" .60" Straight
YA2C2TC38-45 2 3/8" 1" 3.22" .60" 45 Degree
YA2C2TC38-90 3 2.14" .60" 90 Degree
YA2C2TC38E6 1 3.30" .60" Straight W2CVT (2) | W2CVT (2)
YA2C2TC38E6-45 | 2 | #2 AWG 3/8" 7/8" 3.10" .60" 45 Degree | W2CRT (2) | W2CRT (2) | U2CRT (2) | Brown 10 1-5/16"
YA2C2TC38E6-90 | 3 2.02" .60" 90 Degree | X2CRT (2) | X2CRT (2)
YA2C2TC516E2 1 3.05" .60" Straight
YA2C2TC516E2-45| 2 5/16" 3/4" 2.84" .60" 45 Degree
YA2C2TC516E2-90| 3 1.77" .60" 90 Degree
YA1C2N 1 4.82" 81" Straight
YA1C2N-45 2 12" | 1-3/4" | 4.58" 81" 45 Degree
YA1C2N-90 3 3.36" 81" 90 Degree
YA1C2TC14 1 3.03" .68" Straight
YA1C2TC14-45 2 1/4" 5/8" 2.76" .68" 45 Degree | WICVT (2) | WICVT (2) UICRT (2)
YA1C2TC14-90 3 1 AWG 1.60" .68" 90 Degree |W1CRT-1 (2) [ WICRT-1 (2) U4CABT (2) Green 11 1-1/2"
YA1C2TC14E2 1 3.15" 75" Straight | X1CRT-1 (2) | XICRT-1 (2)
YA1C2TC14E2-45 | 2 1/4" 3/4" 2.88" 75" 45 Degree
YA1C2TC14E2-90 | 3 1.73" 75" 90 Degree
YA1C2TC38 1 3.59" .68" Straight
YA1C2TC38-45 2 3/8" 1" 3.32" .68" 45 Degree
YA1C2TC38-90 3 2.16" .68" 90 Degree
YA252N 1 4.81" 81" Straight
YA252N-45 2 12" | 1-3/4" | 4.56" 81" 45 Degree
YA252N-90 3 3.38" 81" 90 Degree
YA252TC14 1 3.05" 75" Straight
YA252T7C14-45 2 1/4" 5/8" 2.82" 75" 45 Degree
YA252T7C14-90 3 1.64" 75" 90 Degree
YA252TC14E2 1 3.18" 75" Straight
YA252TC14E2-45 | 2 1/4" 3/4" 2.94" 75" 45 Degree | W25VT (4) | W25VT (4) U25RT (2)
YA252TC14E2-90 | 3 | 1/0AWG | 50 1.76" 75" 90 Degree | W25RT (4) | W25RT (4) U2CABT (2) Pink 12 1-7/116"
YA252TC38 1 362" | 75" Straight | X25RT (4) | X25RT (4)
YA252T7C38-45 2 3/8" 1" 3.38" 75" 45 Degree
YA2527C38-90 3 2.20" 75" 90 Degree
YA252TC516 1 3.49" 75" Straight
YA252T7C516-45 2 5/16" 1" 3.26" 75" 45 Degree
YA252T7C516-90 3 2.08" 75" 90 Degree
YA252NTC38 1 4.37" 75" Straight
YA252NTC38-45 2 3/8" | 1-3/4" | 413" 75" 45 Degree
YA252NTC38-90 3 2.95" 75" 90 Degree
YA262N 1 4.97" .83" Straight
YA262N-45 2 12" | 1-3/4" | 4.69" .83" 45 Degree
YA262N-90 3 3.41" .83" 90 Degree
YA262TC14 1 322" | 83" Straight | W26VT (4) | W26VT (4)
YA262TC14-45 2 |[200AWG | 70 | 1/4" 5/8" 2.94" .83" 45 Degree | W26RT (4) | W26RT (4) | U26RT (2) | Black 13 1-9/16"
YA262T7C14-90 3 1.66" .83" 90 Degree | X26RT (4) | X26RT (4)
YA262TC14E2 1 3.34" .83" Straight
YA262TC14E2-45 | 2 1/4" 3/4" 3.06" .83" 45 Degree
YA262TC14E2-90 | 3 1.79" .83" 90 Degree

A See tooling section of this catalog for complete tool and die listings.

* Use P-UADP-1 adaptor with "U" -dies in Y46 HYPRESS™.

** P-RT die sets for use in Y46 HYPRESS™ only, P-UADP-1 adapter not required.

" Available undrilled. Add suffix "U" to catalog number. (Example: YA25U).

@ For applications greater than 2000 Volts consult cable manufacturer for voltage stress relief instructions.
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Compression

TWO HOLE HYLUG™
LONG BARREL

:—/— 45°
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Fig. 1 Fig. 2 Fig. 3
Conductor Installation Tooling
Stud | Stud Mechanical Hydraulic WIRE
Hole | Hole Tongue | Tongue BCT500 [Y750-2/Y46C*| COLOR | DIE STRIP

Catalog Number |Fig#| AWG MM? | Size | Spacing| L Width Angle MD7-34R Y500CT | BAT-750C | CODE | INDEX |LENGTH
YA262TC38 1 3.78" 83" Straight W26VT (4) | W26VT (4)
YA262T7C38-45 2 3/8" 1" 3.50" 83" 45 Degree | W26RT (4) | W26RT (4) | U26RT (2) | Black 13 1-9/16"
YA2627C38-90 3 2.22" 83" 90 Degree | X26RT (4) | X26RT (4)
YA272N 1 5.01" 91" Straight
YA272N-45 2 1/2" 1-3/4" | 4.73" 91" 45 Degree
YA272N-90 3 | 30 AWG - 3.44" 91" 90 Degree
YA272TC14E2 1 3.38" 91" Straight W27VT (4) | W27VT (4)
YA272TC14E2-45 | 2 14" | 34" | 310" | 91" | 45Degree | W27RT (4) | W27RT (4) | U27RT (2) | Orange | 14 | 1-9/16"
YA272TC14E2-90 | 3 1.82" | 91" | 90Degree | X27RT(6) | X27RT (6)
YA272TC38 1 3.82" .90" Straight
YA272T7C38-45 2 3/8" 1" 3.54" .90" 45 Degree
YA272TC38-90 3 2.25" .90" 90 Degree
YA282N 1 517" | 1.02" Straight
YA282N-45 2 1/2" 1-3/4" | 4.88" 1.02" 45 Degree
YA282N-90 3 3.49" 1.02" 90 Degree
YA282TC38 1 3.99" | 1.02" Straight
YA282T7C38-45 2 3/8" 1" 3.69" | 1.02" | 45Degree | W28VT (4) | W28VT (4)
YA282T7C38-90 3 | 40AWG | - 2.30" | 1.02" | 90 Degree | W28RT (4) | W28RT (4) | U28RT (2) | Purple 15 [ 1-11/16"
YA282TC14E2 1 355" | 1.02" Straight X28RT (6) | X28RT (6)
YA282TC14E2-45 2 1/4" 3/4" 3.25" 1.02" 45 Degree
YA282TC14E2-90 3 1.86" 1.02" 90 Degree
YA282NTC38 1 474" | 1.02" Straight
YA282NTC38-45 2 3/8" 1-3/4" | 4.44" 1.02" 45 Degree
YA282NTC38-90 3 3.05" | 1.02" | 90 Degree
YA292N 1 521" | 111" Straight
a5, ||| [asr o ooveme ] weevr g | 2T ,,
VA292TC38 1 250 kemil | 120 202 T 110° Straight X29RT (8) \;(\Izzgs_lT(g) U29RT (2) | Yellow 16 | 1-11/16
YA292TC38-45 2 3/8" 1" 375" | 1.10" | 45Degree ®)
YA292T7C38-90 3 2.34" | 1.10" | 90 Degree
YA302TC38 1 445" | 1.20" Straight
YA302TC38-45 2 3/8" 1" 4.07" 1.20" 45 Degree
YA302T7C38-90 3 | 300 kemil | 150 237" | 1.20" | 90 Degree | W30VT (4) wgg\g Ej; ULJQZ?ARF;FT(Q) White 17 2"
YA302N 1 564" | 1.20" Straight
YA302N-45 2 1/2" 1-3/4" | 5.26" 1.20" 45 Degree
YA302N-90 3 356" | 1.20" | 90 Degree
YA312N 1 5.68" | 1.29" Straight
YA312N-45 2 1/2" 1-3/4" | 5.31" 1.29" 45 Degree
YA312N-90 3 3.60" 1.29" 90 Degree
YA312TC14E2 1 405" | 1.29" Straight
YA312TC14E2-45 2 350 kemil - 1/4" 3/4" 3.68" 1.29" 45 Degree | W31VT (4) wg:g_ Ej; UU2391ARF;I-T(8) Red 18 2-1/16"
YA312TC14E2-90 3 1.97" 1.29" 90 Degree
YA312TC38 1 449" | 1.29" Straight
YA312TC38-45 2 3/8" 1" 412" 1.29" 45 Degree
YA312T7C38-90 3 241" | 1.29" | 90 Degree
YA322N 1 5.85" | 1.38" Straight
YA322N-45 2 | 400 kemil - 1/2" 1-3/4" | 547" 1.38" 45 Degree | W32VT (4) wgg\g Ej; UUS?):?ARFIT(?}) Blue 19 2-3/16"
YA322N-90 3 3.64" 1.38" 90 Degree

A See tooling section of this catalog for complete tool and die listings.

* Use P-UADP-1 adaptor with "U" -dies in Y46 HYPRESS™

** P-RT die sets for use in Y46 HYPRESS™ only, P-UADP-1 adapter not required.

" Available undrilled. Add suffix "U" to catalog number. (Example: YA25U).

@ For applications greater than 2000 Volts consult cable manufacturer for voltage stress relief instructions.
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TWO HOLE HYLUG™
CODE CONDUCTOR

LONG BARREL
:—/— 45°
(CONTINUED) R . :
Fig. 1 Fig. 2 Fig. 3
Conductor Installation Tooling

Stud | Stud Mechanical Hydraulic WIRE

Hole | Hole Tongue | Tongue BCT500 [Y750-2/Y46C*| COLOR | DIE STRIP
Catalog Number |Fig# | AWG | MM | Size | Spacing| L Width Angle MD7-34R Y500CT | BAT-750C | CODE | INDEX |LENGTH
YA322TC38 1 4.66" 1.38" Straight
YA322TC38-45 2 | 450 kemi 3/8" 1" 4.28" | 1.38" | 45Degree | W32VT (4) wgg\}g Ei; Hggg Ei; Blue 19 2-3/16"
YA322TC38-90 3 246" | 1.38" | 90 Degree
YA332N 1 5.93" 1.48" Straight W33VT (4)
YA332N-45 2 | 450 kemi 12" | 1-3/4" | 557" | 1.48" | 45Degree | W33VT (4) W33RT (4) U33RT Gray 326 | 2-5/16"
YA332N-90 3 370" | 1.48" | 90 Degree
YA342N 1 6.06" 1.52" Straight
YA342N-45 2 12" | 1-3/4" | 572" | 152" | 45 Degree
YA342N-90 3 373" | 1.52" | 90 Degree
YA342TC14E2 1 4.46" 1.55" Straight
YA342TC14E2-45 | 2 | 500 kemil | 240 | 1/4" 3/4" 4.09" | 155" | 45Degree | WB34VT (4) wg:\}g Ei; U%iiRJT(?Az) Brown 20 2-1/2"
YA342TC14E2-90 | 3 210" | 1.55" | 90 Degree
YA342TC38 1 4.90" 1.55" Straight
YA342TC38-45 2 3/8" 1" 453" | 155" | 45 Degree
YA342TC38-90 3 254" | 1.55" | 90 Degree
YA352N 1 6.49" 1.65" Straight
YA352N-45 2 | 550 kemil 12" | 1-3/4" | 6.06" | 1.65" | 45 Degree U35RT (4) | Yellow 21 2-11/16"
YA352N-90 3 377" | 1.65" | 90 Degree
YA362N 1 6.59" 1.69" Straight
YA362N-45 2 12" | 1-3/4" | 647" | 1.69" | 45 Degree U3GRT (4)
YA362N-90 3 | 600 kemil | 300 381" | 1.69" | 90 Degree US2ART (4) Green 22 2-3/4"
YA362TC38 1 559" | 1.74" Straight
YA362TC38-45 2 3/8" 1" 517" | 1.74" | 45 Degree
YA362TC38-90 3 281" | 1.74" | 90 Degree
YA372N 1 6.74" 1.80" Straight
YA372N-45 2 | 650 kemil 12" | 1-3/4" | 6.29" | 1.80" | 45 Degree U37RT (4) | Orange 23 2-7/8"
YA372N-90 3 3.84" | 1.80" | 90 Degree
YA382N 1 6.77" 1.84" Straight
YA382N-45 2 12" | 1-3/4" | 6.29" | 1.84" | 45 Degree
YA382N-90 3 | 700 kemil 3.84" | 1.84" | 90 Degree U3BRT (4) | Pink 400 2-7/8"
YA382TC38 1 576" | 1.84" Straight
YA382TC38-45 2 3/8" 1" 529" | 1.84" | 45 Degree
YA382TC38-90 3 2.84" | 1.84" | 90 Degree
YA392N 1 6.87" 1.89" Straight
YA392N-45 2 12" | 1-3/4" | 6.38" | 1.89" | 45 Degree
YA392N-90 3 3.87" | 1.89" | 90 Degree
YA392NT38 1 587" | 1.63" Straight U39RT (4)
YA392NT38-45 2 | 750 kemil | 375 | 3/8" 1" 5.38" | 1.63" | 45 Degree P39RT (4) | Black 24 2-3/4"
YA392NT38-90 3 287" | 1.63" | 90 Degree b
YA392TC38 1 587" | 191" Straight
YA392TC38-45 2 3/8" 1" 5.38" | 1.91" | 45 Degree
YA392TC38-90 3 287" | 1.91" | 90 Degree
YA402N 1 6.95 1.95" Straight
YA402N-45 2 | 800 kemil | 400 | 1/2" | 1-3/4" | 650" | 1.95" | 45Degree P40RT (4) | Orange 25 3
YA402N-90 3 391" | 1.95" | 90 Degree b
YA412N 1 6.96" 2.01" Straight
YA412N-45 2 | 850 kemil 12" | 1-3/4" | 652" | 2.01" | 45 Degree Gold 26 3
YA412N-90 3 393" | 2.01" | 90 Degree

A See tooling section of this catalog for complete tool and die listings.

* Use P-UADP-1 adaptor with "U" -dies in Y46 HYPRESS™.

** P-RT die sets for use in Y46 HYPRESS™ only, P-UADP-1 adapter not required.

" Available undrilled. Add suffix "U" to catalog number. (Example: YA25U).

@ For applications greater than 2000 Volts consult cable manufacturer for voltage stress relief instructions.
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Compression
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:—/— 45°
(CONTINUED) B . —
Fig. 1 Fig. 2 Fig. 3
Conductor Installation Tooling

Stud | Stud Mechanical Hydraulic WIRE

Hole | Hole Tongue | Tongue BCT500 |Y750-2/Y46C*| COLOR | DIE | STRIP
Catalog Number |Fig#| AWG | MM* | Size | Spacing| L Width Angle MD7-34R Y500CT | BAT-750C | CODE | INDEX |LENGTH
YA442N 1 714" | 247" Straight
YA442N-45 2 1/2" 1-3/4" | 6.71" 217" 45 Degree
YA442N-90 3| 1000 kemil 4.02" | 217" | 90 Degree - - P44RT (4) | White 27 3-1/16"
YA442TC38 1 - 6.14" | 2.19" Straight b
YA442TC38-45 2 3/8" 1" 571" 2.19" 45 Degree
YA442TC38-90 3 3.02" | 219" | 90 Degree
YA-452N 1 744" | 246" Straight
YA-452N-45 2 | 1250 kemil| - 1/2" 1-3/4" | 7.03" 2.46" 45 Degree - - P45RT (6) | Yellow 29 3-1/4"
YA-452N-90 3 413" | 246" | 90 Degree b
YA-4532N 1 748" | 253" Straight
YA-4532N-45 2 | 1300 kemil| - 1/2" 1-3/4" | 7.07" 253" 45 Degree - - - Orange 30 2-1116"
YA-4532N-90 3 4.16" | 253" | 90 Degree
YA462N 1 7.55" | 2.67" Straight
YA462N-45 2 | 1500 kemil| - 1/2" 1-3/4" | 7.15" 2.67" 45 Degree - - P46RT (6) | Green 31 3-1/4"
YA462N-90 3 422" | 267" | 90 Degree b
YA472N 1 7.89" | 2.90" Straight
YA472N-45 2 | 1750 kemil| - 1/2" 1-3/4" | 7.45" 2.90" 45 Degree - - - Gray 33 3-1/2"
YA472N-90 3 4.30" | 2.90" | 90 Degree
YA482N 1 7.98" | 3.10" Straight
YA482N-45 2 12000 kemil| - 1/2" 1-3/4" | 7.60" 3.10" 45 Degree - - - Brown 34 3-1/2"
YA482N-90 3 440" | 3.10" | 90 Degree

A See tooling section of this catalog for complete tool and die listings.

* Use P-UADP-1 adaptor with "U" -dies in Y46 HYPRESS™.

** P-RT die sets for use in Y46 HYPRESS™ only, P-UADP-1 adapter not required.

" Available undrilled. Add suffix "U" to catalog number. (Example: YA25U).

@ For applications greater than 2000 Volts consult cable manufacturer for voltage stress relief instructions.
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Fig. 3

Conductor Installation Tooling
Mechanical Hydraulic WIRE

Stud Hole | Stud Hole|Tongue Tongue BCT500 |Y750-2/Y46C*| COLOR| DIE STRIP
Catalog Number Fig# | AWG MM?| Size | Spacing | Width L Angle MD7-34R | Y500CT | BAT-750C | CODE | INDEX [LENGTH
YAZV10-2TC14 1 216" | Straight
YAZV10-2TC14-45 2 1/4" 5/8" A1 2.03" | 45 Degree
YAZV10-27C14-90 3 14-10 AWG 6 1.45" | 90 Degree 34"
YAZV10-2TC14E2 1 2.28" | Straight
YAZV10-2TC14E2-45 2 1/4" 3/4" A1 2.16" | 45 Degree
YAZV10-2TC14E2-90 3 1.58" | 90 Degree
YAZ8C-2TC10 1 2.20" | Straight
YAZ8C-2TC10-45 2 #10 5/8" A1 2.09" | 45 Degree
YAZ8C-2TC10-90 3 1.37" | 90 Degree
YAZ8C-2TC10E2 1 233" | Straight
YAZ8C-2TC10E2-45 2 #10 3/4" A1 2.22" | 45 Degree
YAZ8C-2TC10E2-90 3 1.50" | 90 Degree
YAZ8C-2TC14 1 #8 STR 233" | Straight
YAZ8C-2TC14-45 2 114" 5/g" 44" | 220" | 45Degree | W8CVT (2) | W8CVT (2)
YAZ8C-2TC14-90 3 #6 SOL 10 149" | 90 Degree | WBCRT (2) | WBCRT (2) | USCRT (2) Red 49 718"
YAZ8C-2TC14E2 1 245" | Straight | X8CRT (2) | X8CRT (2)
YAZ8C-2TC14E2-45 2 37/24 1/4" 3/4" A4 2.33" | 45 Degree
YAZ8C-2TC14E2-90 3 1.62" | 90 Degree
YAZ8C-2TC14E1 1 2.70" | Straight
YAZ8C-2TC14E1-45 2 1/4" 1" A4 2.58" | 45 Degree
YAZ8C-2TC14E1-90 3 1.87" | 90 Degree
YAZ8C-2TC38 1 2.89" | Straight
YAZ8C-2TC38-45 2 38" 1" 58" | 2.72" | 45 Degree
YAZ8C-2TC38-90 3 2.05" | 90 Degree
YAZ6C-2N 1 440" | Straight
YAZ6C-2N-45 2 12" 1-3/4" 83" | 429" | 45Degree | WSCVT (2) | W5CVT (2)
YAZ6C-2N-90 3 3.28" | 90 Degree | W5CRT (2) | X5CRT (2) | USCRT (2) ]
YAZ6C-2TC10E2 ] #AVG 265 | Staght | XSCRT(2) | XsCRT(2) |uscagT (o) | BlUe [7ors7 | 11716
YAZ6C-2TC10E2-45 2 #0 3/4" 42" | 248" | 45Degree | X8CART (2) |X8CART (2)
YAZ6C-2TC10E2-90 3 1.51" | 90 Degree

A See tooling section of this catalog for complete tool and die listings.

* Use P-UADP-1 adaptor with "U" -dies in Y46 HYPRESS™.

** P-RT die sets for use in Y46 HYPRESS™ only, P-UADP-1 adapter not required.

" Available undrilled. Add suffix "U" to catalog number. (Example: YA25U).

@ For applications greater than 2000 Volts consult cable manufacturer for voltage stress relief instructions.
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Compression
TWO HOLE HYLUG™
CODE CONDUCTOR p
LONG BARREL WITH ]
INSPECTION WINDOW | : L— ;
(CONTINUED) Fig. 1 Fig. 2 Fig. 3
Conductor Installation Tooling
Mechanical Hydraulic WIRE
Stud Hole | Stud Hole Tongue Tongue BCT500 |[Y750-2/Y46C*| COLOR| DIE STRIP
Catalog Number Fig# | AWG MM?| Size | Spacing | Width L Angle MD7-34R | Y500CT | BAT-750C | CODE | INDEX |LENGTH
YAZ6C-2TC14 1 2.65" | Straight
YAZ6C-2TC14-45 2 1/4" 5/8" 45" | 245" | 45 Degree
YAZ6C-27C14-90 3 1.51" | 90 Degree
YAZ6C-2TC14E2 1 2.78" | Straight
YAZ6C-2TC14E2-45 2 1/4" 34" 45" | 2.68" | 45 Degree
YAZ6C-2TC14E2-90 3 1.63" | 90 Degree
YAZ6C-2TC14E1 1 3.03" | Straight
YAZ6C-2TC14E1-45 2 1/4" 1" 45" | 2.83" | 45Degree | W5CVT (2) | W5CVT (2)
YAZ6C-2TC14E1-90 3 #6 AWG - 1.63" | 90 Degree | WSCRT (2) [ X5CRT (2) | U5CRT (2) Blue | 70r374 | 1-1/16"
YAZ6C-2TC38E2 1 2.97" | Straight | X5CRT (2) | X5CRT (2) [UBCABT (2)
YAZ6C-2TC38E2-45 2 38" 34" 58" | 2.72" | 45Degree | X8CART (2) [X8CART (2)
YAZ6C-2TC38E2-90 3 1.81" | 90 Degree
YAZ6C-2TC38E6 1 3.09" | Straight
YAZ6C-2TC38E6-45 2 38" 718" 58" | 2.85" | 45 Degree
YAZ6C-2TC38E6-90 3 1.94" | 90 Degree
YAZ6C-2TC38 1 322" | Straight
YAZ6C-2TC38-45 2 38" 1" 58" | 2.97" | 45 Degree
YAZ6C-2T7C38-90 3 2.06" | 90 Degree
YAZ5C-2N 1 443" | Straight | W5CRT (2) | W5CVT (2)
YAZ5C-2N-45 2 #5 AWG 16 1/2" 1-3/4" 83" | 431" | 45Degree | W5CVT (2) | W5CRT (2) | USCRT (2) Blue | 70r374 | 1/16"
YAZ5C-2N-90 3 3.28" | 90 Degree | X5CRT (2) | X5CRT (2)
YAZ4C-2N 1 4.42" | Straight
YAZAC-2N-45 2 1/2" 1-3/4" 83" | 430" | 45 Degree
YAZ4C-2N-90 3 3.30" | 90 Degree
YAZ4C-2TC10-E2 1 267" | Straight
YAZ4C-2TC10-E245 2 #10 34" 49" | 249" | 45 Degree
YAZ4C-2TC10-E290 3 1.54" | 90 Degree
YAZ4C-2TC14 1 267" | Straight | WACVT (2) | W4CVT (2) UACRT (2
YAZAC-2TC14-45 2 #4 AWG - 1/4" 5/8" 49" | 249" | 45Degree | WACRT (2) | WACRT (2) UBCABT (2) Gray | 8or346 | 1-1/16"
YAZ4C-2TC14-90 3 1.54" | 90 Degree | X4CRT (2) | X4CRT (2)
YAZ4C-2TC14E2 1 2.80" | Straight
YAZ4C-2TC14E2-45 2 1/4" 34" 49" | 2.61" | 45 Degree
YAZ4C-2TC14E2-90 3 1.66" | 90 Degree
YAZAC-2TC38 1 . 323" | Straight
YAZAC-2TC38-45 2 38" 1" 58" [ 301" | 45Degree
YAZ4C-2TC38-90 3 2.09" | 90 Degree
YAZ3C-2N 1 458" | Straight
YAZ3C-2N-45 2 1/2" 1-3/4" 83" | 441" | 45Degree
YAZ3C-2N-90 3 3.32" | 90 Degree
YAZ3C-2TC14 1 2.83" | Straight
YAZ3C-2TC14-45 2 #3 AWG 1/4" 5/8" 55" | 259" | 45 Degree
YAZ3C-2TC14-90 3 25 1.55" | 90 Degree | W3CRT (2) | W3CRT (2) | USCRT (2) | White 9 1-5/16"
YAZ3C-2TC14E2 1 #2 SOL 2.95" | Straight
YAZ3C-2TC14E2-45 2 1/4" 34" 55" | 2.72" | 45 Degree
YAZ3C-2TC14E2-90 3 1.68" | 90 Degree
YAZ3C-2TC38E2 1 314" | Straight
YAZ3C-2TC38E2-45 2 38" 34" 58" | 2.88" | 45 Degree
YAZ3C-2TC38E2-90 3 1.86" | 90 Degree

A See tooling section of this catalog for complete tool and die listings.

* Use P-UADP-1 adaptor with "U" -dies in Y46 HYPRESS™.

** P-RT die sets for use in Y46 HYPRESS™ only, P-UADP-1 adapter not required.

" Available undrilled. Add suffix "U" to catalog number. (Example: YA25U).

@ For applications greater than 2000 Volts consult cable manufacturer for voltage stress relief instructions.
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Conductor Installation Tooling
Mechanical Hydraulic WIRE

Stud Hole | Stud Hole|Tongue Tongue BCT500 (Y750-2/Y46C*| COLOR| DIE STRIP
Catalog Number Fig# | AWG MM?| Size | Spacing | Width L Angle MD7-34R | Y500CT | BAT-750C | CODE | INDEX [LENGTH
YAZ3C-2TC38 1 43 AWG 3.39" Straight
YAZ3C-2TC38-45 2 4 30L 25 3/8" 1" 58" | 3.13" | 45Degree | W3CRT (2) | W3CRT (2) | U3CRT (2) | White 9 1-5/16"
YAZ3C-2TC38-90 3 2.11" | 90 Degree
YAZ2C-2N 1 4.60" | Straight
YAZ2C-2N-45 2 12" 1-3/4" 83" | 432" | 45Degree
YAZ2C-2N-90 3 3.32" | 90 Degree
YAZ2C-2TC10E2 1 2.85" Straight
YAZ2C-2TC10E2-45 2 #10 3/4" 60" | 2.65" | 45Degree
YAZ2C-2TC10E2-90 3 1.58" | 90 Degree
YAZ2C-2TC14 1 2.85" Straight
YAZ2C-2TC14-45 2 1/4" 5/8" 60" | 2.65" | 45Degree
YAZ2C-2TC14-90 3 1.58" | 90 Degree
YAZ2C-2TC14E2 1 297" Straight
YAZ2C-2TC14E2-45 2 1/4" 3/4" 60" | 277" | 45 Degree
YAZ2C-2TC14E2-90 3 1.71" | 90 Degree
YAZ2C-2TC14EA 1 3.22" | Straight | W2CVT(2) | W2CVT (2)
YAZ2C-2TC14E1-45 2 1/4" 1" 60" | 3.02" | 45Degree | W2CRT (2) | W2CRT (2) | U2CRT (2) | Brown 10 1-5/16"
YAZ2C-2TC14E1-90 3 1.96" | 90 Degree | X2CRT (2) | X2CRT (2)
YAZ2C-2TC516E2 1 3.03" Straight
YAZ2C-2TC516E2-45 2 #2 AWG 5/16" 3/4" 60" | 2.84" | 45Degree
YAZ2C-2TC516E2-90 3 1.77" | 90 Degree
YAZ2C-2TC38E2 1 3.16" Straight
YAZ2C-2TC38E2-45 2 3/8" 3/4" 60" | 296" | 45Degree
YAZ2C-2TC38E2-90 3 1.90" | 90 Degree
YAZ2C-2TC38E6 1 3.28" Straight
YAZ2C-2TC38E6-45 2 3/8" 718" 60" | 3.09" | 45Degree
YAZ2C-2TC38E6-90 3 2.02" | 90 Degree
YAZ2C-2TC38 1 341" Straight
YAZ2C-2TC38-45 2 3/8" 1" 60" | 321" | 45Degree
YAZ2C-2TC38-90 3 2.14" | 90 Degree
YAZ2C-2NTC38 1 4.16" Straight
YAZ2C-2NTC38-45 2 3/8" 1-3/4" 60" | 3.96" | 45Degree
YAZ2C-2NTC38-90 3 2.90" | 90 Degree
YAZ1C-2N 1 4.76" | Straight
YAZ1C-2N-45 2 12" 1-3/4" 83" | 445" | 45Degree
YAZ1C-2N-90 3 3.34" | 90 Degree
YAZ1C-2TC14 1 3.01" Straight
YAZ1C-2TC14-45 2 1/4" 5/8" 67" | 275" | 45Degree | WICVT (2) | WICVT (2) UICRT1 (2
YAZ1C-27C14-90 3 #1 AWG 1.60" | 90 Degree | WICRT-1(2) [W1CRT-1 (2) UACABT 2 Green [ 110r375| 1-7/16"
YAZ1C-2TC14E2 1 313" | Straight | X1CRT-1(2) | XICRT-1(2)
YAZ1C-2TC14E2-45 2 1/4" 3/4" 67" | 2.87" | 45Degree
YAZ1C-2TC14E2-90 3 1.73" | 90 Degree
YAZ1C-2TC38 1 3.57" Straight
YAZ1C-2TC38-45 2 3/8" 1" 67" | 331" | 45Degree
YAZ1C-2TC38-90 3 2.16" | 90 Degree
YAZ25-2N 1 4.79" | Straight | W25RT (4) | W25VT (4) U25RT ()
YAZ25-2N-45 2 1/0 AWG 50 12" 1-3/4" 83" | 452" | 45Degree | W25VT (4) | X25RT (4) U2CABT (2) Pink | 120r348| 1-7/16"
YAZ25-2N-90 3 3.38" | 90 Degree | X25RT (4) | W25RT (4)

A See tooling section of this catalog for complete tool and die listings.

* Use P-UADP-1 adaptor with "U" -dies in Y46 HYPRESS™.
** P-RT die sets for use in Y46 HYPRESS™ only, P-UADP-1 adapter not required.
" Available undrilled. Add suffix "U" to catalog number. (Example: YA25U).

@ For applications greater than 2000 Volts consult cable manufacturer for voltage stress relief instructions.
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Conductor Installation Tooling
Mechanical Hydraulic WIRE
Stud Hole | Stud Hole Tongue Tongue BCT500 |[Y750-2/Y46C*| COLOR| DIE STRIP
Catalog Number Fig# | AWG MM?| Size | Spacing | Width L Angle MD7-34R | Y500CT | BAT-750C | CODE | INDEX [LENGTH
YAZ25-2TC14 1 3.04" | Straight
YAZ25-2TC14-45 2 1/4" 5/8" 75" | 2.81" | 45Degree
YAZ25-27C14-90 3 1.64" | 90 Degree
YAZ25-2TC14E2 1 3.16" | Straight
YAZ25-2TC14E2-45 2 1/4" 34" 75" | 2.93" | 45Degree
YAZ25-2TC14E2-90 3 1.76" | 90 Degree
YAZ25-2TC14E1 1 341" | Straight
YAZ25-2TC14E1-45 2 1/4" 1" 75" 3.18" | 45 Degree
YAZ25-2TC14E1-90 3 2.01" | 90 Degree | W25RT (4) | W25VT (4) U25RT 2)
YAZ25-2TC516E6 1 10 AWG | 50 335" | Straight | W25VT (4) | W25RT (4) U2CABT (2 Pink | 12.0r348| 1-7/16"
YAZ25-2TC516E6-45 2 5/16" 718" 75" 3.12" | 45Degree | X25RT (4) | W25RT (4)
YAZ25-2TC516E6-90 3 1.95" | 90 Degree
YAZ25-2TC516 1 347" | Straight
YAZ25-2TC516-45 2 5/16" 1 75" 3.24" | 45 Degree
YAZ25-27C516-90 3 2.08" | 90 Degree
YAZ25-27C38 1 3.60" | Straight
YAZ25-2TC38-45 2 38" 1" 75" | 337" | 45Degree
YAZ25-27C38-90 3 2.20" | 90 Degree
YAZ25-2NTC38 1 435" | Straight
YAZ25-2NTC38-45 2 3/8" 1-3/4" 75" 412" | 45 Degree
YAZ25-2NTC38-90 3 2.95" | 90 Degree
YAZ26-2N 1 495" | Straight
YAZ26-2N-45 2 1/2" 13/4 83" | 4.67" | 45Degree
YAZ26-2N-90 3 3.41" | 90 Degree
YAZ26-2TC14 1 320" | Straight
YAZ26-2TC14-45 2 114" 5/g" 83" [ 292" | 45Degree | W26VT (4) | W26VT (4)
YAZ26-2TC14-90 3 200 AWG | 70 1.66" | 90 Degree | W26RT (4) | W26RT (4) | U26RT (2) | Black 13 1-916"
YAZ26-2TC14E2 1 3.32" | Straight X26RT (4) | X26RT (4)
YAZ26-2TC14E2-45 2 1/4" 34 83" | 3.05" | 45Degree
YAZ26-2TC14E2-90 3 1.79" | 90 Degree
YAZ26-2TC38 1 3.76" | Straight
YAZ26-2TC38-45 2 38" 1" 83" | 348" | 45Degree
YAZ26-27C38-90 3 2.22" | 90 Degree
YAZ27-2N 1 498" | Straight
YAZ27-2N-45 2 12" 1-3/4” 91" 4.711" | 45 Degree
YAZ27-2N-90 3 3.44" | 90 Degree
YAZ27-2TC14E2 1 336" | Straight | W27VT (4) | W27VT (4)
YAZ27-2TC14E2-45 2 | 30AWG 114" 34 90" [ 308" | 45Degree | W27RT (4) | W27RT (4) | U27RT (2) | Orange| 14 1-9116"
YAZ27-2TC14E2-90 3 1.82" | 90 Degree | X27RT (6) | X27RT (6)
YAZ27-27C38 1 380" | Straight
YAZ27-2TC38-45 2 38" 1" 90" | 352" | 45Degree
YAZ27-2TC38-90 3 2.25" | 90 Degree
YAZ28-2N 1 5.15" | Straight
YAZ28-2N-45 2 12" 134" | 1.02" | 486" | 45Degree | W28VT (4) | W28VT (4)
YAZ28-2N-90 3 4/0 AWG 348" | 90 Degree | W28RT (4) | W28RT (4) | U28RT (2) | Purple 15 1-11/16"
YAZ28-2TC14E2 1 355" | Straight X28RT (6) | X28RT (6)
YAZ28-2TC14E2-45 2 1/4" 34 1.02" | 325" | 45Degree
YAZ28-2TC14E2-90 3 1.86" | 90 Degree

A See tooling section of this catalog for complete tool and die listings.
* Use P-UADP-1 adaptor with "U" -dies in Y46 HYPRESS™.
** P-RT die sets for use in Y46 HYPRESS™ only, P-UADP-1 adapter not required.
" Available undrilled. Add suffix "U" to catalog number. (Example: YA25U).
@ For applications greater than 2000 Volts consult cable manufacturer for voltage stress relief instructions.
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Conductor Installation Tooling
Mechanical Hydraulic WIRE
Stud Hole | Stud Hole Tongue Tongue BCT500 |[Y750-2/Y46C*| COLOR| DIE STRIP
Catalog Number FIG#| AWG MM?|  Size Spacing | Width L Angle MD7-34R | Y500CT | BAT-750C | CODE | INDEX |LENGTH
YAZ28-2TC38 1 3.99" Straight
YAZ28-27C38-45 2 3/8" 1" 1.02" | 3.69" | 45 Degree
YAZ28-2TC38-90 3 230" | 90 Degree | W28VT (4) | W28VT (4)
YAZ28-2NTC38 1 4/0 AWG 474" | Straight | W28RT (4) | W28RT (4) | U28RT(2) | Purple 15 1-11/16"
YAZ28-2NTC38-45 2 3/8" 1-3/4" 1.02" | 444" | 45Degree | X28RT (6) | X28RT (6)
YAZ28-2NTC38-90 3 3.05" | 90 Degree
YAZ29-2N 1 518" | Straight
YAZ29-2N-45 2 12" 1-3/4" 110" | 4.92" | 45 Degree Y29RT (8)
YAZ29-2N-90 3 250 kemil | 120 352" | 90 Degree | W29VT (4) .
YAZ29-3TC38 1 399 | Staight | X29RT §) xvvgg\g Ei; UBRT(2) | Yellow | 16 | 1-11/16
YAZ29-27C38-45 2 3/8" 1" 1.10" | 3.73" | 45 Degree
YAZ29-2T7C38-90 3 2.34" | 90 Degree
YAZ30-2N 1 560" | Straight
YAZ30-2N-45 2 12" 1-3/4" 1.20" | 523" | 45 Degree
YAZ30-2N-90 3 . 356" | 90 Degree W30VT (4) | U3ORT (4) . \
VAZ305TC38 ] 300kemil | 150 T | Stagh W3OVT (4) | oo @ | u2BART (@ White |17 0r298| 2-1/16
YAZ30-27C38-45 2 3/8" 1" 1.20" | 4.04" | 45 Degree
YAZ30-2T7C38-90 3 2.37" | 90 Degree
YAZ31-2N 1 564" | Straight
YAZ31-2N-45 2 12" 1-3/4" 1.29" | 529" | 45 Degree
YAZ31-2N-90 3 3.60" | 90 Degree
YAZ31-2TC14E2 1 4,02 Straight
YAZ31-2TC14E2-45 2 350 kemil 1/4" 34" 1.29" | 3.66" | 45Degree | W31VT (4) xg}\g Ejg U%%B\F;I-T(g) Red |18o0r324| 2-1/16"
YAZ31-2TC14E2-90 3 1.97" | 90 Degree
YAZ31-2TC38 1 445" Straight
YAZ31-27C38-45 2 3/8" 1" 1.29" | 4.10" | 45 Degree
YAZ31-2T7C38-90 3 241" | 90 Degree
YAZ32-2N 1 581" | Straight
YAZ32-2N-45 2 12" 1-3/4" 140" | 544" | 45 Degree
YAZ32-2N-90 3 . 364" | 90 Degree W32VT (4) | U32RT (4) \
YAZ32-3TC38 7] 400 kemi 267 | Sragnt | VVT@ | et ) usoarT (g | BlUe | 190r470) 2716
YAZ32-27C38-45 2 3/8" 1" 140" | 4.25" | 45 Degree
YAZ32-2T7C38-90 3 246" | 90 Degree
YAZ33-2N 1 589" | Straight W3BVT (4
YAZ33-2N-45 2 450 kemil 12" 1-3/4" 148" | 554" | 45Degree | WB33VT (4) W33RT (4 U33RT (4) Gray (326 or 538| 2-5/16"
YAZ33-2N-90 3 3.70" | 90 Degree
YAZ34-2N 1 6.04" | Straight
YAZ34-2N-45 2 12" 1-3/4" 1.55" | 5.69" | 45 Degree
YAZ34-2N-90 3 3.73" | 90 Degree
YAZ34-2TC14E2 1 442" Straight
YAZ34-2TC14E2-45 2 500 kemil | 240 1/4" 34" 1.55" | 4.06" | 45Degree | WB34VT (4) xgi\g Ejg U%S;‘LF;I-T(X) Brown |20 0r299 | 2-5/16"
YAZ34-2TC14E2-90 3 210" | 90 Degree
YAZ34-2TC38 1 485" Straight
YAZ34-27C38-45 2 3/8" 1" 1.55" | 4.50" | 45 Degree
YAZ34-2T7C38-90 3 2.54" | 90 Degree
YAZ35-2N 1 6.45" | Straight
YAZ35-2N-45 2 550 kemil 12" 1-3/4" 1.65" | 6.03" | 45 Degree U35RT (4) Yellow 21 2-11/16"
YAZ35-2N-90 3 3.77" | 90 Degree

A See tooling section of this catalog for complete tool and die listings.
* Use P-UADP-1 adaptor with "U" -dies in Y46 HYPRESS™

** P-RT die sets for use in Y46 HYPRESS™ only, P-UADP-1 adapter not required.
" Available undrilled. Add suffix "U" to catalog number. (Example: YA25U).

@ For applications greater than 2000 Volts consult cable manufacturer for voltage stress relief instructions.
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Conductor Installation Tooling
Mechanical Hydraulic WIRE

Stud Hole | Stud Hole|Tongue Tongue BCT500 ([Y750-2/Y46C*| COLOR| DIE STRIP
Catalog Number Fig # AWG MM?|  Size Spacing | Width L Angle MD7-34R | Y500CT | BAT-750C | CODE | INDEX |LENGTH
YAZ36-2N 1 6.55" Straight
YAZ36-2N-45 2 12" 1-3/4" 1.74" | 6.14" | 45 Degree
YAZ36-2N-90 3 . 381" | 90 Degree U36RT (4) \
YAZ36-2TC38 1| B00kemil | 300 555' | Staight ) ) UsgART () | Creen |220r472) 2l
YAZ36-2T7C38-45 2 3/8" 1" 1.74" | 514" | 45 Degree
YAZ36-2TC38-90 3 2.81" | 90 Degree
YAZ37-2N 1 6.70" Straight
YAZ37-2N-45 2 650 kemil - 12" 1-3/4" 1.80" | 6.26" | 45 Degree - - U37RT (4) | Orange 23 2-7/8"
YAZ37-2N-90 3 3.84" | 90 Degree
YAZ38-2N 1 6.72" Straight
YAZ38-2N-45 2 700 kemil - 12" 1-3/4" 1.84" | 6.26" | 45 Degree - - U3BRT (4) Pink 400 2-7/8"
YAZ38-2N-90 3 384" | Straight
YAZ39-2N 1 6.82" Straight
YAZ39-2N-45 2 12" 1-3/4" 1.91" | 6.34" | 45Degree
YAZ39-2N-90 3 3.87" | 90 Degree
YAZ39-2NT38 1 5.82" Straight
YAZ39-2NT38-45 2 3/8" 1" 1.63" | 534" | 45Degree U39RT (4)
YAZ39-2NT38-90 3 750 kemil | 375 2.87" | 90 Degree - - P39RT (4) Black 24 2-15/16"
YAZ39-2TC38 1 5.82" Straight b
YAZ39-2TC38-45 2 3/8" 1" 1.91" | 534" | 45Degree
YAZ39-2TC38-90 3 2.87" | 90 Degree
YAZ39-2NNT 1 6.82" Straight
YAZ39-2NNT-45 2 12" 1-3/4" 1.63" | 6.34" | 45Degree
YAZ39-2NNT-90 3 3.87" | 90 Degree
YAZ40-2N 1 6.89" Straight
YAZ40-2N-45 2 800 kemil | 400 12" 1-3/4" 1.98" | 646" | 45 Degree - - P4ORT (4) | Orange 25 3
YAZ40-2N-90 3 3.91" | 90 Degree **
YAZ41-2N 1 6.91" Straight
YAZ41-2N-45 2 850 kemil - 12" 1-3/4" 2.01" | 6.48" | 45 Degree - - - Gold 3
YAZ41-2N-90 3 3.93" | 90 Degree
YAZ44-2N 1 7.08" Straight
YAZ44-2N-45 2 12" 1-3/4" 2.19" | 6.66" | 45 Degree - -
YAZ44-2N-90 3 1000 kemil - 4.02" | 90 Degree PA4RT (4) White 27 3-1/16"
YAZ44-27C38 1 6.09" Straight b
YAZ44-2T7C38-45 2 3/8" 1" 2.19" | 5.66" | 45 Degree
YAZ44-27C38-90 3 3.02" | 90 Degree
YAZ45-2N 1 7.38" Straight PASRT (6)
YAZ45-2N-45 2 1250 kemil - 12" 1-3/4" 246" | 6.99" | 45 Degree - - " Yellow 29 3-1/4"
YAZ45-2N-90 3 413" | 90 Degree
YAZ453-2N 1 741" Straight
YAZ453-2N-45 2 | 1300 kemil | - 112" 1-3/4" | 253" | 7.03" | 45Degree - - - Orange 30 2-1/16"
YAZ453-2N-90 3 416" | 90 Degree
YAZ46-2N 1 748" Straight PABRT (6)
YAZ46-2N-45 2 1500 kemil | 800 12" 1-3/4" 2.69" | 7.10" | 45 Degree - - " Green 31 3-5/16"
YAZ46-2N-90 3 4.22" | 90 Degree
YAZ47-2N 1 7.82" Straight
YAZ47-2N-45 2 1750 kemil - 12" 1-3/4" 290" | 7.40" | 45 Degree - - - Gray 33 3-1/2"
YAZ47-2N-90 3 4.30" | 90 Degree

A See tooling section of this catalog for complete tool and die listings.

* Use P-UADP-1 adaptor with "U" -dies in Y46 HYPRESS™.

** P-RT die sets for use in Y46 HYPRESS™ only, P-UADP-1 adapter not required.

" Available undrilled. Add suffix "U" to catalog number. (Example: YA25U).

@ For applications greater than 2000 Volts consult cable manufacturer for voltage stress relief instructions.
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Conductor Installation Tooling
Mechanical Hydraulic WIRE
Stud Hole | Stud Hole|Tongue Tongue BCT500 |[Y750-2/Y46C*| COLOR| DIE STRIP
Catalog Number Fig # AWG MM?|  Size Spacing | Width L Angle MD7-34R | Y500CT | BAT-750C | CODE | INDEX | LENGTH
YAZ48-2N 1 7.89" |  Straight
YAZ48-2N-45 2 2000 kemil | 1000 1/2" 1-3/4" | 3.10" | 7.54" | 45 Degree Brown 34 312"
YAZ48-2N-90 3 4.40" | 90 Degree

A See tooling section of this catalog for complete tool and die listings.
* Use P-UADP-1 adaptor with "U" -dies in Y46 HYPRESS™.
** P-RT die sets for use in Y46 HYPRESS™ only, P-UADP-1 adapter not required.
" Available undrilled. Add suffix "U" to catalog number. (Example: YA25U).

@ For applications greater than 2000 Volts consult cable manufacturer for voltage stress relief instructions.
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Fig. 1 Fig. 2 Fig. 3
Conductor Installation Tooling
Stud | Stud Mechanical Hydraulic WIRE
Hole | Hole |Tongue Tongue BCT-500 |Y750-2/Y46C*| COLOR | DIE STRIP
Catalog Number |FIG#| AWG |MM?| Size | Spacing | Width L Angle MD7-34R Y500CT | BAT-750C CODE | INDEX | LENGTH
YASCL2TC10 1 1.84" Straight
YABCL2TC10-45 2 #10 58" 4" 1.83" 45 Degree
YASCL2TC10-90 3 1.37" 90 Degree
YASCL2TC14 1 1.95" Straight
YABCL2TC14-45 2 14 5/8" A4 1.94" 45 Degree
YASCL2TC14-90 3 37124 149" 90 Degree
YASBCL2TC14E1 1 233" Straight WBCVT (1) WB8CVT (1)
YABCL2TC14E1-45 2 | #8WELD - 114" 1" 44" 2.32" 45 Degree WB8CRT (1) WBCRT (1) USCRT (1) Red 49 716"
YABCL2TC14E1-90 3 187"|  90Degree |  X8CRT(1) X8CRT (1)
YASCL2TC14E2 1 #8 AWG 2.08" Straight
YABCL2TC14E2-45 2 14 34" A4 207" 45 Degree
YASCL2TC14E2-90 3 1.62" 90 Degree
YASCL2TC38 1 252" Straight
YABCL2TC38-45 2 3/8" 1" 58" 246" 45 Degree
YASCL2TC38-90 3 2.05" 90 Degree
YAVBC-L2TC10-FX 1 1.94" Straight
YAVBC-L2TC10-FX-45 2 #10 58" 44" 1.86" 45 Degree
YAV6C-L2TC10-FX-90 3 1.38" 90 Degree
YAV6C-L2TC10E2-FX 1 61/24 206" Straight
YAV6C-L2TC10E2-FX-45| 2 #10 34" 48" 2.06" 45 Degree W5CVT (1) W5CVT (1)
YAV6C-L2TC10E2-FX-90| 3 | #6WELD - 1.57" 90 Degree WS5CRT (1) WS5CRT (1) USCRT (1) Blue 7 12"
YAVBC-L2TC10E4-FX 1 2.00" Straight X5CRT (1) X5CRT (1)
YAV6C-L2TC10E4-FX-45| 2 #8 AWG #10 116" A4 1.95" 45 Degree
YAVBC-L2TC10E4-FX-00| 3 1.44' 90 Degree
YAVBC-L2TC10E9-FX 1 181" Straight
YAV6C-L2TC10E9-FX-45| 2 #10 12" 48" 177" 45 Degree
YAV6C-L2TC10E9-FX-00| 3 121" 90 Degree

* Use P-UADP-1 adaptor with "U" dies in Y46 HYPRESS™.

A See tooling section of this catalog for complete tool and die listings. Use ONLY color-coded die recommendations for “-FX”
connectors. For nest/indentor system contact factory.

4 For applications greater than 2000 Volts consult cable manufacturer for voltage stress relief instructions.
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(CONTINUED) Fig. 1 Fig. 2 Fig. 3
Conductor Installation Tooling
Stud | Stud Mechanical Hydraulic WIRE
Hole | Hole |Tongue Tongue BCT-500 |Y750-2/Y46C*| COLOR | DIE STRIP

Catalog Number |Fig#| AWG |MM?| Size | Spacing | Width L Angle MD7-34R Y500CT | BAT-750C CODE | INDEX | LENGTH
YAV6C-L2TC14-FX 1 2.06" Straight
YAVEC-L2TC14-FX-45 2 114" 5/8" 48" 202" 45 Degree
YAVEC-L2TC14-FX-90 3 1.52" 90 Degree
YAV6C-L2TC14E2-FX 1 219" Straight
YAVBC-L2TC14E2-FX-45 | 2 114" 34" 48" 215" 45 Degree
YAVEC-L2TC14E2-FX-90 | 3 1.64" 90 Degree
YAVEC-L2TC14E1-FX 1 244" Straight
YAVGC-L2TC14E1-FX-45 | 2 61/24 10 1 48 240'|  45Degree | WSCVT (1) W5CVT (1)
YAVEC-L2TC14E1-FX-90 | 3 1.89" 90 Degree WSCRT (1) WSCRT (1) USCRT (1) Blue 7 716"
YAV6C-L2TC516-FX 1 | #6WELD 250" Straight X5CRT (1) X5CRT (1)
YAV6C-L2TC516-FX-45 | 2 516" 1" 52" 245" 45 Degree
YAVEC-L2TC516-FX-90 | 3 #6 AWG 1.95" 90 Degree
YAV6C-L2TC38-FX 1 262" Straight
YAVEC-L2TC38-FX-45 2 38" 1 58" 2.56" 45 Degree
YAVEC-L2TC38-FX-90 3 207" 90 Degree
YAVEC-LONTC-FX 1 381" Straight
YAVEC-L2NTC-FX-45 2 12" 1-3/4" 83 367" 45 Degree
YAVEC-L2NTC-FX-90 3 329" 90 Degree
YAV4C-L2NT10-FX 1 1.95" Straight
YAVAC-LONT10-FX-45 2 #10 5/8" Al 1.94" 45 Degree
YAV4C-L2NT10-FX-90 3 143 90 Degree
YAV4C-L2NT10E1-FX 1 233" Straight
YAVAC-LONT10E1-FX-45 | 2 #10 1" Al 231" 45 Degree
YAV4C-LONT10E1-FX-90 | 3 1.80" 90 Degree
YAV4C-L2TC14-FX 1 2.08" Straight
YAV4C-L2TC14-FX-45 2 114" 5/8" 55" 2.06" 45 Degree
YAV4C-L2TC14-FX-90 3 91/24 1.55" 90 Degree
YAV4C-L2TC14E2-FX 1 220" Straight WA4CVT (1) WA4CVT (1)
YAVAC-L2TC14E2-FX-45 | 2 105/24 | 55 219" [ 45Degree | W4CRT (1) WACRT (1) | U4CRT (1) Gray 8 12
YAVAC-L2TC14E2-FX-90 | 3 1.68" 90 Degree X4CRT (1) X4CRT (1)
YAVAC-L2TC14E1-FX 1 245" Straight
YAVAC-L2TC14E1-FX-45 | 2 #4 WELD 114" 1" 55" 244" 45 Degree
YAVAC-L2TC14E1-FX-90 | 3 1.98" 90 Degree
YAV4C-L2TC516-FX 1 #4 AWG 252" Straight
YAV4C-L2TC516-FX-45 | 2 516" 1" 55" 2.50" 45 Degree
YAV4C-L2TC516-FX-90 | 3 1.99" 90 Degree
YAV4C-L2TC38-FX 1 268" Straight
YAV4C-L2TC38-FX-45 2 38" 1" 58" 2.64' 45 Degree
YAV4C-L2TC38-FX-90 3 211" 90 Degree
YAV4C-LONTC-FX 1 387" Straight
YAV4C-LONTC-FX-45 2 12" 1-3/4" 83" 391" 45 Degree
YAV4C-L2NTC-FX-90 3 332 90 Degree
YAV2C-L2TC14-FX 1 2.26' Straight
YAV2C-L2TC14-FX-45 2 125124 114" 5/8" 68" 2.22" 45 Degree
YAV2C-L2TC14-FX-90 3 150/24 1.60" 90 Degree W2CVT (1) W2CVT (1)
YAV2C-L2TC14E2-FX 1 | #2WELD 2.38" Straight W2CRT (1) W2CRT (1) U2CRT (1) Brown 10 11/16"
YAV2C-L2TCH4E2-FX-45 | 2 | #2AWG | 68 234" | 45Degree |  X2CRT(1) X2CRT (1)
YAV2C-L2TC14E2-FX-90 | 3 1.73" 90 Degree

* Use P-UADP-1 adaptor with "U" dies in Y46 HYPRESS™.

A See tooling section of this catalog for complete tool and die listings. Use ONLY color-coded die recommendations for “-FX”

connectors. For nest/indentor system contact factory.
@ For applications greater than 2000 Volts consult cable manufacturer for voltage stress relief instructions.
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Conductor Installation Tooling

Stud | Stud Mechanical Hydraulic WIRE

Hole | Hole |Tongue Tongue BCT-500 |Y750-2/Y46C*| COLOR| DIE | STRIP
Catalog Number |Fig#| AWG |MM?| Size | Spacing | Width L Angle MD7-34R Y500CT | BAT-750C CODE | INDEX | LENGTH
YAV2C-L2TC14E1-FX 1 263" Straight
YAV2C-L2TC14E1-FX-45 | 2 114" 1 68" 2.60" 45 Degree
YAV2C-L2TC14E1-FX-90| 3 1.98" 90 Degree
YAV2C-L2TC516-FX 1 150124 271" Straight
YAV2C-L2TC516-FX-45 | 2 516" 1 68" 2.70" 45Degree | W2CVT (1) W2CVT (1)
YAV2C-L2TC516-FX-90 | 3 | #2WELD - 204" 90 Degree |  W2CRT (1) W2CRT (1) | U2CRT (1) Brown 10 116"
YAV2C-L2TC38-FX 1 282" Straight X2CRT (1) X2CRT (1)
YAV2C-L2TC38-FX-45 2 #2 AWG 38" 1 68" 2.78" 45 Degree
YAV2C-L2TC38-FX-90 3 217" 90 Degree
YAV2C-L2NTC-FX 1 407" Straight
YAV2C-L2NTC-FX-45 2 10’ 1-3/4" 83 39 45 Degree
YAV2C-L2NTC-FX-90 3 334 90 Degree
YAVIC-L2TC14-FX 1 2.35" Straight
YAV1C-L2TC14-FX-45 2 114" 5/8" 75 2.32" 45 Degree
YAV1C-L2TC14-FX-90 3 1.64" 90 Degree
YAV1C-L2TC14E1-FX 1 271" Straight
YAV1C-L2TC14E1-FX-45 | 2 17524 114" 1" 75 2.69" 45 Degree
YAVIC-L2TC14E1-FX-90| 3 2.00" 90 Degree
YAV1C-L2TC14E2-FX 1 225/24 247" Straight
YAVIC-L2TC14E2-FX-45 | 2 - 14" 34" 75" 245" 45Degree | WICVT (1) WACVT (1)
YAVIC-L2TC14E2-FX-90 | 3 | #1WELD 176" 90Degree | WICRT1(1) | WICRT1(1) | UICRT1 (1) Green i 11/16"
YAV1C-L2TC516-FX 1 2.79" Straight X1CRT-1 (1) X1CRT-1 (1)
YAV1C-L2TC516-FX-45 | 2 #H AWG 5/16" 1" 75 2.76" 45 Degree
YAVIC-L2TC516-FX-90 | 3 2.08" 90 Degree
YAV1C-L2TC38-FX 1 291" Straight
YAV1C-L2TC38-FX-45 2 38" 1 75" 288" 45 Degree
YAV1C-L2TC38-FX-90 3 2.20" 90 Degree
YAV1C-L2NTC-FX 1 410" Straight
YAV1C-L2NTC-FX-45 2 1 1-3/4" 83 4.04' 45 Degree
YAV1C-L2NTC-FX-90 3 338" 90 Degree
YAV25-L2TC14-FX 1 239" Straight
YAV25-L2TC14-FX-45 2 114" 5/8" 83 2.35" 45 Degree
YAV25-L2TC14-FX-90 3 1.66" 90 Degree
YAV25-L2TC14E2-FX 1 251" Straight
YAV25-L2TC14E2-FX-45 | 2 114" 34" 83 247" 45 Degree
YAV25-L2TC14E2-FX-90 | 3 275124 1.79" 90 Degree
YAV25-L2TC516E2-FX 1 257" Straight
YAV25-L2TC516E2-FX-45 2 1/0 WELD . 5/16" 34" 83 258" 45 Degree W25VT (2) W25VT (2)
YAV25-L2TC516E2-FX-90] 3 185" | 90Degree | W25RT(2) W25RT (2) | U25RT(1) Pink 12 116"
YAV25-L2TC516-FX 1 1/0 AWG . 282" Straight X25RT (2) X25RT (2)
YAV25-L2TC516-FX-45 | 2 516" 1 83 2.78" 45 Degree
YAV25-L2TC516-FX-90 | 3 2.10" 90 Degree
YAV25-L2TC38-FX 1 295" Straight
YAV25-L2TC38-FX-45 2 38" 1 83 291" 45 Degree
YAV25-L2TC38-FX-90 3 2.23' 90 Degree
YAV25-L2TC12E1-FX 1 320" Straight
YAV25-L2TC12E1-FX-45 | 2 12" 1 83 316" 45 Degree
YAV25-L2TC12E1-FX-90 | 3 248 90 Degree

* Use P-UADP-1 adaptor with "U" dies in Y46 HYPRESS™.

A See tooling section of this catalog for complete tool and die listings. Use ONLY color-coded die recommendations for “-FX”
connectors. For nest/indentor system contact factory.

@ For applications greater than 2000 Volts consult cable manufacturer for voltage stress relief instructions.
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Conductor Installation Tooling

Stud | Stud Mechanical Hydraulic WIRE

Hole | Hole |Tongue Tongue BCT-500 |Y750-2/Y46C*| COLOR | DIE STRIP
Catalog Number |Fig#| AWG [MM?| Size | Spacing | Width L Angle MD7-34R Y500CT | BAT-750C CODE | INDEX | LENGTH
YAV25-L2NTC-FX 1 27524 414" Straight
YAV25-L2NTC-FX-45 2 | 10AWG 12" 1-3/4" 83" 410" 45 Degree W25VT (2) W25VT (2) U25RT (1) Pink 12 116"
YAV25-L2NTC-FX-90 3 | 1OWELD 34" 90 Degree
YAV26-L2TC14-FX 1 256" Straight
YAV26-L2TC14-FX-45 2 14" 5/8" 93 249" 45 Degree
YAV26-L2TC14-FX-90 3 1.70" 90 Degree
YAV26-L2TC14E2-FX 1 268" Straight
YAV26-L2TC14E2-FX-45 | 2 14" 34" 93 261" 45 Degree
YAV26-L2TC14E2-FX-90 | 3 1.83" 90 Degree
YAV26-L2TC516-FX 1 325124 2.99" Straight
YAV26-L2TC516-FX-45 | 2 516" 1" 93" 293" 45 Degree W26VT (2) W26VT (2)
YAV26-L2TC516-FX-90 | 3 | 20WELD 2.14' 90 Degree W26RT (2) W26RT (2) U26RT (1) Black 13 13/16"
YAV26-L2TC38-FX 1 312" Straight X26RT (2) X26RT (2)
YAV26-L2TC38-FX-45 2 | 20AWG 38" 1" 93 308" 45 Degree
YAV26-L2TC38-FX-90 3 2.26" 90 Degree
YAV26-L2TC12E1-FX 1 337 Straight
YAV26-L2TC12E1-FX-45 | 2 12" 1" 93 330" 45 Degree
YAV26-L2TC12E1-FX-90 | 3 251" 90 Degree
YAV26-L2NTC-FX 1 431" Straight
YAV26-L2NTC-FX-45 2 12" 1-3/4" 93 424 45 Degree
YAV26-L2NTC-FX-90 3 345" 90 Degree
YAV27-L2TC14-FX 1 2.83" Straight
YAV27-L2TC14-FX-45 2 14" 5/8" 1.03" 2.69" 45 Degree
YAV27-L2TC14-FX-90 3 174 90 Degree
YAV27-L2TC38-FX 1 450124 3.35" Straight
YAV27-L2TC38-FX-45 2 38" 1" 1.08" 3.23" 45 Degree W2IVT (2) W2IVT (2)
YAV27-L2TC38-FX-90 3 | 30WELD 2.30" 90 Degree W27RT (2) W27RT (2) U27RT (1) Orange 14 1"
YAV27-L2NTC-FX 1 454" Straight X27RT (3) X27RT (3)
YAV27-L2NTC-FX-45 2 | 30AWG 12" 1-3/4" 1.08" 442 45 Degree
YAV27-L2NTC-FX-90 3 349" 90 Degree
YAV27-L2NTC516-FX 1 322" Straight
YAV27-LONTC516-FX-45 | 2 5/16" 1" 1.03" 31" 45 Degree
YAV27-LONTC516-FX-90 | 3 218" 90 Degree
YAV28-L2TC14E2-FX 1 291" Straight
YAV28-L2TC14E2-FX-45 | 2 114" 34" 1.12" 280" 45 Degree
YAV28-L2TC14E2-FX-90 | 3 1.86" 90 Degree
YAV28-L2TC14-FX 1 2.86" Straight
YAV28-L2TC14-FX-45 2 114" 5/8" 112" 274" 45 Degree
YAV28-L2TC14-FX-90 3 550124 1.78" 90 Degree
YAV28-L2TC516-FX 1 3.30" Straight W28VT (2) W28VT (2)
YAV28-L2TC516-FX-45 | 2 | 40WELD 516" 1" 112" 318" 45 Degree W28RT (2) W28RT (2) U28RT (1) Purple 15 1-1/16"
YAV28-L2TC516-FX-90 | 3 222" 90 Degree X28RT (3) X28RT (3)
YAV28-L2TC38-FX 1 4/0 AWG 343" Straight
YAV28-L2TC38-FX-45 2 38" 1" 1.12" 330" 45 Degree
YAV28-L2TC38-FX-90 3 2.34' 90 Degree
YAV28-L2NTC-FX 1 418" Straight
YAV28-L2NTC-FX-45 2 12" 1-3/4" 1.20" 4.05" 45 Degree
YAV28-L2NTC-FX-90 3 3.09" 90 Degree

* Use P-UADP-1 adaptor with "U" dies in Y46 HYPRESS™.

A See tooling section of this catalog for complete tool and die listings. Use ONLY color-coded die recommendations for “-FX”
connectors. For nest/indentor system contact factory.
@ For applications greater than 2000 Volts consult cable manufacturer for voltage stress relief instructions.
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Conductor Installation Tooling

Stud | Stud Mechanical Hydraulic WIRE

Hole | Hole |[Tongue Tongue BCT-500 |Y750-2/Y46C*| COLOR | DIE STRIP
Catalog Number |Fig#| AWG |[MM| Size | Spacing | Width L Angle MD7-34R Y500CT | BAT-750C CODE | INDEX | LENGTH
YAV28-L2TC14E2 1 2.99" Straight
YAV28-L2TC14E2-45 2 114" 34" 114" 287" 45 Degree
YAV28-L2TC14E2-90 3 1.90" 90 Degree
YAV28-L2NT38-FX 1 344" Straight
YAV28-L2NT38-FX-45 2 38" 1" 94 3.36" 45 Degree
YAV28-L2NT38-FX-90 3 550124 236" 90 Degree W28VT (2) W28VT (2)
YAV28-LTC12E1-FX 1 368" Straight W28RT (2) W28RT (2) U28RT (1) Purple 15 1-1116"
YAV28-LTC12E1-FX-45 | 2 | 4/0WELD 12" 1 114 355" |  45Degree |  X28RT(3) X28RT (3)
YAV28-LTC12E1-FX-90 | 3 259" 90 Degree
YAV28-L2TC12-FX 1 40 AWG 3.93" Straight
YAV28-L2TC12-FX-45 2 12" 1-1/4" 114" 3.80" 45 Degree
YAV28-L2TC12-FX-90 3 284" 90 Degree
YAV28-L2NTC-FX 1 462" Straight
YAV28-LONTC-FX-45 2 12" 1-3/4" 114" 449" 45 Degree
YAV28-L2NTC-FX-90 3 353" 90 Degree
YAV29-L2TC14E2-FX 1 2.91" Straight
YAV29-L2TC14E2-FX-45 | 2 114" 34 112" 2.80" 45 Degree
YAV29-L2TC14E2-FX-90 | 3 1.86" 90 Degree
YAV29-L2TC14-FX 1 2.86" Straight
YAV29-L2TC14-FX-45 2 114" 5/8" 112" 2.74" 45 Degree
YAV29-L2TC14-FX-90 3 1.78" 90 Degree
YAV29-L2TC516-FX 1 3.30" Straight
YAV29-L2TC516-FX-45 2 5/16" 1" 112" 3.18" 45 Degree
YAV29-L2TC516-FX-90 | 3 222" 90 Degree
YAV29-L2TC38-FX 1 343" Straight
YAV29-L2TC38-FX-45 2 550124 3/8" 1" 112" 3.30" 45 Degree WovT () W29VT (2)
YAV29-L2TC38-FX-90 3 2.34" 90 Degree X29RT (4 W29RT (2) U29RT (1) Yellow 16 1-1116"
YAV29-L2NTC-FX 1| 40WELD 418" Straight X29RT (4)
YAV29-L2NTC-FX-45 2 12" 1-3/4" 1.20" 405" 45 Degree
YAV29-L2NTC-FX-90 3 3.09" 90 Degree
YAV29-L2NT38-FX 1 344" Straight
YAV29-L2NT38-FX-45 2 38" 1" 9 3.36" 45 Degree
YAV29-L2NT38-FX-90 3 236" 90 Degree
YAV29-LTC12E1-FX 1 3.68" Straight
YAV29-LTC12E1-FX-45 2 12" 1" 114" 3.55" 45 Degree
YAV29-LTC12E1-FX-90 | 3 259" 90 Degree
YAV29-L2TC12-FX 1 3.93" Straight
YAV29-L2TC12-FX-45 2 12" 1-1/4" 114" 3.80" 45 Degree
YAV29-L2TC12-FX-90 3 284" 90 Degree
YA30-L2TC38-FX 1 345" Straight
YA30-L2TC38-FX-45 2 38" 1" 1.20" 3.36" 45 Degree
YA30-L2TC38-FX-90 3 237" 90 Degree
YA30-L2TC12-FX 1| 250 FLEX 3.95" Straight WSV () W20VT (2)
YA30-L2TC12-FX-45 2 | CLASSG2%9STR 12" 1-1/4" 1.20" 3.86" 45 Degree X29RT (4) W29RT (2) U29RT (1) Yellow 16 1-1116"
YA30-L2TC12-FX-90 3 | CLASSH&rSTR 287" 90 Degree X29RT (4)
YA30-LONTC-FX 1 463" Straight
YA30-LONTC-FX-45 2 12" 1-3/4" 120" | 455 45 Degree
YA30-L2NTC-FX-90 3 356" 90 Degree

* Use P-UADP-1 adaptor with "U" dies in Y46 HYPRESS™.

A See tooling section of this catalog for complete tool and die listings. Use ONLY color-coded die recommendations for “-FX”
connectors. For nest/indentor system contact factory.
@ For applications greater than 2000 Volts consult cable manufacturer for voltage stress relief instructions.
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Conductor Installation Tooling

Stud | Stud Mechanical Hydraulic WIRE

Hole | Hole | Tongue Tongue BCT-500 |Y750-2/Y46C*| COLOR | DIE STRIP
Catalog Number |Fig#| AWG |MM?| Size | Spacing | Width L Angle MD7-34R Y500CT | BAT-750C CODE | INDEX | LENGTH
YA31-L2TC38-FX 1 351" Straight
YA31-L2TC38-FX-45 2 38" 1 129" | 343 45 Degree
YA31-L2TC38-FX-90 3 24" 90 Degree
YA31-L2TC12-FX 1 401" Straight
YA31-L2TC12-FX-45 2 | 250 FLEX 1”' 114" 129" | 393 45 Degree
YA31-L2TC12-FX-90 3 291" 90 Degree W30VT (2) ' ’
YA31-L2NTC-FX 1 637/24 470" Straight WaOVT 2 W30RT (2) U3ORT (2 Whie 7 il
YA31-L2NTC-FX-45 2 12" 1-3/4" 129" | 462" 45 Degree
YA31-L2NTC-FX-90 3 | CLASSLKAP 3.60" 90 Degree
YA31-LONTC38-FX 1 4.26" Straight
YA31-L2NTC38-FX-45 2 38" 1-3/4" 129" | 418 45 Degree
YA31-L2NTC38-FX-90 3 316" 90 Degree
YA32-L2TC38-FX 1 369" Straight
YA32-L2TC38-FX-45 2 715124 38" 1 1.38" | 359" 45 Degree
YA32-L2TC38-FX-90 3 245" 90 Degree W3IVT (2) \
YA32-L2NTC-FX 1| 313.1 kemil 488" Straight WaVT @2 W31RT (2) USIRT (2 Red 18 l
YA32-L2NTC-FX-45 2 1 1-3/4" 138" | 478 45 Degree
YA32-L2NTC-FX-90 3 364" 90 Degree
YA34-L2TC38-FX 1 388" Straight
YA34-L2TC38-FX-45 2 38" 1 152" | 381" 45 Degree
YA34-L2TC38-FX-90 3 254" 90 Degree
YA34-L2TC12-FX 1 438" Straight
YA34-L2TC12-FX-45 2 12" 1-1/4" 152" | 431" 45 Degree
YA34-L2TC12-FX-90 3 3.04' 90 Degree
YA34-L2NTC-FX 1| 373.7 kemil 5.06" Straight
YA34-L2NTC-FX-45 2 1 1-3/4" 152" | 5.00" 45 Degree
YA34-L2NTC-FX-90 3 925/24 373 90 Degree W32VT (2) ’
YA34-L2TC516-FX 1 375" Straight WavT 2 W32RT (2) U2RT (2 Blue 19 518
YA34-L2TC516-FX-45 2| (350 MCM NOM) 516" 1 155" | 369" 45 Degree
YA34-L2TC516-FX-90 3 242" 90 Degree
YA34-L2NT38-FX 1 388" Straight
YA34-L2NT38-FX-45 2 38" 1 96" 381" 45 Degree
YA34-L2NT38-FX-90 3 254" 90 Degree
YA34-L2NTC38-FX 1 463" Straight
YA34-L2NTC38-FX-45 2 38" 1-3/4" 155" | 456" 45 Degree
YA34-L2NTC38-FX-90 3 329" 90 Degree
YA36-L2TC38-FX 1 424" Straight
YA36-L2TC38-FX-45 2 1100/24 38 1 172" | 421" 45 Degree
YA36-L2TC38-FX-90 3 281" 90 Degree U34RT (2) Brown 20 1-7116"
YA36-L2NTC-FX 1| 4444 kemil 5.24' Straight
YA36-L2NTC-FX-45 2 12" 1-3/4" 172" | 521" 45 Degree
YA36-L2NTC-FX-90 3 38t 90 Degree
YA38-L2TC38-FX 1 4.35" Straight
YA38-L2TC38-FX-45 2 536.3 kel 38" 1 1.81" 430" 45 Degree
YA38-L2TC38-FX-90 3 . 284" 90 Degree . ’
YA38-L2TC12-FX 1 (Soz)shigﬁow 467" Straight U3BKRT (2 Pink L% 718
YA38-L2TC12-FX-45 2 12" 1-1/4" 181" 461" 45 Degree
YA38-L2TC12-FX-90 3 316" 90 Degree

* Use P-UADP-1 adaptor with "U" dies in Y46 HYPRESS™.
A See tooling section of this catalog for complete tool and die listings. Use ONLY color-coded die recommendations for “-FX”

connectors. For nest/indentor system contact factory.
4 For applications greater than 2000 Volts consult cable manufacturer for voltage stress relief instructions.
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Conductor Installation Tooling

Stud | Stud Mechanical Hydraulic WIRE

Hole | Hole | Tongue Tongue BCT-500 |Y750-2/Y46C*| COLOR | DIE STRIP
Catalog Number |Fig#| AWG |MM:| Size | Spacing | Width | L Angle | MD7-34R | Y500CT |BAT-750C | CODE | INDEX | LENGTH
YASB-LINTCFX i 53 | Staight
YA38-L2NTC-FX-45 2 1 | 134 | 181" [ 530°] 45 Degree
YA38-L2NTC-FX-90 3 384 90 Degree
YASB-L2TC516:-FX 1 . 404 Staight
YASB-L2TC516FX-45 | 2 | 533 kemi se | 1 184 [ 398 45Degee
YA38-L2TC516-FX-90 3 253" 90 Degree . .
YA38-L2NT38-FX 1| 132504 435 | Staight USBXRT(2) | Pink | 199 | 176
YASB-LONTSBFX45 | 2 |1 163 [ 4307]  45Degree
YASB-LNT3BFX00 | 3 | (500MCH NOW) 280" 90 Degree
YASS-LNNT-FX 1 535'|  Staight
YA3B-L2NNTFX-45 2 1 | 134 | 16 [ 5307 45 Degree
YA3B-L2NNTFX-90 3 384 90 Degree
YA3S-LNTCFX 1 536 | Staight
YA3Q-L2NTC-FX-45 2 | 600keml | - | 1| 134 | 191" [ 537[ 45 Degee - . URT(Q) | Puple | 23 138"
YA33-L2NTC-FX-90 3 387 90 Degree
YA4O-LNTCFX 1 538'|  Staight
YA40-L2NTC-FX-45 2 1 | 134 | 195 [ 538 45 Degree
YA4O-L2NTC-FX-90 3 391" 90 Degree
YA4O-L2TC36-FX 1| 646 ke 128 | Staight
YAO-L2TC38FX45 | 2 o T 198 [ 4207 45 Degee - . U3ORT (2 Back | 24 | 156"
YAAO-L2TC38FX90 | 3 | 160024 272 90 Degree
YA4O-LNNT-FX 1 538 | Staight
YA4O-LNNT-FX-45 2 1 | 134 | 16 [ 538 45 Degree
YA4O-L2NNTFX-90 3 391" 90 Degree
YA44-L2TC36-FX 1 474 Staight
YAM-L2TC38FX45 | 2 W o 219 [471"] 45 Degree
YAAH-L2TC38FX90 | 3 302 90 Degree
YA44-LNTCFX 1 574 Staight
YA44-LNTC-FX-45 2 1 | 134 | 219 [57"| 45 Degee
YAG4-L2NTC-FX-90 3 402" 90 Degree
YA44-L2TC56-FX 1 555 | Staight
YAL-L2TC58-FX45 | 2 | 7777 kenil 58 | 112 | 219 [552°|  45Degee
YA4H-L2TC58FX90 | 3 383 | 90 Degree
YAAA-L2TCI2FX 1| 1954 | - 505 | Staight - . VMXRT(Q) | Yelow | L115 | 148"
YAUULOTCIFX45 | 2 1 | 144 | 219 [502] 45 Degree
YAGA-L2TCT2FX90 | 3 | (750 MCMNON) 333 | 90 Degree
YA44-L2TCIZESFX 1 530 | Staight
YAUU-LOTCIOESFX45 | 2 12| 12 | 219 [527'| 45 Degee
YAAH-L2TCI2E3FX90 | 3 358' | 90 Degree
YA44-L2NT3E-FX 1 474 | Staight
YAM-LNTSBFX-45 | 2 | 163 [477"] 45Degree
YA-LNTSBFX90 | 3 302 90 Degree
YA44-LNNTFX 1 574 | Staight
YA44-LONNT-FX-45 2 1 | 134 | 168 [57"| 45 Degree
YA44-LONNT-FX-90 3 402" 90 Degree

* Use P-UADP-1 adaptor with "U" dies in Y46 HYPRESS™.

A See tooling section of this catalog for complete tool and die listings. Use ONLY color-coded die recommendations for “-FX”
connectors. For nest/indentor system contact factory.

@ For applications greater than 2000 Volts consult cable manufacturer for voltage stress relief instructions.



BURNDY

Compression
TWO HOLE HYLUGTM DIE AND COLOR BEVELED
FLEX CONDUCTOR CODE INFORMATION —— ENTRY
STANDARD BARREL o
LEAD PLATED wiDow
TYPE YAG-L-2TC-LD cRPS
LEAD
COPPER COMPRESSION PLATED T e opAToN
TERMINAL
UL LISTED 90°C,
600 VOLT TO 35 KV &
C-68 008
sp % 450
L— . L
Fig. 1 Fig. 2 Fig. 3
Conductor Installation Toolin
Mechanical Hydraulic WIRE
Stud Hole | Stud Hole | Tongue Tongue BCT500 | Y750-2/Y46C* | COLOR DIE STRIP

Catalog Number Fig#| AWG | MW Size Spacing | Width L Angle MD7-34R Y500CT BAT-750C CODE | INDEX | LENGTH
YAG8CL-2TC14-LD 1 195" Straight W8CVT W8CVT UBCRT Red 49 12"
YAG8CL-2TC14-LD-45 2 114" 5/8" A1 1.94" 45 Degree
YAG8CL-2TC14-LD-90 3 1! 90 Degree
YAG8CL-2TC38-LD 1 252" Straight
YAG8CL-2TC38-LD-45 2 3/8" 1" 57" 246" 45 Degree
YAG8CL-2TC38-LD-90 3 | #8WELD 2.05" 90 Degree
YAG8CL-2TC10-LD 1 1.84" Straight W8CVT (1) W8CVT (1)
YAG8CL-2TC10-LD-45 2 37124 - #10 5/8" A1 1.83" 45Degree | WBCRT (1) WBCRT (1) UBCRT (1) Red 49 716"
YAGSCL-2TC10-LD-90 3 137" | 90Degree | X8CRT (1) X8CRT (1)
YAGBCL-2TC14E1-LD 1| 48AWG 2.33" Straight
YAG8CL-2TC14E1-LD-45 | 2 114" 1" A4 2.32" 45 Degree
YAG8CL-2TC14E1-LD-90 | 3 1.87" 90 Degree
YAGBCL-2TC14E2-LD 1 2.08" Straight
YAG8CL-2TC14E2-LD-45 | 2 114" 34" A4 2.07" 45 Degree
YAG8CL-2TC14E2-LD-90 | 3 1.62" 90 Degree
YAG6CL-2TC10-LD 1 1.94" Straight
YAG6CL-2TC10-LD-45 2 #10 5/8" A4 1.86" 45 Degree
YAG6CL-2TC10-LD-90 3 1.38" 90 Degree
YAG6CL-2TC10E2-LD 1 2.06" Straight
YAG6CL-2TC10E2-LD-45 | 2 #10 34" 48" 2.02" 45 Degree
YAG6CL-2TC10E2-LD-90 | 3 1.57" 90 Degree
YAG6CL-2TC10E4-LD 1 | #6 WELD 2.00" Straight
YAG6CL-2TC10E4-LD-45 | 2 #10 116" A4 1.95" 45Degree | W5CVT (1) W5CVT (1)
YAG6CL-2TC10E4-LD-90 | 3 61/24 - 1.44" 90 Degree | W5CRT (1) WSCRT (1) USCRT (1) Blue 7 12"
YAG6CL-2TC10E-LD 1 1.81" Straight X5CRT (1) X5CRT (1)
YAG6CL-2TC10E-LD-45 2 | #6AWG #10 12" 48" 177" 45 Degree
YAG6CL-2TC10E-LD-90 3 1.27" 90 Degree
YAG6CL-2TC14-LD 1 2.06" Straight
YAG6CL-2TC14-LD-45 2 114" 5/8" 48" 2.02" 45 Degree
YAG6CL-2TC14-LD-90 3 1.52" 90 Degree
YAG6CL-2TC14E1-LD 1 244" Straight
YAG6CL-2TC14E1-LD-45 | 2 114" 1" 48" 240" 45 Degree
YAG6CL-2TC14E1-LD-90 | 3 1.89" 90 Degree

* Use P-UADP-1 adapter with "U" dies in Y46 Hypress.
@ For applications greater than 2000 Volts consult cable manufacturer for voltage stress relief instructions.



BURNDY

Compression
TWO HOLE HYLUG™
FLEX CONDUCTOR 90°
f——/_ 450
STANDARD BARREL L 5 L
LEAD PLATED Fig. 1 Fig. 2 Fig. 3
(CONTINUED)
Conductor Installation Toolin:
Mechanical Hydraulic WIRE
Stud Hole | Stud Hole | Tongue Tongue BCT500 | Y750-2/Y46C* | COLOR DIE STRIP
Catalog Number Fig#| AWG M Size Spacing | Width L Angle MD7-34R Y500CT BAT-750C CODE | INDEX | LENGTH
YAG6CL-2TC14E2-LD 1 2.18" Straight
YAG6CL-2TC14E2-LD-45 | 2 114" 34" 48" 2.15" 45 Degree
YAG6CL-2TC14E2-LD-90 | 3 1.64" 90 Degree
YAG6CL-2TC516-LD 1 2.50" Straight
YAG6CL-2TC516-LD-45 2 | #6WELD 5/16" 1" 52 2.45' 45Degree | W5CVT (1) W5CVT (1)
YAG6CL-2TC516-LD-90 3 - 1.95" 90 Degree | WSCRT (1) WS5CRT (1) USCRT (1) Blue 7 12"
YAG6CL-2TC38-LD 1 61/24 262" Straight X5CRT (1) X5CRT (1)
YAG6CL-2TC38-LD-45 2 3/8" 1" 58" 2.56" 45 Degree
YAG6CL-2TC38-LD-90 3 | #6AWG 207" 90 Degree
YAG6CL-2NTC-LD 1 381" Straight
YAG6CL-2NTC-LD-45 2 12" 1-3/4" 83" 367" 45 Degree
YAG6CL-2NTC-LD-90 3 3.29" 90 Degree
YAG4CL-2NT10-LD 1 1.99" Straight
YAG4CL-2NT10-LD-45 2 #10 5/8" A1 197" 45 Degree
YAG4CL-2NT10-LD-90 3 143" 90 Degree
YAG4CL-2NT10E1-LD 1 237" Straight
YAG4CL-2NT10E1-LD-45 | 2 #10 1" A1 2.34" 45 Degree
YAG4CL-2NT10E1-LD-90 | 3 1.80" 90 Degree
YAG4CL-2TC14-LD 1 211" Straight
YAG4CL-2TC14-LD-45 2 114" 5/8" 55" 2.09" 45 Degree
YAG4CL-2TC14-LD-90 3 | #4WELD 1.55" 90 Degree
YAG4CL-2TC14E2-LD 1 2.24' Straight
YAG4CL-2TC14E2-LD-45 | 2 91/24 114" 34" 55" 2.22" 45 Degree
YAGACL-2TC14E2-LD-90 | 3 | 10524 - 1.68" 90 Degree | W4CVT (1) W4CVT (1)
YAG4CL-2TC14E1-LD 1 249" Straight WA4CRT (1) WA4CRT (1) U4CRT (1) Gray 8 12"
YAG4CL-2TC14E1-LD-45 | 2 | #4 AWG 114" 1" 55" 247" 45Degree | X4CRT (1) X4CRT (1)
YAG4CL-2TC14E1-LD-90 | 3 1.93" 90 Degree
YAG4CL-2TC38-LD 1 2.68" Straight
YAG4CL-2TC38-LD-45 2 3/8" 1" 58" 2.64" 45 Degree
YAG4CL-2TC38-LD-90 3 211" 90 Degree
YAG4CL-2TC516-LD 1 2.56" Straight
YAG4CL-2TC516-LD-45 2 5/16" 1" 55" 2.53" 45 Degree
YAG4CL-2TC516-LD-90 3 1.99" 90 Degree
YAGACL-2NTC-LD 1 3.87" Straight
YAG4CL-2NTC-LD-45 2 12" 1-3/4" 83" 391" 45 Degree
YAG4CL-2NTC-LD-90 3 3.32" 90 Degree
YAG2CL-2TC14-LD 1 2.28" Straight
YAG2CL-2TC14-LD-45 2 114" 5/8" 68" 2.28" 45 Degree
YAG2CL-2TC14-LD-90 3 1.60" 90 Degree
YAG2CL-2TC14E1-LD 1 263" Straight
YAG2CL-2TC14E1-LD-45 | 2 | #2WELD 114" 1" 68" 2.60" 45Degree | W2CVT (1) W2CVT (1)
YAG2CL-2TC14E1-LD-90 | 3 1.98" 90 Degree | W2CRT (1) W2CRT (1) U2CRT (1) Brown 10 116"
YAG2CL-2TC14E2-LD 1| 12524 - 240" Straight X2CRT (1) X2CRT (1)
YAG2CL-2TC14E2-LD-45 | 2 | 150124 114" 34" 68" 2.36" 45 Degree
YAG2CL-2TC14E2-LD-90 | 3 1.73" 90 Degree
YAG2CL-2TC38-LD 1 | #2AWG 2.84" Straight
YAG2CL-2TC38-LD-45 2 3/8" 1" 68" 2.79" 45 Degree
YAG2CL-2TC38-LD-90 3 217" 90 Degree

* Use P-UADP-1 adapter with "U" dies in Y46 Hypress.
@ For applications greater than 2000 Volts consult cable manufacturer for voltage stress relief instructions.



C-70

BURNDY

Compression

TWO HOLE HYLUG™

FLEX CONDUCTOR

—]

STANDARD BARREL T LJ
LEAD PLATED Fig. 1 Fig. 2 Fig. 3
(CONTINUED)
Conductor Installation Toolin
Mechanical Hydraulic WIRE
Stud Hole | Stud Hole | Tongue Tongue BCT500 | Y750-2/Y46C* | COLOR DIE STRIP
Catalog Number FIG#| AWG MM Size Spacing | Width L Angle MD7-34R Y500CT BAT-750C CODE | INDEX | LENGTH
YAG2CL-21C516-LD 1 2.71" Straight
YAG2CL-2TC516-LD-45 2 | #2WELD 5/16" 1" 68" 267" 45Degree | W2CVT (1) W2CVT (1)
YAG2CL-2TC516-LD-90 3 | 125/24 2.04' 90 Degree | W2CRT (1) W2CRT (1) U2CRT (1) Brown 10 116"
YAG2CL-2NTC-LD 1| 15024 4.03" Straight X2CRT (1) X2CRT (1)
YAG2CL-2NTC-LD-45 2 | 2 AWG 12" 1-3/4" 83" 3.94" 45 Degree
YAG2CL-2NTC-LD-90 3 334 90 Degree
YAG1CL-2TC14-LD 1 2.37" Straight
YAG1CL-2TC14-LD-45 2 114" 5/8" 75" 2.33" 45 Degree
YAG1CL-2TC14-LD-90 3 1.64" 90 Degree
YAG1CL-2TC14E2-LD 1 249" Straight
YAG1CL-2TC14E2-LD-45 | 2 114" 34" 75" 246" 45 Degree
YAGICL-2TC14E2-LD-90 | 3 | #1WELD 1.76" 90 Degree
YAG1CL-2TC14E1-LD 1 2.73" Straight
YAGICL-2TC14E1-LD-45 | 2 | 1754 114" 1" 75" 2.70" 45Degree | WICVT (1) WICVT (1)
YAGICL-2TC14E1-LD-90 | 3 | 22524 2.00" 90 Degree | WICRT-1 (1) | WICRT-1(1) | UICRT-1(1) | Green il 1116 1in.
YAG1CL-21C516-LD 1 281" Straight X1CRT1 (1) | X1CRT1 (1)
YAG1CL-2TC516-LD-45 2 | 1 AWG 5/16" 1" 75" 277" 45 Degree
YAG1CL-2TC516-LD-90 3 2.08" 90 Degree
YAG1CL-2T7C38-LD 1 2.93" Straight
YAG1CL-2TC38-LD-45 2 38" 1" 75" 2.90" 45 Degree
YAG1CL-2TC38-LD-90 3 220" 90 Degree
YAG1CL-2NTC-LD 1 412" Straight
YAG1CL-2NTC-LD-45 2 12" 1-3/4" 83" 4.06" 45 Degree
YAG1CL-2NTC-LD-90 3 3.38" 90 Degree
YAG25L-2TC14-LD 1 241" Straight
YAG25L-2TC14-LD-45 2 114" 5/8" 83" 2.36" 45 Degree
YAG25L-21C14-LD-90 3 1.66" 90 Degree
YAG25L-2TC14E2-LD 1 2.53" Straight
YAG25L-2TC14E2-LD-45 | 2 114" 34" 83" 249" 45 Degree
YAG25L-2TC14E2-LD-90 | 3 1.79" 90 Degree
YAG25L-2TC516E2-LD 1 2.60" Straight
YAG25L-2TC516E2-LD-45 | 2 5/16" 34" 83" 2.55" 45 Degree
YAG25L-2TC516E2-LD-90 | 3 | 1/0WELD 1.85" 90 Degree | W25VT (2) W25VT (2)
YAG25L-27C516-LD 1 2.85" Straight W25RT (2) W25RT (2) U25RT (1) Pink 12 1116 in.
YAG25L-2TC516-LD-45 2 | 21504 5/16" 1" 83" 2.80" 45Degree | X25RT (2) X25RT (2)
YAG25L-2TC516-LD-90 3 210" 90 Degree
YAG25L-2TC38-LD 1 [ 10AWG 297" Straight
YAG25L-2TC38-LD-45 2 38" 1" 83" 2.92" 45 Degree
YAG25L-21C38-LD-90 3 223" 90 Degree
YAG25L-2NTC-LD 1 4.16" Straight
YAG25L-2NTC-LD-45 2 12" 1-3/4" 83" 411" 45 Degree
YAG25L-2NTC-LD-90 3 34" 90 Degree
YAG25L-2TC12E1-LD 1 3.22" Straight
YAG25L-2TC12E1-LD-45 | 2 12" 1" 83" 317" 45 Degree
YAG25L-2TC12E1-LD-90 | 3 248" 90 Degree
YAG26L-2TC14-LD 1 |20 WELD 2.58" Straight W26RT (2) W26RT (2)
YAG26L-2TC14-LD-45 2 | 32504 114" 5/8" 93 251" 45Degree | W26VT (2) W26VT (2) U26RT (1) Black 13 13/16 in.
YAG26L-2TC14-LD-90 3 | 20 AWG 1.70" 90 Degree | X26RT (2) X26RT (2)

* Use P-UADP-1 adapter with "U" dies in Y46 Hypress.
@ For applications greater than 2000 Volts consult cable manufacturer for voltage stress relief instructions.




BURNDY

Compression

TWO HOLE HYLUG™
FLEX CONDUCTOR

f——/_ 45°
STANDARD BARREL L — 5 L
LEAD PLATED Fig. 1 Fig. 2 Fig. 3
(CONTINUED)

Conductor Installation Toolin
Mechanical Hydraulic WIRE
Stud Hole | Stud Hole | Tongue Tongue BCT500 | Y750-2/Y46C* | COLOR DIE STRIP

Catalog Number Fig#| AWG MM Size Spacing Width L Angle MD7-34R Y500CT BAT-750C CODE | INDEX | LENGTH
YAG26L-2TC14E2-LD 1 2.711" Straight
YAG26L-2TC14E2-LD-45 2 114" 34" 98" 2.63" 45 Degree
YAG26L-2TC14E2-LD-90 3 1.83" 90 Degree
YAG26L-2TC516-LD 1 3.02" Straight
YAG26L-2TC516-LD-45 2 | 20WELD 5/16" 1" 93" 2.94" 45Degree | W26RT (2) W26RT (2)
YAG26L-2TC516-LD-90 | 3 214 | 90Degree | W26VT(2) | W26VT(2) | U26RT(1) | Black 13| 13/16in.
YAG26L-2TC38-LD 1 325124 - 314" Straight X26RT (2) X26RT (2)
YAG26L-2TC38-LD-45 2 3/8" 1" 98" 3.39" 45 Degree
YAG26L-2TC38-LD-90 3 | 20 AWG 3.32" 90 Degree
YAG26L-2NTC-LD 1 433" Straight
YAG26L-2NTC-LD-45 2 12" 1-3/4" 98" 4.26" 45 Degree
YAG26L-2NTC-LD-90 3 345" 90 Degree
YAG27L-2TC14-LD 1 2.81" Straight
YAG27L-2TC14-LD-45 2 1/4" 5/8" 1.08" 2.67" 45 Degree
YAG27L-27C14-LD-90 3 1.74" 90 Degree
YAG27L-2TC14E2-LD 1 2.94" Straight
YAG27L-2TC14E2-LD-45 2 114" 34" 1.08" 2.82" 45 Degree
YAG27L-2TC14E2-LD-90 3 | 30 WELD 1.86" 90 Degree
YAG27L-2TC516-LD 1 325" Straight | W2iVT(2) | WenvT()
YAG27L-2TC516-LD-45 2 | 450124 - 5/16" 1" 1.08" 313" 45Degree | W27RT (2) W27RT (2) U27RT (1) Orange 14 1.00in.
YAG27L-2TC516-LD-90 | 3 218" | 90Degree | X27RT(3) X27RT (3)
YAG27L-2TC38-LD 1 | 30AWG 3.38" Straight
YAG27L-2TC38-LD-45 2 3/8" 1" 1.08" 3.25" 45 Degree
YAG27L-2TC38-LD-90 3 2.30" 90 Degree
YAG27L-2NTC-LD 1 456" Straight
YAG27L-2NTC-LD-45 2 12" 1-3/4" 1.08" 444" 45 Degree
YAG27L-2NTC-LD-90 3 349" 90 Degree
YAG28L-2TC14-LD 1 2.90" Straight
YAG28L-2TC14-LD-45 2 1/4" 5/8" 1.14" 2.76" 45 Degree
YAG28L-2TC14-LD-90 3 1.78" 90 Degree
YAG28L-2TC14E2-LD 1 3.02" Straight
YAG28L-2TC14E2-LD-45 2 114" 34" 1.14" 2.89" 45 Degree
YAG28L-2TC14E2-LD-90 3 1.90" 90 Degree
YAG28L-2TC516-LD 1 3.33" Straight
YAG28L-2TC516-LD-45 2 5/16" 1" 1.14" 3.20" 45 Degree
YAG28L-2TC516-LD-90 3 | 40 WELD 2.22" 90 Degree
YAG28L-2TC38-LD 1 346' Straight | W28VT(2) | W2svT ()
YAG28L-2TC38-LD-45 2 | 550124 - 3/8" 1" 1.14" 3.38" 45Degree | W28RT (2) W28RT (2) U28RT (1) Purple 15 1-1116 in.
YAG28L-2TC38-LD-90 3 234" | 90Degree | X28RT(3) X28RT (3)
YAG28L-2NT38-LD 1| 40 AWG 348" Straight
YAG28L-2NT38-LD-45 2 3/8" 1" 94" 3.38" 45 Degree
YAG28L-2NT38-LD-90 3 2.36" 90 Degree
YAG28L-2TC12E1-LD 1 37" Straight
YAG28L-2TC12E1-LD-45 2 12" 1" 1.14" 3.58" 45 Degree
YAG28L-2TC12E1-LD-90 3 2.59" 90 Degree
YAG28L-2TC12-LD 1 3.96" Straight
YAG28L-2TC12-LD-45 2 12" 114" 1.14" 3.88" 45 Degree
YAG28L-2TC12-LD-90 3 2.84" 90 Degree

* Use P-UADP-1 adapter with "U" dies in Y46 Hypress.
4 For applications greater than 2000 Volts consult cable manufacturer for voltage stress relief instructions.



BURNDY

Compression
TWO HOLE HYLUG™
FLEX CONDUCTOR 90°
STANDARD BARREL —— = :
LEAD PLATED Fig. 1 Fig. 2 Fig. 3
(CONTINUED)
Conductor Installation Toolin
Mechanical Hydraulic WIRE
Stud Hole | Stud Hole | Tongue Tongue BCT500 | Y750-2/Y46C* | COLOR DIE STRIP
Catalog Number Fig#| AWG M Size Spacing Width L Angle MD7-34R Y500CT BAT-750C CODE | INDEX | LENGTH
YAG28L-2NTC-LD 1 |40WELD 465" Straight W28VT (2) W28VT (2)
YAG28L-2NTC-LD-45 2 | 550124 12" 1-3/4" 1.14" 451" 45Degree | W28RT (2) W28RT (2) U28RT (1) Purple 15 1-1116 in.
YAG28L-2NTC-LD-90 3 | 40 AWG 3.53" 90 Degree X28RT (3) X28RT (3)
YAG29L-2TC14-LD 1 2.90" Straight
YAG29L-2TC14-LD-45 2 114" 5/8" 1.14" 2.76" 45 Degree
YAG29L-2TC14-LD-90 3 1.78" 90 Degree
YAG29L-2TC14E2-LD 1 3.02" Straight
YAG29L-2TC14E2-LD-45 2 114" 34" 1.14" 2.89" 45 Degree
YAG29L-2TC14E2-LD-90 3 1.90" 90 Degree
YAG29L-27C516-LD 1 3.33" Straight
YAG29L-2TC516-LD-45 2 5/16" 1" 1.14" 3.20" 45 Degree
YAG29L-2TC516-LD-90 3 2.22" 90 Degree
YAG29L-2TC38-LD 1 346" Straight
YAG29L-2TC38-LD-45 2 3/8" 1" 1.14" 3.33" 45 Degree WovT () W29VT (2)
YAG29L-27C38-LD-90 3 | 4/0 WELD 2.34" 90 Degree X29RT (4 W29RT (2) U29RT (1) Yellow 16 1-1/16in.
YAG29L-2NT38-LD 1 - 348" Straight X29RT (4)
YAG29L-2NT38-LD-45 2 | 550124 3/8" 1" 94" 3.38" 45 Degree
YAG29L-2NT38-LD-90 3 2.36" 90 Degree
YAG29L-2TC12E1-LD 1 37" Straight
YAG29L-2TC12E1-LD-45 2 12" 1" 1.14" 358" 45 Degree
YAG29L-2TC12E1-LD-90 3 2.59" 90 Degree
YAG29L-2TC12-LD 1 3.96" Straight
YAG29L-2TC12-LD-45 2 12" 114" 1.14" 383" 45 Degree
YAG29L-2TC12-LD-90 3 2.84" 90 Degree
YAG29L-2NTC-LD 1 465" Straight
YAG29L-2NTC-LD-45 2 12" 1-3/4" 1.14" 451" 45 Degree
YAG29L-2NTC-LD-90 3 3.53" 90 Degree
YAG30L-2TC38-LD 1 348" Straight
YAG30L-2TC38-LD-45 2 3/8" 1" 1.20" 3.38" 45 Degree
YAG30L-2TC38-LD-90 3 | 250 kemil 2.37" 90 Degree
YAG30L-2TC12-LD 1 398" Straight WovT () W29VT (2)
YAG30L-2TC12-LD-45 2 |CLASSG2:OSTR| - 12" 114" 1.20" 3.88" 45 Degree X29RT (4 W29RT (2) U29RT (1) Yellow 16 1-1116 in.
YAG30L-2TC12-LD-90 3 287" 90 Degree X29RT (4)
YAG30L-2NTC-LD 1 | CLASSH4ZTSTR 467" Straight
YAG30L-2NTC-LD-45 2 12" 1-3/4" 1.20" 457" 45 Degree
YAG30L-2NTC-LD-90 3 3.56" 90 Degree
YAG31L-2TC38-LD 2 354" Straight
YAG31L-2TC38-LD-45 2 3/8" 1" 1.29" 3.46" 45 Degree
YAG31L-2TC38-LD-90 2 241" 90 Degree
YAG31L-2NTC38-LD 1 4.30" Straight
YAG31L-2NTC38-LD-45 2 | 250 WELD 3/8" 1-3/4" 1.29" 420" 45 Degree WaOvT (2
YAG31L-2NTC38-LD-90 3 3.20" 90 Degree | W3OVT (2) WA0RT (2 U30RT (2) White 17 1-1/8in.
YAG31L-2TC12-LD 1 637/24 - 404" Straight
YAG31L-2TC12-LD-45 2 12" 114" 1.29" 3.96" 45 Degree
YAG31L-2TC12-LD-90 3 [CLASSIKM 2.91" 90 Degree
YAG31L-2NTC-LD 1 473" Straight
YAG31L-2NTC-LD-45 2 12" 1-3/4" 1.29" 4.64" 45 Degree
YAG31L-2NTC-LD-90 3 3.60" 90 Degree

*Use P-UADP-1 adapter with "U" dies in Y46 Hypress.
@ For applications greater than 2000 Volts consult cable manufacturer for voltage stress relief instructions.



BURNDY

Compression
TWO HOLE HYLUG™
FLEX CONDUCTOR 90°
STANDARD BARREL —— =% —
LEAD PLATED Fig. 1 Fig. 2 Fig. 3
(CONTINUED)
Conductor Installation Toolin:
Mechanical Hydraulic WIRE

Stud Hole | Stud Hole | Tongue Tongue BCT500 | Y750-2/Y46C* | COLOR DIE STRIP
Catalog Number Fig#| AWG M Size Spacing | Width L Angle MD7-34R Y500CT BAT-750C CODE | INDEX | LENGTH
YAG32L-2TC38-LD 1 3.78" Straight
YAG32L-27C38-LD-45 2 | 77524 38" 1" 140" 362" 45 Degree
YAG32L-2TC38-LD-90 3 - 245" | 90 Degree W31IVT (2) .
YAG32L2NTCLD 1| 313.1 kemi 197 | sagn | VTR | waiprp | WOIRTE@ | Red 18| i
YAG32L-2NTC-LD-45 2 12" 1-3/4" 1.40" 481" 45 Degree
YAG32L-2NTC-LD-90 3 3.64' 90 Degree
YAG34L-2TC516-LD 1 3.79" Straight
YAG34L-27C516-LD-45 2 5/16" 1" 1.55" 372" 45 Degree
YAG34L-27C516-LD-90 3 242" 90 Degree
YAG34L-2TC38-LD 1 3.92" Straight
YAG34L-27C38-LD-45 2 38" 1" 1.55" 384" 45 Degree
YAG34L-27C38-LD-90 3 [ 373.7 kemil 2.54' 90 Degree
YAG34L-2NT38-LD 1 467" Straight WavT 2
YAG34L-2NT38-LD-45 2 925124 . 38" 1-3/4" 1.55" 459" 45 Degree W32VT (2) W2RT (2) U32RT (2) Blue 19 1-5/16"
YAG34L-2NT38-LD-90 3 3.29" 90 Degree
YAG34L-2TC12-LD 1 | 350k CLASS| 4.42' Straight
YAG34L-2TC12-LD-45 2 1°" 114" 1.55" 3.34" 45 Degree
YAG34L-2TC12-LD-90 3 3.04" 90 Degree
YAG34L-2NTC-LD 1 511" Straight
YAG34L-2NTC-LD-45 2 1°" 1-3/4" 1.55" 5.08" 45 Degree
YAG34L-2NTC-LD-90 3 3.73" 90 Degree
YAG36L-2TC38-LD 1 4.28' Straight
YAG36L-27C38-LD-45 2 | 1100/24 38" 1" 1.73" 4.24' 45 Degree
YAG36L-2TC38-LD-90 3 - 281" 90 Degree - - U34RT (2) Brown 20 1-3/8"
YAG36L-2NTC-LD 1 |444.4 kemil 5.28' Straight
YAG36L-2NTC-LD-45 2 1°" 1-3/4" 1.73" 5.24' 45 Degree
YAG36L-2NTC-LD-90 3 381" 90 Degree
YAG38L-2TC516-LD 1 4.09" Straight
YAG38L-2TC516-LD-45 2 5/16" 1" 1.82" 402" 45 Degree
YAG38L-2TC516-LD-90 3 253" 90 Degree
YAG38L-2NT38-LD 1 4.40" Straight
YAG38L-2NT38-LD-45 2 38" 1" 1.63" 433" 45 Degree
YAG38L-2NT38-LD-90 3 |535.3 kemil 2.84' 90 Degree
YAG38L-2TC38-LD 1 4.28' Straight
YAG38L-27C38-LD-45 2 | 132524 . 38" 1" 1.82" 4.24' 45 Degree - - U3BXRT (2) Pink 20 1-3/8"
YAG38L-2TC38-LD-90 3 281" 90 Degree
YAG38L-2TC12-LD 1 | 500k CLASS | 4.72" Straight
YAG38L-2TC12-LD-45 2 1°" 114" 1.82" 464" 45 Degree
YAG38L-2TC12-LD-90 3 3.16" 90 Degree
YAG38L-2NTC-LD 1 5.28' Straight
YAG38L-2NTC-LD-45 2 1°" 1-3/4" 1.82" 5.24' 45 Degree
YAG38L-2NTC-LD-90 3 381" 90 Degree
YAG39L-2NTC-LD 1 5.29" Straight
YAG39L-2NTC-LD-45 2 | 600 kemil | - 12" 1-3/4" 1.90" 5.26" 45 Degree - - U3BRT (2) Purple 400 1-3/8"
YAG39L-2NTC-LD-90 3 387" 90 Degree
YAG40L-2TC38-LD 1 433" Straight
YAG40L-27C38-LD-45 2 | 646 kemil . 38" 1" 1.98" 428" 45 Degree - - U39RT (2) Black 24 1-5/16"
YAG40L-27C38-LD-90 3 | 160024 2.72" 90 Degree

* Use P-UADP-1 adapter with "U" dies in Y46 Hypress.
@ For applications greater than 2000 Volts consult cable manufacturer for voltage stress relief instructions.



BURNDY

Compression
TWO HOLE HYLUG™
FLEX CONDUCTOR g > 90°
n——/_ 45° J
STANDARD BARREL —— — [—
LEAD PLATED Fig. 1 Fig. 2 Fig. 3
(CONTINUED)
Conductor Installation Toolin
Mechanical Hydraulic WIRE
Stud Hole | Stud Hole | Tongue Tongue BCT500 | Y750-2/Y46C* | COLOR DIE STRIP
Catalog Number Fig#| AWG | MM Size Spacing | Width L Angle MD7-34R Y500CT BAT-750C | CODE | INDEX | LENGTH
YAG4OL-2NNT-LD 1 543" Straight
YAG40L-2NNT-LD-45 2 | 646 kemil 1°" 1-3/4" 1.63" 542" 45 Degree
YAG4OL-2NNT-LD-90 3 391" 90 Degree ’
YAGAOL2NTCLD 1| 160024 | - 543 | Shaight USRT(2) | Black | 24 | 15016
YAG40L-2NTC-LD-45 2 1°" 1-3/4" 1.98" 542" 45 Degree
YAG4OL-2NTC-LD-90 3 391" 90 Degree
YAG44L-2TC38-LD 1 4.80" Straight
YAG44L-27C38-LD-45 2 38" 1" 2.18" 4.75" 45 Degree
YAG44L-27C38-LD-90 3 3.02" 90 Degree
YAG44L-2TC12-LD 1 511" Straight
YAG44L-2TC12-LD-45 2 | 777.7 kemil 1°" 1-1/4" 2.18" 507" 45 Degree
YAG44L-21C12-LD-90 3 3.3%" 90 Degree
YAG44L-2TC12E3-LD 1| 1925724 - 5.36" Straight
YAG44L-2TC12E3-LD-45 2 12" 112" 2.18" 5.32" 45 Degree - - U44XRT (2) Yellow L115 1-5/8 in.
YAG44L-2TC12E3-LD-90 3 | 0 kel CLASS | 3.58" 90 Degree
YAG44L-2NTC-LD 1 5.80" Straight
YAG44L-2NTC-LD-45 2 12" 1-3/4" 2.18" 5.75" 45 Degree
YAG44L-2NTC-LD-90 3 4.02" 90 Degree
YAG44L-2TC58-LD 1 5.61" Straight
YAG44L-27C58-LD-45 2 5/8" 112" 2.18" 557" 45 Degree
YAG44L-2TC58-LD-90 3 383" 90 Degree

*Use P-UADP-1 adapter with "U" dies in Y46 Hypress.
@ For applications greater than 2000 Volts consult cable manufacturer for voltage stress relief instructions.
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Compression
TWO HOLE HYLUG™
DIE AND COLOR BELLED END
FLEX CONDUCTOR CODEINFORMATION ~————— __— ASSISTS
FLEXIBLE WIRE
LONG BARREL :
BELLED END NOINSPECTION — ‘ \
WINDOW
CRIMPS
TYPES YA-2TC-FXB,
- - - CABLE
YAV-2TC-FXB ELECTROTN __— T ACCOMMODATION
COPPER COMPRESSION
TERMINAL
UL LISTED 90°C,
600 VOLT TO 35 KV &
9G°
'—/— 45°
' L L L—J
sp Fig. 1 Fig. 2 Fig. 3
Conductor Installation Toolin
Mechanical Hydraulic WIRE
Stud Hole | Stud Hole | Tongue Tongue BCT500 | Y750-2/Y46C* | COLOR DIE STRIP
Catalog Number Fig # AWG MM Size Spacing | Width L Angle MD7-34R Y500CT BAT-750C CODE INDEX | LENGTH
YABC2TC14E2-FXB 1 37/24 1/4" 34" M 254" Straight | WB8CRT (2) W8CVT (2)
YABC2TC14-FXB 1 #8WELD - 14" 58" M 241" Straight | W8CVT (2) WBCRT (2) UBCRT (2) Red 49 1"
YABC2TC38-FXB 1 #8 AWG 38" 1" 57" 298" Straight X8CRT (2) X8CRT (2)
YAV6C2TC14E2-FXB 1 61/24 14" 34" 48" 288" Straight
YAV6C2TC14-FXB 1 #6 WELD - 14" 58" 48" 276" Straight | W5CVT (2) W5CVT (2)
YAV6C2TC38-FXB 1 38" 1" 60" 332" Straight | W5CRT (2) W5CRT (2) USCRT (2) Blue 7 1-5/16"
YAV6C2N-FXB 1 #6 AWG 12" 134" | 77" 451" Straight X5CRT (2) X5CRT (2)
YAV5C2TC14-FXB 1 #5 AWG - 14" 58" 44" 276" Straight
YAV4C2TC14E2-FXB 1 91/24 - 105/24 14" 34" 55" 293" Straight
YAV4C2TC14E1-FXB 1 14" 1" 55" 318" Straight
; : : ; - WACVT(2) | WACVT(2)
YAV4C2TC14-FXB 1 #4 WELD - 1/4 5/8 55 2.81 Straight .
YAVAC2TC516-FXB i 516" 1" | 5" | 324" | Swaight ‘)A(’:&?TT (22) ‘;(ngSTT (22) VACRT() | Gray | 8 | 1516
YAV4C2TC38-FXB 1 #4 AWG 38" 1" 63" 337" Straight @ @
YAV4C2N-FXB 1 12" 134" | 77" 456" Straight
YA3C2TC516-FXB 1 105/24 - 125/24 516" 1" 55" 351" Straight
YA3C2TC38-FXB 1 #3 WELD - 38" 1" 58" 364" Straight | WSCRT (2) W3CRT (2) U3CRT (2) White 9 1-9/16"
YA3C2N-FXB 1 #3 AWG 12" 134" | 77" 483" Straight
YAV2C2TC14-FXB 1 14" 58" 67" 300" Straight
YAV2C2TC14E2-FXB 1 125124 - 150/24 114" 34" 67" 313" Straight
YAV2C2TC14E1-FXB 1 14" 1" 67" 338" Straight | W2CVT (2) W2CVT (2)
YAV2C2TC516-FXB 1 #2 WELD - 516" 1" 67" 344" Straight | W2CRT (2) W2CRT (2) U2CRT (2) Brown 10 1-7/16"
YAV2C2TC38-FXB 1 38" 1" 67" 357" Straight X2CRT (2) X2CRT (2)
YAV2C2NT38-FXB 1 #2 AWG 38" 1" 48" 357" Straight
YAV2C2N-FXB 1 12" 1-34" | 77" 476" Straight
YAVIC2TC14-FXB 1 175004 - 295124 1/4 : 5/8 : .75 : 3.17 : Slra!ght WICVT 2 WICVT 2
YAV1C2TC14E2-FXB 1 1/ 3 75 3.30 Straight .
# WELD i a i i O WiCRT1(2) | WICRH1 (@) | UICRT1 () | Green | 11 | 196
YAV1C2TC38-FXB 1 41 AWG 3 1 75 3.74 Straight YICRTA (2 YICRT1 (2
YAV1C2N-FXB 1 12" 134" | 77" 49" Straight @ @
YAV252TC14-FXB 1 275/24 - 14" 58" 83" 321" Straight | W25RT (4) W25RT (4)
YAV252TC14E2-FXB 1 14" 34" 83" 334" | Straight W25VT (4) W25VT (4) U25RT (2) Pink 12 1-9/16"
YAV252TC38-FXB 1 1/0 WELD - 38" 1" 83" 378" | Straight X25RT (4) X25RT (4)

Consult cable manufacturers for stress relief instructions.

4 For applications greater than 2000 Volts consult cable manufacturer for voltage stress relief instructions.

* Use P-UADP-1 adaptor with "U" -dies in Y46 HYPRESS™.

** P-RT die sets for use in Y46 HYPRESS™ only, P-UADP-1 adapter not required.

A See tooling section of this catalog for complete tool and die listings. Use ONLY color-coded die recommendations for “-FX” connecotrs.
Consult shielded cable manufactures for stress relief instructions.
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BURNDY

Compression

TWO HOLE HYLUG™

FLEX CONDUCTOR

LONG BARREL
'—/— 45°
BELLED END | : : -
(CONTINUED) Fig. 1 Fig. 2 Fig. 3
Conductor Installation Tooling
Mechanical Hydraulic WIRE

Stud Hole | Stud Hole | Tongue Tongue BCT500 | Y750-2/Y46C* | COLOR DIE STRIP
Catalog Number Fig # AWG M Size Spacing | Width L Angle MD7-34R Y500CT BAT-750C CODE | INDEX | LENGTH
YAV252N-FXB 1 1/0 AWG 1”" 1-34" | 83" | 496" | Staight
YAV262TC14-FXB 1 14" 58" 93" | 340" | Straight
YAV262TC14E2-FXB 1 325/24 14" 34" 8" 352" | Straight W26VT (4) W26VT (4)
YAV262TC38-FXB 1 2/0 WELD 38" 1" 93" | 396" | Straight W26RT (4) W26RT (4) U26RT (2) Black 13 1-13/16"
YAV262NTC38-FXB 1 2/0 AWG 38" 134" | 93" | 471" | Straight X26RT (4) X26RT (4)
YAV262N-FXB 1 1”" 134" | 93" | 515" | Straight
YAV272TC14E2-FXB 1 450124 14" 34" 102" | 358" | Straight W27RT (4) W27RT (4)
YAV272TC38-FXB 1 3/0 WELD 38" 1" 1.02" | 401" | Straight W27VT (4) W27VT (4) U27RT (2) Orange 14 1-13/16 "
YAV272N-FXB 1 30 AWG 1”" 134" 11.02" | 520" | Straight X27RT (4) X27RT (4)
YAV282TC14E2-FXB 1 14" 34" [114" | 376" | Straight
YAV282NT38-FXB 1 38" 1" 75" | 420" | Straight
YAV282TC38-FXB 1 550124 420" | Straight | W28vT (4) W28VT (4)
YAV282TC38-FXB-45 2 4/0 WELD 38" 1" 114" | 392" [45Degree | W28RT (4) W28RT (4) U28RT (2) Purple 15 1-7/8"
YAV282TC38-FXB-90 3 410 AWG 2.39" | 90 Degree X28RT (6) X28RT (6)
YAV282NTC38-FXB 1 38" 1-3/4" (114" | 420" | Straight
YAV282N-FXB 1 1”" 134" | 114" | 539" | Straight
YAV292TC14E2-FXB 1 550/24 14" 34" | 114" | 376" | Straight
YAV292NT38-FXB 1 38" 1" 75" 420" | Straight
YAV292TC38-FXB 1 420" | Straight
YAV292TC38-FXB-45 2 4/0 WELD 38" 1" 114" | 392" | 45 Degree WaaVT (4 W29VT (4)
YAV292TC38-FXB-90 3 2.39" | 90 Degree X29RT (6 W29RT (4) U29RT (2) Yellow 16 1-7/8"
YAV292NTC38-FXB 1 38" 134" 114" | 420" | Straight X29RT (6)
YAV292N-FXB 1 1”" 1-3/4" [ 114" | 539" | Straight
YA302TC38-FXB 1| 250 FLEX- CLASS G259 STR 38" 1" 120" | 461" | Straight
YA302N-FXB 1 CLASS H 427 STR 1”" 134" 120" | 580" | Straight
YA312TC38-FXB 1 250 FLEX 38" 1" 129" | 466" | Straight W30RT (4 . .
YA312N-FXB 1 [637/24 CLASS |, K, M 10" 134" [1.29" | 585" | Straight WV W3OVT E4; USORT (¢) | Whie 7 214
YA322TC38-FXB 1 775124 38" 1" 140" | 485" | Straight W31RT (4) .
YA322N-FXB 1 313.1 kemil 1”" 1-3/4" [140" | 6.04" | Straight WSIVT ) W31VT (4) USTRT {4 Red 8 21l
YA342TC14E2-FXB 1 925/24 14" 34" | 155" | 466" | Straight
YA342TC38-FXB 1 373.7 kemil 38" 1" 1.55" | 510" | Straight WaVT (4)
YA342N-FXB 1 (350 KCMIL NOM.) 6.29" | Straight W32VT (4) WS2RT (4) U32RT (4) Blue 19 2-9/16"
YA342N-FXB-45 2 1n”" 1-3/4" | 155" | 593" | 45 Degree
YA342N-FXB-90 3 3.73" [ 90 Degree
YA382TC38-FXB 1 6.01" | Straight
YA382TC38-FXB-45 2 38" 1" 184" | 546" |45 Degree
YA382TC38-FXB-90 3 2.86" | 90 Degree
YA382N-FXB 1 1325/24 701" | Straight
YA382N-FXB-45 2| 535.3kemil (S00KCMIL NOM, 1n”" 1-3/4" | 184" | 646" | 45 Degree UBBXRT (4) Pink 199 3-3/16"
YA382N-FXB-90 3 3.84" [ 90 Degree
YA382-FXBG2 1 38" 2" 1.84" | 6.82" | Straight
YA382-FXBG3 1 1°’" 1-7/8" [184" | 626" | Straight
YA402N-FXB 1160024 646 kemil 1”" 134" 1198" | 7.22"| Straight U39RT (4) Black 24 3516
YA442TC38-FXB 1 1925/24 38" 1" 219" | 644" | Straight .
YAd42N-FXB 1| 77 kol OKCMIL N, 2" | 134" 219" | 744" | Shaight UAXRT(4) | Yelow | LTS | 376"
YA462N-FXB 1 2750124 1”" 134" 269" | 791" | Staight P45RT (4) Yellow 29 3-1116"

1111 kemil (1000KCMIL NOM,) i

Consult cable manufacturers for stress relief instructions.
@ For applications greater than 2000 Volts consult cable manufacturer for voltage stress relief instructions.

* Use P-UADP-1 adaptor with "U" -dies in Y46 HYPRESS™.

** P-RT die sets for use in Y46 HYPRESS™ only, P-UADP-1 adapter not required.
A See tooling section of this catalog for complete tool and die listings. Use ONLY color-coded die recommendations for “-FX” connecotrs.
Consult shielded cable manufactures for stress relief instructions.
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Compression
TWO HOLE HYLUG™ ,
DIE AND COLOR @\ _ BEVELED
F L EX CO N D U CTO R CODE INFORMATION ENTRY
LONG BARREL WITH
INSPECTION
INSPECTION WINDOW WINDOW S
; CRIMPS
TYPE YAZ-FX
ELECTRO-TIN _
UL LISTED 90°C, PLATED ACCOMMODATION
600 VOLT TO 35 KV &
i—/— 45°
L L
Fig. 1 Fig. 2 Fig. 3
Conductor Installation Tooling
Mechanical Hydraulic WIRE
Stud Hole | Stud Hole | Tongue Tongue BCT500 | Y750-2/Y46C*| COLOR DIE STRIP
Catalog Number Fig# | AWG | Mm Size Spacing | Width L Angle MD7-34R Y500CT BAT-750C | CODE | INDEX| LENGTH
YAZBC2TC10FX 1 220" Straight
YAZBC2TC10FX45 2 #10 5/8" 4" 209" | 45Degree
YAZ8C2TC10FX90 3 137" 90 Degree
YAZBC2TC10E2FX 1 233" Straight
YAZBC2TC10E2FX45 2 #10 3/4" 4" 222" | 45Degree
YAZ8C2TC10E2FX90 3 37/24 1.50" 90 Degree
YAZBC2TC14E1FX 1 2.70" Straight W8CVT (2) W8CVT (2)
YAZBC2TC14E1FX45 2 | #8WELD | - 114 1" 44 260" | 45Degree | WSCRT (2) WBCRT (2) | UBCRT (2) Red 49 1"
YAZ8C2TC14E1FX90 3 187" 90 Degree |  X8CRT (2) X8CRT (2)
YAZBC2TC14FX 1 | #3AWG 232" Straight
YAZBC2TC14FX45 2 114 5/8" 44 220" | 45Degree
YAZ8C2TC14FX90 3 1! 90 Degree
YAZBC2TC14E2FX 1 245" Straight
YAZBC2TC14E2FX45 2 114" 3/4" 44 233" | 45Degree
YAZBC2TC14E2FX90 3 162" 90 Degree
YAZBC2TC38FX 1 2.89" Straight
YAZBC2TC38FX45 2 38" 1" 58" 272" | 45Degree
YAZBC2TC38FX90 3 205" 90 Degree
YAZV6C2TC10E2FX 1 264" Straight
YAZVBC2TC10E2FX45 2 #10 3/4" 48" 248" | 45Degree
YAZV6C2TC10E2FX90 3 1.51" 90 Degree
YAZVBC2TC14FX 1 2.65' Straight
YAZVBC2TC14FX45 2 114" 5/8" 48" 245" | 45 Degree
YAZV6C2TC14FX90 3 61/24 1.51" 90 Degree | W5CVT (2) W5CVT (2)
YAZVBC2TC14E2FX 1 278" Straight W5CRT (2) W5CRT (2) | USCRT (2) Blue 7 1-3/16"
YAZVBC2TC14E2FX45 2 | 46WELD | - 114" 3/4" 48" 258" | 45Degree | X5CRT(2) X5CRT (2)
YAZV6C2TC14E2FX90 3 1.63" 90 Degree
YAZVBC2TC14E1FX 1 | #6AWG 3.03" Straight
YAZVBC2TC14E1FX45 2 114 1" 48" 283" | 45Degree
YAZV6C2TC14E1FX90 3 1.88" 90 Degree
YAZV6C2TC38FX 1 322 Straight
YAZVBC2TC38FX45 2 38" 1" 58" 297" | 45Degree
YAZV6C2TC38FX90 3 2.06" 90 Degree

* Use P-UADP-1 adaptor with "U" -dies in Y46 HYPRESS™.

A See tooling section of this catalog for complete tool and die listings. Use ONLY color-coded die recommendations for “-FX” connecotrs.
For nest/indentor system contact factory.

@ For applications greater than 2000 Volts consult cable manufacturer for voltage stress relief instructions.
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Compression

TWO HOLE HYLUG™
FLEX CONDUCTOR

90°
LONG BARREL WITH I_/— oo
INSPECTION WINDOW - L— .
(CONTINUED) Fig. 1 Fig. 2 Fig. 3
Conductor Installation Tooling
Mechanical Hydraulic WIRE
Stud Hole | Stud Hole | Tongue Tongue BCT500 | Y750-2/Y46C*| COLOR DIE STRIP
Catalog Number Fig# | AWG | MW Size Spacing | Width L Angle MD7-34R Y500CT BAT-750C | CODE | INDEX| LENGTH
YAZV6C2TC38E2FX 1 297" Straight
YAZV6C2TC3BE2FX-45 | 2 61/24 38" 34" 58" 272" 45 Degree
YAZV6C2TC3BE2FX-90 | 3 | #6WELD | - 181" 90 Degree | W5CVT (2) W5CVT (2)
YAZV6C2TC3BEBFX 1| #6AWG 3.09" Straight WSCRT (2) W5CRT (2) | USCRT(2) Blue 7 1-3/16"
YAZV6C2TC3BEBFX-45 | 2 38 8 58" 2.85" 45Degree | X5CRT (2) X5CRT (2)
YAZV6C2TC38E6FX-90 | 3 1.94' 90 Degree
YAZV4C2TC38E2-FX 1 314" Straight
YAZVAC2TC3BE2-FX-45 | 2 38" 34" 58" 2.88" 45 Degree
YAZVAC2TC38E2-FX-90 | 3 1.86" 90 Degree
YAZV4C2TC38FX 1 3.39" Straight
YAZV4C2TC38FX45 2 |91/24-10524 38" 1 58" 313 45 Degree
YAZV4C2TC38FX90 3 211" 90 Degree | W4CVT (2) WACVT (2)
YAZV4C2TC14FX 1 | #4WELD | - 2.83" Straight WA4CRT (2) W4CRT (2) | U4CRT(2) Gray 8 1-5/16"
YAZV4C2TC14FX45 2 114" 5/8" 55" 259" 45Degree | X4CRT () X4CRT (2)
YAZVAC2TC14FX90 3 | #4AWG 1.55" 90 Degree
YAZV4C2TC14E2FX 1 2.95" Straight
YAZV4C2TC14E2FX45 2 114" 34" 55" 272" 45 Degree
YAZV4C2TC14E2FX90 3 1.68" 90 Degree
YAZV2C2TC14FX 1 3.01" Straight
YAZV2C2TC14FX45 2 114" 5/8" 68" 2.75" 45 Degree
YAZV2C2TC14FX90 3 1.60" 90 Degree
YAZV2C2TC14E2FX 1 [125024-150124 313" Straight
YAZV2C2TC14E2FX45 2 114" 34" 68" 287" 45Degree | W2CVT (2) W2CVT (2)
YAZV2C2TC14E2FX90 3 | #2WELD 173" 90 Degree | W2CRT (2) W2CRT(2) | U2CRT(2) | Brown 10 1-7/16"
YAZV2C2TC38FX 1 - 357" Straight X2CRT (2) X2CRT (2)
YAZV2C2TC38FX45 2 | #2AWG 38" 1 68" 331" 45 Degree
YAZV2C2TC38FX90 3 2.16" 90 Degree
YAZV2C2NTCFX 1 476" Straight
YAZV2C2NTCFX45 2 12" 1-3/4" 83" 450" 45 Degree
YAZV2C2NTCFX90 3 3.35" 90 Degree
YAZV1C2TC14FX 1 3.04' Straight
YAZV1C2TC14FX45 2 114" 5/8" 75" 281" 45 Degree
YAZV1C2TC14FX90 3 1.64' 90 Degree
YAZV1C2TC14E1FX 1 34" Straight
YAZV1C2TC14E1FX45 2 114" K 75" 318" 45 Degree
YAZV1C2TC14E1FX90 3 201" 90 Degree
YAZV1C2TC14E2FX 1 |175024-225024 3.16" Straight
YAZV1C2TC14E2FX45 2 114" 34" 75" 293" 45Degree | WICVT (2) WICVT 2)
YAZV1C2TC14E2FX90 3 |#IWELD | - 1.76" 90 Degree | WICRT-1(2) | WICRT1(2) | UICRT1 (2) | Green 1 1-7/16"
YAZV1C2TC38FX 1 3.60" Straight | XICRT-1(2) | XICRT1(2)
YAZV1C2TC38FX45 2 | #1AWG 38" 1 75" 3.37" 45 Degree
YAZV1C2TC38FX90 3 2.20" 90 Degree
YAZV1C2TC516E6FX 1 3.35" Straight
YAZV1C2TCH16E6FX-45 | 2 5/16" 8 75" 312" 45 Degree
YAZV1C2TC516E6FX-90 | 3 1.95" 90 Degree
YAZV1C2TC516FX 1 347" Straight
YAZV1C2TC516FX45 2 5/16" 1 75" 324" 45 Degree
YAZV1C2TC516FX90 3 2.08" 90 Degree

* Use P-UADP-1 adaptor with "U" -dies in Y46 HYPRESS™.

A See tooling section of this catalog for complete tool and die listings. Use ONLY color-coded die recommendations for “FX” connecotrs.
For nest/indentor system contact factory.

@ For applications greater than 2000 Volts consult cable manufacturer for voltage stress relief instructions.
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Compression
TWO HOLE HYLUG™
LONG BARREL WITH
] 350 _J
INSPECTION WINDOW — ] L
(CONTINUED) Fig. 1 Fig. 2 Fig. 3
Conductor Installation Tooling
Mechanical Hydraulic WIRE
Stud Hole | Stud Hole | Tongue Tongue BCT500 | Y750-2/Y46C*| COLOR DIE STRIP

Catalog Number Fig#| AWG M Size Spacing | Width L Angle MD7-34R Y500CT BAT-750C CODE | INDEX| LENGTH

YAZV252TC14FX 1 320" Straight

YAZ\V252TC14FX45 2 114" 5/8" 83 292" | 45Degree

YAZ\V252TC14FX90 3 1.66" 90 Degree

YAZV252TC14E2FX 1 275124 332" Straight

YAZ\V252TC14E2FX45 2 114" 34" 83 3.04" | 45Degree

YAZV252TC14E2FX90 3 |1OWELD| - 179" 90 Degree | W25VT (4) W25VT (4) U25RT (2) Pink 12 1-9116"

YAZV252TC38FX 1 376" Straight W25RT (4) W25RT (4)

YAZ\252TC38FX45 2 | 10AWG 38" 1" 83 348" | 45Degree | X25RT (4) X25RT (4)

YAZ\V252TC38FX90 3 228" 90 Degree

YAZV252NTCFX 1 495" Straight

YAZV252NTCFX45 2 12" 1-3/4" 83 467" | 45Degree

YAZV252NTCFX90 3 341" 90 Degree

YAZV262TC14FX 1 320" Straight

YAZ\262TC14FX45 2 114" 5/8" 93 292" | 45Degree

YAZ\V262TC14FX90 3 1.66" 90 Degree

YAZV262TC14E2FX 1 332" Straight

YAZ\V262TC14E2FX45 2 325/24 114" 34" 93 3.05" | 45Degree

YAZV262TC14E2FX90 | 3 179" | 90Degree | W26VT (4) W26VT (4) | U2RT(2) | Black 13 1-9/16"

YAZV262TC38FX 1 |20WELD| - 376" Straight W26RT (4) W26RT (4)

YAZ\262TC38FX45 2 38" 1" 93 348" | 45Degree | X26RT (4) X26RT (4)

YAZ\V262TC38FX90 3 | 20AWG 2.28' 90 Degree

YAZV262NTCFX 1 495" Straight

YAZV262NTCFX45 2 12" 1-3/4" 93 467" | 45Degree

YAZV262NTCFX90 3 341" 90 Degree

YAZV272TC14E2FX 1 3.36" Straight

YAZV272TC14E2FX-45 | 2 45004 114" 34" 103" | 3.08" | 45Degree

YAZV2T2TCUEDRXS0 | 8 | ,e o 182 | 90Degree | W2rVT(4) W27VT (4)

YAZV272TC38FX 1 30 AWG 380" Straight W27RT (4) W27RT (4) U27RT(2) | Orange 14 1-9116"

YAZ\V272TC38FX45 2 38" 1" 103" | 352" | 45Degree | X27RT (4) X27RT (4)

YAZ\V272TC38FX90 3 225" 90 Degree

YAZV282TC14E2FX 1 352" Straight

YAZ\282TC14E2FX45 2 114" 34" 144" | 323" | 45Degree

YAZ\V282TC14E2FX90 3 1.86" 90 Degree

YAZV282NT38FX 1 550124 396" Straight

YAZV282NT38FX-45 2 38" 1" 94 367" | 45Degree | W28VT(4) W28VT (4)

YAZ\282NT38FX-90 3 |40WELD| - 230" 90 Degree | W28RT (4) W28RT (4) U28RT(2) | Purple 15 1-1116"

YAZV282TC38FX 1 396" Straight X28RT (6) X28RT (6)

YAZ\282TC38FX45 2 | 40AWG 38" 1" 114" | 367" | 45Degree

YAZ\/282TC38FX90 3 2.30" 90 Degree

YAZV282NTCFX 1 493" Straight

YAZV282NTCFX45 2 12" 1-3/4" 144" | 464" | 45Degree

YAZV282NTCFX90 3 321 90 Degree

YAZV292NT516FX 1 550124 462" Straight WoaVT (4 W29RT (4)

YAZV292NT516FX-45 2 5/16" 1-3/4" 120" | 435" | 45Degree X29RT (8) W29VT (4) U29RT (2) | Yellow 16 1-11/16"

YAZV292NT516FX-90 3 |40OWELD| - 296" 90 Degree X29RT (8)

* Use P-UADP-1 adaptor with "U" -dies in Y46 HYPRESS™.

A See tooling section of this catalog for complete tool and die listings. Use ONLY color-coded die recommendations for “-FX” connecotrs.
For nest/indentor system contact factory.

@ For applications greater than 2000 Volts consult cable manufacturer for voltage stress relief instructions.
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BURNDY

Compression

TWO HOLE HYLUG™

FLEX CONDUCTOR

90°
LONG BARREL WITH ] <
INSPECTION WINDOW . ' y
(CONTINUED) Fig. Fig. 2 Fig. 3
Conductor Installation Tooling
Mechanical Hydraulic WIRE
Stud Hole | Stud Hole | Tongue Tongue BCT500 | Y750-2/Y46C*| COLOR DIE STRIP
Catalog Number Fig# | AWG MW Size Spacing | Width L Angle MD7-34R Y500CT BAT-750C CODE | INDEX| LENGTH
YAZ302TC38FX 1| 250 FLEX 442" Straight WoavT (4 W29RT (4)
YAZ302TC38FX-45 2 [CLASSG259STR. 38" 1" 120" | 405 45 Degree X29RT () W29VT (4) U29RT (2) | YELLOW | 16 2-116"
YAZ302TC38FX-90 3 |CLASSH4ar STR, 237" 90 Degree X29RT (8)
YAZ312TC38FX 1 445" Straight
YAZ312TC38FX45 2 | 250 FLEX 38" 1" 128" | 410' 45 Degree
YAZ312TC38FX90 3 637/24 241" 90 Degree | WB30VT (4) W30VT (4) U30RT (4) White 17 2-1116"
YAZ312TC14E2FX 1 |CLASSI KM 4.02' Straight W30RT (4)
YAZ312TC14E2FX-45 2 114" 34" 129" | 366" 45 Degree
YAZ312TC14E2FX-90 3 1.97" 90 Degree
YAZ322TC38FX 1 775/24 462" Straight WSIVT (4
YAZ322TC38FX45 2 38" 1" 155" | 425" 45Degree | W31VT (4) WSHRT (4 USIRT (4) Red 18 2-3/16"
YAZ322TC38FX90 3 |313.1 kemil 246" 90 Degree
YAZ342TC14E2FX 1 442" Straight
YAZ342TC14E2FX-45 2 114" 34" 155" | 4.06" 45 Degree
YAZ342TC14E2FX-90 3 2.10" 90 Degree
YAZ342NT38FX 1 |373.3 kemil 4.85' Straight
YAZ342NT38FX-45 2 38" 1" 96" 450" 45 Degree
YAZ342NT38FX-90 3 | 92524 254" | 90Degree | W32VT(4) W32VT (4) | U32RT (4) Blue 19 | 2516
YAZ342TC38FX 1 4.85' Straight W32RT (4)
YAZ342TC38FX45 2 |(350CM NOM) 38" 1" 155" | 450" 45 Degree
YAZ342TC38FX90 3 2.54' 90 Degree
YAZ342NTCFX 1 6.04' Straight
YAZ342NTCFX45 2 17 1-3/4" 155" | 569" 45 Degree
YAZ342NTCFX90 3 373" 90 Degree
YAZ362TC38FX 1 1100/24 555" Straight
YAZ362TC38FX45 2 38" 1" 172" | 514 45 Degree U34RT (4) Brown 20 2-3/4"
YAZ362TC38FX90 3 | 4444 kemil 281" 90 Degree
YAZ382NT38FX 1 572" Straight
YAZ382NT38FX-45 2 38" 1" 163" | 526" 45 Degree
YAZ382NT38FX-90 3 2.84" 90 Degree
YAZ382TC38FX 1 572" Straight
YAZ382TC38FX45 2 38" 1" 181" | 526" 45 Degree U3BXRT (4) Pink L9 2-7/8"
YAZ382TC38FX90 3 [535.3 kemil 2.84" 90 Degree
YAZ382NNTFX 1 6.72" Straight
YAZ382NNTFX-45 2 | 1325024 1 1-3/4" 163" | 626" 45 Degree
YAZ382NNTFX-90 3 3.84" 90 Degree
YAZ382NTCFX 1| (300 MCM NOM) 6.72" Straight
YAZ382NTCFX45 2 1 1-3/4" 181" | 626" 45 Degree
YAZ382NTCFX90 3 3.84" 90 Degree

* Use P-UADP-1 adaptor with
A See tooling section of this catalog for complete tool and die listings. Use ONLY color-coded die recommendations for “-FX” connecotrs.

For nest/indentor system contact factory.

@ For applications greater than 2000 Volts consult cable manufacturer for voltage stress relief instructions.

"U" -dies in Y46 HYPRESS™.




BURNDY

Compression
FOUR HOLE
HYLUG™
CODE CONDUCTOR
90°
" :
TYPE YA | - - 45 L_—|
Fig. 1 Fig. 2 Fig. 3
YAB-4N
Conductor Installation Tooling
Hydraulic
Mechanical (Y35, Y39, Y750, Y46) Wire
Catalog Stud Hole Stud Hole Tongue | Tongue * Color | Die Strip
Number Fig.#| AWG |MM Size Spacing Width Angle MD7|OURS840| ** Code |Index | Length
YA444N 1 12 Four Hole NEMA 3 Straight - - P44RT | White 27 [ 1-15/16in.
YA444N-45 | 2 | 1000 kemil | - 12 Four Hole NEMA 3 45 Degree - - P44RT | White 27 [ 1-15/16in.
YA444N-90 | 3 12 Four Hole NEMA 3 90 Degree - - P44RT | White 27 [ 1-15/16in.
YA-454N 1 12 Four Hole NEMA 3 Straight - - P45RT | Yellow 29 2-1161in.
YA-454N-45| 2 | 1250 kemil | - 12 Four Hole NEMA 3 45 Degree - - P45RT | Yellow 29 2-1161in.
YA-454N-90| 3 12 Four Hole NEMA 3 90 Degree - - P45RT | Yellow 29 2-1161in.
YA464N 1 12 Four Hole NEMA 3 Straight - - P46RT | Green 31 3-5/16in.
YA464N-45 2 | 1500 kemil | - 12 Four Hole NEMA 3 45 Degree - - P46RT | Green 31 3-5/16in.
YA464N-90 3 12 Four Hole NEMA 3 90 Degree - - P46RT | Green 31 3-5/16in.
YA47N 1 12 Four Hole NEMA 3.10 Straight - - 'L47RT | Gray 33 3-1/2in.
YA47N-45 2 [ 1750 kemil | - 12 Four Hole NEMA 3.107 45 Degree - - 'L47RT | Gray 33 3-1/2in.
YA47N-90 3 12 Four Hole NEMA 3.10 90 Degree - - 'L47RT | Gray 33 3-1/2in.
YA484N 1 12 Four Hole NEMA 3.06” Straight - - L48RT | Brown 34 3-1/2in.
YA484N-45 | 2 | 2000 kemil | - 12 Four Hole NEMA 3.06 45 Degree - - L48RT | Brown 34 3-1/2in.
YA484N-90 | 3 12 Four Hole NEMA 3.06” 90 Degree - - L48RT | Brown 34 3-1/2in.
YA4864N 1 12 Four Hole NEMA 3.46" Straight - - L486RT - - 4-3/4 in.
YA4864N-45| 2 | 2500 kemil | - 12 Four Hole NEMA 3.46" Straight - - L486RT - - 4-3/4 in.
YA4864N-90| 3 12 Four Hole NEMA 3.46" Straight - - L486RT - - 4-3/4 in.
YAB344N 1 500 kemil | - 12 Four Hole NEMA 3.00” Straight - - U3BRT | Green 22 2-1/21in.
YAB444N 1| 1000 kemil | - 12 Four Hole NEMA 3.03 Straight - - P44RT | White 27 3-1/16in.
YAB464N 1| 1500 kemil | - 12 Four Hole NEMA 3.00” Straight - - P46RT | Green 31 3-1/4in.

Available undrilled. Add suffix “U” to catalog number. (Example YA444NU).

* Use P-UADP-1 adaptor with "U" dies in Y46 HYPRESS™.

** “P” dies for use with Y46 HYPRESS™ only. P-UADP-1 adapter not required.

For applications greater than 2000 Volts, consult cable manufacturer for voltage stress relief instructions.
1 Requires Y6OBHU HYPRESS™
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Compression

TYPE YAD-M-E

Features and Benefits

¢ Terminals utilize a brazed seam

HYLUG™ O Provides excellent high conductivity
connections
¢ Electro-tin plated
NON-INSULATED ¢ Provides durable long lasting
corrosion resistance
BRAZED BARREL * Vibration resistance and tensile strength
COPPER TERMINALS O Well within the limits of commercial
specificaztions
Type YAD-M-E is UL listed for code and flex
stranded copper conductor AWG and kcmil
sizes when crimped with Burndy nest and
indentor dies. Used for the termination of
power cables in commercial and industrial
applications.
STUD TOOLING
SIZE WIRE
CATALOG WIRE B c L |oD.| T \% DIE NO. OF | STRIP
NUMBER RANGE INCH [+.04 | +.04 |+.06 | +.02 | +.01 [ +.01 [INDEX | TYPE** |PART NO | MECHANICAL*| HYDRAULICt+ | CRIMPS | LENGTH
YADSCMA4ES #8 | .31 40 |83 | 26 | .04 | .63
YADS8CMS5E10 #10 | .31 40 |83 | 26 | .04 | .63
8 AWG STR.
CU CODE & Y2MR Y35, Y39,
YADSCM6E14 oD 1/4 | .31 43 | .89 | 26 | .04 | .67 2001 | é\l:NSTTOR ¢’2‘§8F.%Ds e o o ; e
YADSCM8E516| 6-10mm? 5/16 | .31 55 |1.06 | 26 | .04 | .79 GROOVE Y45, BAT35,
CLS.2CU BAT750
YADSCM10E38 3/8 | .31 71 |1.18| 26 | .04 | .83
YADSCM12E12 12 | .31 87 |1.34| 26 | .04 | .91
YAD6CMSE10 #10 | .40 | 43 |1.00| .32 | .05 |.79
YAD6CM6E14 | 6AWGSTR. | 1/4 | 40 | .43 |[1.00| .32 | .05 |.79
CU CODE & NEST UV6CD YamR J73556 \@%
YAD6CMS8E516 FLEX 5/16 | .40 55 [1.14 | .32 | .05 | .87 | 2002 BLUE ; J 1 7/16"
e INDENTOR | Y29PQS GROOVE Y4§A_I?»7A;':5,
YAD6CM10E38| CLS.2CU |38 | .40 | .71 [1.30| .32 | .05 | .95
YAD6CM12E12 1/2 .40 .87 [1.46 | .32 .05 | 1.02
YAD4CMS5E10 #10 | .43 | 47 | .47 | 41| .06 |.98
YAD4CM6E14 1/4 | 43 | 47 [.47 | 41| .06 |.98
4 AWG STR. Y35, Y39
YAD4CM8E516| CU CODE & | 5/16 | .43 .63 | .63 41 .06 | .98 NEST uv2eD Y750, Y46, .
FLEX 2003 | \\NDENTOR | Y29PQs NA Y45, BAT35 ! ks
YAD4CM10E38| 16-25mm2 | 3/8 | .43 | .71 |.71 41 | 06 |1.02 BAT750
CLS.2CU
YAD4CM12E12 1/2 .43 .87 .87 41 .06 | 1.22
YAD4CM16E58 5/8 | .43 | 110 |1.10| .41 | .06 | 1.38
YAD2CM6E14 1/4 | .47 | 59 [1.32| .48 | .06 |1.02
YAD2CMSE516 | 2AWG STR. | 5/16 | .47 | .63 |1.34 | .48 | .06 | 1.02 v35. Y39
CU CODE & , Y39,
NEST uvacD Y750, Y46, .
YAD2CM10E38 FLEX 3/8 | .47 | .71 |142| 48 | .06 |1.06 | 2004 ||\ Seon | voopas N/A Y45, BATSS, 1 17/32
25-35mm?2 BAT750
YAD2CM12E12| CLS.2CU 1/2 47 .87 |1.65| .48 .06 | 1.22
YAD2CM16E58 5/8 |.47 | 1.10 |1.97 | .48 | .06 |1.42
YAD25M6E14 1/4 | 63 | .71 [1.69| 57 | .07 |1.34
YAD25M8E516 |1/0 AWG STR.| 5/16 | 63 | .71 |1.69 | .57 | .07 |1.34
CU CODE & Y35, Y39
NEST UV26CD » Y39, .
YAD25M10E38 FLEX 3/8 | .63 | .71 |1.69 | 57 | .07 |1.34| 2005 ||\ neNTOR | v2oPQes N/A Y750, Y46, 1 3/
35-50mm2 Y45, BAT35,
YAD25M12E12 | CLS.2CU | 1/2 | .63 | .87 [1.85| .57 | .07 | 1.42 BAT750
YAD25M16E58 5/8 | .63 | 110|213 | 57 | .07 | 157
NOTES:

* Permanent die in tooling.
** Y35P1 adapter required for all Y29PQ. indentors.

1 PUADP-1 adapter required for Y46 when using nest and indentors.

1 PT6515 adapter required when using Y45.
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Compression

TYPE YAD-M-E
(CONTINUED)

7

@yl
e RN
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Sy
[
CLEARANCE HOLE
FOR STUD SIZE Y

T4 |
STUD TOOLING
SIZE WIRE
CATALOG WIRE B c L |ob.| T |Y | DE NO. OF | STRIP
NUMBER RANGE |INCH |+.04 | +.04 | +.06 | +.02| +.01 [+.01 [INDEX| TYPE* |PART NO | MECHANICAL*| HYDRAULICt+ | CRIMPS |LENGTH
YAD26M6E14 14 |71 | 87 | 1.93| 67 | .08 [1.50
YAD26M8E516 | 2/0 AWG STR. | 5/16 | .71 | .87 | 1.93| .67 | .08 [1.50
CU CODE & Y35, Y39, Y750,
YAD26M10E38 FLEX 3/8 | .71 | .87 | 1.93| .67 | .08 [1.50 | 2005 NEST uv27Ds N/A Y48, Y45, 1 13/16"
50-70mm? INDENTOR | Y29PQ6S BAT35, BAT750
YAD26M12E12 | CLS.2cU |12 |.71 | .87 |1.93| .67 | .08 |1.50
YAD26M16E58 58 |.71 | 110 | 2.20| .67 | .08 |1.65
YAD27M8E516 516 | .79 | 95 |[213| .79 | .10 |1.65
3/0 AWG STR.
YAD27M10E38 | CU CODE & | 3/8 79 | 95 | 213 .79 | .10 |1.65 s o Y35, Y39, Y750,
FLEX 2006 INI;IIEN'ITOR Y2U3P E;s N/A Y46, Y45, 1 7/8"
YAD27M12E12 | 70-95mm? 1/2 79 | 95 [ 213 .79 | .10 |1.65 9PQ BAT35, BAT750
CLS.2¢cU
YAD27M16ES58 58 |.79 | 1.10 | 2.23| .79 | .10 |1.73
YAD28MBE516 5116 | .87 | .95 |2.20| .89 | .12 |1.73
4 AWG STR.
YAD28M10E38 | cycODE & | 3/8 | .87 | 95 |220| 89 | .12 [1.73 NEST U32D Y35, Y39, Y750,
2007 N/A Y46, Y45, 1 1"
FLEX INDENTOR | Y29PQ7S
YAD28M12E12 | g5.100mme | 1/2 | .87 | 95 |220| 89 | 12 [1.73 BAT35, BAT750
cLs.2cu
YAD28M16E58 5/8 | .87 | 1.10 | 2.44| .89 | .12 |1.89
YAD30M10E38 | 250-300 kemil | 3/8 | .95 | 1.18 | 256 | 1.00| .13 |1.97
CODE & FLEX
NEST | U34DGE1 Y35, Y750, Y48, .
YAD30M12E12 1(2335153832 12 | 95 | 1.18 | 256 | 1.00| .13 |1.97 | 2008 INDENTOR | Y29PQ7S N/A Y45, BAT750 1 1-1/8
YAD30M16E58 ' 5/8 | .95 | 1.18 | 256 | 1.00| .13 [1.97
YAD31M10E38 3/8 | .95 | 1.18 | 256 | 1.00| .13 [1.97
300850 ko NEST |U34DGE1 Y35, Y750, Y46
CODE & FLEX 5, Y750, Y46, i
YAD3IM12E12 B2 &L 12 | .95 | 1.18 | 256 | 1.00| 13 |1.97 [ 2009 |, ool | oS0 oo N/A Y45, BAT750 1 1-1/4
vaD31M16E58 | CLS-2CU | 58 | 95 | 1.18 | 256 | 1.00| .13 |1.97
YAD33M10E38 3/8 |1.26 | 1.50 | 2.95| 1.24| .16 [2.20
400-450 kemil NEST Us7ED Va5, v750. v
CODE & FLEX 37 35, Y750, Y46, g
YAD33M12E12 (B0 ¢ 12 [1.26 | 150 | 2.95|1.24| 16 |2.20 | 2010 | oo |\ oo e N/A Y45, BAT750 1 1-3/8
YAD33M16E58 | CLS-2CU | 558 [1.26 | 1.50 | 295| 1.24| 16 |2.20
YAD36M10E38 | 38 [1.38 | 1.97 | 370 | 1.44| .18 |2.72
500-600 kemil
CODE&FLEX| 12 |1.38 | 1.97 | 3.70 | 1.44| .18 |2.72 NEST P44D /"
YADIEM12E12 |ZO0 0 2011 |\ \DENTOR | PasPR N/A Y46 1 1-1/2
YAD3sM16E58 | CLS-2CU | 58 [1.38 | 1.97 | 3.70| 1.44| .18 [2.72
NOTES:

*

Permanent die in tooling.
** Y35P1 adapter required for all Y29PQ.. indentors.

1 PUADP-1 adapter required for Y46 when using nest and indentors.
1 PT6515 adapter required when using Y45.
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Compression

TYPE YAV :

HYLUG™

NON-INSULATED COPPER
TUBULAR TERMINALS
0.3 - 1000 mm?

Ik
N\
i
i
Lo

Made from electrolytic copper tube, electro

tinned. Range of copper tube formed termi-
nals taking wires from 0.3 - 1000 mm>. Heat
resistant up to +125 °C.

Mechanical tools Hydraulic tools
Catalog Stud Pack Tooling Y29BH Y35BH
Number mm? size | d y b c Ok | Qty. number MRD29 Y29NC Y35 Y644M
YAV18T4 3.0 13.7 [ 4.8 3.1
YAV18T5 3.5 15.5 | 6.1 3.7
YAV18T1 03-1.2 4.0 1.4 155 | 8.0 6.9 43 100 Y10R4BY
YAV18 5.0 15.5 [ 8.0 5.1
YAV025M35 3.5 13.7 | 6.0 3.7
YAV025M4 4.0 15.2 | 8.0 4.3
YAV025M5 1.5-25 50 |23 | 152 |8.0 | 6.9 |53 100 Y10R4BY
YAV025M6 6.0 16.7 |10.4 6.4
YAV14T3 8.0 17.9 [11.1 8.4
YAV04M4 4.0 15.2 [ 6.9 4.3
YAV04M5 25-4 50 |26 152 |76 | 69 |53 100 Y10R4BY
YAV04M6 6.0 16.7 | 9.1 6.4
YAV06M35 3.5 179 | 7.0 3.7
YAV06M4 4.0 19.4 | 8.0 4.3
YAVO6M5 5.0 19.9 |10.0 5.3
YAVO6M6 4-6 6.0 33 20.9 [11.0 9.5 6.4 50 Y10R4BY
YAV06M8 8.0 23.4 |13.0 8.4
YAV10T38 10.0 22.5 |14.2 10.5
YAVO6FM4 4.0 18.1 [ 8.0 4.3
YAVO6FM5 5.0 19.1 | 9.7 5.3
YAVO6FM6 Flex 6 6.0 |38 | 201 |[11.0 | 99 | 6.4 50 Y10R4BY
YAVO6FM8 8.0 221 [13.0 8.4
YAVO6FM10 10.0 241 |14.0 10.5
YAV10M4 4.0 19.4 |10.3 4.3 N N N |
YAV10M5 5.0 20.4 (10.3 5.3 A
YAV10M6 6.0 21.4 |1141 6.4 Y10R4BY O = &) <
YAV10M8 10 80 |*® 234 [143|'%° 84 | °° | mv2ot3gE2 | Z % Sl
YAV10M10 10.0 25.4 [14.3 10.5 © ° | qQ
YAV10M12 12.0 28.4 |118.5 12.3 o
YAV16M5 5.0 229 |12.7 5.3 o % "
YAV16M6 6.0 23.9 (127 6.4 5 & _, 7 8 N 1%}
YAV16M8 16 80 |57 | 259 [15.0 |14.0 | 84 50 | MY2913GE2 2 Q g o g :,; o
YAV16M10 10.0 27.9 [15.0 10.5 Blg | 2| >13]|9 =
YAV16M12 12.0 30.9 |18.5 13.2 o 3
YAV25M5 5.0 24.7 |13.9 5.3 >
YAV25M6 6.0 25.7 |13.9 6.4 <\| a :
YAV25M8 25 80 |72 | 27.7 |159 |15.0 | 84 50 | MY2913GE2 CZ> § g %
YAV25M10 10.0 29.7 |15.9 10.5 2 [a) 5 Q
YAV25M12 12.0 32.7 |18.5 13.2

N = Nest die, | = Indentor




BURNDY

Compression
TYPE YAV ——
HYLUG™ | _‘J
. ]
NON-INSULATED COPPER %
TUBULAR TERMINALS N @ 7
0.3 - 1000 mm? (CONTINUED) \ & i 17
Q 1
Mechanical tools Hydraulic tools
Y29BH Y35BH
Catalog Stud Pack Tooling MRD29 Y29NC Y35
Number mm? size | d y b c Ok | Qty. number N 1 N | N 1 Y644M
YAV35M5 5 27.4 [15.9 5.3
YAV35M6 6 28.4 |15.9 6.4 ) B 9
YAV35M8 35 8 |85 | 304 [15.9 |17.0 | 84 | 50 | MY2913GE2 | = g &
YAV35M10 10 32.4 [15.9 10.5 3 e 3 g
YAV35M12 12 35.4 [19.8 13.2 =
YAV50M5 5 309 [18.2 5.3 a
YAV50M6 6 31.9 [18.2 6.4 be]
YAV50M8 8 33.9 [18.2 8.4 a %
YAV50M10 50 10 |95 | 359 [18.2 [20.0 [10.5 | 50 | MY2913GE2 | = N &
YAV50M12 12 38.9 [19.8 13.2 3 3 @
YAV50M14 14 38.9 [21.5 15.0 > g
YAV50M16 16 419 [22.4 17.0 » 9 R
YAV50FM5 5 30.9 [18.2 5.3 o z T >
YAV50FM6 6 31.9 [19.5 6.4 e | B S| -
YAV50FM8 8 33.9 [19.5 8.4 N g &
YAV50FM10 | Flex 50 10_[10.0 | 35.9 [19.5 [20.0 [10.5 | 50 | MY2913GE2 | & | & £
YAV50FM12 12 38.9 [21.8 13.2 S| ©
YAV50FM14 14 38.9 [21.8 15.0 »
YAV50FM16 16 419 |22.4 17.0 @
YAV70M5 5 32.4 [21.4 5.3 o
YAV70M6 6 33.4 [21.4 6.4 < o
YAV70M8 8 35.4 [21.4 8.4 N » A
YAV70M10 70 10 [11.3 | 37.4 [21.4 [21.0 [105 | 25 | MY2913GE2 | 7 aQ Q
YAV70M12 12 40.4 [22.4 13.2 4 3 3| g
YAV70M14 14 40.4 [22.4 15.0 3 2
YAV70M16 16 43.4 [22.4 17.0 a
YAV70FM5 5 37.4 5.3 5
YAV70FM6 6 38.4 6.4 < g
YAV70FM8 8 40.4 8.4 By 2 a| ¢
YAV70FM10 | Flex 70 10 [12.8 | 424 [23.8 |25.0 [10.5 | 25 | MY2913GE2 | g a N
YAV70FM12 12 45.4 13.2 z 9 a o 51 8
YAV70FM14 14 45.4 15.0 o | = g
YAV70FM16 16 48.4 17.0 ~y q
YAV95M8 8 41.4 8.4 < | 5 +
YAV95M10 10 43.4 10.5 I ) o| &
YAV95M12 95 12 [13.4 | 464 | 25 |250 [132 | 25 | MY2913GE2 | & § '§ 8
YAV95M14 14 46.4 15.0 z o 5|~
YAV95M16 16 49.4 17.0 )
N = Nest die, | = Indentor

*DV27L - DV28L - only for Y29BH



C-86

BURNDY

Compression

TYPE YAV

HYLUG™

NON-INSULATED COPPER x
TUBULAR TERMINALS N @

0.3 - 1000 mm? (CONTINUED)

2k

2

——-— - — - =y

|

Mechanical tools Hydraulic tools

Y29BH Y35BH
Catalog Stud Pack Tooling MRD29 Y29NC Y35
Number mm? size | d y b c Ok | Qty. number N I N | N I Y644M
YAV95FM8 8 41.4 8.4 -

x 1 o

YAV95FM10 10 43.4 10.5 o N N
YAV95FM12 | Flex 95 12 _|142| 464 [250 |25.0 [132 | 25 | MY2913GE2 | § 2 S| <
YAVO5FM14 14 46.4 15.0 Z 2
YAV95FM16 16 49.4 17.0 ) @
YAV120M8 8 44.4 8.4 S
YAV120M10 10 46.4 10.5 X g g
YAV120M12 12 49.4 13.2 Cl X q
YAV120M12 120 14150 29471290 |27.0 5= 25 | MY2913GE2 51z g 5—), ﬁ
YAV120M16 16 52.4 17.0 Z| R o S i
YAV120M20 20 58.4 21.0 L e o)
YAV120FM8 8 44.4 8.4 2 2 &
YAV120FM10 10 46.4 10.5 X S S|+
z:z:ggimi Flex 120 ]i 15.9 jgj 29.0 [27.0 }g:g 25 | MY2913GE2 6 %
YAV120FM16 16 52.4 17.0 z >
YAV120FM20 20 58.4 21.0 0

N = Nest die, | = Indentor

*DV27L - DV28L - only for Y29BH

Y260DBHM takes U-Dies with adaptor 26UADP
Y46 takes U-Dies with adaptor PUADP-1




BURNDY

Compression
TYPE YAV ’_—
HYLUG™ | F“‘]
_I_-__/.,A ______ g
NON-INSULATED COPPER
TUBULAR TERMINALS
0.3 - 1000 mm? (CONTINUED) o ___\%_ 1
Q ‘ _///_______‘4,
—+
Hydraulic tools
Y35BH UK
Catalog Stud Pack Y35 Y260DBHM Y46 Y22BH
Number mm? size | d y b c Gk | Qty. | N | Y644M N | N | N |
YAV150M10 10 52.3 105
YAV150M12 12 55.3 13.2 a a a
YAV150M14 150 14_|165 | 55.3 |30.4 |27.0[150 | 10 | § Q 3
YAV150M16 16 58.3 17.0 =) o =
YAV150M20 20 64.3 21.0
YAV150FM10 10 55.9 10.5
YAV150FM12 12 58.9 13.2 21 &
YAV150FM14|Flex 150 UK | 14 |17.8 | 58.9 |32.8 [28.6 [15.0 | 10 p=
YAV150FM16 16 61.9 17.0 a a |
YAV150FM20 20 67.9 21.0 = - a +
YAV185M10 10 61.8 10.5 3 T o
YAV185M12 12 64.8 13.2 “~ 3 8
YAVi85M14 | 185 14 |18.4 | 64.8 |35.7 [30.2 [15.0 | 10 = w
YAV185M16 16 67.8 17.0 < o
YAV185M20 20 73.8 21.0 2 o
YAV185FM10 10 61.8 10.5 b o
YAV185FM12 12 64.8 13.2 a g Q a % a
YAV185FM14|Flex 185 UK | 14 |19.4 | 64.8 |35.7 | 30.2 [15.0 § T 0 Q S I
YAV185FM16| 16 67.8 17.0 =) g @ o S e
YAV185FM20 20 73.8 21.0 < m o8
YAV240M10 10 68.2 10.5 R a o
YAV240M12 12 71.2 13.2 A g Q a | *
YAV240M14 240 14 |21.2 [ 71.2 |39.6 |34.9 [16.0 | 10 | § R 2 S| 5
YAV240M16 16 74.2 17.0 = % o S5 | S
YAV240M20 20 80.2 21.0 = a o
YAV240FM10 10 73.4 105 s A s
YAV240FM12 12 76.4 13.2 Q > D Q a ot
YAV240FM14|Flex240 UK | 14 |22.0 | 76.4 [41.0 |36.0 [150 | 10 | ! 0 8 | 8§
YAV240FM16 16 79.4 17.0 5 s | Q| > a1 %
YAV240FM20 20 85.4 21.0 o T
YAV300M12 12 77.3 13.2 5 | 8 @
YAV300M14 14 78.3 15.0 ) @ Q ]
vavaoomie | 00 16 |>>% o3 |40 (43070 1° 3 % 8
YAV300M20 20 86.3 21.0 &
YAV300FM12 12 81.4 13.2 a A
YAV300FM14 14 82.4 15.0 a a
vavaoormis| oS00 UK |5 |42 [gu 460 430 75 10 | B § o S
YAV300FM20 20 90.4 21.0 = 8 = 0
N = Nest die, | = Indentor

Y260DBHM takes U-Dies with adaptor 26UADP
Y46 takes U-Dies with adaptor PUADP-1
Y22BH takes U-Dies with adaptor 22UADP



C-88

TYPE YAV

HYLUG™

BURNDY

Compression

NON-INSULATED COPPER

Y260DBHM takes U-Dies with adaptor 26UADP
Y46 takes U-Dies with adaptor PUADP-1

Y22BH takes U-Dies with adaptor 22UADP

Y530DBHM takes U-Dies with adaptor 53UADP.

TUBULAR TERMINALS B
0.3 - 1000 mm? (CONTINUED) e 1>y
] , _///--------A
1
Hydraulic tools
Catalog Stud Pack Y260DBHM Y46 UK-Y22BH | Y530DBHM
Number mm? size | d y b c Ok | Qty. Y644M N | N | N | N |
YAV350M12 250 12 77.3 13.2 Q a 9
YAV350M16 (700 MOW) 16 |25.0| 80.3 |46.0 [43.0 [17.0 | 10 e o S e
YAV350M20 20 86.3 21.0 g @ o 3
YAV375M12 575 12 81.3 13.2 =) o a =
YAV375M16 (750 MOM) 16 |26.2| 84.3 |48.0 [43.0 [17.0 | 10 2 & 2 2
YAV375M20 20 90.3 21.0 & o = 3
YAV400M12 12 81.3 13.2 5 R g a
YAV400M14 14 82.3 15.0 =] =) S| g
YAV400M16 400 16|25 8a3 |*9° |30 G370 "0 | DiELESS § 3 x §
YAV400M20 20 90.3 21.0 Qo
YAV400FM12 12 83.6 13.2 A A a |8 | a4
YAV400FM14 14 84.6 15.0 z = a T
vavaoormie| 400 UK [T57 272755 571510 | 440 3707 10 s | 3 |4d 3 2|9
YAV400FM20 20 92.6 21.0 & 3
YAV500M12 12 87.8 13.2 x & a A g
YAV500M14 14 88.8 15.0 g | 2|3 |2 I |°
YAV500M16 500 16 298008 %1 |77 170 1° % Y| ® é 5 §
YAV500M20 20 96.8 21.0 N S
>
YAV630M16 16 96.7 17.0 a x
630 33.3 61.8 |51.0 10 g o
© [m] 8 uov
YAV630M20 20 102.7 21.0 & e g
o 2
YAV630FM20 20 104.6 21.0 2 |z
Flex 630 UK 34.4 63.0 [53.0 10 8 gg
YAV630FM22 22 106.6 23.8 Q|39
Q [
" 800 Q Q e
YAV800M20 20 |38.0] 113.6 [67.5 [52.0 |21.0 | 10 i © =
(1500 MCM) =2 S |l | 3
[ g 0
800 g 2
YA47L 20 |39.6| 116.4 |67.5 [52.0 |21.0 | 10 i g 3
(1750 MCM) N
% IYe) IYe)
w
YA48L 1000 20 |42.2|127.2|77.7 |55.0 [21.0 | 10 5 S
(2000 MCM) : : : : : = =
w [Te)
N = Nest die, | = Indentor




BURNDY

Compression

TYPE YAS-L-
2TC-FX,60

TWO HOLE HYLUG™ -
DOUBLE BARREL

COPPER COMPRESSION
TERMINAL

UL LISTED 90°C,
600 VOLT - 35 KV &

VASGEEL

VASGR0L-

{0

5 @z

4 ZESLDACES
| I t !
tT REF
Fig. 1 Fig. 2
CONDUCTOR DIMENSIONS INSTALLATION TOOLING
MECHANICAL | HYDRAULIC
MD7-34 WIRE
BOLT | FIG. T Y DIE |coLo| MDé Y2MR | Y750,Y35, | STRIP
CATALOG NUMBER | FLEX | AWG | MM |sizE [ No. | B | ¢ | E | H | L | REF. | MIN | INDEX | CODE | OUR840 | Y8MRB-1 | Y39, Y46 | LENGTH
27
YASGSCL-2TC14E2-FX " 1 o weovr | verrea
wewn| *8 | | 1 44 | 44 ] 75 08 | 1141 49 | RED | W8CRT | Y2MR USCRT 172"
s | AWG an fan fao [ 7 @ | @ 0 s )
YASGSCL-2TC14E2-FX-60 2 i | en
3.0
YASG6CL-2TC14E2-FX 1 .
W’é?_D #6 ar 50 | 48 | .75 81 o8 | 114 | 70R BLUE wgg‘g Y2MR USCRT .
| AWG | — g (2 (a9 [ T 7 @ | @9 | o7 s (1) )
YASG6CL-2TC14E2-FX-60 2 i | oo
. 3.0
YASV6CL-2TC14E2-FX 1 .
A 50 | 48 | 75 81 o8 | 114 | 70m WSCVT | yomR USCRT
elawa | — | ag) 2 (9 [ 7 @ | @9 | a7 BLUE Ws(?)RT (1) ) 9/16
YASV6CL-2TC14E2-FX-60* 2 in | &s)

@ For applications greater than 2000 Volts consult cable manufacturer for voltage stress relief instructions.
* Type YASV series have inspection hole.



C-90

TYPEYS-L

HYLINK™ SPLICE

STANDARD BARREL

BURNDY

Compression

COPPER COMPRESSION

-

e 18

UL LISTED 90°C, I L
600 VOLT TO 35 KV &
Features and Benefits
sp » Standard barrel length.
¢ ldeal for limited space applications while
providing ample barrel length for proper
crimp.
¢ Four (4) center conductor stops.
¢ Provides a center wire stop for proper
conductor insertion.
CONDUCTOR DIMENSION INSTALLATION TOOLING A
MECHANICAL v35, [l Y39,Y750,Y46* A
DIE INDEX WIRE
%‘LTMAE';SS AWG MM L B MD7-34R oomen S chmes | SoDE WEUBOSS | STAP
YS8C-L BOX 8 str. 10 1.06 47 W8CVT (1) X8CRT (1) USCRT (1) RED 49 1/2"
YSeeL BOX ot — 17 i WSCVT (1) | XSCRT(1) | USCRT () BLUE 701374 78
YS5C-L BOX 5 str. 16 1.75 81
YS4C-L BOX 4 str. — 1.75 81 WA4CVT (1) X4CRT (1) U4CRT (1) GRAY 8 or 346 7/8"
YS3C-L 3str. 25 1.88 .88 — — U3CRT (1) WHITE 9 15/16"
YS2C-L BOX 2 str. — 1.88 .88 W2CVT (1) X2CRT (1) U2CRT (1) BROWN 10 15/16"
YS1C-L BOX 1 str. — 1.88 88 W1CVT (1) X1CRT (1) U1CRT-1(1) GREEN 11 0r 375 15/16"
YS25-L BOX 1/0 str. 50 1.88 88 W25VT (2) X25RT (2) U25RT (1) PINK 12 0r 348 15/16"
YS26-L BOX 2/0 str. 70 2.00 94 W26VT (2) X26RT (2) U26RT (1) BLACK 13 1"
YS27-L BOX 3/0 str. — 2.12 1.00 W27VT (2) X27RT (2) U27RT (1) ORANGE 14 1-1/16"
YS28-L BOX 4/0 str. — 2.12 1.00 W28VT (2) X28RT (2) U28RT (1) PURPLE 15 1-1/16"
YS29-L BOX 250 kemil 120 2.25 1.06 W29VT (2) — U29RT (1) YELLOW 16 1-1/8"
YS30-L 300 kemil 150 2.25 1.06 W30VT (2) — U3ORT (2) WHITE 17 or 298 1-1/8"
YS31-L 350 kemil — 2.38 1.12 W31VT (2) — U31RT (2) RED 18 or 324 1-3/16"
YS32-L 400 kemil — 2.50 1.19 W32VT (2) — U32RT (2) BLUE 19 or 470 1-1/4"
YS34-L 500 kemil 240 2.88 1.38 W34VT (2) — U34RT (2) BROWN 20 or 299 1-7/16"
YS36-L 600 kemil 300 2.88 1.38 — — UB6RT (2) GREEN 22 or 472 1-7/16"
YS38-L 700 kemil — 2.88 1.38 — — U3BRT (2) PINK 400 1-7/16"
YS39-L 750 kemil — 3.38 1.62 — — U39RT (2) BLACK 24 1-11/16"
YS44-L 1000 kemil — 3.88 1.88 — — P44RT™ (2) WHITE 27 1-15/16"

A See tooling section of this catalog for complete tool and die listings.

* Use P-UADP-1 adapter with "U" dies in Y46 HYPRESS™

** P44RT for use with Y46 HYPRESS™ only. P-UADP-1 adaptor not required

B The maximum size for the Y35 is 400 kemil insulated code cable.




BURNDY

Compression

TYPEYS

BEVELED

HYLINK™ SPLICE -
LONG BARREL

COPPER COMPRESSION

DIE AND COLOR
CODE INFORMATION

ENTRY

ELECTRO-TIN
PLATED

SPLICE - CRIMP = L
CRIMP '
UL LISTED 90°C, \ \c
RIMP
600 VOLT TO 35 KV # e T (SR
Features and Benefits
* Long barrel length.
sp ¢ ldeal for 600 volt heavy duty applications.
Also may be used at higher voltages up to
35KV.
* Four (4) center conductor stops.
¢ Provides a center wire stop for proper
conductor insertion.
* High pull out force.
¢ Provides added security for much greater
mechanical and electrical properties.
CONDUCTOR DIMENSION INSTALLATION TOOLING A
MECHANICAL Y35 W ,Y39,Y750,Y46* A
%’:még: AWG M2 L B MD7-34R OL',‘"RD: 10 NUII:\)IIIEER CC%SS D'EEM'Q'gEé.& é"T'E.i
(# CRIMPS) MENT LENGTH
YS8C 8 str 10 1.98 81 W8CVT (2) X8CRT (2) USCRT (2) RED 49 7/8"
YS6C Gtr - 2.38 112 WSCVT (2) X5CRT (2) USCRT (2) BLUE 7 or 374 1-3/16"
YS5C 5 str. 16 2.38 1.12
Ys4c 4 str. — 2.38 1.12 WA4CVT (2) X4CRT (2) U4CRT (2) GRAY 8 or 346 1-3/16"
YS3C 3 str./2 sol. 25 2.62 1.25 — — — WHITE 9 1-5/16"
YR2C2WT 2 str. - 2 sol 25 2.90 1.44 W2CVT/W2CRT W2CVT/W2CRT U2CRT(2) BROWN 10 1-5/8"
Ys2C 2 str. — 262 1.25 W2CVT (2) X2CRT (2) U2CRT (2) BROWN 10 1-5/16"
Ysic 1str. — 2.88 1.38 WICVT (2) X1CRT (2) U1((32F;T'1 GREEN 110r375 1-7/16"
YS25 1/0 str. 50 2.88 1.38 W25VT (4) X25RT (4) U25RT (2) PINK 12 or 348 1-7/16"
YS26 2/0 str. 70 3.12 1.50 W26VT (4) X26RT (4) U26RT (2) BLACK 13 1-9/16"
Ys27 3/0 str. — 3.12 1.50 W27VT (4) X27RT (4) U27RT (2) ORANGE 14 1-9/16"
YS28 4/0 str. — 3.38 1.62 W28VT (4) X28RT (4) U28RT (2) PURPLE 15 1-11/16"
YS29 250 kemil 120 3.38 1.62 W29VT (4) — U29RT (2) YELLOW 16 1-11/16"
YS30 300 kemil 150 4.12 2.00 W30VT (4) — U3ORT (4) WHITE 17 or 298 2-116"
YS31 350 kemil — 4.12 2.00 W31VT (4) — U31RT (4) RED 18 or 324 2-1/16"
YS32 400 kemil — 4.38 2.12 W32VT (4) — U32RT (4) BLUE 19 or 470 2-3/16"
YS34 500 kemil 240 4.62 2.25 W34VT (4) — UB4RT (4) BROWN 20 or 299 2-5/16"
YS36 600 kemil 300 5.50 2.69 — — U36RT (4) GREEN 22 or 472 2-3/4"
YS39 750 kemil — 5.88 2.68 — — UB9RT (4) BLACK 24 2-15/16"
YS44 1000 kemil — 6.12 3.00 — — U44RT** (4) WHITE 27 3-1/16"
YS46 1500 kemil — 6.50 3.19 — — P46RT** (6) GREEN 31 3-1/4"
YS48 2000 kemil — 7.00 3.53 — — L48RT (4) BROWN 34 3-3/8"

@ Not color coded.

* Use P-UADP-1 adapter with "U" dies in Y46 HYPRESS™.
** P44RT for use with Y46 HYPRESS™ only. P-UADP-1 adapter not required
M The maximum size for the Y35 is 400 kemil.
A See tooling section of this catalog for complete tool and die listings.

@ For applications greater than 2000 Volts consult cable manufacturer for voltage stress relief instuctions.

t Requires Y60BHU HYPRESS™ with L48RT die set.




BURNDY

Compression
TYPES Y-R INTERNALLY
BEVELED ENDS
REDUCING ADAPTER . ‘
FOR COPPER 3
0.0.
600 VOLT TO 35 KVe )
The Y-R reducing adapter has been designed
to allow large size, long barrel, copper long ELECTRO-TIN WIRE RANGE
barrel HYDENT™, HYSPLICE™ and | PLATED
HYTEE™ terminals, splices, and "T" taps to
be used on smaller conductor sizes. To use, .
simply insert the reducer into the barrel, Features and Benefits CATALOG| WIRERANGE | DIMENSIONS
e o e oeer ST+ Wi rang o conuctorsae | Frou | To et o0 L
C-92 [N accommodated. _ ,0 Sr. 6 80l
: 0 Lowers inventory requirements and Y284WR 4 sol.
affords maximum versatility. Y284CR 4 str.
* Same die set for all legs of the connection. Y282CR 2 str.
¢ Permits the same tool and die Y281CR | 4/0str. 1 str. 53 |1.75
combination normally used on Y2825R 1/0 str.
the compression barrel.
* Length fits the long barrel connector zzgz:s ijg 2:
design. (YS, YA) - -
0 Can be used on all long barrel Y2928R | 250 kemil 4/0 582|162
connectors. Field cut to fit shorter length Y302CR 2
compression barrels. (YS-L, YA-L) Y304CR 4
* Manufactured from high conductivity Y3025R | 300 kemil 1/0 637 |2.00
electrolytic copper and electro-tin plated. Y3026R 2/0
¢ Provides maximum conductivity low Y3027R 3/0
resistance and ductility for an excellent Y3028R 400
combination of electrical and crimp Y3126R 20
forming properties, and provides Y3128R | 350 kemil 40 687 |2.00
long lasting corrosion resistance. ' ‘
Y3129R 250
Y342CR 2 str.
Y3425R 1/0 str
Y3426R 2/0 str.
Y3427R 3/0 str.
Y3428R | 500 kemil | 4/0 str. 821|250
Y3429R 250 kemil
Y3430R 300 kemil
Y3431R 350 kemil
Y3432R 400 kemil
Y3934R .| 500 kemil
vaeseR | <™ Ceookemi | 0% |2
Y4439R | 1000 kemil | 750 kemil 1.296 [3.19

Insert reducing adapter into splice connection as shown.

Y3428R
APPLICATION EXAMPLE ;

Crimp with U34RT, 2 crimps each side.

500 kemil
COPPER

4/0 kemil
COPPER

\
’////A




BURNDY

Compression

TYPE YS'LB DIE AND COLOR

CODE INFORMATION BELLED
END
HYLINK™ EtitT:ggo-le \ .: / r‘ . ’1
UNINSULATED \

BELLED COPPER
COMPRESSION SPLICE

“\ CRIMP LA&_L 4_1

STANDARD LENGTH EEIBLED CRIMP  (4) CENTER
BELLED BARREL WIRE STOP
UL LISTED 90°C,

600 VOLT TO 35 kVe Features and Benefits

 Belled barrel ends.

0 Provides easy cable insertion into the
splice barrel and smooth cable strain
relief during cable flexing and movement.

» Standard length barrel.

O Permits easy passage around pulleys

yet is long enough for easy crimping.

HYLINK™ type YS-LB splices are designed
for flexible and extra flexible copper conduc-
tors used in mining machines, locomotives,
welding cables and other flexible cable appli-
cations. The seamless, high conductivity cop-
per, electro-tin plated belled barrel provides
for easy insertion of flexible stranded conduc-
tors and the nest indentor die system pro-

vides an excellent electrical and mechanical
connection.
COPPER CABLES *
CODE FLEXIBLE AND EXTRA FLEXIBLE CABLES
CABLE BATTERY WELDING DIMENSION
CATALOG |  FLEX NAVY CABLE CABLE |LOCOMOTIVE | METRIC | ., | .
NUMBER CABLE CABLE CLASS "G" CLASS "H" CLASS "I" CLASS "K" CLASS "M" CABLE CABLE
YS5C-LB — — — — — — — — — 8 | 175
6 FLEX — #6 (49 str) #6 (133 str) #6(63/24) #6 (266/30) #6 (665/34) #6 (61/24) —
YS4C-LB — — — — — — — — — 8 | 175
5 FLEX — #5 (49 str) #5 (133 str) 45 (84/24) #5 (336/30) #5 (836/34) #5 (91/24) —
YS3C-LB — — — — — — — — — 81 | 188
4FLEX — #4 (49 str) #4 (133 str) 44 (105/24) #4 (420/30) #4 (1064/34) #4.(105/24) —
YS2C-LB — — — — — — — — — 81 | 1.88
3FLEX — #3 (49 str) #3 (133 str) 43 (133/24) #3 (532/30) #3 (1323/34) #3 (125/24) —
YS1C-LB — — — — — — — — — 81 | 188
2 FLEX — #2 (49 str) #2 (133 str) 42 (161/24) #2 (665/30) #2 (1666/34) #2 (150/24) —
YS25-LB — — — — — — — — — 81 | 188
1 FLEX — #1 (133 str) #1 (259 str) #1(210/24) #1 (836/30) #1(2107/34) #1 (225/24) —
YS26-LB — — — — — — — — — 94 | 200
1/0 FLEX — 110 (133 str) 1/0 (259 str) 1/0 (266/24) 100 (1064/30) | 1/0 (2646/34) 1/0 (275/24) —
YS27-LB — — — — — — — — — 100 | 213
2/0 FLEX — 2/0 (133 str) 2/0 (259 str) 200 (342/24) 2/0(1323/30) | 2/0 (3325/34) 2/0 (325/24) —
YS28-LB — — — — — — — — — 100 | 213
3/0 FLEX — 300 (133 str) 310 (259 str) 300 (418/24) 3/0 (1666/30) — 3/0 (450/24) —
Y$29-LB — — — — — — — — — 106 | 225
4/0 FLEX — 4/0 (133 str) 4/0 (259 str) — — — — —
YS30-LB 250 kemil 250 kemil 1.06 | 225
4/0 - 250 FLEX - (259 st) 427 st 4/0 (532/24) 400 (2107/30) | 4/0 (5320/34) 410 (550/24) —

» Contact BURNDY for conductors not shown.
@ For applications greater than 2000 Volts consult cable manufacturer for voltage stress relief instructions.



BURNDY

Compression

TYPEYS-LB
D)

HYLINK™

UNINSULATED BELLED
COPPER COMPRESSION
SPLICE

DIE AND COLOR
CODE INFORMATION BELLED
END

ELECTRO-TIN

PLATED \

™~
\ CRIMP

BELLED (4) CENTER
STANDARD LENGTH END CRINP WiRE STOP
BELLED BARREL
UL LISTED 90°C,

600 VOLT TO 35 kVe
C-94
(INSTALLATION TOOLING)
CODE INSTALLATION TOOLING A
CABLE HYDRAULIC TOOLING, DIE SETS, NO. OF CRIMPS A WIRE
CATALOG FLEX DIELESS DIE COLOR STRIP
NUMBER CABLE HYTOOL INDEX CODE DIE TYPE Y35* Y39, Y750 | ¢ Y46't t | LENGTH
@, NEST .
YS5C-LB 6 flex 1014 — INDENTOR | UBCD-1 Y34PR USCD-1 Y34PR | 1 | USCD Y34PR | 1 | 78
NEST U4CD-1 .
YS4C-LB 5 flex 1015 — INDENTOR | UACD-1  Y34PR U4CD-1 Y34PR | 1 vaiPR 1] 7
NEST .
YS3C-LB 4flex 1016 — INDENTOR | U3CD-1 Y34PR U3CD-1 Y34PR | 1 | USCD- Y34PR | 1 | 15/46
NEST U2CD-1 .
YS2C-LB 3lex 1017 — INDENTOR | U2CD-1  Y34PR U2CD-1 Y34PR | 1 vaiPR 1| 1516
YS1C-LB 2flex MY29-11 1018 — INS;STTOR U1CD-1 Y34PR UICD-1 Y34PR | 1 | UICD-1 Y34PR | 1 | 15/16"
YS25-08 1fle CRIPEND 1019 NEST | uasD-1 Y34PR-2 U25D-1 Y34PR2 | 1 v28D-1 1] 1516
X — INDENTOR Y34PR-2
NEST U26D-1 U26D-1 U26D-1 .
YS2618 1/0 flex 1020 ~ INDENTOR Y34PR-2 Y34PR-2 ! Y34PR-2 !
NEST U27D-1 U27D-1 U27D-1 .
veeris 200 flex 1021 - INDENTOR Y34PR-2 Y34PR-2 ! Y34PR-2 ] e
NEST U28D-1 U28D-1 .
¥$2848 300 flex 1022 — INDENTOR - VauPRD 1 VauPRD 1] 116
NEST U29D-1 U29D-1 }
Y5298 4/0 flex 1023 — INDENTOR - VB4R 1 VB4R 1] 1116
NEST U30D-1 U30D-1 )
YS30-LB | 4/0-250 flex — 1024 — INDENTOR - VaUPR 1 VaUPR 1] 118

* Use Y35P3 adaptor with Y34PR indentor.

1 Use P-UADP-1 adaptor with U-DIES in Y46 HYPRESS™.

1 Number of Crimps.

A See Tooling section in this catalog for complete tool and die listings.
@ Not color coded

@ For applications greater than 2000 Volts consult cable manufacturer for voltage stress relief instructions.
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Compression

TYPES YS-T
AND YSP-T

HIGH-VOLTAGE HYLINKS™

CRIMPING
INFORMATION

ELECTRO-TIN
PLATED

/ o

UNINSULATED HIGH { 3 —— —s
VOLTAGE COPPER e CRIMP CENTER OIL STOP
COMPRESSION SPLICE N e BRAZED CENTER it S1ons YS-T YSP-T
CRIMP  OIL STOP PLUG (TYPE YS-T)
STANDARD BARREL - (TYPEYSP1)
TAPERED ENDS
Features and Benefits C
UL LISTED QOOC’ ¢ Tapered connector ends per @ sp
600 VOLT TO 35 KVe EEI standard TD160.
¢ Suitable for use on voltages 5KV
Seamless types YS-T and YSP-T high con- through 35KV to aid in preventing
ductivity copper electro-tin plated compres- corona emission and simplify taping
sion HYLINK™ high-voltage splices with thus lowering installed cost.
standard barrel and tapered ends are ideally e Type YS-T four center wire stops.
suited for higher voltage applications from 0 Provides a center wire stop for proper
5KV through 35 KV. conductor insertion.
Type YS-T splice connector ha_s four_ center * ggzee\ési:;ar:: a center plug permanently
wire stops for proper conductor insertion. O Prevents oil within oil-filled conductors
Type YSP-T splice connector has a brazed in from passing through the splice
place center plug to prevent the passage of connector and provides a center
oil between two oil filled conductors or strip for proper conductor insertion.
between conductors without oil and conduc-
tors with oil and acts as a center wire stop for
proper conductor insertion.
CATALOG NUMBER DIMENSIONS INSTALLATION TOOLING - NEST/INDENTOR A
Y348 Y35,Y39,Y750
v34PR  |v34PRINDENTOR| Y46 DIE | NO.OF | DIE NUMBER WIRE
CODE INDENTOR | Y35P3ADAPTOR | + * | INDEX | INDENT | #OF CRIMPS STRIP
YS-T YSP-T CONDUCTORS B L NESTDIE| NEST DIE A PER END LENGTH
YS6C-T YSP6C-T 6 str. .90 1.91 B6CD U6CD-1 * o 7 1 U5CRT (2) 15/16"
YS4C-T YSP4C-T 4 str. .88 1.90 B4CD U4CD-1 * o 8 1 U4CRT (2) 15/16"
YS2C-T YSP2C-T 2 str. .96 2.05 B2D U2D-1 * 10 1 U2CRT (2) 1"
YS1C-T YSP1C-T 1 str. .96 2.05 B1D U1D-1 * 11 1 U1CRT-1 (2) 1"
YS25-T YSP25-T 1/0 str. .97 2.06 B25D U25D-1 x 12 1 U25RT (2) 1-3/32"
YS26-T YSP26-T 2/0 str. 1.04 2.21 B26D U26D-1 x 13 1 U26RT (2) 1-3/32"
YS28-T YSP28-T 4/0 str. 1.14 2.39 B28D U28D-1 x 15 1 U28RT (2) 1-3/16"
YS29-T YSP29-T 250 kemil 1.23 2.58 B29D U29D-1 X 16 1 U29RT (2) 1-3/32"
YS30-T — 300 kemil 1.24 2.61 B30D U30D-1 * 17 2 U30RT (4) 1-5/16"
YS31-T YSP31-T 350 kemil 1.33 2.79 B31D U31D-1 * o 18 2 U31RT (4) 1-3/5"
YS34-T YSP34-T 500 kemil 1.70 3.52 NO DIE NEEDED U34D-1 * 20 2 U34RT (4) 1-3/4"
YS39-T YSP39-T 750 kemil 2.06 4.24 — — PaD PuPR| D4 2 U39RT (4) 2-1/8"

* Use adapter P-UADP-1 with "U" Dies in Y46 HYPRESS™.
Y46 HYPRESS™ uses the same nest indentor and adaptor as the Y35, Y39 & Y750, but with the P-UADP-1 adaptors.
B The maximum size for the Y35 is 400 kemil.
A See tooling section of this catalog for complete tool and die listings.
@ For applications greater than 2000 Volts consult cable manufacturer for voltage stress relief instructions.
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BURNDY

Compression

TYPE YS-FXB

HYLINK™ - SPLICE - BELLED

LONG BARREL

UL LISTED 90°C,
600 VOLT TO 35 KV &

D)

Features and Benefits

* Long barrel length.
¢ High voltage terminations.
¢ Four (4) center conductor stops.
¢ Provides a center wire stop for proper
conductor insertion.
* High pull out force.
¢ Provides added security for greater
mechanical and electrical properties.
* Belled cable entry.

- o o
I

¢ A funnel type entry provide easy inser-
tion of extra flexable cables plus offers

mechanical strain relief for individual
strands.

CONDUCTOR DIMENSIONS INSTALLATION TOOLING A

Y35, Y39, Y750, Y46* CABLE
CATALOG FLEXIBLE CABLE e L B EMBOSSED COLOR DIE NUMBER (#OF STRIP
NUMBER CODE AWG (mm) (mm) DIE INDEX CODE CRIMPS) LENGTH
YSeere N S‘*;R‘.\‘(’%M) — 25? (fg) » RED @ CRl:I?niFgEND) (215)
YSV6C-FXB ST o2 - s o 7 BLUE (2 CRIMPSIEND) &
YSSC-FXB #5STR (8120 _ - o 7 BLUE (2 CRINPSIEND) )
O 7 Gl I I A R I - SR
mom | PTLEET | | e 0 | ww | e |
e W I -1 - T N P~ S
YSV1C-FXB # STR. #(11 733:225/24) - ?811? :358? 1 GREEN @ cl:i:h(fls;l-éND) 139)6
YSV25.FXB SR, 27520 - &1 @) 2 PINK (4 CRINPSIEND) a
moe | | g | w | we | e | W
e - N - N P
e - N 0 I A =S P

250 kemil Flex

o — | ® . O | cnupsen g
YSrne 25?’[22;“2:-55227"‘(}'\" — (‘:15 54) ?515? 17 WHITE @ CRI:I\::I?’F;II.END) 2(517?
wea | || | | | w |, |
won | g | T T | e | |
YS36-FXB ol NOW, - 55 i 2 BROWN (acAnpSEND) “m
YS38-XB i NOW, - (o) ) L PINK (acANPSEND) o)
YHoRe " Soemihou. — (69 ) # BLACK (4 CRINPSIEND) s
YS44-FXB 7777'570";2‘[:"(:19&5;‘ 24) — g% ?535? L115 YELLOW a cgﬁ:;‘;"m 3;;’71) 6

* Use P-UADP-1 adapter with "U" dies in Y46 HYPRESS™.

** P44RT and P46RT dies sets are for use with Y46 HYPRESS™ only. P-UADP-1 adapter not required.
B The maximum size for the Y35 is 373.7 kemil.

A See tooling section of this catalog for complete tool and die listings.

@ For applications greater than 2000 Volts consult cable manufacturer for voltage stress relief instructions.
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Compression

TYPEYC-L 1
P A NAR
THIN-WALL COPPER C-TAP GRiimguiiy
UL LISTED TO 600 VOLTS .
Features and Benefits
Type YC-L is a thin-wall high conductivity ~ * Manufactured form high conductivity R
copper connector for making copper tap and WrOUth copper. T L L LI 3
parallel connections from #14 to 3/0 AWG. ¢ Provides low resistance and excellent IRy RIngaill !
electrical conductivity.
* Range-taking connector.
O Lowers inventory requirements. e
* Reinforced ribs.
¢ Provides maximum pull-out values.
* Compact size. [ < \
0 Easy to tape and insulate connection. | | ’7'7
¢ Economical. «\/
¢ Provides low installed cost.
ACCOMMODATES DIMENSIONS INSTALLATION TOOLING
CATALOG I\(l)g COLOR MECHANICAL HYDRAULIC ‘é\’]l- :Fp
NUMBER DE MD6, OUR840 & |  piEA| BCTs00, | Y35,¥39, | DIEA
U RUN TAP RBS| B c D T co YoMR mo7-34R | pex | vsoocT | v7s0, vas, | mpex |LENGTH
DIENO.  |EMBOSS-|  BATs00 Y46+ |EMBOSS-
@CRIMPS) | MENT | (# CRIMPS) | (# CRIMPS)| MENT
14 16-14
.18 1 40 .060 RED WB8CVT "
YC10L12 12 16-14 0 [4.6] 28 | o2 | (165 RED ) () 49 3/8
10 14
10 10 25 21 60 | 072 BLUE W5CVT \
L 2 O | 64 | o | 52y | ey | BYE | ) ! 58
8 10-8 33 | 25| 60 | 072 GRAY W4CVT
YC6L12 0 GRAY 8 5/8"
6 1210 (84] | [6.11 | [15.2] | [1.83} @ M
6 8-6 38 | 28 | 118 | o2 BROWN | wacvT WC4 uc4 \
YC4L12 54 o 1 [9.7] 6.1 | o2 | 11.83) BROWN @) @ 10 () ) 10M | 1-3/16
54 6-5 48 37 | 118 | .08t WICVT .
YC3L12 3 55 1 [11.4] 64 | 1302 | 208 GREEN - @) 11 1-3/16
4 4
.50 .36 1.18 .081 W25VT WC2 uc2 "
YC2L12 3 5 1 [12.7] 768 | 1202 | 208 PINK - @ 12 () ) 12M | 1-3/16
2 12-6
3 4-3
.56 45 1.75 .081 W26VT WCH UCH "
YCiL12 2 5-4 2 [142] 66 | 1444 | 208 BLACK - @) 13 @) ) 13M | 1-13/16
1 12-5
2 Str. | 2 St 2 Sol.
2 Sol. | 3 Str. 3 Sol.
1Str. | 4 St 4 Sol. 62 50 1.75 .090 W27VT WC25 uc25 "
YOBL12 |y oo | 3stasol | 2 157) | 9.6 | [44.4] | [229] ORANGE | 3) 1 7 0 14M | 1-13/16
1/0 Str. | 12 Str. 12 Sol.
1/0 Sol. | - 4 Str. 4 Sol.
1 2-1
69 53 175 | .090 W28VT .
YC26L12 1/0 3-2 2 175 | o7 | @aay | 29 PURPLE - @) 15 1-13/16
2/0 12-3
1/0 1-1/0
.81 54 1.75 .090 W29VT "
YC27L12 2/0 2-1 2 o6 | 1197 | eq) | 229 YELLOW - @) 16 1-13/16
3/0 12-2

A See tooling section of this catalog for complete tool and die listings.
* Use P-UADP-1 adapter with “U” dies in Y46 HYPRESS™
For Tin plating add “TN” suffix (example = YC10L12TN)
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TYPESYC-C

COPPER CRIMPIT™

UL LISTED 90°C,

600 VOLT TO 35kVe

Type YC-C copper CRIMPIT™ connector is a
range-taking C shape compression connector
for making tap or parallel copper connections

BURNDY

Compression

from #12 sol to 4/0 strand conductor.

T

|

|

|

|

|

|
|
.—1—0-1

Features and Benefits

* Range-taking connector.
O Lowers inventory requirments.

Copperweld-Copper Conductors

8A - Use CRIMPITS accommodating 6 str. Copper
6A - Use CRIMPITS accommodating 4 Str. Copper
4A - Use CRIMPITS accommodating 2 Str. Copper

* Compact size.
0 Easy to tape and insulate connection. 2A - Use CRIMPITS accommodating 1/0 & 2/0 Copper
* Manufactured from high conductivity
wrought copper.
O Provides low resistance and excellent
electrical conductivity.
* Economical
O Provides low installed cost.
A TOOLS, DIE SET CATALOG NO. & CRIMPIT FOR 1 STR
CATALOG RUN TAP L DIE NUMBER OF CRIMPS A COPPER
NUMBER
INDEX MD6 OURS840 | Y35,Y750,v45,Y461 RUN TAP
YC10C10* | 12 Sol.-10 Str. | 12 Sol.-10 Str. 3/8 238 w238 (1) w238 (1) | U-238 (1)
YC8C8 | 8Sol-8St. | 10Sol-8St. 112 ;fi wie2 @) | wie2 @ |ute” (1)
YC4C8 8 Sol.-8 Str. — —
YC4CE | 6Sol-4St. | 6Sol-6St. 5/8 BGOrS8 | oo 2(1) XNBG (2) | U-BG (1)
YC4C4 4 Sol.-4 Str.
YC2C4 8 Sol.-4 Str. W-C 1 Str. 6.8 Str., 8 Sol.
2 Sol.-2 Str. 3/4 C . u-Cc (1)
YC2C2 2 Sol.-2 Str. @) _ _
YC26C2 8 Sol.-2 Str. U-E @) 1 Str. 10r2 Str.
1/0 Sol.-2/0 Str. 7/8 EorO . .
YC26C26 1/0 Sol.-2/0 Str. u-0 (1)
YC28C2 6 Sol.-2 Str.
YC28C26 |3/0 Sol-4/0 Str. [ 10 Sol-20Str. | 1-1/16 ForD3 . o - E?)) — —
YC28C28 3/0 Sol.-4/0 Str.
* Not UL Listed.

t Number of Crimps.
A See tooling section of this catalog for complete tool and die listings.
t Use P-UADP-1 adapter when using "U" dies in the Y46 HYPRESS™.
** Multiple crimp die set. Makes more than one crimp per tool compression. Figure ( ) indicates number of compressions.
@ For applications greater than 2000 Volts consult cable manufacturer for voltage stress relief instructions.
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Compression

TYPEYCHC

C-TAP COPPER CRIMPIT™

W @

90°C

TAP2

TAP3

> Ll w
Features and Benefits
¢ Wide range of run/tap combinations includ-  * Each connector has a recommended insu-
ing Class B code | and locomotive flexible lating cover available. Flame retardant type
conductor combinations. All (B/B, B/l, /1) CF-FR covers meet oxygen index
combinations are recommended. 28 and UL94 V-O requirements. C-99
¢ Each connector accommodates many ¢ A complete insulated UL listed installa-
cable combinations, allowing maximum tion is provided.
flexibility for the design and installation of e« Die index embossed on connector after
a system. completion of crimp.
¢ Color-coded on the connector that ¢ Permanent inspectability of installed
matches the die. connector is insure consistently reliable
¢ Provides matched system for fast and and dependable connections.
easy installation
FLAME
CONDUCTOR SIZES CODE/(FLEX) CABLE A TOOLING (“NUMBER OF CRIMPS)
BURNDY RETARDANT A
CATALOG COVER MAIN | TAP1 TAP2 TAP3 | Y35 [ * | Y750 | * |Y46 | * | COLOR | DIEINDEX & H w L STRIP
NO. CAT.NO. CODE | EMBOSSMENT LENGTH
YCHC44TC44 CFR-FR 1000750 | 1000-750 — |— | — |—[P102]| 1 | WHITE 1102 359 | 173 | 1.16 1-1/4"

(750-500) | (750-500)

750-500 | 750-350 "
YCHC39TC39 CFR-FR (550-500) | (550-350) — |— | — |—[P1103] 1 BLUE 1103 3.12 1.53 1.06 1-1/8

750-500 350-2 |26 STR/SOL 8-14

YCHC39TC31 CFR-FR (550-500) | (250-2) 2-8) (8-14) — |— | — |[—[P1103] 1 BLUE 1103 2.96 1.53 1.31 1-3/8

750-500 [2-6STR/SOL|  8-14 "
YCHC39TC2 CFR-FR (550-500) 28) (8-14) — |—| — |[—[P1103] 1 BLUE 1103 2.66 1.53 1.31 1-3/8
YCHC34TC34 CFN-FR 500-4/0 | 500-4/0 — | — [U1104 | 2 [P1104| 1 | BROWN 1104 297 1.38 1.16 1-1/4"

(350-4/0) | (350-4/0)
500-4/0 250-2 [ 2-6 STR/SOL

YCHC34TC29 CFN-FR (350410) (4/0-2) 29) — | — | U104 | 2 |P1104]| 1 BROWN 1104 245 1.26 .94 1
500-4/0 [2-6 STR/SOL 8-14 .

YCHC34TC2 CFN-FR (350-4/0) (2-8) (8-14) — | — | U104 | 2 |P1104]| 1 BROWN 1104 245 1.26 .94 1
250-2 250-2 N

YCHC29TC29 CFD-FR (4/0-2) (4/0-2) — | — | U997 | 1 | U997 | 1 | ORANGE 997 212 .98 .94 1
250-2  [2-6 STR/SOL 8-14 f

YCHC29TC2 CFD-FR (4/0-2) 2:8) (8-14) — [ — | U251 1 |U251 | 1 RED 251 1.78 97 .81 1
2-6 STRISOL [2-6 STRISOL| ~ 8-14 I

YCHC2TC2 CFO-FR 29) 248) (8-14) Uuc (1 | UC | 1]|UC |1 | BROWN C 1.22 60 81 1

8-14 8-14 .

YCHC8TC8 * U-240 | 1 | U240 | 1 [U-240| 1 RED 240 53 35 56 5/8

(8-14) (8-14)

NOTE: To properly use tap 2 and/or tap 3 conductors in YCHC connector a conductor from the tap 1 cable range must be included in the tap 1 groove.
$ To obtain covers made of polyethylene remove suffix-FR (ex. CFO). CFO is not flame retardant.

*  Use P-UADP-1 adaptor with "U" dies in Y46.

A See tooling section of Master Catalog for complete tool and die listings.

@ For applications requiring flame retardant cover, use CFBG-FR cover and YH8C8C connector by ordering YHS8C8CWC.
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Compression
TYPEYH i Pt
CRIMP

H-TAP COPPER CRIMPIT™

P

Features and Benefits

¢ Accommodates a wide range of run/tap
copper cable combinations including both
flexible and code combinations. (All (B/B,
B/l, 1/B, I/l) combinations acceptable.
¢ Each connector has many copper cable

combination applications allowing maxi-
mum flexibility for the design and installa-
tion of a system.

* Tap grooves function independently of
each other. Use of one tap is required.
Balance may be used or left empty.
¢ Provides maximum design and installa-

tion flexibility.

 Color code on the connector matches
installation die.
¢ Provides matched system for fast and

easy installation.

INFORMATION

CONDUCTOR
RANGE

“THIRD HAND” PATENTED

¢ Die index embossed on connector after
completion of crimp.
¢ Permanent inspectability of installed

connectors to insure consistently reliable
and dependable connections.

¢ Recommended flame retardant type CF-
FR insulating covers meet oxygen index
28 and UL94 V-O requirements.
¢ A complete insulated UL listed installa-

tion is provided.

* “Third Hand” constrains conductors while
installer completes crimp. Included with
each connector.
¢ Simplifies installation, reducing

installed cost.

TABLE 1 CODE CONDUCTOR AND METRIC EQUIVALANT

COLOR CODE STRIPES r’w’|

—

H
L
Fig. 1
g
H
TAP2
TAP1 TALi
Fig. 2
w
[“ W
T e
i —
TAP2
Fig. 3 Fig. 4
Fig. 5

BURNDY REFT"AARMDEANT CONDUCTOR SIZES CODE/(FLEX CABLE) METRIC CONDUCTOR SIZES (mm)
CATALOG | COVER
NO. CAT.NO.t | FIG.NO.|  maIN TAP1 TAP? TAP3 MAIN TAP1 TAP2 TAP3
YH444 CFR-FR 1 I 500400 | 500400
YH4429 CFR-FR 5 e | Gos 500-400 150-35
YH3939 CFR-FR 1 20200 | 0350 300800 |  300-185
YH3931 CFR-FR 2 (Eggggg) (é‘é%ﬁ//%) 16 ?I%{SOL éi]ﬁ) 300-185 95-70 35-16 35-2.5
YH3434 CFN-FR 1 (5305%338) (328258) 240-150 240-120
vasze | oveR |2 | 300l | G0 | RSN &4 | aor | om0 | st 625
YH2929 CFD-FR 1 a3 e 120-35 120-35
YH292C CFD-FR 3 e e el B S 120-35 35-16 625
YH298C CFD-FR 3 a5 e a1 120-35 625 625
YH2C2C CFO-FR 4 | PR 2RO A ke 35-16 35-16 6-25 6-25
YH6C6C | CFBG-FR 1 1) & 10-6 10-25
YHSC8C CFBG-FR 1 (gj]j) (gj]j) 6-2.5 6-2.5

@ Use CFN-FR for single tap installation and CFR-FR for multiple tap installation
o Use P-UADP-1 adaptor with "U" -dies in Y46.
NOTE: To obtain connector and cover packaged together, add suffix "-WC" to connector catalog number.

Example: YH2929-WC includes (1) YH2929 and (1) CFD-FR in a polybag.
1 To obtain covers made of polyethylene remove suffix -FR (ex. CFO) CFO is not flame retardant.
A See tooling section of this catalog for complete tool and die listings.
* Will accommodate 750 Flex (Main) to 350 Flex (TAPI)




TYPEYH

BURNDY

Compression

H-TAP COPPER CRIMPIT™

(CONTINUED)

COLOR CODE
DIE AND
CRIMP
INFORMATION

N

ELECTRO-TIN
PLATED

8
y

CONDUCTOR
RANGE
>
. “THIRD HAND” PATENTED
Table 2 Flex and Metric Conductor Ranges
MAXIMUM MIMIMUM
CATALOG CONDUCTORIN | MAXIMUM METRIC CONDUCTOR IN | MINIMUM METRIC
NUMBER RANGE DIMENSIONS RANGE DIMENSIONS
FLEX FLEX
CONDUCTOR DIAMETER CONDUCTOR DIAMETER
(AWG/kemil) mm? mm (AWG/kemil) mm? mm

Main 777 393 28 500 253 2

Tap 1 777 393 28 500 253 24
YH4444 Main 777 393 28 750 380 31

Tap 1 = = = 350 177 20

Main 777 393 28 500 253 2
Yh4429 Tap 1 40 107 155 2 336 8

Main 550 278 25 500 253 2
YH3939 Tap 1 550 278 25 350 177 20

Main 550 278 25 500 253 2

Tapi 250 126 17 110 535 11
YH3931 Tap 2 1 © 9 8 8 4

Tap 3 2 336 8 14 2 2

Main 350 177 20 40 107 155
YH3434 Tap 1 350 177 20 40 107 155

Main 350 177 20 ) 107 155

Tap 1 40 107 155 110 53 11
YH3429 Tap 2 i I 9 8 8 4

Tap 3 8 8 4 14 2 2

Main 400 107 155 2 336 8
YH2929 Tap 1 40 107 155 2 336 8

Main ) 107 155 2 336 8
YH292C Tapi 2 336 8 8 8 4

Tap 2 8 8 4 14 2 2
YH298C Main 40 107 155 2 336 8

Tapi 8 8 4 12 2 2

Tap 2 8 8 4 12 2 2

Main 2 336 8 8 8 4

Tap 1 2 336 8 8 8 4
YH2C2C Tap 2 8 8 4 14 2 2

Tap 3 8 8 4 12 2 2

Main 6 13 5 10 5 3
YHEC6C Tap 1 6 13 5 14 2 2

Main 8 8 4 12 2 2
YHBC8C Tap 1 8 8 4 12 2 2

(D Use CFN-FR for single tap installation and CFR-FR for multiple tap installation
* Use P-UADP-1 adaptor with "U" dies in Y46
NOTE: To obtain connector and cover packaged together, add suffix "-WC" to connector catalog number.

Example YH2929-WC includes (1) Yh2929 and (1) CFD-fr in a polybag.
t To obtain covers made of polyethylene remove suffix -FR (ex. CFO) CFO is not flame retardant.
A See tooling section of this catalog for complete tool and die listings.
* Will accomodate 750 Flex (Main) to 350 Flex (TAPI)
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BURNDY

Compression
TY P E Y H g%LgnDCODE gti?;go'"" COLOR CODE STRIPES W*i
CRIMP r
INFORMATION
H-TAP COPPER CRIMPIT™ \ i
(CONTINUED)
CONDUCTOR
RANGE L .
= Fig. 1
Ss= FWW
“THIRD HAND” PATENTED
TAP2 H
TAP 1 T‘P3l
Fig. 2
Wr— W
[
ngj TAPZ%TAPS H
TA*PZ .
Fig. 3 Fig. 4
Fig. 5
Table 3 Installation Tooling + Dimensions
FLAME ]
BURNDY | RETARDANT ATOOLING (* NUMBER OF CRIMPS) N
CATALOG COVER vas | *| vso | * [ vae |+ | coLor | DiEINDEX & H w L STRIP
NO. CAT.NO.t | FIG.NO. CODE | EMBOSSMENT LENGTH
YH4444 CFR-FR 1 — = = |=|pPt102 | 1| wHiE 1102 3.38 170 1.00 1-1/8"
YH4429 CFR-FR 5 PYFR | 1 | YELLOW K-R 322 1.70 1.00 1-3/8"
YH4439 CFR-FR 1 — |=] = [=|PvR [ 1] YELLOW K-R 297 150 125 1-3/8"
YH3931 CFR-FR 2 — |=] = [= PR |1 ]vELLOW K-R 297 150 95 1-1/16"
YH3434 CFN-FR 1 — [ [ uttoa| 2 | F119% [ 1| BROWN 1104 243 115 1.00 1-1/8"
YH3429 CFN-FR @ 2 — [ uttoa| 2 |F119% [ 1| BROWN 1104 223 1.31 1.00 1-1/8"
YH2929 CFD-FR 1 — || uvesa |1 | U&&% |1 | PurPLE 654 185 90 90 1-1/16"
YH292C CFD-FR 3 — [ vesa |1 | B&% |1 | PurPLE 654 152 90 90 1-1/16"
YH298C CFD-FR 3 — | vesa |1 | B&% |1 | PurPLE 654 152 20 20 1-1/16"
YH2C2C CFO-FR 4 uc | 1] uc |1 | uc |1]BrRowN c 125 60 75 7/8"
YH6C6C CFBG-FR 1 |usarT| 1 |uBGRT| 1 |uBGRT| 1 | ORANGE BG 8 39 60 34"
YH8CSC CFBG-FR 1 Ut1T-1] 1 [utiT-1| 1 [utiT-1 | 1 | GReen 11 63 40 60 34"

(D Use CFN-FR for single tap installation and CFR-FR for multiple tap installation
* Use P-UADP-1 adaptor with "U" dies in Y46

NOTE: To obtain connector and cover packaged together, add suffix "-WC" to connector catalog number.

Example YH2929-WC includes (1) Yh2929 and (1) CFD-fr in a polybag.
1 To obtain covers made of polyethylene remove suffix -FR (ex. CFO) CFO is not flame retardant.
A See tooling section of this catalog for complete tool and die listings.
* Will accomodate 750 Flex (Main) to 350 Flex (TAPI)
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Compression

TYPES YSH

H COPPER CRIMPIT™

COPPER SPLIT
COMPRESSION WYE TAP
CONNECTOR

Type YSH heavy duty connectors are
designed for insulated underground wye
splices. The split H copper CRIMPIT connec-
tor is longer than our standard H copper
CRIMPIT and is suitable for use on high
voltage (15 kV) power cables with copper
conductors. The connectors can not be used
with oil filled or mass impregnated cables
since no oil stop is provided. The connector is
installed with standard BURNDY HYPRESS™
tools and is made of tin-plated electrolytic
copper.

- TAP2

: 1 TAP1—£ é
TAP 1 = N TAP 3

Fig. 1 Fig. 2

Features and Benefits

* Accommodates a wide range of run/tap
copper cable combinations including both
flexible and code combinations. All (B/B,
B/l, I/B, I/l) combinations acceptable.
¢ Each connector has many copper cable

combination applications allowing

* Color code on the connector matches
installation die.
¢ Provides matched system for fast and
easy installation.
* Die index embossed on connector after
completion of crimp.
¢ Permanent inspectability of installed con-

maximum flexibility for the design and nectors to ensure consistently reliable
Expanded TAP 1 Components installation of a system. and dependable connections.
Expanded Catalog Number| TAP 1 Range| * Tap grooves function independently from ¢ Insulation is not provided. Insulation can
each other. Use of one tap is required. be obtained from Raychem (800-272-
YSH-294C-E #4 Balance may be used or left empty. 9243) type HVSY Splice kits for 15 kV
YSH-292C-E #2 0 Provides maximum design and instal- installations.
YSH-2925-E 1/0 lation flexibility. 0 A complete IEEE 404 15 kV installation
is provided.
Die
Conductor Sizes Code Expanded TAP 1 Index
(Flex Cable) ATooling (*Number of Crimps) A&
Catalog Color |Emboss Strip
Number |Fig.| Main TAP 1 TAP 2 TAP 3 | Y750 | * Y46° * Code ment H w L |Length
250-2 250-2 ues54 =
YSH2929 | 1 (4/0-2) (410-2) ues4 | (4) PE54 (4)/(2) | PURPLE 654 1.85 | .90 §
500-4/0 | 250-1/0 |1-6 STR/SOL | 8-14 u1104 o«
YSH3429| 2 (350-4/0) | (4/0-1/0) (1-8) (8-14) ut1104 | (4) P1104 (4)/(2) | BROWN 1104 | 2.23 |1.31 §
500-250 | 500-4/0 u1104 =
YSH3434 | 1 (350-4/0) | (350-4/0) u1104 | (4) P1104 (4)/(2) | BROWN 1104 | 2.43 [1.15|3.00 %
750-350 | 350-1/0 | 1-6 STR/SOL | 2-14 - - | PYFR 2
YSH3931| 2 (550-500) | (350-1/0) (1-8) (2-14) ) ) 2 YELLOW K-R 2.97 |1.50 <&
750-350 | 750-350 PYFR 3
YSH3939 | 1 (550-500) |(550-350) - - 2 YELLOW K-R 2.97 [1.50 3

* Use P-UADP-1 adaptor with “U” dies in Y46. The Y46 and P dies result in a smooth crimp surface and is recommended for voltages above 600V.
A See tooling section of this catalog for complete tool and die listings.
* Number of crimps per connector. “U” -dies require double crimps.

V Strip Length 1-1/2" /—

Conductor ends remain visible
when conductor is split

=

Main Conductor

Main Conductor )
For continuous and/or tap

connections refer to table
for conductor ranges.

YSH Connector

Tap Conductor

@P\

@ Due to thickness of underground wire insulation the minimum
recommended strip length from the connector edge is 1 inch.
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Compression

TYPE CF-FR

H-TAP - FLAME
RETARDANT COVER

UL LISTED TO 600 VOLT

)

600 VOLT 90° C Features and Benefits
* One-piece design. * Flash barriers.
¢ No extra parts or hardware required. ¢ Protects against electrical flashover.
* Slips over connector and latches * CF-FR flame retardant design.
securely shut. ¢ Self-extinguishing retardant properties.
¢ Fast, rasy, reliable insulation of * Minimum 28 oxygen index.
H-Tap compression. 0 Self-extinguishing retardant properties.
 Eliminates tapping. e UL 94 V-O rated.
¢ Economical, fast, easy installation. ¢ Self-extinguishing retardant properties.
CATALOG MAX. CONDUCTOR MAX. CONN. CONNECTOR
NUMBER ACCOMMODATED MATCHED H COPPER CRIMPIT LENGTH COLOR CODE
#3 AWG YH8C8C GREEN
CFBG-FR .65
#6 AWG YH6C6C ORANGE
CFO-FR #2 AWG YH2C2C .80 BROWN
CFD-FR 250 kmcil YH292C, YH298C, YH2929 .95 PURPLE
CFN-FR 500 kemil YH3434, YH3429* 1.10 BROWN
750 kemil YH3939, YH3931, YH4429 1.30 YELLOW
CFR-FR '
1000 kemil YH4444 1.10 WHITE

* Use CFR-FR WHEN MULTIPLE TAPS ARE USED
t Two-piece design packaged together.
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Compression

TYPES YST

UNINSULATED “T”
COPPER HYTEE™ COUPLER

UL LISTED 90°C,
600 VOLT TO 35 KVe

Type YST copper compression tee is
designed for connecting a run conductor with
a perpendicular tap conductor.

YST connectors are commonly used in junc-
tion boxes and manholes to make a radial tap
off a main run. They are needed in many
industrial, utility generation and commercial
applications. The most common cable combi-
nations are listed below. Burndy Type Y-R

ELECTRO-TIN
PLATED

TAP

CRIMP

CRIMP

Features and Benefits

¢ Manufactured from seamless high conduc-
tivity electrolytic copper tubing with heavy
duty wall thickness.
0 Provides maximum conductivity, low

* Long barrel permits the use of the Y-R
reducers.
O Affords total flexibility and versatility for
virtually any conductor combination.

C-105

reducers can be used to accommodate most
cable combinations.

resistance and ductility for an excellent
combination of electrical and crimp form-
ing properties.
 Long barrel design on all three (3) legs.

¢ Provides for an additional crimp or indent
with almost twice the pull out strength
properties as a standard length barrel
plus a connection that will operate cooler
under heavy loading.

* Electro-tin plated.
¢ Provides durable long-lasting corrosion

resistance.

* Barrel diameter closely matches commer-
cial (code) cable and Navy cable diameters.
¢ Provides an excellent relationship of the

conductor/ connector combination to pro-
duce a high quality electrical connection
with the recommended tooling.

CODE
CONDUGTORS DIMENSIONS INSTALLATION TOOLING A WIRE LENGTH

DIELESS RUN CONDUCTORS TAP CONDUCTOR

Y35,A Y39, Y750, Y46* Y35,A Y39, Y750, Y46*

CAT.
MECHANICAL | HYDRAULIC | DIENUMBER | COLOR | DIE | DIENUMBER | COLOR IN%'EX

NO. RUN | TAP | B BB | H | L HYTOOL HYPRESS | (#OF CRIMPS) | CODE (INDEX | (#OF CRIMPS)| CODE | | RUN | TAP
YSTACAC | 4str. | 4st. [144|138|172 | 325 U4CRT(2) | GRAY gfg U4CRT(2) | GRAY gfer 1-316" | 1-3/16"
YST2C2C | 2st. | 2str | 156156198 | 356 |  MY29-3 U2CRT(2) | BROWN | 10 | U2CRT(2) | BROWN | 10 | 1-5/16" | 1-5/16"
YST2525 | 1/0str. | 1/0str. |1.62 156 | 1.91 | 3.81 or U25RT (2) PINK 1324? U25RT (2) PINK 13242’ 176" | 1-7/16"
YST2626 | 20str. | 200str. | 1.69 | 167218 | 394 |  My29-11 URT(2) | BLACK | 13 | U2RT(2) | BLACK | 13 |1-9/6' | 1-9/16"
YST282C | 40str. | 2st. | 175|150 | 212 | 394 | (2-CRIMPS Y644M UBRT(2) | PURPLE | 15 | U2CRT(2) | BROWN | 10 |1-11/16"| 1-5/16"
YST2825 | 4/0str. | 1/0str. [1.75|1.56 | 225 | 400 | EACHEND | (1)-CRIMP UBRT(2) | PURPLE | 15 | U25RT(2) PINK 1324‘8” 1-11/16" | 1-3/16"
YST2828 | 4/0str. | 4/0str. | 1.75 | 1.75 | 244 | 4.19 EACHEND | U28RT(2) | PURPLE | 15 | U28RT(2) | PURPLE | 15 |1-11/16'[1-11/16"
YST2929  |250 kemil [250 kemil| 1.75 | 1.78 | 2.53 | 4.25 U29RT(2) | YELLOW | 16 | U29RT(2) | YELLOW | 16 |1-11/16" [1-11/16"
YST3131  |350 kemil [350 kemil| 2.31 | 2.25 | 3.12 | 550 U31RT (4) RED 1332? U31RT (4) RED ‘??22’ 2 2
YST3428 |50 kemil| 4/0str. | 256 | 1.75 | 2.81 | 5.81 _ U34RT (4) | BROWN 22098r U2BRT(2) | PURPLE | 15 |2:5/16" [1-11/16"
YST3434 |50 kemil [500 kemil| 2.25 | 2.70 | 3.76 | 6.19 U34RT (4) | BROWN 2209;3’ U34RT(4) | BROWN 220&;3' 2516" | 2-5/16"
YST3939  |750 kemil [750 kemil| 3.46 | 3.34 | 4.64 | 8.12 USORT(4) | BLACK 2:7? USORT(4) | BLACK 2447-§r 2-15/16" | 2-15/16"

* Use adapter P-UADP-1 with "U" Dies in Y46 HYPRESS™.

B The maximum size for the Y35 is 400 kemil.

* Contact factory for conductor combinations now shown.

A See tooling section of this catalog for complete tool and die listings.

4 For applications greater than 2000 Volts consult cable manufacturer for voltage stress relief instructions.
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Compression

T-CONNECTOR

TYPE NYT
CABLE RUN — CABLE TAP

UL LISTED 90°C,
600V TO 35 kV &

A “T” connector designed to provide a clamp-
type element on the run and a permanent
Hypress™  connection on the tap.
Recommended for use on ring buses or for
applications where occasional disconnects
from the run conductor are desired without
disturbing the tap connection. Tin plated.
For proper installation of tap cable, see
table below.

* Y48B Hypress™ with Y48PR indentor.

@ For applications greater than 2000 Volts consult cable
manufacturer for voltage stress relief instructions.

NOTE: Circumferential dies may be used. For information
contact Burndy.

CONDUCTOR SIZE DIMENSIONS ININCHES | INSTALLATION INFORMATION

HYPRESS™ AND INDENTOR DIE
Y29B | Y3A | Y34B | V44B APP.
WITH | WITH | WITH | WITH SHip
CATALOG |FIG. Y29PR | Y34PR | Y34PR | Y44PR | no oF | WT.IN
RUNA | TAPAA |NUMBER|NO. B [BB | H | J | L NEST DIE INDENTS | LBS.
#2STR. |NYT282C | 1 | 1% | 1% | 1% | % |3%%s| D2CL | A2CD | B2CD | - 1 15
sosTR, |_MOSTR [ NYT2825 | 1 [1% [ 1% [ 1% | % [ 4 [DosL [ AcsD [ B2sD [ - 1 15
200STR. | NYT2826 | 1 | 1% | 1% | 1% | % | 4% | D26L | A26D | B26D | - 1 15
4/0STR. | NYT2828 | 2 | 2 | 156 | 1% | % |4%w | D2sL | A28D | B28D | E28D 1 22
#2STR. | NYT292C | 1 | 1% | 1% | 176 | % |3%s| D2CL | A2CD | B2CD | - 1 15
1/0STR. | NYT2925 | 1 | 1% | 1% | 17/ | % |4's | D25L | A25D | B25D | - 1 15
250MCM | 2/0STR. | NYT2926 | 1 | 1% | 11> | 17/ | % | 4%s | D26L | A26D | B26D | - 1 15
4/0STR. | NVT2028 | 2 | 2 |15 | 17/ | % | 4% | D28L | A28D | B2D | E28D 1 22
250MCM | NYT2929 | 2 | 2 | 15 | 17/ | % |47/ | D29L | A29D | B29D | E29D 1 22
100STR. | NYT3125 | 1 | 1% | 1% | 1% | % | 4'% | D25L | A25D | B25D | - 1 15
200STR. | NYT3126 | 1 | 1% | 1% | 1 | % |4%w | D26L | A26D | B26D | - 1 15
350MCM | 40STR. | NYT3128 | 2 | 2 |15 | 1% | % | 4' | D28l | A28D | B2sD | E28D 1 22
250MCM | NYT3129 | 2 | 2 | 1% | 1" | % |4%s | D20L | A20D | B29D | E29D 1 22
350MCM | NYT3131 | 2 | 2 | 2 | 1% | % | 5 | - | A3ID | B31D | E31D | 2 | 25
200STR. | NVT3426 | 1 | 1% | 1%2 | 1% | % |47w | D26L | A26D | B26D | — 1 17
40STR. | NYT3428 | 2 | 2 | 1% | 1% | % | 4% | D26L | A28D | B28D | E28D 1 25
soo wicy | 220MOM [ NYT3429 [ 2 [ 2 | 1% [ 1% [ % | 4% | Deol [ AeoD | B29D | EasD 1 25
350MCM | NYT3431 | 2 | 2 | 2 | 1% | % |57s| - | A3ID | B31D | E31D | 2 | 25
500MCM | NYT3434 | 2 | 2 |2 | 15 | % |5% | - | A34D g‘l‘; ﬁi:t E34D 2 25
200STR. | NYT3926 | 1 | 1% | 1%z | 17 | % | &% | D26L | A26D | B2eD | - 1 17
40STR. | NYT3928 | 2 | 2 | 1% | 1% | % |4%e| D28L | A28D | B28D | E28D 1 25
250MCM | NYT3929 | 2 | 2 | 1% | 17s | % |4%T6| D20L | A29D | B29D | E29D 1 25
750 MCM | 350MCM | NYT3931 | 2 | 2 | 2 | 1 | % |5% | - | A3iD | B31D | E31D | 2 | 25
500MCM | NYT3034 | 2 | o |2 | 1/ | %% [5%s| - | A34D g‘l‘; ﬂi:t E34D 2 27
750MCM | NYT3939 | 2 | » | 26 | 17/ | % |6V | - - ~ |EeD | 2 | 30
200STR. | NYT4426 | 1 | 1% | 1% | 2V | % | 4% | D26L | A26D | B26D | - 1 17
40STR. | NYT4428 | 2 | o | 1% | 2Ys | %% |4%s| D28L | A28D | B28D | E28D 1 25
250MCM | NYT4429 | 2 | 2 | 1% | 2% | % | 5 | D20L | A29D | B29D | E29D 1 25
350MCM | NYT4431 | 2 | » | 2 | 2% | % |57s| - | A3ID | B31D | E31D | 2 | 25
1000MEM | coomom | NyTaasa | 2 | o |2 | 2t | o | 5% | - | Asp g‘l‘; ﬁi:t E34D 2 27
750MCM | NYT4439 | 2 | 2 | 27 | o | % | 6% | - - ~ |EeD | 2 | 30
1000 MCM | NYT4444 | 2 |otjs | 3 | o5 | 1 | 7 | - - - glg ﬁ:‘ 2 32
40STR. | NYT4628 | 2 | 5 | 1 | 2V | % | 5% | D28L | A28D | B28D | E28D 1 47
250MCM | NYT4629 | 2 | o | 15/ | 2V | % |57/ | D29L | A29D | B29D | E29D 1 47
350MCM | NYT4631 | 2 | 2 | 2 | 2| % |5% | - | A3ID | B3ID | E31D | 2 | 47
ssoo oy | SO0MOM | NYT4E34 | 2 | o |2 | 2 | % [6%s| - | ABD B‘I‘;g:t EMD | 2 | 47
750MCM | NYT4639 | 2 | » | o7 | 2'/n | % | 6% | - Z ~ [Ead | 2 | 52
1000MCM | NYT644 | 2 |osi | 3 2% | |7 | - | - | - o ﬁ:‘ 2 | 75
1500 MCM | NYT4646 | 2 |211/ss | 390 | 2% | ' |7"e| - - ~ |ceD | 2 | 80
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Compression

TYPE YE-P, YE-P-FX

HYPLUG™ FOR COPPER
CONDUCTOR

Type YE-P copper compression adapters are _
designed for reliable termination of copper
conductor when the current capacity of the _
conductor is downsized, but larger conductor %
. L . . . 600 v, 900C EPDM rubber cover
is utilized. Typical applications are for voltage
drop protection when oversized conductors
are used or flex conductor is used. These
adapters facilitate the termination into existing
mechanical set screw connectors for various
stranded copper cables. FU LL CURRENT CAPACITY 90°C
ACCOMMODATES on INSTALLATION DATA
COPPER WIRE SIZES DIMENSIONS
CATALOG SIZE MECH TOOLS (# CRIMPS) HYDRAULIC TOOLS (# OF CRIMPS) CABLE
NUMBER EQUIV- COLOR | DE YoM (ACCONODATES STRIP
CODE ALENT|ADIA| B [ L | P | OD | CODE |[INDEX MD6/ |Y35/Y39| Y46 LENGTH
FLEXCABLE | o [NAVY vy | oy | e | e | g MY | Y2MR (MD7-34R| s | Tsy | s | YEOBHU Exwmseognae )
# STR. 20 [ 137|227 75 | 38 MY29-11] Y2MR | WACVT | W4CRT | U4CRT | U4CRT 4 - #6 AWG
YEVACP2OXTSFX | g1/ S 0siou) #ol 0 #  as | e | pe | po | O B P e @ P P _ ) 1-15/32
#2 STR. 2 | 165260 | .75 [ 46 MY29-11] Y2MR | W2CVT | W2CRT [ U2CRT | U2CRT #2 - #6 AWG
YEV2OP2OXTSFX | iosorisomey | 2 | 0| 2 | o | 2y | e | po | 2 | BROMN| 0| g p e @ (2) (2) _ ) 1-3/4
#1 STR. 29 | 166 263 | 75 | 51 MY29-11 WICVT | WICRT | U1GRT1 | UtGRT1 #1 - #6 AWG
YEVICP2OXTSFX | 170 pos 0 HOLT | # a g | en | i | e | GREEN| T _ @ @ ) P _ p 1-3/4
1/0 STR. 33 | 180|280 | .75 | 56 MY29-11 W25VT | W25RT | U25RT | U25RT 110 - #6 AWG
YEV25P33X75FX 10 | 100 10 PINK | 12 1-7/8
(275/24) 8 | 6] | (7] | 191 | [14) @ - ) @ @ @ - (1)
2/0 STR. 37 | 182 28| 75 | .63 MY29-11 W26VT | W26RT | U26RT | U26RT 2/0 - #4 AWG
YEV26P37X75FX 200 | 125 | 200 BLACK | 13 1-7/8
(325/24) 9] | [46] | [73] | [(19] | [16] @) - ) @ @ @ — (1)
3/0 STR. A 197 | 3.1 .82 70 MY29-11 W27VT | W27RT | U27RT | U27RT 3/0 - #2 AWG
YEV27P41X82FX 3/0 150 | 3/0 ORANGE | 14 2-116
(450/24) (101 | [50] | [77] | [21] | [18] @ - “ ) @ @ — (1)
4/0 STR. 46 199 | 328 92 77 MY29-11 W28VT | W28RT | U28RT | U28RT 4/0 - #1 AWG
YEV28P46X92FX 4/0 | 200 [ 4/0 PURPLE | 15 2-116
(550/24) (12 | [51] | [81] | (23] | [20] @) - “ ) @ @ - (1)
FLEX CABLE ONLY
250 kemil FLEX 250 .50 237 | 375 | 1.00 81 MY29-11 W29VT | W29RT | U29RT | U29RT | L29RT
YESOPSOX100FX | ) ass G 250 CLASS H427 | — | kemil | rto | t6ol | 081 | 51 [ et ["*Y [ %" | — | @ | @ | @ | @ | @ 0 238
262.6 kemil FLEX 2626 51 | 230|382 [ 102 88 W30VT | W30RT | U3ORT | U30RT | L30RT
VESIPSIXIOFX | oo FLEX CLASS IKM | — | kemil | [13] | 611 | 197 | 18] | 2y | WHTE | 7| — — ©) ®) @) ) (1) M 12
313.1 kemil (775/24) 300 | 55 | 253 | 408 | 110 ] 95 W31VT | W31RT | U31RT | U3IRT | L31RT
YEG2PSSXT10FX (300 kemil NOM) — | kemi | 141 | 165] | o4 | gy | ar | PO | | — — () ®) (4 @) (1) 0 2508
373.7 kemil (925/24) 350 | 59 | 268 | 436 | 1.18 | 1.06 W32VT | W32RT | U32RT | U32RT | L32RT
YES4PSOXTIBFX (350 kemil NOM) — | kemit | 1151 | o8 | | oo | e | BME | O] — — ) ®) 0] @ | @1 0 254
444.4 KCMIL (1100/24) 450 | 67 | 314 | 5.04 | 1.34 | 1.19 U34RT | U34RT | L34RT ]
YEGGPGTX134FX (450 kemil NOM) — | kemit | 171 | oo | pie | e | o | BROMN| O — | — | — | — | | @ | @ U i
535.3 kemil (1325/24) 500 | .71 | 320 | 530 | 142 | 1.25 U3BXRT | U3BXRT ]
YESBPTIX142FX (500 kemil NOM) — | womit | 8 | o4 | pizs | e | e | PMEOIY — | — | — | — | W | @ | — U 338
646 kemil (1600/24) 600 | 78 | 331 | 551 | 156 | 1.35 U39RT | U39RT | L39RT ]
YEAOPTEX156FX (600 kemil NOM) — | komit | 2o | 4 | o | wo | e | B 2] — | — | — | - | W | @ | @ v 37116
777.7 kemil (1925/24) 750 .87 354 | 599 | 1.74 | 150 U44XRT | U44XRT g
YEAPBTXI74FX (750 kemil NOM) — | komit | 221 | 100 | 1152 | wear | s | YERROWNS) — | — | — | — | | @ | — v 358
CODE CONDUCTOR ONLY AWG
} 250 | 50 [ 199 [ 333 [ 100 75 MY29-11 W29VT | W29RT [ U29RT | U29RT [ L29RT | 250 kemil - 1/0 AWG
YE29P50X100 250 kemil 250 | i |ty | s | e | s | g | YEROW| 16 [T _ P @ © P o 0 2:1/2
} 300 | 55 | 237 [ 385 [ 110 ] 81 W30VT | W30RT | U3ORT | U30RT | L30RT | 300 kemil - 210 AWG
YE30P55X110 300 kemil 300 | yemi | 1y | 601 | 98 | o) |y | WHTE | 7| — _ ® ® @ Y " 3 2.5/8
) 350 | 59 | 239 | 398 | 118 | .88 W31VT | W31RT | U31RT | U31RT | L31RT | 350 kemil - 3/0 AWG
YE31P59X118 350 kemil 350 o | 1) | o) | ion | o | o2 | PR | 8| — _ ® ® @ 0 " 3 234
} 400 | 63 | 253 | 424 | 126 | 95 W32VT | W32RT | U32RT | U32RT | L32RT | 450 kemil - 40 AWG
YE32P63X126 400 kemil 400 | yomi | (18] | 165 | rog) | o | | BRE | 0| — _ ® ® @ p " g 3-1/4
) 500 | .71 | 268 | 460 | 142 | 1.06 W34VT | W34RT | U34RT | U34RT | L34RT | 500 kemil - 40 AWG
YE34P71X142 500 kemil — | wemi | 18] | 8 | 71| (a8 | ey | BROWN| 20| — _ ® ® @ (4) o g 338
. 600 .78 314 | 525 | 156 | 1.19 U3BRT | U36RT | L36RT [ 600 kemil - 250 kemil
YE36P78X156 600 kemil — | kemil | [20] 0] | (133 | 0] [30] GREEN | 22 _ _ _ _ @ @) @ ) 3-7116
. 750 .87 337 | 573 | 1.74 | 1.30 U39RT | U39RT | L39RT | 750 kemil - 500 kemil
YE39P87X174 750 kemil — L womi | 220 | o) | 93] | aap | g | BHACK | 24| — _ _ _ @ A s M 35/8

For sizes above 4/0 the MD6-6R2 must be used.
b To use "U" Dies in Y46 HYPRESS, Catalog number P-UADP-1 die adaptor is required.
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REDUCED CURRENT CAPACITY

ACCOMMODATES

INSTALLATION DATA

PIN DIMENSIONS

CATALOG COPPER WIRE SIZES SIZE MECH TOOLS (# CRIMPS) HYDRAULIC TOOLS (# OF CRIMPS) CABLE
i CODE ifgrll\’T ADA| B | L | P | 0D %%3: woix MDE/ |Y35/Y39| Y46 Ve ACCONODATES | engr
FLEX CABLE | S5 [ Navy o | oo | oo | o | oy | voum |woram| oy (Y07l G |veomnul ewoenwre |

YEVACP20X75FX (91;’244%2/'24) s | 40| w4 é(]) 1[335? ng [1795] [133] GRAY | 8 MYé?’” Y%R W‘tf)w W‘tf)RT U“(g’)RT U“(g)m _ #4":%AWG 1-15/32
YEV2CP26X75FX (125#;43_12%/24) w2 | 6| # [27? 1[43? TGZ(]) [1795] ['fg] BROWN | 10 M%‘” Y?"‘V')R W2(4C)VT WZ(E)RT UZ(S;*T Uz(g)RT _ #2":?)AWG 134
YEV1CP29X75FX (175#/1243_;;5'/24) #o| 5| # é? 1[42? Teeg [17;’] ['1531] GREEN | 11 Mvéﬁ'” _ W1(4C)VT W1(E)RT A A #1":16)’“'\'6 134
YEV25P33XT5FX 1(?73;: 10 | 100| 10 [‘g’ 1[486‘]) Tg(]) [1795] fff] PINK | 12 MYé?‘” _ WZ(E)VT wz(i)m UZ(%RT Uz(g)RT _ 1/0"(*%AWG 178
YEV26P37XT5FX (230253/;: 20 | 125 | 20 [g }486? T783? [175] [162] BLACK | 13 MY(ZZ?'” _ Wz(ﬁ)\’T WZ(‘?)RT UZ(S)RT Uz(g)m _ Qlo'ff)AWG 178
YEV27P41X82FX %%OS;Z' 3 | 150 | 30 ['140‘] ‘[5%? ?717; [;2] [1721 ORANGE | 14 MY(ZZ?'” _ WZ(Z)VT WZ(Z)RT UZ(Z)RT UZ(;)RT _ 3’0"(‘12)AWG 2:1/16
YEV28P46X92FX ‘I/S%;;Z 40 | 200 | 40 [1426] ‘[55:? ?821? [293?] ooy | PURPLE | 15 MY(ZZ?'” _ Wz(f)w wz(i)m uz(g;zT uz(g)RT _ 4/0"(’11)‘“"’6 21/16

FLEX CABLE ONLY
rnon | e T B ST E A T[] TR o =
v | geirmiet, |5 e e e (o] | [P [ [ e
arenc | g | [ % T T[] | [T R RE
e | Tt | [ 8 e e e ] | [ Vv v
YE36P67X134FX 444{15(?&% S&%%m) _ If:r?ll [1677] ?;0‘11 [513;] }:ﬂ‘]‘ 1[310? BRowN [20 | _ | _ | _ | _ UfijTT Ua(j)RT La(‘g” o) 314
YE3BP71X142FX 5afégokf<?r1il(1r\13c2)iﬁ4) _ kscfgl ['178‘] ?824? [512; ;é‘g 1[3?]3 PNk oo _ | | _ | _ UG%RT usz;m _ ) 338
ermsre | Sitoms | [ BT s T T [ | ||| ] 0 |
YE44PETXITAFX 77(77‘20“?;:"“,\‘95%?4) B [2827] ?'9‘;‘]‘ [igg] ;"‘1‘]‘ 1[358? vewow |us| | | _ | _ U‘%RT U‘%m _ (1) 358
CODE CONDUCTOR ONLY AWG

YE29P50X100 250 komil 20 | 20 [15% 1[591? ?éi? ;2‘;(]) [1751 YELLOW | 16 MY(Z;)"” _ Wz(g)w WZ(E)RT Uz(g:“ UZ(Z)RT LZ(??T 20 kcm"({)ﬂo ANG | 5412
YE30PS5X110 300 komil o | 30 [1521 Tssoq ?988? }2};]) ['2811] wHTE |17 _ | _ W3(g)VT W3(g)RT UG(S)RT Us(g)m Li??T 30 kcm"({)m NG o5
YE31P59X118 350 kormi w0 | 20 [153] T631§], [313?] }31)? [gg] RED | 8| _ | _ W3(;)VT W3(;)RT Ua(l)m Ua(l)m "3(115” %0 kcm"({)% AWG | o3
YE32P63X126 400 kemi a0 | 20 [162] 7655? ;gg] }322‘]5 [é’f] BLUE | 19| _ | _ W3(§)VT Wsé)RT Ua(i)m Ua(i;“ L3(21§‘T 40 kC’“"({)“/O A A
YEB4PTIX142 500 kemil B e ['178‘] ng? ;'16% ;gg ‘[2(;? BROWN |20 | _ | _ W3(3)VT w:zg)m U‘”ﬁ)m Ua(i;qT La(‘g” S0 kcm"({)“/o ANG 39
YE36P78X156 600 komil | [2731 ?610‘]‘ [51;’] }4%? ‘[3105]’ eREN |2 | _ | _ | _ | _ Uii)m Ua(i;“ Lsg;w 600 kcm"(;)%o kemil | 3. 7me
YE39PETX174 750 komil = [2827] ?8361 [51121 1[41‘]‘ 1[333‘]) Buck |24 | _ | _ | _ | _ US(Z)RT Ua(i;“ Lig?T 70 kcmil(;)SOO komil| 5515

1 For sizes above 4/0 the MD6-6R2 must be used.

[2> To use "U" Dies in Y46 HYPRESS, Catalog number P-UADP-1 die adaptor is required.




BURNDY

Compression

REDUCED CURRENT CAPACITY

ACCOMMODATES

INSTALLATION DATA

COPPER WIRE SIZES - DIMENSIONS

CATALOG SIZE MECH TOOLS (# CRIMPS) HYDRAULIC TOOLS (# OF CRIMPS) CABLE
S cove | JaenT Ao | & | L | | o0 | cooE [norx MD7-34-| MDG/ |Y35¥39| Y45 | Y46 Y644M (ACCOMODATES | STRIP
FLEX CABLE | SOPF INavY o | oo | o | oo | o My | vaum |MPE3+] DS YOS i [voomuu)  remom wee e

YEVACP16XTSFX (913*244%224) # | a0 | 4 [L? Eag ?5%1 [173'] [13(?] crAY | 8 MY(%?'” Y%R W‘tf)w W“(f)m U“(g)RT U“(%HT U“(S)RT _ “4":?)AWG 1-15/32
YEV2CP20XT5FX (125#/24‘?‘1;‘/24) w2 | 60| # [f_f]’ EE ?666(]’ [17;3] [1426] BROWN| 10 M%"” YZ(XR WQ(E)VT WZ(E)RT Uz(g)m Uz(g)m UZ(E)RT _ #2":?)AWG 134
YEVICP23XT5FX (17:/1248_;;5/24) m |75 [%? L’é? T;;? [1731 ['1531] GREEN| 11 MYé?’” _ W‘(f)w W@RT A A I #1":?)AWG 134
YEV25P26XT5FX 1(@55/;; 10 |100| # [27? E‘i%(]) ?7‘:(]) [17;3] [15; PINK | 12 MY(Z;)"” _ Wz(i)\" Wz(i)m Uz(g)m Uz(gTT Uz(g;qT _ ”“?%AWG 178
YEV26P29X75FX z(g’zssgz 20 [125| # [f;]’ ;42? ?7%? o [162] BLACK | 13 MY(QZ?'” _ WZ(E;’T WZ(E’)RT UZ(S)RT Uz(g)RT Uz(g)m _ ZO"(’;‘)AWG 178
YEV27P33XTSFX ?g;;f) a0 | 150 | 10 [:? ;5% ?‘7(;‘]‘ [17;] [1731 ORANGE 14 MY(ZZ?'” _ Wz(Z)VT W2(Z)RT Uz(;;:” uz(;)R'r UZ(Z)RT _ S/O'TE)AWG 2116
YEV28P37XTFX ‘:;%;;S 40 | 200| 20 [39? 2591? ?811} [17;’] [2751 PURPLE 15 MY(ZZ?'” _ wz(z;n WZ(Z)RT Uz(g)m Uz(g)RT Uz(g)m _ 4/0"(’11)AWG 2416

FLEX CABLE ONLY
e R R R
v | b [ | 8 Tt [T 8 [y || [V Ve o w w Re o
VE32P4GX92FX 31(230“&'2'”(11705@4) _| [;‘g] ?e%? ?9%(]’ [é’; [2951 ReD | 18| _ | _ W?;;’T Wg(’;)RT Uﬂ)m U3(1)RT Uﬂ;“ L3(1:T (1) 2508
oo | Tk e || 28 T e || [V Ve v e e g
YE3GPS5XT1OFX 444‘(155(;% ngﬂo{z‘” i [ff] ?810‘]‘ ;gg] ‘[2:3‘]) ;31;]’ grown| 20 | _ | _ | _ | _ Us(i)m Us(j)RT Ua(:;ﬂ L3(‘§T ) 314
YE3BPSOX118FX safs'gokfcnrﬂ"mé%f“) e [15591 ?Si‘]’ [ﬁ’gg) 1[310? ;322? Pnk [oo| | | | US%RT U%F‘T UB%RT _ ) 338
YE4OP67X134FX G?SOECLTLH(.F?\IOSST ) - :;5,2" [1677] ?éi} 5322] 1[333 ;3?;? Biack |24 | _ | _ | _ | _ Ua(i;:” Uii;:” Ua(i)m LSg‘T ) 37/16
YEA4PTIX142FX 77(77';0k°k2”ri1'm“,\?éfw/f4) e ['17;] ?9%‘]‘ ﬁfj} 1[3‘:5 ;32‘]) vewomLis| | | _ | _ U‘%RT U4‘(‘3RT U‘%RT _ ) 358
CODE CONDUCTOR ONLY
AWG
YE29P31X109 o AR Iﬁ‘]’ ?7%? 1[2%‘]’ [1751 VELLOW 16 MYé?‘” _ Wff;” Wz(i’;” uz(g)ﬂT U2(3)RT UZ(Z)RT "285” 20 k°m"(1')1/° AVG o112
VE29PAXER a0 | At s | 8 [ 5 [oonl 16 [ W29\T [ WoSRT | U2RT | U2SRT | U2SRT | L29RT | 250 kel - /0 AWG | , -
(0] | [51] | [80] | [21] | [19] @ — ) @ @ @ @ () ()

YE30P46X92 300 ki %0 | 40 [;‘g] ?e%i ?Qfg [gg] [f:] wHTE| 17 | _ | _ w?g;n W:Zg)RT U3(2)RT US(Z)RT Us(g)m LS((:I;(T s kcmn“-)z/o WG 5.5
YE31P50X100 350 kel 30 | 20 ['1531] TGS;S]’ ?9%(]’ ‘[2%(]) [221 RED | 18| _ | _ W?;)VT W?;)RT Ua(l;:” Us(l)m Ua(l;w L‘"’GTT %0 kcm"({)m ANG | 5.4
YE32PS5X110 400 kel awo | 30 ['ff] ?655? ;gf] 1[2;? [2951 BLUE| 19| _ | _ W‘?é;” W?g)RT Ua(i)RT Ua(i)RT U3(i)RT Ls(ﬁ?T 40 kcm"({)“/o ANG | 5474
YE34P5OX118 500 kel B Il Bl Bl vworl (Rl I TN N R w?g)v'r W?g)RT Ua(i)m U‘"zj)RT Ua(i;“ LS(‘;TT 500 kcm"({)“’O ANG | 3.5
YE36P63X126 600 kernil _ k“corg" [fg] :[’810‘]‘ ;292] Eai? ;3105]’ GREEN| 22 | _ | _ | _ | _ Ua(i;“ Ua(i)m U3(i)m L3g” 600 kcmil(;)ZSO kemil| 5 7116
YE39P71X142 750 kemil _ é?gn ['17;] ?8%? [?;71] Esg ;333(]’ Biack| 24 | _ | _ | _ | _ Ua(j;“ Us(i)RT Us(i;“ La(gTT 70 kcm"(;)m kemil | 3.5

1 For sizes above 4/0 the MD6-6R2 must be used.
[2>To use "U" Dies in Y46 HYPRESS, Catalog number P-UADP-1 die adaptor is required.
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BURNDY

Compression
TYPE YA-A DEsDCHME  coton coned
AND YA-A-TN cLoSED \ /
ELECTRO-TIN o

HYLUG™

UNINSULATED
ALUMINUM COMPRESSION
TERMINAL

1-HOLE DESIGN

UL LISTED 90°C,
600 VOLT TO 35 KVe

Type YA-A aluminum tin-plated compression
HYLUG™ terminals are dual-rated and
designed for use on both aluminum and cop-
per conductors from #12 sol through
2000 kemil.

They are designed for heavy duty applica-
tions to 35KV. YA-A terminals are prefilled
with PENETROX™, and assembled with
color-coded end caps. Available with one,
two, and four-hole NEMA tongues, the
aluminum HYLUG™ terminals are designed
for a permanent trouble-free electrical

termination.

\

PLATED \

\ ~ CRIMP

CRIMP

CABLE
ACCOMMODATION

Features and Benefits

* Manufactured from high conductivity,
wrought aluminum with heavy duty
wall thickness.
¢ Provides maximum conductivity, low

resistance and ductility for an excellent
combination of electrical and crimp
forming properties.

* Electro-tin plated.
¢ Provides durable long lasting

corrosion resistance.

¢ Internally bevelled barrel.
¢ Provides easy cable insertion.

* Meets UL486B 90°C requirements.
¢ Provides a quality electrical

dual connection.

* Connector is clearly marked with wire
size, die index, color-code and the
proper number and location of crimps.
¢ Provides easy identification and tooling

recommendation for a proper compres-
sion which forms a homogeneous
mass resulting in an excellent electrical
connection.

e Factory prefilled with PENETROX™
oxide inhibiting compound.
¢ Oxide inhibiting compound contains
homogeneously suspended metallic
particles to penetrate the wires' oxides,
establish electrical continuity and forms
an airtight connection.
* Color-coded end caps inserted
in barrel end.
¢ Prevents foreign materials from entering
and contaminating the connector prior
to usage plus identifies the proper
color-coded die for a reliable connection.

DIMENSIONS INSTALLATION TOOLING A
NO. OF DIELESS Y35, Y39, Y750, Y46 -
CATALOG CODE STUD | HOLESIN ¢ | oL |~ [T | Z |MECHANICAL | HYDRAULIC | DIENUMBER | COLOR | ey ;NT'FF:IE,
NUMBER CONDUCTOR+ | SIZE PAD REF. |MIN. | TOOLING HYPRESS (# OF CRIMPS) | CODE A | LENGTH
YA12WA-TNE 12 sol. 12 1 41|50 [1.19].20 [ .08 | .30 | pps-27
YA12A-TN t 12 str. 10 1 41|50 |1.22].20 | .08 | .30 | (1)-CRIMP _ ) _ 5/8"
YA10A-TN t 10 str. 10 1 41| .50 |1.22] .20 | .08 | .30
YA8CA1 10 .53 | .60 |1.50| .20 | .09 | .40
8 str. 1 UBCABT(1 BLUE | 374 5/8"
YABCA3 St 14 53| .75 [1.65| 25 | 09 | 50| MY29-3 )
YA6CA1 1/4 A7 | 75 |1.84| .33 | .14 | 42 | (1)-CRIMP MY644M
6 str. 1 UBCABT(1 GRAY | 346 3/4"
YA6CA3 3/8 .65 (1.19|2.28| .44 | .09 | .75 (1)-CRIMP M

 Contact Burndy for conductor, stud sizes and hole drillings not shown.
@ See tooling section of this catalog for complete tool and die listings.

(1) No color code assigned.
1 UL Listed for Aluminum only.
* Use P-UADP-1 adaptor with "U" dies in Y46 Hypress™.

@ For applications greater than 2000 Volts consult cable manufacturer for voltage stress relief instructions.




BURNDY

Compression

TYPE YA'A DIE AND CRIMP  cOLOR CODED
INFORMATION END CAP
AND YA-A-TN cLOSED
BARREL /
(CO NTl N U E D) ALICU ELECTRO-TIN \ .
PLATED \ e O
HYLUG™ s RN
\ & \ CRIMP
UNINSULATED ALUMINUM A\ = CRIMP
COMPRESSION TERMINAL
UL LISTED 90°C, CABLE
ACCOMMODATION
1-HOLE DESIGN 600 VOLT TO 35 KVe
DIMENSIONS INSTALLATION TOOLING A
DIELESS Y35, Y39, Y70, Y46* A
CATALOG CODE STUD NO. OF c D L N T z MECHANICAL HYDRAULIC DIE NUMBER COLOR DIE ;N#SHED
NUMBER CONDUCTOR SIZE HOLES IN PAD REF. | MIN. TOOLING HYPRESS (# OF CRIMPS) | CODE | INDEX LENGTH
YA4CA1 1/4 47 | .75 1213 .33 | .18 | 42
YA4CA3 4 str. 5/16 1 .80 | .87 |2.25| 41 | 12 | 46 U4CABT (1) GREEN | 375 7/8"
YA4CA6 3/8 .80 | .94 |2.32| 44 | 12 | 50
YA2CA5 1/4 50 | 91 ]|225| .32 | .22 | .43
YA2CA1 2 str. 5/16 1 .88 [1.03]2.50| .41 | .16 | .47 MY29-3 U2CABT (1) PINK 348 | 1-1/8"
YA2CA3 3/8 .88 |1.03|2.56| .44 | .16 | .50 | (1)-CRIMP
YA1CA1 1 str. 3/8 1 .76 [1.19]259| 44 | 19| .75 U1CART (1) GOLD | 471 | 15/16"
YA25A1 5/16 .60 | .87 |2.31] .41 | .21 | .46
YA25A3 1/0 str. 3/8 1 .82 [1.18]2.67| .63 | .21 | .55 U25ART (1) TAN 296 | 1-1/16"
YA25A9 1/2 1.03]1.34 (2.67| 63 | .17 | .71
YA26A6 3/8 67 [1.18(2.79| 44 | 24 | .74 Y644M
2/0 str. 1 U26ART (2) OLIVE 297 1-3/8"
YA26A1 1/2 1.03]1.36 (3.03| .63 | .20 | .73 (1)-CRIMP
YA27A1 3/8 .73 [1.18]2.88| .44 | .26 | .74 MY29-3
3/0 str. 1 U27ART (2) RUBY 467 1-1/2"
YA27A3 1/2 1.04 (1.37 (327 | .63 | .26 | .74 | (2)-CRIMPS
YA28A1 3/8 1.1711.18 (3.26 | .44 | .30 | .74
4/0 str. 1 U28ART (2) WHITE 298 1-5/8"
YA28A3 1/2 117 (1.36 (3.44| .63 | .30 | .73
YA29A1 250 kemil 12 1 1.26(1.36 (3.53 | .63 | .33 | .73 U29ART (2) RED 324 | 158"
YA30A6 ) 3/8 1.38(1.37(3.90| .63 | .36 | .74
300 kemil 1 UB0ART (2) BLUE 470 1-3/4"
YA30A1 1/2 1.38(1.37(3.90| .63 | .36 | .74
YA31A1 350 kemil 1/2 1 152(1.37 (4.33| .63 | .39 | .74 _ U31ART (2) BROWN | 299 | 2-1/8"
YA32A1 400 kemil 5/8 1 1.62(1.88 (4.92| .88 | .43 |1.00 U32ART (4) GREEN | 472 | 2-1/2"
YA34A1 500 kemil 5/8 1 1.80(1.91 |5.56 | .88 | .46 | 1.03 U34ART (4) PINK 300 | 258"
YA36A1 600 kemil 5/8 1 1.97(1.88 |5.82 | .88 | .52 | 1.00 U36ART (4) BLACK | 473 | 2-7/8"
YA 1/2 2. . . . . .
S9A1 7007750 ! 1 05]1.8415261 63 | 43 | .71 U39ART-2(4) | YELLOW | 936 | 2-7/8"
YA39A3 kemil 5/8 2.05(1.88|5.80 | .88 | .43 |1.00
YA44A1 1000 kemil 5/8 1 2.501.89(6.50| .88 | .43 |1.01 P44ART** (4) | BROWN | 302 3
* Contact BURNDY for conductor, stud sizes and hole drillings not shown.
A See tooling section of this catalog for complete tool and die listings.
* Use P-UADP-1 adaptor with "U" dies in Y46 Hypress™.
** P44ART for use with Y46 HYPRESS™ only. P-UADP-1 adapter not required.
4 For applications greater than 2000 Volts consult cable manufacturer for voltage stress relief instructions.
ALUMINUM CONNECTORS
STANDARD EXPANDED STANDARD EXPANDED STANDARD EXPANDED
Y644M DIELESS HYPRESS™ WIRE SIZE | WIRE RANGE | WIRE SIZE | WIRE RANGE | WIRE SIZE WIRE RANGE
#6 AWG #6 AWG 1/0 AWG 1/0 - #1 AWG 250 kemil 250 kemil - 1/0 AWG
RANGE-TAKING #4 AWG #4 - #6 AWG 2/0 AWG 2/0 - #1 AWG 300 kemil 300 kemil - 2/0 AWG
CAPABILITIES #2 AWG #2 - #6 AWG 3/0 AWG 3/0 - #1 AWG 350 kemil 350 kemil - 3/0 AWG
#1 AWG #1 - #6 AWG 4/0 AWG 4/0 - #1 AWG 400 kemil 400kemil - 4/0 AWG
. . 500 kemil 500kcmil - 4/0 AWG
The following size HYDENT™ lugs and two 600 kemil 600 - 250 kemil
way splices, when crimped with the Y644M 750 kemil 750 - 500 kemil
DIELESS HYPRESS™ tool, produce the 800 kemil 800 - 500 kemil
following range taking capabilities: 1000 kemil 1000 - 750 kemil




C-112

BURNDY

Compression
DIE AND CRIMP COLOR CODED
INFORMATION END CAP
HYLUG™ cosep T~ 0/
BARREL *
UNINSULATED ALUMINUM (2) HOLE — © pveLeo
COMPRESSION TERMINAL P
2-HOLE AND 4-HOLE CRIPS
DESIGNS ELECTRO-TIN \
PLATED CABLE
ACCOMIDATION
o]
UL LISTED 90°C,
Type YA-A 2- and 4-hole pads inhibit connec-  an added stud hole for a more secure termi- sp
tor rotation and increase area contact. These  nation to various types of equipment pads.
aluminum terminals have the same design  They are dual-rated for use on both aluminum
features and benefits as the 1-hole YA-A with  and copper conductors.
- DIMENSIONS INSTALLATION TOOLING A
) DIELESS Y35, Y39, Y750, Y46*
NO. OF E A WIRE
CATALOG CODE STUD HOLES c D & L N T 4 MECHANICAL HYDRAULIC DIE NUMBER COLOR DIE STRIP
NUMBER CONDUCTOR SIZE IN PAD F REF. | MIN. TOOLING HYPRESS (# OF CRIMPS) CODE INDEX |LENGTH
YA2CA9 2 str. 1/2 2-NEMA [1.12]1.03[1.75|4.73| .63 | .16 | .73 MY29.3 U2CABT(1) PINK 348 | 1-1/8"
YA25A5 1/0 str. 3/8 2 82 |2.2411.06(3.73] 63 | 21 | .85 | ) cpivip UBART (1) AN 006 | 1.1716"
YA25A7 1/2 2-NEMA [1.03|3.10(1.75|4.59| .63 | .17 | .72
YA26A3 1/2 2-NEMA [1.03|3.11 [1.75|4.78| .63 | .20 | .73
2/0 str. U26ART (2) OLIVE 297 1-3/8"
YA26A5 3/8 2 .92 [1.89]1.00(3.56| .44 | .24 | .45
YA27A5 1/2 2-NEMA [1.04]1.22[1.75|5.02| .63 | .26 | .74 MY29-3
3/0 str. U27ART (2) RUBY 467 1-1/2"
YA27A7 3/8 2 1.04[1.89/1.00(3.79| .44 | 26 | .45 | (2)-CRIMP
YA28A5 1/2 2-NEMA [1.17]3.11 [1.75|5.19| .63 | .30 | .73
4/0 str. U28ART (2) WHITE 298 1-5/8"
YA28A7 3/8 2 1.17[1.891.00(3.97| .44 | .30 | .45
YA29A3 250 kemil 1/2 2-NEMA [1.26|3.11[1.75|5.28| .63 | .33 | .73 UZOART ) RED w4 | 158
YA29A5 3/8 2 1.26(1.89[1.00(4.06| .44 | .33 | .45
YA30A3 300 kemil 1/2 2-NEMA [1.383.11 [1.75|5.69| .63 | .36 | .73 V644M USOART ) oot | a0 | 1o
YA30A5 3/8 2 1.38[1.891.00|5.64 | .44 | .36 | .45 (1)-CRIMP
YA31A5 350 kemil 3/8 2 1.521.89[1.00(.485| .44 | .39 | .45 US1ART @) srown | 280 | 2.4/
YA31A3 1/2 2-NEMA [1.52|3.11 [1.75|6.07| .63 | .39 | .73
YA32A5 400 kemil 3/8 2 1.62[1.89[1.00(4.93| .44 | 43 | .94 U32ART (4) GREEN | 472 2"
YA34A3 ) 1/2 2-NEMA [1.62|3.15[1.75|6.80| .63 | .46 | .77
500 kemil UB4ART (4) PINK 300 2-5/8"
YA34A5 3/8 2 1.80(1.89[1.00(5.54 | .44 | .46 | .45
YA36A3 ) 1/2 2-NEMA [1.62|3.15[1.75|7.09| .63 | .52 | .77 —
600 kemil UBBART (4) BLACK 473 2-7/8"
YA36A5 3/8 2 1.97[1.891.00|5.83| .44 | .52 | .45
YA39A7 3/8 2 2.05(1.89(1.00|5.81| .44 | .43 | .45
700/750 U39ART-2 (4) YELLOW 936 2-7/8"
YA39A5 kemil 1/2 2-NEMA [1.62|3.15(1.75|7.07| .63 | .43 | .77
YA39AM2 1/2 2-NEMA [1.69]3.12[1.75|7.31| 63 | .57 | .74 P39ART"* (4) RED 301 | 2-7/8"
YA44A3 1000 kemil 1/2 2-NEMA [1.65|3.15(1.75|7.76| .63 | .66 | .77 P44ART** (4) | BROWN | 302 3"
YA46A3 _ 1/2 2-NEMA [3.093.16[1.75|8.75| .63 | .81 | .78
1500 kemil L46ART (2) RED 478 2-3/4"
YA46A5 1/2 4-NEMA [3.093.16[1.75|8.75| .63 | .81 | .78 —
YA48A3 2000 kemil 1/2 2-NEMA [3.57|3.11 [1.75|8.49| .63 | .90 | .73 L48ART  (2) RED 479 | 4-1/8"

*  Contact BURNDY or conductor, stud sizes and hole drillings not shown.

* Use P-UADP-1 adaptor with "U" dies in Y46 HYPRESS™.

A See tooling section of this catalog for complete tool and die listings.
1 Use Y60 BHU HYPRESS™ with L46ART and L48ART die sets.

90° C Rated.

Y644M DIELESS HYPRESS™
RANGE-TAKING
CAPABILITIES

The following size HYDENT™ lugs and two
way splices, when crimped with the Y644M
DIELESS HYPRESS™ tool, produce the fol-
lowing range taking capabilities:

** P39ART and P44ART die sets for use with Y46 HYPRESS™ only. P-UADP-1 adapter not required.
@ For applications greater than 2000 Volts consult cable manufacturer for voltage stress relief instructions.

ALUMINUM CONNECTORS

STANDARD EXPANDED STANDARD EXPANDED STANDARD EXPANDED
WIRE SIZE WIRE RANGE WIRE SIZE WIRE RANGE WIRE SIZE WIRE RANGE
#6 AWG #6 AWG 1/0 AWG 1/0 - #1 AWG 250 kemil 250 kemil - 1/0 AWG
#4 AWG #4 - #6 AWG 2/0 AWG 2/0 - #1 AWG 300 kemil 300 kemil - 2/0 AWG
#2 AWG #2 - #6 AWG 3/0 AWG 3/0 - #1 AWG 350 kemil 350 kemil - 3/0 AWG
#1 AWG #1 - #6 AWG 4/0 AWG 4/0 - #1 AWG 400 kemil 400kcmil - 4/0 AWG
500 kemil 500kcmil - 4/0 AWG
600 kemil 600 - 250 kemil
750 kemil 750 - 500 kemil
800 kemil 800 - 500 kcmil

1000 kcmil

1000 - 750 kcmil




BURNDY

Compression

TYPE ASA-U

HYSTACK™

TERMINAL STACKING
ADAPTOR FOR

ALUMINUM AND TN t@#ﬂj}
COPPER TERMINALS 1 AN

The HYSTACK™ adaptor is specially
designed to allow standard terminals to be
stacked on two or four hole NEMA trans-

ACCOMMODATES COPPER AND ALUMINUM

former or equipment terminal pads. COMPRESSION TERMINALS
HYSTACK™ s tin-plated, high-conductivity CONDUCTOR INSULATION CATALOG
aluminum to provide optimum corrosion resis- MAX. 0.D. NUMBER c H

tance. Only three sizes accommodate termi-

s f 250 th h 1000 ; 250 mem .868 ASA250U 1.00 77
nas from €50 mem trougn 000 mem fo 800 mem 1.372 ASA800U 1.00 1.13
help keep costly inventories to a minimum.

1000 mem 1.494 ASA1000U 1.25 1.25

To stack 4 hole NEMA drilled terminals use 2 adaptors assembled side by side.

ASA-U stacking adaptors are recommended for use with any BURNDY U.L. listed compression terminal, 2 or 4 hole NEMA pad
aluminum and copper lugs,types YA, YA-L, YA-A, and for all 2 hole NEMA spaced lugs in the OVERHEAD and UNDERGROUND
catalog sections.
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Compression

TYPE YA-A-KIT

P

TRANSFORMER
LUG KIT CONNECTOR
Each kit contains the UL listed and CSA cer-
tified AL9CU rated aluminum compression
connectors and tongue mounting hardware
needed to terminate aluminum or copper
cables in “dry type” transformers. The KVA
rating gives an approximate cross reference Features and Benefits
to the appropriate kit.
e UL listed AL9CU dual rated compression
terminals and CSA certified.
¢ Ensure the transformer feeders and
taps are terminated properly.
» Plated steel cap screws and hex nuts
with captive conical washers or individual
Belleville washers.
¢ Terminal to bus connections are made
using proper hardware resulting in true
torque to pressure performance.
Compensates for dissimilar metal
expansion and contraction.
* Hardware packed in plastic bag.
¢ No lost hardware prior to installation.
. Wire Range
Cat. No. KVA Terminals With Y644M Bolt Hardware Washer
QrY CAT QTY QTy
YA-AKIT 1 15-37.5 10 8 YA2C-A5 #6-2 AWG 8 1/4-20X3/4 8 1/2X20HN Captive
15-453 10 4 YA30-A7 2/0 AWG-300 kemil
50-75 10
YA-A-KIT2 75-112.5 30 12 YA30-A7 2/0 AWG-300 kemil 8 1/4-20X3/4 16 1/4X20HN Captive
8 1/4-20X2
VA-AKITS 100-167 10 3 YA30-A7 2/0 AWG-300 kemil 3 1/4-20X3/4 3 1/4X20 Captive
150-300 30 22 YA39-A1 500 - 750 kemil 16 1/2-13X2 16 1/2-13 1/2 Belleville

HH- HEX HEAD HN-HEX NUT
See Mechanical section for set screw terminal kits.
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Compression

TYPE AYP, AYPO

HYPLUG™

FOR ALUMINUM AND COPPER
CONDUCTOR

UL LISTED 90°C,
600 VOLT TO 35 kVe

Types AYP and AYPO aluminum compression
adapters are designed for reliable termination
of aluminum and copper conductor in
mechanical connectors. Typical applications
include mechanical connectors in molded
case circuit breakers, panel board equipment
and meter sockets.

P

AL9CU

TYPE AYPO

TYPE AYP

Features and Benefits

¢ All-aluminum electro-tin plated design.
¢ Eliminates possible bi-metallic corrosion
and provides the shortest connector
length design possible.
» Shortest connector length design possible.
¢ Permits easy installation in equipment
with limited working space.
* Solid electro-tin plated aluminum plug.
¢ Proper electrical connection made easily.
Eliminates "how tight is tight" problem.
* Smooth surface on the solid EC aluminum
electro-tin plated plug.
¢ Provides greater area contact establish-
ing excellent electrical conductivity.
¢ Solid plug has same diameter as current
carrying equivalent copper wire.
¢ Permits use of larger aluminum wire
to connect equipment.
* Offset plug design available in sizes
2/0 through 750 kcmil.
¢ Provides flexibility and maximizes
the use of limited space eliminating
interference between conductors and
equipment.

* Electro-tin plated.
¢ Resists corrosion.

» Factory prefilled with the proper amount
of PENETROX™ joint compound.
¢ PENTROX™, Burndy's oxide inhibiting

compound with conductive metallic
particles penetrates aluminum oxide
between strands and forms an
air-tight connection.

* EPDM rubber covers are supplied with
each connector.
¢ Eliminates taping.

* Only (5) die sets install the complete
line from #6 to 750 kemil.
¢ Lowers inventory requirements and

saves money.

¢ Supplied in a plastic convenience pack.
¢ The cover and connector are kept

together and free of foreign material
until used.

* Connectors are clearly marked with
catalog number, wire size, and color
coded die index.
¢ Provides clear, easy to use information

to lower installed cost.

C-115

@ For applications greater than 2000 Volts consult cable manufacturer for voltage stress relief instructions.
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TYPE AYP, AYPO

HYPLUG™

FOR ALUMINUM AND COPPER
CONDUCTOR

UL LISTED 90°C,
600 VOLT TO 35 kVe

D)

COMPRESSION
BARREL

SOLID PLUG

600V, 90°C
EPDM INSULATING COVER

-

\

J

==

|

|

COMPRESSION
BARREL

SOLID PLUG

600V, 90°C
EPDM INSULATING COVER

Fig 1: TYPE AYP (STRAIGHT)

Fig 2: TYPE AYPO (OFFSET)

AL9CU
DIMENSIONS INSTALLATION TOOLING A
A P L LL HYTOOLS Y33, Y39, Y750, Y46* A WIRE
CATALOG ALUMINUM PLUG | PLUG | HYPLUG | COVER DIELESS + + DIE NUMBER COLOR | JENOSX | STRIP
NUMBER CONDUCTOR FIG DIA. LENGTH | LENGTH | LENGTH TOOLS OH25 MD6 (# OF CRIMPS) CODE MENT LENGTH
AYP6 #6 str 1 23 .68 1.85 1.78
AYP4 #4 str 1 23 .68 1.85 1.78
AYP2 %2 sir 1| 23 | 68 | 185 | 178 | yveose | come | W4 Uz‘?ﬁm N | 206 | 1-1e
AYP1 #1 str 1 .26 .84 2.01 1.78 (2) - CRIMPS
AYP1/0 1/0 str 1 29 .84 2.01 1.78 Y644M
AYPO2/0 200 str 2 | a3 | 109 | 270 | 244 | (1-CRMP
AYPO3/0 3/0 str 2 37 1.22 2.80 2.44 UZ?SRT WHITE 298 1-1/8"
AYPO4/0 4/0 str 2 42 1.22 2.80 244
AYP250 250 kemil 1 47 1.22 2.63 2.54
AYP0O250 250 kemil 2 47 1.22 2.98 2.88
AYPO300 | 300keml | 2 | 53 | 134 | 308 | 288 USESRT BROWN | 200 | 1-1s
AYP350 350 kemil 1 57 1.34 2.75 2.54
AYP0O350 350 kemil 2 57 1.34 3.08 2.88 Hydraluic:
AYP0O400 400 kemil 2 63 1.60 3.43 3.16 Y644M
AYP500 500 kemil 1| 68 | 160 [ 308 [ 281 | (1)-CRMP Ua?SRT PINK 300 | 1-96"
AYPO500 500 kemil 2 .68 1.60 343 3.16
AYP0O600 600 kemil 2 .73 1.64 4.02 4.06
AYP750 700/750 kemil 1 .81 1.76 3.79 3.66 USQG;TI'-Q YELLOW 936 1-34"
AYPO750 700/750 kemil 2 81 1.76 4.16 4.06
Scratch brush aluminum conductor before installation.
A See tooling section of this catalog for complete tool and die listings.
** For MY29-3 use aluminum index plate at 1/0 setting for sizes #6 through 1/0 or at 4/0 setting for sizes 2/0 through 4/0.
: [\IJ(s)teLIJ’LLIlII?\th1 adaptor with "U" dies in Y46 Hypress™.
0 Also accomodates compressed and compact conductors. (Except for 700 kemil in 750 kemil barrel)
@ For applications greater than 2000 Volts consult cable manufacturer for voltage stress relief instructions.
Y644M DIELESS HYPRESS™ ALUMINUM CONNECTORS
RANGE-TAKING STANDARD EXPANDED STANDARD EXPANDED STANDARD EXPANDED
CAPABILITIES WIRE SIZE | WIRE RANGE | WIRE SIZE | WIRE RANGE WIRE SIZE WIRE RANGE
#6 AWG #6 AWG 1/0 AWG 1/0 - #1 AWG 250 kemil 250 kemil - 1/0 AWG
The following HYPLUG™ lugs and two way #4 AWG #4 - #6 AWG 2/0 AWG 2/0 - #1 AWG 300 kemil 300 kemil - 2/0 AWG
splices, when crimped with the Y644M #2 AWG #2 - #6 AWG 3/0 AWG 3/0 - #1 AWG 350 kemil 350 kemil - 3/0 AWG
DIELESS HYPRESS™ tool, produce the #1 AWG #1-#2 AWG 4/0 AWG 4/0 - #1 AWG 400 kemil 400 kemil - 4/0 AWG
following range- taking capabilities: 500 kemil 500 kemil - 4/0 AWG
600 kemil 600 - 250 kemil
750 kemil 750 - 500 kemil
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Compression

TYPE YS-A

HYLINK™

UNINSULATED ALUMINUM
COMPRESSION SPLICE

UL LISTED 90°C,
600 VOLT TO 35 KVe

Type YS-A is a high-conductivity aluminum
tin-plated compression butt splice for use on
all combinations of aluminum to aluminum,
aluminum to copper, and copper to copper
conductor combinations.

They are designed to accommodate conduc-
tors from #12 str. through 1,000 kemil in stan-
dard and heavy duty applications. Prefilled
with PENETROX™ oxide inhibiting com-
pounds and assembled with color-coded end
caps, the connectors provide a permanent
trouble-free electrical splice with flexibility and
low installed cost.

P

DIE AND COLOR
CODE INFORMATION BELLED

END

ELECTRO-TIN

PLATED \
~
\ CRIMP

(4) CENTER
WIRE STOP

BELLED
END

CRIMP

Features and Benefits

* Manufactured from high-conductivity
wrought aluminum with heavy duty
wall thickness.
¢ Provides high-conductivity/low

resistance and ductility for an
excellent combination of electrical
and crimp forming properties.

* Electro-tin plated.
¢ Provides durable long lasting

corrosion resistance.

¢ Internally bevelled barrel.
¢ Provides easy cable entry.

* Solid center stop and prefilled with
PENETROX™ oxide inhibiting compound.
¢ Provides stop for proper conductor

insertion and an aid in forcing the
PENETROX™ between the individual
wire strands.

* Color-coded end caps.

O Provides easy wire size and die code
identification plus prevents foreign
materials from entering and contaminat-
ing the connector prior to usage.

» Connector is clearly marked with wire
size, die index and the proper number
and location of crimps.

O Provides easy identification and tooling
recommendation. Proper compression
forms a homogeneous mass resulting
in an excellent electrical connection.
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DIMENSIONS INSTALLATION TOOLING A
DIELESS Y35, Y39, Y750, Y46* A
CATALOG | oope | g L | MECHANCAL | HYORAULC | Jorcaeg) | COLOR | guposc® | s
CONDUCTOR PER END MENT LENGTH
YS12AG1 #12 str. .39 1.03 Ratchet: _ _
MR8-27 @ 5/g"
YS10WAG1} #10 sol. 44 1.12 (1)-CRIMP —
YSBCAT 8 str 59 144 USCABT (1) BLUE 374 5/g"
YSECAT 6 str 72 170 UBCABT (1) GRAY 346 34"
YS4CA1 4str 86 197 (:‘)"&ﬁﬁp Y644M U4CABT (1) GREEN 375 7/8"
YS2CAT1 2str 1.09 2.44 PER END (1)-CRIMP U2CABT (1) PINK 348 1-1/8"
YS1CAT1 1tr 90 2.05 PEREND U1CART (1) GOLD 471 15/16"
YS25A1 1/0 str. 1.06 2.37 U25ART (1) TAN 296 1-1/16"

4 See tooling section of this catalog for complete tool and die listing.

@ No color code assigned.

1 UL Listed for Aluminum only. Not CSA Certified.
* Use P-UADP-1 adaptor with "U" dies in Y46 HYPRESS™.

B The largest size for the Y35 is 400 kemil.
# For applications greater than 2000 Volts consult cable manufacturer for voltage stress relief instructions.
* Also accomodates compressed and compact conductors. (Except for 700 kemil in 750 kemil barrel)
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Compression

TYPE YS-A
(CONTINUED)

HYLINK™

UNINSULATED ALUMINUM
COMPRESSION SPLICE

ELECTRO-TIN
PLATED

DIE AND COLOR
CODE INFORMATION

e

\\

BELLED
END

CRIMP

UL LISTED 90°C, BELLED CRIMP  (4) CENTER
END WIRE STOP
600 VOLT TO 35 KVe
DIMENSIONS INSTALLATION TOOLING A
DIELESS Y35, M Y39, Y750, Y46*, Y60BHU
CATALOG |  CODE 5 ) MECHANICAL | Hvoraulic | ENCIREL | coror | PREACX® | TR
NUMBER CONDUCTO HYTOOL HYPRESS PER END CODE MENT A LENGTH
YS26A1 2/0 str. 1.18 2.61 MY29-3 U26ART (2) OLIVE 297 1-3/8"
YS27A1 3/0 str. 1.31 2.88 (2)-CRIMPS U27ART (2) RUBY 467 1-1/2"
YS28A1 4/0 str. 1.40 3.06 PER END U28ART (2) WHITE 298 1-5/8"
YS29A1 250 kemil 1.46 3.18 U29ART (2) RED 324 1-5/8"
YS30A1 300 kemil 1.47 3.20 U30ART (2) BLUE 470 1-3/4"
YS31A1 350 kemil 1.89 4.04 Y644M U31ART (2) BROWN 299 2-1/8"
YS32A1 400 kemil 2.30 4.86 (1)-CRIMP U32ART (4) GREEN 472 2-1/2"
YS34A1 500 kemil 2.38 5.00 _ PER END UB4ART (4) PINK 300 2-5/8"
YS36A1 600 kemil 244 5.14 U36ART (4) BLACK 473 2-7/8"
YS39A1 ¢ 7?(2/;;?0 2.50 5.26 U39ART-2 (4) YELLOW 936 2-7/8"
YS39AM1 ¢ 7?(2/;;?0 2.63 5.58 P39ART** (4) RED 301 2-7/8"
YS44A1 1000 kemil 2.84 5.94 P44ART** (4) BROWN 302 3"
YS45A1 1250 kemil 2.84 6.21 P48PR1/L44ART** BROWN 302 2-7/8"
YS46A1 1500 kemil 3.40 7.05 L46ART*** BLUE 478 3-3/8"
YS47A1 1750 kemil 3.99 8.31 _ L47ART*** WHITE 587 4"
YS48A1 2000 kemil 3.66 7.58 L48ART*** RED 479 3-5/8"
YSA83A1 | oo | 366 7.58 L4BART*** RED 479 3-5/8"
A See tooling section of this catalog for complete tool and die listings.
1 UL Listed for Aluminum only. Not CSA certified.
* Use P-UADP-1 adaptor with "U" dies in Y46 HYPRESS™.
** P39ART and P44ART for use with Y46 HYPRESS™ only. P-UADP-1 adapter not required.
W The largest size for the Y35 is 400 kemil.
*** Y60BHU only.
90° C Rated.
* Also accommodates compressed and compact conductors. (Except 700 kemil in 750 kemil barrel)
Y644M DIELESS HYPRESS™ ALUMINUM CONNECTORS
RANGE-TAKING STANDARD EXPANDED STANDARD EXPANDED STANDARD EXPANDED
WIRE SIZE | WIRE RANGE | WIRE SIZE | WIRE RANGE WIRE SIZE WIRE RANGE
CAPABILITIES
#6 AWG #6 AWG 1/0 AWG 1/0 - #1 AWG 250 kemil 250 kemil - 1/0 AWG
The following size HYDENT™ lugs and two #4 AWG #4 - #6 AWG 2/0 AWG 2/0 - #1 AWG 300 kcm!I 300 kcm!I -2/0 AWG
way splices, when crimped with the Y644M #2 AWG #2 - #6 AWG 3/0 AWG 3/0 - #1 AWG 350 kemil 350 kemil - 3/0 AWG
DIELESS HYPRESS™ tool, produce the fol- #1 AWG #1- 46 AWG 4/0 AWG 4/0 - #1 AWG 400 kemil 400kemil - 4/0 AWG
lowing range-taking capabilities: 500 kemil 500kemil - 4/0 AWG
600 kemil 600 - 250 kemil
750 kemil 750 - 500 kemil
800 kemil 800 - 500 kemil
1000 kemil 1000 - 750 kemil
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Compression
TYPE YS-AT DIE AND CRIMP
INFORMATION COLOR CODED
HIGH VOLTAGE oo : '
PRE-FILLED WITH .
UNINSULATED PENETROX\
ALUMINUM "= § S S— S-S
COMPRESSION SPLICE N i_ ::L -
Type YS-AT is a high-conductivity aluminum / \ CRIMPS
electro-tin plated compression butt splice with E’:&ERED CRIMPS g%‘;ER
tapered ends for high voltage applications up
to 35 KV.
The YS-AT provides the same benefits as the ~ Features and Benefits
YS-A with the addition of tapered ends for
easy installation of high voltage insulating * Tapered ends for applications
kits. Tapered ends aid in preventing corona through 35KV.
emission and insulation breakdown. 0 Permits easy taping and aids in
Recommended for high voltage splice preventing corona emission and
applications. insulation breakdown.
* Heavy wall aluminum tubing.
¢ For use with combinations of AL-AL,
AL-CU, CU-CU
DIMENSIONS INSTALLATION TOOLING A
ot Y35, WY39, Y750, Y46* DIE INDEX & WIRE
CATALOG CODE DIE (CRIMPS COLOR EMBOSS- STRIP
NUMBER CONDUCTOR B L NUMBER PER END) CODE MENT A LENGTH
YS2CAT 2 str. 1.58 4.00 U2CABT (2) PINK 348 2-1/4"
YS25AT 1/0 str. 1.96 473 U25ART (2) TAN 296 2-5/8"
YS26AT 2/0 str. 1.83 429 U26ART () OLIVE 297 2-3/8"
YS27AT 3/0 str. 2.04 4.69 U27ART (3) RUBY 467 2-5/8"
YS28AT 4/0 str. 2.16 5.05 U28ART (3) WHITE 298 2-3/4"
YS29AT 250 kemil 2.29 5.37 U29ART (3) RED 324 2-7/8"
YS30AT 300 kemil 2.54 5.91 U30ART (3) BLUE 470 3-1/8"
YS31AT 350 kemil 2.68 6.23 U31ART (3) BROWN 299 3-3/8"
YS34AT 500 kemil 3.39 7.79 U34ART (6) PINK 300 4-1/8"
YS39AT 700/750 kemil 3.69 8.57 P39ART* (6) RED 301 4-1/2"
YS44AT 1000 kemil ¢ 3.77 9.69 P44ART* (6) BROWN 302 4-3/4"

1 Contact BURNDY for conductor sizes not shown.

*  Use P-UADP-1 adapter for "U" dies.

** P39ART and P44ART for use with Y46 HYPRESS™ only. P-UADP-1 adapter not required.

B The maximum size for the Y35 is 400 kemil.

A See tooling section of this catalog for complete tool and die listings.

* Also accommodates compressed and compact conductors. (Except 700 kemil in 750 kemil barrel)
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Compression

TYPE YRB

HYREDUCER™ DN
FOR ALUMINUM TO COPPER

AND ALUMINUM TO A 413 A{:j:
ALUMINUM VE= N
A
BARREL A BARREL B
UL LISTED 90°C, e
600 VOLT TO 35 KVe
HYREDUCER™ type YRB reducer butt splice
is designed to splice two different conductor ~ Features and Benefits
sizes and is UL listed for aluminum to copper ) )
and aluminum to aluminum applications. The ~ * Constant outside diameters. Electro * Solid center barrier.
outside diameter is held constant to minimize tin-plated. ¢ Provides center stop for correct cable
installation dies and is factory prefilled with ¢ Minimizes installation dies and provides insertion and aids the thorough penetra-
PENETROX™. a smooth profile for easy taping. tion of PENETROX oxide inhibiting
Provides durable long lasting compound between conductor strands.
corrosion resistance. * Connectors are clearly marked with cata-
¢ Factory prefilled with Burndy's PENETROX log number, wire size, and color-coded
oxide inhibiting compound. die index.
¢ Contains Homogeneously suspended ¢ Provides clear, easy to use information
conductive metallic particles which pene- to lower installed costs.
trate oxides between conductor strands * Each barrel end has a plastic end cap.
and forms an air tight connection. ¢ Keeps the connector barrels free of
foreign materials.
CONDUCTOR RANGE® DIMENSIONS INSTALLATION TOOLING A
Alum. or Cu. SIZE 1 HYDRAULIC TOOLS, DIE SETS, No. of crimps } WIRE
CATALOG BARREL BARREL 0.0 B L Y35 W, Y39, Y750, " DIE A COLOR STRIP
NUMBER A B o Y46* INDEX CODE LENGTH
YRB2U4 I b 62 88 | 200
Tstr U25ART 1 296 TAN 1-1/16"
YRB25U2 1/0 str. 2 A 62 .88 2.00
str.
YRB27U25 3/0 str. 1/0 str. .85 1.36 3.31
YRB27U26 3/0 str. 2/0 str. .85 1.36 3.31 U28ART 2 298 WHITE 1-5/8"
YRB28U26 4/0 str. 2/0 str. .85 1.36 3.31
YRB29U28 250 kemil 4/0 str. 1.11 1.73 4.21
YRB31U28 350 kemil 4/0 str. 1.11 1.73 4.21 U31ART 2 299 BROWN 2-1/8"
YRB31U29 350 kemil 250 kemil 1.11 1.73 4.21
YRB34U31 500 kemil 350 kemil 1.31 211 5.12 U34ART 4 300 PINK 2-5/8"
YRB36U31 600 kemil 350 kemil 1.46 2.25 5.57
YRB36U34 600 kemil 500 kemil 1.46 2.25 5.57
YRB39U34 775%0kl::m|"- 500 kemil 1.46 2.25 5.57 U39ART-2 4 936 YELLOW 2-7/8"
YRB3OU36 | UV | eookomil | 146 | 225 | 557

Contact BURNDY for conductor sizes not shown.

See tooling section of this catalog for complete tool and die listings.

Number of crimps.

Use P-UADP-1 adaptor with "U" dies shown in Y46 Hypress.

The maximum size for the Y35 is 400 kemil.

For applications greater than 2000 Volts consult cable manufacturer for voltage stress relief instructions.
Also accommodates compressed and compact conductors. (Except 700 kemil in 750 kemil barrel)

COM it p—+
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Compression

TYPES YFD, YFN, YFO
AND YFR

H-CRIMPIT™

UNINSULATED
ALUMINUM COMPRESSION
TAP CONNECTOR

FOR: ALUMINUM TO
COPPER AND ALUMINUM
TO ALUMINUM

UL LISTED 90°C,
600 VOLT TO 35 kVe

H-CRIMPIT™ compression tap connectors
Types YFD, YFN, YFO and YFR are for use
with aluminum to aluminum and aluminum to
copper connections.

The H-CRIMPIT™ is ideal for making both
parallel and tap compression connections in
risers and gutters. It should only be installed
with hydraulic tools.

DIE AND COLOR CODE
AND CRIMP INFORMATION

ELECTRO-TIN CRIMP

PLATED

—
/

PRE-FILLED WITH
PENETROX

TAP

Fig. 1

Fig. 2 Fig. 3

Fig. 4

Features and Benefits

* Each connector is factory sealed
in polyethylene.
¢ Maintains the connector free of dirt and
foreign materials prior to being used.
* When installed the connector has a
smooth profile.
O Easy to tape or to install an insulating
crimpit cover (See Types CFA and
CFA-FR thereby lowering installed costs.

¢ Connectors are color-coded to match
installation die.
¢ Easy die selections lower installed cost.
e UL 486B Listed.
¢ Provides a quality electrical connection.

ACCOMMODATES €] INSTALLATION TOOLING A
i?_%ﬁzuc;: COMPACT DIA. RANGE HYDRAULIC TOOLS, e E\%SA;'?SS

A DIE SETS. NO OF CRIMPS ( ) |NO.OF CRIMPS ( )| WIRE

CAT. FIG. DIE | COLOR STRIP
RUN | TAP | RUN | TAP | RUN | TAP NO. | NO.| HEIGHT | LENGTH | WIDTH | INDEX| CODE | Y750,Y35,Y39 |Y46<1 ()| Yeadm, Y64aMBH | LENGTH
1/0-6 STR | 1-6 STR | 2/0-6 STR| 1-6 STR | .398-.162 | .332-162 | YFO-140* | 1 | 1.15(29.2) | 1.62 (41.1) | 70 (17.8)| 0 GREEN UYFO, U-O (| PT30541 | (1)| 178"
4/0-1 STR | 1-6 STR | 250-1/0 | 1-6 STR | .563-338 | .332-.162 | YFD-265* | 1 | 1.47(37.3) | 1.88 (47.8) | .89 (22.6) @ 11/8"
4/0-1 STR | 2/0-1 STR| 250-1/0 | 3/0-1/0 | 563-338 | .477-338 | YFD-365* | 1 | 1.42(36.1) | 250 (635) | .89 (226) | D3 BLUE UL{;([l)ESD E PT30540 | (2) | 23/4"
4/0-3/0STR | 4030 STR| 250-3/0 | 250-3/0 | .563-426 | .563-426 | YFD-415* | 1 | 1.40(35.6) | 2.50 (63.5) | .89 (22.6) ®) 2 3/4"
400-4/0 | 400-4/0 | 500-250 | 500-250 | .750-522 | .750-522 | YFN-465 | 4 | 1.86(47.2) | 3.50 (89) | 1.25(31.8) ®) 33/4"
500-4/0 | 2/0-6 STR| 500-250 |3/0-6 STR| .815-522 | .450-160 | YFN-515 | 4 | 1.96(50) | 2.00 (51) | 1.28 (325) W 21/4"
500-4/0 | 500-4/0 | 500-250 | 500-250 | .815-522 | .815-522 | YFN-540 | 3 | 1.82(46.2) [ 450(1143) | 1.23(31.2)| N RED U%J\;::‘N Pi;’l:‘N E — — | 478
500-250 | 4/0-20 STR| 500-300 | 250-3/0 | .815-573 | .565-.410 | YFN-565 4 | 1.89(48) | 2.00(51) | 1.27(32.3) ) 21/4"
500-250 | 350-250 | 500-300 | 350-300 | .815-573 | .685-570 | YFN-615 | 4 | 1.99 (50.5) | 3.50 (88.9) | 1.28(32.5) W 334"
600-350 | 350-20 | 600-400 | 350-3/0 | .893-659 | .684-398 | YFR-715 | 4 |3.04(77.2) | 3.50 (88.9) | 1.74(44.2) ) 334"
600-350 | 600-350 | 600-400 | 600-400 | .893-659 | .893-659 | YFR-765 | 4 |3.04 (77.2) | 4.62(117.3) | 1.74(44.2) W 5"
900-600 | 350-20 | 900-700 | 350-3/0 |1.108-877| .685.398 | YFR-815 | 4 |[3.05(77.5) | 3.50 (88.9) | 1.74(44.2) YELLOW P-KR W o IR EE
900-600 | 600-350 | 900-700 | 600-400 |1.108-877| .893-659 | YFR-865 4 | 3.04(77.2) | 4.62(117.3) | 1.74(44.2) KR _ - P-YFR W 5"
900-600 | 900-600 | 900-700 | 900-700 |1.108-877|1.108-877| YFRO15 | 4 |2.97 (75.4) | 462(117.3) | 1.74(44.2) @ — — 5"
1000-350 | 1000-350 | 1000-400 | 1000-400 [ 1.165-6591.165-659| YFR-965 | 3 | 3.15(80) | 6.00(152.4) | 1.67 (42.4) (5) — — | 614"

A See tooling section of this catalog for complete tool and die listings. NOTES:

t Do not use U-YFN die set with P-UADP-1 adapter in Y46 HYPRESS™. Use P-YFN only. 1.
4 For applications greater than 2000 Volts consult cable manufacturer for voltage stress

relief instructions.

MATERIAL: ALUMINUM

B> For Conductor combinations of AL to AL or AL to CU.

B> Catalog Number PUADP-1-Adaptor is required to use "U" type dies in Y46 tools.
> Other conductors not listed in table can be accommodated as long as the conductor
diameter falls within diameter range specified.
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BURNDY

Compression

TYPES CFA AND
CFA-FR

H-CRIMPIT™
INSULATING COVERS

H-CRIMPIT™ FLAME
RETARDANT INSULATING
COVERS

FOR O, D3, N AND KR DIE
SIZE H-TAP COMPRESSION
CONNECTORS

UL LISTED TO 600 VOLT

Type CFA insulating covers are made of high
impact, high density polyethylene to insulate
H-tap CRIMPIT™ compression connectors.
Overlapping flash barriers protect both seams
against possible electrical flashover. End fin-
gers remain closed or wrap closely around
conductors. Multiple latches lock cover closed
securely.

Type CFA-FR flame retardant insulating cov-
ers are made of high impact, high density
polypropylene with a minimum 28 oxygen
index. This cover incorporates all the features
of the CF design plus the benefit of self-
extinguishing flame retardant properties.
Material is UL 94V-O rated.

Both CFA and CFA-FR types are suitable for
indoor and outdoor use. Pliable in cool
weather application.

Features and Benefits

* One-piece design.

¢ No extra parts or hardware required.

* Slips over connector and latches
securely shut.
O Fast, easy, reliable insulation of
H-Tap compression connectors.
* Eliminates taping.
¢ Economical, fast, easy installation.
* Flash barriers.
¢ Protects against electrical flashover.
* CFA-FR flame retardant design.
Minimum 28 oxygen index.
UL 94 V-O rated.
¢ Self-extinguishing flame retardant
properties.

600 VOLT 90°C

CATALOG MAX. CONDUCTOR INSULATED H-TAP MAX.CONN. | CONNECTOR CONNECTOR
NUMBER ACCOMMODATED CRIMPIT CONNECTORS LENGTH DIE INDEX COLOR CODE
CI(:::S-OFR 1/0 YFO140 21/2" 0 GREEN
CE:S_[;R 40 YFD265, YFD365, YFD415 3-1/8" D BLUE
PR 500 kemil YFN515, YFN565 212" oyshatt RED
CE:@EIL:R 500 kemil YFN465, YFN540, YFNG15 5-1/2" Cgﬂh‘;@ﬁ)r RED

o E:Q_F;; . 900 kemil YFR715, YFR<(6F5é;(1F5R815, YFR865 716" KR VELLOW

* Two piece design packaged together.




